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A STUDY OF THE RESPONSE CONTOURS OF THE HOT-PRESSED DENSITY -- ---- 
OF THORIUM OXIDE PELJETS - 

Donald A. Gardiner 

IN’IBODUCTION 

Twenty pellets of thorium oxide were fabricated by the hot press- 
i n g  method i n  order t o  study the e f f ec t s  of time, temperature, and load 
on the final density. This report  i s  a description of the s t a t i s t i c a l  
techniques used t o  investigate the phenomenon. 

THE MATHESIATICAL MODEL 

Since hot pressed density i s  a continuous variable, measureable by 
r e a l  numbers, and since the three factors,  time, temperature, and load, 
which a f f ec t  hot pressed density a re  a l so  continuous variables which may 
be measured on the real l ine ,  it i s  easy t o  suppose that there e x i s t s  
some continuous mathematical function 

which expresses the dependence of hot pressed density, 7, on the three 
factors,  x x and %. This f’unction represents a response surface* 
i n  that 7 i s  a response t o  the stimuli, x 

1’ a?’ 
x and 5 .  

1’ 2, 
An approximation t o  t h i s  function i s  a Taylor Series expas ion  

wherein a l l  terms beyond the second order a re  ignored and i n  which 
Pi, and j3 are ten  undetermined coefficients.  This i s  frequently 

i j  

’0, 

called a second order (because the highest order term is of the second 
order) response surface model and experimental designs have been 

*Since the response i s  i n  the fourth dimension, hyper-surface would 
be a be t t e r  word. However, the custom i s  t o  use the word surface. 
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developed t o  estimate the coeff ic ients  i n  the second order model i n  a 
very e f f i c i en t  manner. 

The experimental designs require t h a t  observations, Y, on the 
response, 7, be obtained f o r  predetermined combinations of the factors,  
x x and 5. It i s  assumed that 
1’ 2’ 

Y = I ) + E  

where E i s  a random disturbance with zero mean and constant variance. 
From the observed responses an estimating equation 

3 3 
j bij xi x Yc = b + .C_ bi xi + - 0 1-1 

i s  calculated where Y c, bo, bi, and b 

s t a t i s t i c a l  sense) of q, f3 
a r e  the bes t  estimates ( i n  a 

i j  
and f3 respectively. 

0’ f3iJ i j  

THE DESIGN VARIABLES 

Time 

The experiment was t o  investigate among other things the e f f ec t  of 
the length of time a pellet was pressed on the density of the pe l l e t .  
The shortest  period of time was t o  be 20 seconds and the longest 15 min- 
u t e s  (900 seconds). Previous study showed that f o r  isothermal pressing, 
the density of the pellet could be f a i r l y  w e l l  described by the function 

where p represents f i n a l  density i n  g/cc and t i s  time of pressing i n  
seconds. The function w a s  essent ia l ly  quadratic. 

Because of t h i s  functional relationship, the spacing of the levels  
of time selected f o r  the  experimental design was arithmetic i n  t P P  . 

Temperature 

Another variable chosen f o r  study w a s  the temperature a t  which the 
pellet was controlled while being pressed. 
selected was from 1000°C t o  1 .600~~.  

The range of temperature 
The leve ls  of temperature were 
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spaced arithmetically i n  degrees Centigrade. 

Load 

. I 

The pellets were pressed under different  loads which ranged from 0 

A s  with the  temperature variable t o  3000 pounds per square inch (ps i ) .  
arithmetic spacing was chosen f o r  the levels  of this design variable. 

Material 

The Tho powder from which the pe l l e t s  were pressed came from two e 
batches designated TH-3D and TH-3B. 
pe l l e t s  which were made from these batches was expected t o  be constant 
f o r  a l l  combinations of time, temperature, and load. Thus, t h i s  essen- 
t i a l l y  qual i ta t ive variable could be handled i n  the same manner i n  
which one may handle possible sources of systematic variation, that is, 
by "blocking," 
block would consist  of pellets fabricated from the TEI-9 batch and the 
other would consist  of pellets fabricated from the TH-33 batch. 

The difference i n  densi t ies  of the 

The design was divided in to  two blocks so that one 

TKE MPERlMENTAL DESIGN 

A composite design i n  three fac tors  (design variables) i n  two blocks 
Twenty pellets were pressed using 15 dif-  was chosen f o r  the experiment. 

fe ren t  combinations of the levels  of the three design variables. 

Geometrical Description 

The design is  easily described geometrically and may be represented 
by the d r a w i n g  i n  Figure 1. 

sional space represent the continuous variables, time, temperature, and 
load, Then a given combination of time, temperature, and load (e.g., 
20 seconds, 1300 C. and 1500 ps i )  i s  represented by a single point i n  
th i s  3-dimensional space. 
verteces of a sol id  geometrical figure. 

Consider that the three axes i n  3-dimen- 

0 

Several of these points could represent the 

The central  composite design uses the  eight ver t ices  of a cube, the 
six ver t ices  of an octahedron and a point i n  the center f o r  a t o t a l  of 
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15 points. 
t o  the cube with i t s  ver t ices  on perpendiculars t o  the faces of the cube. 
The s ize  of the octahedron relative 
open t o  choice. 
f k e d .  

The octahedron i s  symmetrically and concentrically oriented 

t o  that  of the cube is, i n  general, 
But i f  the experimental design i s  blocked t h i s  s ize  i s  

Coding 

Because the arithmetic is  eas ie r  and because the design i s  more 
eas i ly  described when the design points are coded, the following trans- 
formations were made: 

x =  (Time)2p - 50.29 
1 26.29 

Temperature - 1300 
184 x =  

z! 

A s  may be seen from Figure 1, there a r e  f ive  leve ls  f o r  each of the 
design variables. 
onal blocking requires that these levels,  i n  coded form, be -1.633, -1, 
0, 1, 1.633. 
forming equations above, become as shown i n  the table  below. 

When the design i s  divided in to  two blocks, orthog- 

The ac tua l  levels of the design variables, using the trans- 

Variable Levels of Variable 

-1 0 1 1 633 

20 117.6 356.7 670.1 900 

Coded -1.633 

Time (sec. ) 

Temp. ( O C )  1,000 1,116 

581 

1,484 

2,419 

1,600 

3,000 0 
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Blocking 

i 

. 

A s  was mentioned previously, two batches of Tho were t o  be used 
2 

and t h i s  fac tor  would be handled by blocking. A second order polynomial 
model was t o  be f i t t ed  and i n  order that block e f f ec t s  would not be con- 
fused with the e f f ec t s  of the three primary variables, time, temperature, 
and load, the following conditions were necessary. 

F i r s t ,  the coded leve ls  of the variables corresponding t o  the octa- 
hedral points of the design must be a t  - + 1.633 if  the levels of the  var- 
iables corresponding t o  points on the cube are a t  + - 1. 

Second, one block must consist  of a l l  points on the cube and some 
center points and the other block must consist  of a l l  points on the 

octahedron with some addi t ional  center points. 
formed using material from one batch and the other block would be per- 

formed using material from the other batch. 

One block would be per- 

Third, the number of center points i n  the block composed of points 
on the cube must be four, while the number of center points i n  the other 
block must be two. 

Table I shows the experimental design i n  un i t s  of the  design var- 
iables  and with coded leve ls  i n  prentheses .  For convenience, the 
response, hot-pressed density of the fabricated pe l l e t  i n  g/cc, i s  a l s o  
shown i n  t h i s  table .  

ANALYSIS 

A first s tep i n  the analysis of these 20 results is  an investigation 
of the var ia t ion among the numbers, ignoring the f a c t  that the r e su l t s  
a r e  a function of the three continuous variables, time, temperature, and 
load. 

"treatments." 
technique and the r e s u l t s  are shown i n  Table 11. 
6.00 was subtracted from each hot-pressed density. 
a f f e c t s  the var ia t ion among the numbers.) 

The numbers are analyzed as 20 determinations on 15 di f fe ren t  
This i s  done most ea s i ly  by the analysis of variance 

(For convenience, 
This i n  no way 

Results of Preliminary Analysis 

In Table I1 are presented the mean squares a t t r ibu tab le  t o  the 
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several 
Block I 

sources of variation. The mean square f o r  experimental e r ror  i n  
(0.0006) i s  not s ignif icant ly  different  from the mean square f o r  

e r ror  i n  Block I1 (0.0032) a t  the 5 per cent significance level.  
r a t i o  must be 1:lO t o  be significant.  ) We may conclude then that the dif-  

ference i n  batches of Tho does not manifest itself by different  exper- 
imental errors.  
e r ror  in to  a single estimate a t  a l a t e r  stage i n  the analysis. 

The mean square due t o  the difference between blocks (0.3234) i s  

(The 

lil 
We w i l l  f e e l  f ree  t o  pool these estimates of experimental 

significant.  This r e f l ec t s  a real difference i n  the average densi t ies  
of the pellets made from the two batches. 

In both Blocks I and I1 the mean squares a t t r ibu tab le  t o  differences 
Since among treatments are s ignif icant ly  larger than those due t o  error .  

the  treatments a re  different  because they represent d i f fe ren t  combinations 
of time, temperature, and load we may conclude that time and/or tempera- 
ture and/or load have a r e a l  e f fec t  on hot-pressed density. 
t h i s  were not so, any fur ther  analysis of the data would be only academic. 

Indeed if  

Response Surface Analysis 

The central  composite design was selected i n  order t o  estimate effec- 
t i ve ly  the coefficients i n  a second order polynomial model. 
may be writ ten now, as 

Ihe model 

i n  which Bo, Pi, BiJ, and f3 are coefficients t o  be estimated, 7 i s  the 
response, density of hot-pressed pellet, the x. a r e  as defined earlier, 
and z is  a dummy variable equal t o  -0.4 f o r  a l l  pellets from Block I 
and equal t o  +0.6 f o r  a l l  pellets from Block 11. 
f i t t e d  t o  the data by the method of least squares. 

Z 

1 

The equation is  

Analysis i n  Terms of the Axes of Measurement ------ 
In  a later section an analysis w i l l  be explained i n  which the response 

is  described as a function of variables defined on different  axes from 
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those of time, temperature and load. 
be i n  terms of the or ig ina l  axes of measurement. 

In th i s  section the analysis w i l l  

i 

The l eas t  squares calculation provided estimates b 0, bi, bij’ and 
b of the coeff ic ients  i n  the second order model. The contribution of 

Z 
the  several coefficients may be assessed by reference t o  Table 111. 

the second order model (This table does not give the values of b 

bij, and bZ 
the coeff ic ients  i n  Table I11 show how much of the t o t a l  va r i ab i l i t y  
(19.11620) may be accounted f o r  by the corresponding coefficients.  

Table I11 i s  an analysis  of variance of the 20 r e su l t s  according t o  

0’ bi’ 
They are given fur ther  below. ) The mean squares opposite 

The Iack of F i t  mean square with 5 degrees of freedom should be 
examined first. 
Error  with 4 degrees of freedom and not found t o  be s ignif icant  a t  the 
5 per cent level .  This tes t  shows that the second order model describes 
the response of hot-pressed density adequately, i.e.,  within the l i m i t s  
of experimental error .  
sion is  an acceptable approximation t o  7 = f(xl, xp, x3 ). 

combined t o  form the mean square f o r  Pooled Experimental Error  with 9 
degrees of freedom, 
used t o  t e s t  the significance of the mean squares f o r  the coeff ic ients  
i n  Table I11 and l a t e r  on i s  used t o  compute the confidence intervals .  

It i s  compared with the mean square for  Experimental 

In other words, the truncated Taylor Series expan- 

The mean squares f o r  Iack of F i t  and Experimental Error were then 

It i s  t h i s  estimate of experimental error which is  

The t e s t s  of significance applied t o  the mean squares i n  Table I11 
show tha t  the contributions of a l l  coefficients,  except the two mixed 

quadratic coefficients,  
level .  

and b,, are s ignif icant  a t  the 5 per cent 
b12 

The estimates of the coeff ic ients  with t h e i r  95 per cent l i m i t s  of 
e r ro r  (which form the 95 per cent confidence in te rva ls )  a r e  as follows: 

= 6,439 + - .058 
= 0.163 - + .039 b = -0.0306 - + .03g2 = 0.0025 - + .0503 

bla 11 bl 
b = 0.890 -t - .039 bas = 0.1382 - + .0392 b, = 0.0425 - + .0503 

b3 = 0,314 + - .039 bu = 0.1950 - + .O?O3 

b = 0.2596 + - .0650 

2 

b33 = 0.0482 + - .0392 

Z 
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An apparent inconsistency needs explanation here. 
the 95 per cent l i m i t  of e r ror  f o r  the coefficient,  bll, is  greater  than 
the magnitude of the coeff ic ient  i tself .  
i n  Table I11 showed that the contribution of b 

has happened because the mean square f o r  b 

contribution of b 

The coefficient b--, i t s e l f ,  however, i s  calculated by taking b2p and 

It may be seen that 

Y e t  the test  of significance 
was signif icant .  This 

11 
i n  Table I11 represents the 

11 
ignoring completely the contributions of b 

11 22 
and b33. 

had not been included 
magnitude larger  than 

.SA 
bBS into account. In other words, i f  B and fj3s 

i n  the model the  estimate of p would have had a 
i t s  limit of error .  

22 

11 

Canonical Analysis 

By t ranslat ing the or igin of the independent variables t o  the sta- 
tionary point (i.e., t o  those coordinates which sa t i s fy  &Yc/axi = 0, 

i = 1, 2, 3, where Yc represents the equation of the model with b's 
replacing the B ' s )  and by rotat ing the axes t o  eliminate the mixed quad- 
r a t i c  terms, the f i t t ed  equation may be expressed by 

- Y - b Z = -0.0419 X? - 0.0035 < + 0,2012 Xp3 
yC S z 1 

In t h i s  form of the polynomial, Y and Z are defined as before; Y i s  
the value calculated from the response equation a t  the stationary point 
and X 

C S 

and X3 are  defined as follows: 
1' ' 2 9  

x = 0.526 ( X  + 7.33) - 0.485 (xP - 7.33) + 0.698 (5 + 14.87) 
2 1 

5 = 0.054 (xl + 7.33) + 0.839 (xp - 7.33) + 0.342 (5 + 14.87) 

The numerical coeff ic ients  i n  the three equations above form the canonical 
vectors of the f i t t e d  second degree equation. The coeff ic ients  of <, 
X' and < i n  the equation previous a re  the canonical roots. 

The canonical form of the f i t t e d  equation shows that the response 
i s  essent ia l ly  two-dimensional. 

2' 

That is, since the coeff ic ient  of ? 
2 

. 
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i s  negligible (-0.0035), a good approximation would be 

i 

Y - Y - bZ = - 0.0419 X: + 0.2012 $ C S 

which involves only the variables X and X3. 
sents a minimax surface, i n  t ha t  any change i n  X causes a decrease i n  
the response while any change i n  5 causes an increase. 
density of hot-pressed pe l l e t s  one should move away from the stationary 
point along the X ax is  i n  the factor  space. Since X i s  defined by 

1 1 

Now, t h i s  equation repre- 
1 

1 
To decrease the 

X = 0.849 (xl + 7.33) + 0.247 (xP - 7.33) - 0.468 (5 + 14.87) 
1 

= -2.54 + 0.849 x1 + 0.24” xa - 0.468 5 

values of time, temperature, and load such tha t  x < 0, x < 0, and 5 
1 a 

> 0 w i l l  r esu l t  i n  larger  magnitudes of X1 and thus cause greater  
decreases in  hot-pressed density than other values of x 
Thus, l e s se r  hot-pressed densi t ies  w i l l  obtain f o r  times l e s s  than 
356.7 seconds, temperatures l e s s  than 1300 C, and loads greater  than 
1500 psi .  
e f fec t  . 

x and 5 .  
1’ 2’ 

0 

(See the tab le  on page 4) .  A change i n  time has the greatest  

On the other hand, the greatest  increases i n  hot-pressed densi t ies  
a re  obtained by changing X3.  Since X3 i s  defined by 

larger  magnitudes of $ and thus greater  increases i n  density are obtained 
by choosing values of time, temperature, and load such that x > 0, x2 

1 
> 0, and 5 > 0 rather than otherwise. 
356.7 seconds, temperature greater  than 1300 C, and loads larger  than 
1500 psi.  For increases i n  density a change i n  temperature has the 

grea tes t  effect .  

This means time greater  than 
0 

These conclusions concerning the means of changing time, temperature, 
and load t o  obtain decreases or  increases i n  hot-pressed density could be 
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observed from Table I, of course. For example, a f e w  paragraphs e a r l i e r  

it was said that x1 < 0, xo < 0, and 5 > 0 would r e su l t  i n  decreases i n  
density. 
5 = +l; the hot-pressed density a t  t h i s  point is  5.56 g/cc, one of the 
smallest dens i t ies  observed. 

In Table I there i s  an observation a t  x = -1, xa = -1, and 
1 

Similarly, x > 0, x2 > 0, 5 > 0 was said t o  r e su l t  i n  greater  
1 b 

1 
densit ies.  
where the density was observed t o  be 8.10 g/cc, almost the Largest of 
them a l l .  

In  Table I, there i s  an observation at  x = 1, xa = 1, 5 = 1 

It i s  interest ing t o  ver i fy  that the data support these conclusions 
from the canonical analysis  but we have not taken f 'ull  advantage of what 

has been learned. There i s  more t o  say than t h a t  x < 0, x < 0, and 5 
1 2 

> 0 w i l l  r e su l t  i n  lower densi t ies  of pe l le t s .  
the greatest  decreases i n  density may be obtained by changing x 

1' 2' 
and 5 i n  the r a t i o  -0.849: -0.247: 0.468. Similarly, the grea tes t  
increases i n  density may be obtained by changing x 
r a t i o  0.054: 0.839: 0.542. Since the coeff ic ient  of $ (0.2012) is  
la rger  than the absolute value of the coeff ic ient  of X* 
increases i n  density a r e  obtained with l e s s  change i n  5 than decreases 
a re  obtained from a change i n  X . 

We may say instead that 

x 

x and 5 in the 

(-0.0419), 

1' 

1' 

1 

Graphical Description 

Within the boundaries of the experimental design (20 - 900 secs, 
1,000 - 16oo0c, 0 - 3000 psi) ,  the contours of constant hot-pressed 
density a re  shown i n  Figure 2. The contours are l i k e  curved sheets 
slanting down through the s p c e  of time, temperature and load. For 
smaller values of time and load the curvature i s  more pronounced. A t  

the higher loads the sheets a r e  almost flat. 
The ''sheet" c losest  t o  the back of the diagram represents a density 

(It would represent a density of of 8 g/cc from pe l l e t s  of batch T H - 3 .  

about 8.25 g/cc from pe l l e t s  of the other batch.) Any combination of 
time, temperature, and load which could be plotted as a point on t h i s  
sheet would r e su l t  i n  a final hot-pressed density of pellet of 8 g/cc. 
The other contours may be interpreted similarly f o r  densi t ies  of 7, 6, 

f 

I 

t 
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5.5 and 5 g/cc proceeding from back t o  f ront .  

i 

SUMi.Vrn 

Hot-pressed density of Tho pellets as a f'unction of time, tempera- 
ture, and load may be approximated adequately by the quadratic function. 

2 

Yn = 6.439 + 0.165 x, + O.@O xp + 0.314 5 - 0.0306 xp 
1 

+ 0.138 x: + 0.0482 < 
+ 0.0425 x1 5 + 0.195 

i n  which Yc i s  predicted density, 
ture, and load transformed by the 

+ 0.0025 x1 xa 

xP 5 + 0.260 z 

x x and 3 represent time, tempera- 
equations on page 4 of t h i s  report  and 
1' a' 

z = -0.4 o r  + 0.6 as the Tho 

Th-3B of powder. 

temperatures between 1,000 and 1,600~~ and loads between 0 and 3,000 ps i .  
Any attempt t o  use t h i s  equation beyond these ranges would not be rec- 
commended. However, within these ranges of the independent variables, 
the f i n a l  hot-pressed density may be predicted within adequate l i m i t s  
of e r ror  

i s  representative of batch Th-3D o r  batch 
2 

The equation i s  usef'ul only f o r  times between 20 and 900 seconds, 

The problem described here originated with Chester S. Morgan and 
Charles S. Yust of the Metals and Ceramics Division. 
w a s  carried out under t h e i r  direction. All credi t  fo r  the successful 
performance of the experiment belongs t o  Morgan and Yust and their 
colleagues . 

The experiment 
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Table 1. Three-Factor Composite Design in Two Blocks 

Design Variables Response 

TH-P (-0.4) 
I t  

11 

1 1  

I 1  

I t  

1 1  

1 1  

I 1  

I 1  

11 

11 

TH-3B (0.6) 
I t  

6.73 
6.95 
5.94 
5.36 
8.10 
7 074 
5.54 
6.37 
6.34 
6.31 
6.33 
5.56 

6.84 
5-51 
6.19 
6.63 
6.55 
6.29 
8.42 
7.16 
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Table 11. Preliminary Analysis of Variance 

Source of Degrees of sum of Mean 
Variation Freedom squares Square 

-~ ~~ - 

Total 20 19.11620 

Mean 1 5.89698 

Between Blocks 1 0.32344 0.3234 

Among Treatments 

In  Block I 8 7.83261 0.9791 

I n  Block I1 6 5.05809 0.8430 

Experimental Error 

I n  Block I 3 0.00188 0.0006 

In  Block I1 1 0 00320 0.0032 
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Table 111. Analysis of Variance According t o  the  Second Order Model 

Degrees of S u m  of Mean 
Square 

Source of 
Variation Freedom Squares* 

20 19.11620 Total 
1 5.8970 s 

bo 

Linear Terms 
b (time) 
1 

Quadratic Terms 
b after bo 
11 

11 
a f t e r  b and b 

b33 after bo, bll, bg2 

baa 0 

Mixed Quadratic 

bla 
b33 

b23 

Block Coefficient, b, 1 

0.3635 S 

10.5708 s 

1.3109 S 

0.0247 S 

0.2410 S 

0.0307 S 

0 0001 

0.0144 

0.3042 

0.3234 S 

0.0061 Lack of F i t  5 0 030% 

4 0.00508 0.0013 Experimental Error 

Pooled Experimental Error 9 0 03567 0.0040 

++The missing Sums of Squares are the same as the Mean Squares. 

S opposite a Mean Square means that Mean Square is  significant 
a t  the 5 per cent level. 

. 
r 
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Fig. 1. Central Composite Design -Three Factors. 
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Fig.  2. Response Contours of Hot-Pressed Density.  
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