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EXPERIMENTAL INVESTIGATIONS OF UNCOVERED-BUNDLE HEAT
TRANSFER AND TWO-PHASE MIXTURE-LEVEL SWELL UNDER
HIGH-PRESSURE LOW HEAT-FLUX CONDITIONS

T. M. Anklam R. J. Miller
M. D. White

ABSTRACT

Results are reported from a series of uncovered-bundle
heat transfer and mixture-level swell tests. Experimental
testing was performed at Oak Ridge Natiomal Laboratory in the
Thermal Hydraulic Test Facility (THTF). The THIF is an elec—
trically heated bundle test loop configured to produce condi-
tions similar to those in a small-break loss—of-coolant acci-
dent.

The objective of heat transfer testing was to acquire
heat transfer coefficients and fluid conditions in a partially
uncovered bundle. Testing was performed in a quasi-steady-
state mode with the heated core 30 to 40% uncovered. Linear
heat rates varied from 0.32 to 2.22 kW/m-rod (0.1 to 0.68
kW/ft-rod). Under these conditions peak clad temperatures in
excess of 1050 K (1430°F) were observed, and total heat trans—
fer coefficients ranged from 0.0045 to 0.037 W/cm2:K (8 to 65
Btu/h-ft2-°F). Spacer grids were observed to enhance heat
transfer at, and downstream of, the grid. Radiation heat
transfer was calculated to account for as much as 65% of total
heat transfer in low-flow tests. It is recommended that a
reference temperature correlation, based on the modified wall
Reynolds number, be used to predict convective heat transfer
in the range 2000 Remw £ 10,000.

Results of mixture—level swell testing showed that the
relative expansion of the boiling length caused by the pres-—
ence of vapor voids (mixture—level swell) was linearly related
to the total core volumetric vapor generation rate. Assess—
ment of commonly used local void-fraction models indicated
that of the correlations examined, the Yeh void correlation
was best suited for use under the subject test conditions.

1. INTRODUCTION

Under sponsorship of the U.S. Nuclear Regulatory Commission, Oak
Ridge National Laboratory (ORNL) has experimentally and analytically
investigated rod bundle heat transfer under high-pressure low heat—flux
conditions. Experimental work has centered on four areas: (1) quasi-
steady-state uncovered-bundle heat transfer, (2) two—phase mixture—level
swell under high-pressure low heat-flux conditions, (3) high-pressure
core reflood, and (4) high-pressure transient bundle boiloff.



The experimental work was performed in the Thermal-Hydraulic Test
Facility (THTF) at ORNL. The THIF is a high-pressure bundle thermal-
hydraulics loop. It contains a 64-rod electrically heated bundle with
internal dimensiors typical of a 17 x 17 pressurized-water reactor (PWR)
fuel assembly. Testing was performed in two series. The first series,
run in January 1980, consisted of six uncovered-bundle heat transfer and
mixture—level swell tests and six high-pressure reflood tests.1—? After
extensive THIF instrumentation upgrading, the second series was run in
November 1980. The series consisted of 6 uncovered-bundle heat transfer
tests, 12 high-pressure mixture—level swell tests, 5 high-pressure reflood
tests, and 5 transient bundle boiloff tests.

This report presents the results and analyses of the uncovered-bundle
heat transfer and mixture—level swell tests run in November 1980. Reflood
and bundle boiloff test results and analyses can be found in Ref. 4. Ma-—
jor topics to be discussed in the uncovered-bundle heat transfer section
include a presentation of experimentally determined heat transfer coeffi—
cients, local fluid conditions, correlation of convective heat transfer
data, comparison of experimental heat transfer coefficients to existing
heat transfer correlations, and a discussion of the effects of spacer
grids on heat transfer,

Topics to be covered in the section on mixture—level swell include
a presentation of experimentally determined axial void-fraction profiles,
comparisons between commonly used local void-fraction predictive models
and experimental data, and a critique of selected void—fraction models
and their ability to predict the two-phase mixture level in an uncovered
bundle.

Report appendixes contain descriptions of analytical methodologies
and detailed listings of heat transfer and mixture-level swell data. The
report begins with a description of test nomenclature.



2. TEST NOMENCLATURE

The intent of this section is to familiarize the reader with the test
naming conventions used at ORNL. All of the uncovered bundle tests run at
ORNL are named in the following format:

test 3.ab.cdE,

where 3 refers to THTF Bundle 3, ab is a two-digit test series identifier,
cd is a two-digit identifier that defines the generic type of test rum,
and E is a letter or letters denoting a particular test within the generic
test type cd. A specific example would be

test 3.09.10K,

where 09 denotes that the test was run in the 9th series of tests runm on
THTF bundle 3. The number 10 denotes that the test is designed to study
thermal hydraulics under high-pressure low heat-flux conditions, and K
denotes that it is the 11th type—-10 test to be run. The first uncovered-
bundle test series was test series 02, and the second series was 09,



3. FACILITY DESCRIPTION

Experimental testing was performed at ORNL in the THIF. The THIF is
a large high-pressure nonnuclear thermal-hydraulics loop. System configu-
ration was designed to produce a thermal-hydraulic environment similar to
that expected in a small-break loss—of-coolant accident (SBLOCA).

3.1 Flow Circuit Description

Figure 1 is an illustration of the THTF in small-break test configu-—
ration. Flow leaves the main coolant pump and passes through FE-3, a
2-in. turbine meter., On leaving FE-3, flow enters the inlet flow mani-
fold. The flow manifold is divided into two parallel flow lines: a
1/2-in. line used to meter very low flow rates and a 3/4-in. flooding line
used for the higher flows experienced during reflood. The entire inlet-
flow manifold was constructed of high—pressure stainless steel tubing.
Volumetric flow rates in the low-flow 1/2-in, inlet line were measured by
FE-18A (a low—flow orifice meter), and FE-250 and FE-260 (1/2-in, turbine
meters). The two inlet lines converge at the injection manifold, from
which fluid passes directly into the lower plenum., Fluid does not pass
through a downcomer. Flow proceeds upward through the heated bundle and
exits through the bundle outlet spool piece. Spool piece measurements
include pressure, temperature, density, volumetric flow, and momentum
flux. VWhen outlet flow rates were very low the volumetric flow was mea-
sured by a bank of low-flow orifice meters downstream of the outlet spool
piece. On leaving the orifice manifold, flow passes through a heat ex-
changer and returns to the pump inlet.

System pressure was controlled via the loop pressurizer. The pres—
surizer was partially filled with subcooled water, and nitrogen cover gas
was used to control pressure. The system pressure could be controlled
more easily by filling or venting nitrogen than by the conventional flash-
ing and condensation of saturated water and steam.

Flow was injected directly into the lower plenum and did not pass
through a downcomer. The shroud-plenum annulus (Fig. 2) was used in ear-—
lier THTF testing as an internal downcomer but was isolated from the pri-
mary flow circuit in these tests. The shroud-plenum annulus pressure was
equalized with the system pressure, This was accomplished by comnecting
the bottom of the annulus region to the pressurizer surge line and the top
of the annulus to the test section outlet., The line between the annulus
and pressurizer was opened, and the line between the annulus and test sec—
tion outlet was closed during the initial boiloff phase of steady-state
testing. This allowed any vapor gemerated by boiling in the annulus to
displace liquid into the pressurizer. Note that the displacement of liq-
uid causes the mixture levels in the downcomer and bundle to equalize,
which is why installation of a line between the pressurizer and downcomer
was advantageous. However, once mixture levels had equalized, leaving
this line open was no longer advantageous. The reason is that the steam
flow through the outlet causes a substantial pressure drop between the
test section and pressurizer, If the annulus was in communication with



ORNL-DWG 81-7837R ETD

NITROGEN OVERPRESSURE
FILL LINE

VENT LINE
(7

\

N\

TE-282

Zaf

OUTLET ORIFICE [&¥%E_282

FLOW MANIFOLD

PRESSURIZER
LETDOWN

LINE (|
N

— PRESSURIZER’

-
m
b
2
w\
[t
4
o
r
m
(o]
c
=
r
m
-
[}

DE-218 INLET FLOW
FMFE-206 MANIFOLD
{7 3 TE-208 \
(\w " N PE-209 b
) FE-202
FE-280 {C\f ﬁ tj
TE-927 <
PE-201 'l’
SHROUD LEAKAGE HEAT <
BYPASS LINE EXCHANGER C ' & U

»
SHROUD PLENUM 1
ANNULUS (OLD
DOWNCOMER)} TO

TEST SYSTEM PRESSURE
SECTION—— LINE

Y%-in. STEADY STATE
INLET FLOW LINE

Fig. 1. THIF in small-break test configurationm.



ORNL—-DWG 82—-4875 ETD

THTF BUNDLE I[11
BUNDLE SHROUD BOX

- st - o
s . ’ »

3

s -
S74

73
7

SHROUD PLENUM ANNULUS
(OLD DOWNCOMER|) TEST SECTION BARREL

Fig. 2. Cross section of THIF test section.

the pressurizer, then a large pressure difference between the test sec-—
tion bundle and the downcomer would exist. This large pressure difference
has been observed to cause substantial leakage from the bundle to the an-
nulus, To minimize this leakage, the line between the pressurizer and
annulus was closed after mixture—level equalization had taken place. To
maintain pressure equalization, the shroud bypass lime, which connects the
top of the shroud annulus to the test outlet, was opened (Fig. 1). As a
final step to minimize the possibility of leakage from bundle to annulus,



the shroud bypass line was closed shortly before data were taken., The an-—
nulus was then completely isolated from the rest of the system, thus pro-
viding the least opportunity for undesired leakage.

3.2 Bundle Description

The THTF test section contains a 64—rod electrically heated bundle.
Figure 3 is a cross section of the bundle. The four unheated rods were
designed to represent control-rod guide tubes in a nuclear fuel assembly.
Rod diameter and pitch are typical of a 17 x 17 fuel assembly.
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Figure 4 is an axial profile of the THIF bundle that illustrates
the positions of spacer grids and fuel rod simulator (FRS) thermocouples.
The heated length is 3.66 m (12 ft), and a total of 25 FRS thermocouple
levels are distributed over that length. An FRS thermocouple level refers
to an axial location where a selected number of FRSs are instrumented with
sheath thermocouples.* Note that the upper third of the bundle is more
heavily instrumented than the lower portion. For most tests the two-phase
mixture level is in the top 1/3 of the heated length., The additional in-
strumentation in the top 1/3 of the bundle is used to better define the
mixture—level position. In addition, the increased instrumentation near
the spacer grids can be used to ascertain to what extent spacer grids af-
fect heat transfer.

A drawing of an FRS cross section is shown in Fig. 5. Each FRS has
12 sheath and 4 center thermocouples. The thermocouples are either 0.05
cm (0.020 in.) or 0,04 cm (0,016 in.) in diameter and can have their junc-
tions at any of the 25 axial levels mentioned previously. Each rod can
have from 0 to 3 sheath thermocouple junctions at any particular axial
level. When an FRS has three junctions at the same level, they are spaced
evenly around the rod (i.e., 120° apart). Table 1 describes the FRS
sheath thermocouple naming convention.

In addition to the FRS thermometry, there are a number of locatiomns
where fluid temperature is measured. In-bundle fluid temperature is mea-—
sured by four different types of fluid thermocouples. The first type is

*FRS thermocouple levels A, B, C, D, E, F, and G contain most of the
FRS sheath thermocouples and are referred to as primary thermocouple lev—
els. All other FRS thermocouple levels are referred to as intermediate
thermocouple levels.

Table 1, Rod-sheath thermocouple designations

Rod-sheath thermocouples are designated according to one of the following
two schemes:

1. TE - 3 17 A D
L———-axial thermocouple level
azimuthal thermocouple location

rod number

-3 54 F8
L——- axial thermocouple level
rod number

Thus, this first designation refers to the sheath thermocouple in rod 17
at level D, azimuthal location A, If the thermocouple designation ends

with a number, this designation refers to the sheath thermocouple in rod
54 at level F8.

2. TE
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a thermocouple array—rod thermocouple. These are exposed* fluid thermo-—
couples that project from unheated rods. Thermocouple array-rod thermo-
couples are installed at 1.83, 2.41, 3.02, and 3.62 m (72, 95, 119, and
142.5 in,) above the beginning of the heated length (BOHL). The second
type of fluid thermocouple is a shroud box fluid thermocouple. These are
exposed fluid thermocouples that project from the bundle shroud into sub-
channels adjacent to the shroud. Shroud box fluid thermocouples are in-
stalled at 0,38, 0.64, 1,22, 1.83, 2.41, 3.02, and 3.61 m (15, 25, 48,
72, 95, 119, and 142 in.) above BOHL. The third type of fluid thermocou—
ple is a spacer grid fluid thermocouple. These thermocouples are exposed
fluid thermocouples that project from spacer grids. Spacer grid fluid
thermocouples project slightly upstream of each spacer grid. The fourth
and final type of fluid thermocouple is a subchannel rake thermocouple.
These thermocouples are attached to a rake located several centimeters
above the end of the heated length (EOHL)., They are used in measuring
the cross—sectional temperature distribution,

As previously noted, the THIF bundle is surrounded by a shroud box
(Fig. 2). The shroud box walls have been instrumented with thermocou-
ples in order to estimate bundle heat losses. A typical instrumentation
site consists of a pair of thermocouples embedded in the shroud box wall
(Fig. 6). Because the thermocouples are separated, the radial tempera-
ture gradient can be calculated and the bundle heat losses estimated.
Figure 7 shows the axial locations where the shroud box walls have been
instrumented.

*Exposed in this context does not mean that the thermocouple junction
actually contacts the fluid. The junction is encased in a stainless steel
sheath but does not have a droplet shield.
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3.3 Differential Pressure (AP) Instrumentation

A primary objective of this test series was to obtain mixture—level
swell and void-fraction distribution data under high-pressure low heat—
flux conditions. These data were obtained through the use of '"stacked' AP
cells, Figure 8 illustrates the AP measurement sites. Differential pres-
sure cells PdE-180 through 188 are ranged from 0.0 to 0.63 m (0.0 to 25.0
in.) of standard water, and PdE-189 is ranged from 0.0 to 0.76 m (0.0 to
30.0 in.) of water. Spacing of the cells varies from 0.75 to 0.22 m (29.4
to 8.5 in.).

3.4 Summary

The THTF is a large and complex experimental facility, and a de-
tailed discussion of it would be impractical in this report. However,
this introduction should allow the reader to interpret the results to
be presented. Key aspects of the THIF design have been summarized in
Table 2; a more detailed description of the THIF may be found in Ref. 5.

Table 2. THTF design summary

Parameter

Quantity

Design pressure, MPa (psia)
Pump capacity, m*/s (gpm)
Heated length, m (ft)

Power profile

FRS diameter, cm (in.)

Lattice

Pitch, cm (in,)

Subchannel hydraulic diameter, cm (in.)
Number of heated rods

Number of unheated rods
Unheated rod diameter, cm (in.)
Bundle shroud configuration

Bundle shroud thickness, 2 sides, em (in.)
2 sides, cm (in.)

Number of grid spacers

17.2 (2500)

0.044 (700)

3.66 (12.0)

Flat

0.95 (0.374)
Square

1.27 (0.501)
1.23 (0.48)

60

4

1.02 (0.40)

Square

2.54 (1.0)
1.91 (0.75)

7
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4., EXPERIMENTAL PROCEDURES

As noted in the introduction, this report concerns the 6 uncovered-—
bundle heat transfer and 12 mixture—level swell tests run in November
1980. All of these tests were run within a 24-h period, which minimized
the amount of time needed for preheating the THTF and enabled the use of
a single instrumentation calibration. Preheating of the loop was accom-
plished by accumulating pump heat in the primary flow circuit, Preheating
continued until a stable base loop temperature of 450 to 478 K (350 to
400°F) was obtained.

Once the desired base loop temperature and pressure had been estab-
lished, the test section flow was reduced to a predetermined level, This
was accomplished by closing the 3/4-in. inlet flooding line and metering
flow through the 1/2-in. flow line (Fig. 1). Excess pump capacity was
diverted through the pump bypass loop.

When the loop was properly configured, bundle power was applied and
boiloff commenced. Excess volume was accumulated in the pressurizer, and
nitrogen was vented from the pressurizer to maintain constant pressure.
Eventually, the THTF settled into a quasi-steady state with the bundle
partially uncovered and inlet flow just sufficient to make up for the
liquid being vaporized. During this boiloff process, the valves in the
lines from the shroud annulus to the pressurizer and test section outlet
were left open., This aided in the rapid equalization of bundle and down-
comer mixture levels,

When steady state was reached, the lines from the pressurizer to the
shroud annulus and the line from the annulus to the test section outlet
were closed, thus isolating the shroud annulus from the rest of the sys-—
tem. After an additional period of stabilization, bundle power was
trimmed to produce peak FRS temperatures of about 1033 K (1400°F) (maxi-
mum temperature imposed by safety limits). This produced the maximum
number of uncovered levels for the subject pressure and mass flow rate.
Once again, the loop was allowed to stabilize, after which a 20-s data
scan was taken. Data were recorded at a rate of 10 points per second per
instrument. Once data had been acquired, the pressure, flow, and power
were slowly changed to the next test point. In general, it was possible
to do this without recovering the bundle.



15

5. TUNCOVERED-BUNDLE HEAT TRANSFER

5.1, Background

Under certain SBLOCA scenarios, the nuclear reactor core is expected
to undergo a slow quasi—steady boiloff transient, Figure 9 is a schematic
of a nuclear reactor subchannel in a partially uncovered configuration,
The core can be divided into a number of thermal-hydraulic regions. Fluid
entering the bottom of the core can be subcooled or saturated, and heat
transfer can take place by forced convection, free convection, subcooled
boiling, or saturated nucleate boiling, depending on fluid temperature,
pressure, velocity, and decay heat level. Above the entrance region, a
saturated boiling region exists that extends upward to the fuel dryout
elevation., In the vicinity of the dryout elevation, a relatively short
"froth" region exists. In this region the reactor fuel is either dry or
intermittently wetted. Liquid arises from oscillations in the liquid-free
surface or by droplet ejection from the free surface as vapor bubbles
burst. Heat transfer is primarily by convection to steam, intermittent
liquid-wall interactions, and radiation to vapor and liquid. Finally, a
dry steam—cooling region is entered. Little or no liquid is present in
this region, because steam velocities near the liquid-free surface are too
low to entrain a significant number of the ejected droplets. Heat trans—
fer occurs primarily by convection and radiation to high-pressure super-—
heated steam,

Of the four regions discussed, only the steam—cooling region has the
potential for thermal damage to the reactor fuel. Thus, the ORNL uncov-
ered-bundle heat transfer tests were designed to study heat transfer in
the steam—cooling region under conditions and geometry similar to those
expected in an SBLOCA,.

5.2 General Theory

In the steam—cooling region, three heat transfer mechanisms dominate:
(1) convection from heated surface to superheated vapor, (2) radiation
from heated surface to high—pressure vapor and unheated structures, and
(3) local enhancement of heat transfer caused by the effect of spacer
grids.

5.2.1 Convection heat transfer

Convection heat transfer may be forced—convection dominated, free—
convection dominated, or of a mixed-convective nature, Apparently, no
generally accepted transition criteria have been developed for rod bundle
heat transfer.¢ However, work in vertical tubes resulted in a flow regime
map based on the Reynolds number and the product (GrPr) (D/L) (Ref. 7).
The map appears in Fig. 10; all vapor properties are evaluated at the film
temperature, and the characteristic dimension for the Grashof number is
the tube diameter, The applicability of a flow map based on tube geometry
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to a rod bundle is questionable. However, it does provide general guid-
ance to possible flow regimes,

A number of steam—cooling experiments have been performed that re-
sulted in the proposal of several convective heat transfer correlationms.
A series of six high-pressure low—flow uncovered-bundle heat transfer
tests were performed at ORNL in January 1980 (Ref. 1), The tests spanned
a pressure range from 2,6 to 7.1 MPa (375 to 1030 psia) and a range of
linear heat rates from 0.8 to 1.4 kW/m-rod (0.24 to 0.43 kW/ft-rod). Rod
bundle geometry was similar to a 17 x 17 PWR fuel assembly (pitch-to-
diameter ratio of 1.34), and the axial power profile was uniform.

The resulting heat transfer data spanned a range of bulk vapor Rey-
nolds numbers from 3500 to 10,500. Maximum rod surface temperatures ex—
ceeded 1000 K (1340°F) and rod-to—steam temperature ratios were as high
as 1.6. It was concluded that, because of the large temperature ratios,
convective heat transfer was substantially affected by vapor property
variations across the boundary layer.* A convective heat transfer cor—
relation based on the modified wall Reynolds number was recommended:

Nu = 0,021 Re%:3 Pro%-4 ; (1)
W mw W

GDH pw
Re = \|"].
nw Ry p

V.
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Evaluation of the vapor properties at the heated surface temperature ad-
justs the correlation for effects caused by vapor property variations.

Selection of the modified wall Reynolds number as a basis for corre-
lating large tempcrature—-ratio convective data was supported by a number
of previous experiments run in tube geometry.* These studies demonstrated
that an extensive body of large temperature—-ratio convective data over a
wide range of Reynolds numbers could successfully be correlated through
the use of the modified wall Reynolds number. The specific form of Eq.
(1) was derived from a theoretical modification of the McEligot correla-—
tion® and was not the result of a regression on ORNL data.

A comprehensive set of steam—cooling correlations has been proposed
by the FLECHT Analysis Group. The correlations were derived from FLECHT-
SEASET unblocked-bundle steam—cooling test data.® These tests were run
under low—pressure low—temperature ratio conditions (Tw/T € 1.1) in a rod

bundle with a pitch—to—diameter ratio of 1.33. All tests were probably
forced—convection dominated. The correlations were originally based on
vapor properties evaluated at the mean vapor temperature, However, recent
comparisons with high-pressure high—temperature transient boiloff data
obtained from the G~2 facility reinforce the contention that the vapor
properties should be evaluated at the heated surface temperature.*® The
most recent versions of the correlations are based on the modified wall
Reynolds number:

Nu
w
—— = 13.7 Pr%/3 (Re < 2000) , (2)
Ferotnfgria v mw
Nu'
_ . 0.6171 1/3
F F 0.0797 Remw Prw/ (2000 < Remw £ 25,200) , (3)
froth grid
Nu'
= 0.8 1/3
F F 0.023 Rem' Prw/ (Remw > 25,200) . (4)
froth grid
The functions Ffroth and F rid are intended to account for enhancement of

heat transfer in the froth region and by spacer grids.
Several other correlations merit inclusion because of their wide-—
spread use. The first is the McEligot correlation:

= 0.8 0.4 | —
Nuv 0.021 Rev Prv T; ’ (5)

where all vapor properties are evaluated at the mean temperature, and the
temperature ratio is intended to correct for property variations across
the boundary layer. The McEligot correlation was developed from a series
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of large temperature—ratio convection tests that spanned a vapor Reymnolds
number range from 1450 to 45,000 (Ref. 8). Note that the heat transfer
media in these tests were air, nitrogen, and helium. Therefore, the test
results are not strictly applicable to a steam—cooling experiment, Be-
cause the gases in the McEligot experiments were all éssentially ideal
gases, the gas property variations are modeled well by power law approxi—
mations., The result is that Eq. (5) is equivalent to a reference tempera—
ture correlation where the vapor properties evaluated at the surface tem—
perature are approximated by the vapor properties at the mean temperature
multiplied by the temperature ratio raised to an appropriate power, Sum—
mation of the exponents for all of the properties results in the exponent
of 0.5 on the temperature ratio. In the case of high-pressure steam, the
property variations do not always conform to power law approximations.
Accordingly, a reference temperature correlation is more appropriate,
because vapor properties are explicitly evaluated at the reference tem—
perature rather than through power law approximations. Equation (1) is
roughly equivalent to the McEligot correlation for the case of heat trans-—
fer to essentially ideal gases.!

The last convective correlation to be discussed is the Heineman cor—
relation for fully developed flow.11

Nuf = 0,0133 Re%"‘ Pr}"’ . (6)

The Heineman correlation was developed from a series of high—pressure
steam cooling tests in tube and square-duct geometry. The rod—to-steam
temperature differences extant in these tests were large. However, the
results may not be strictly applicable to low-flow steam—cooling tests,
because the minimum Reynolds number of 20,000 was quite large for a re-
actor core boiloff,

5.2.2 Radiation heat transfer

Because of the high—temperature high-pressure conditions expected in
a reactor core boiloff, the effect of thermal radiation should not be
ignored. Calculation of the radiation heat transfer coefficient in the
steam—cooling region is relatively straightforward. Because few, if any,
droplets exist in the steam—cooling region, only radiation to water vapor
at the high-pressure limit and radiation to unheated structure need be

considered.
Radiation to high-pressure steam can be calculated using the Hottel

empirical method: 12
re = ’ 4 - T4 ,
9.4 = € o’(Tw Tv)

ra

and

-1 , (N
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where the absorptivity of the vapor is evaluated at the heated surface
temperature. Radiation to unheated structure can be estimated through the
use of a multinode radiation model with an absorbing vapor. Radiation
properties of high—pressure steam can be evaluated from the Ludwig and
Ferrisso chart.® Appendix A contains further details concerning the
radiation calculations for the subject tests,

5.2.3 Spacer grid effects

Previous experimental work has shown that spacer grids can have
marked effects on local heat tranfer.14 Relevant work in this area has
been performed by Yao et al.,2® who have correlated the enhancement of
heat transfer in terms of (1) distance from the grid, (2) blockage ratio
of the grid and mixing vanes, (3) blockage ratio of the mixing vane with
respect to the normal grid area, and (4) angle of the mixing vane with
respect to the axial direction. The resulting correlation is

Nu

— 2 -
Nuo {1 +5.55 a} exp[—0.13(Z zgrid)/DH]}

+ 2 2 — 0 4
x {1 + a2 tan? ¢ exp[—0.034(Z zgrid)/DH]} , (8)
where Nuo is the Nusselt number with no enhancement,

5.3 Presentation of Results

5.3.1 Summary of test conditions

Table 3 summarizes the test conditions for the quasi-steady-state
uncovered—-bundle heat transfer test series. The table indicates that
three tests were run at roughly 4.1 MPa (600 psia) and three tests at
roughly 7.2 MPa (1050 psia). The three tests at each of the primary
pressure levels were designed to span a range of linear powers. Original
plans called for running tests at 0.33, 0.98, and 1.97 kW/m (0.1, 0.3, and
0.6 kW/ft). However, problems in measuring the extremely low volumetric
flow associated with the 7.2-MPa low-power test made running at the some-—
what higher linear power level of 0.46 kW/m (0.14 kW/ft) necessary. In
all other tests the deviations from the originally intended power levels
were a result of fine tuning the flow and power to achieve an optimal de-
gree of bundle uncovering.

Mixture level varied considerably from test to test. This variation
occurred because test procedure specified that the maximum core uncovering
be achieved while maintaining a peak clad temperature of roughly 1033 K
(1400°F). At high power levels this constraint allowed uncovering of only
25 to 30% of the bundle, while at low power roughly 40% of the bundle
could be uncovered.

The steam—cooling region was defined as the region at or above the
lowest primary thermocouple level experimentally indicating the presence



Table 3. Summary of uncovered-bundle heat transfer test conditions?

Linear Mass flux : . Vapor Vapor Heat Heat
N :
System power/rod [kg/m3-5 ixture Steam c?olxng Reynolds  Reynolds Fractional transfer transfer
Test pressure level region heat !
[MPa (psia)] [kw/m (1b /h-ft2) (m (£1)] m (£t)] numbe r numbe r loss regime regime
(kw/ft)] x710-4] (BOSCR)?  (EOSCR) ¢ (Boscr) 2.4 (EoscRr) .4
3.09.101 4.5 (650) 2,22 29.7 (2.19) 2.62 (8.6) 3,02-3.62 16,600 12,200 0.018 FCT FCT
(0.68) (9.91-11.88)
3.09.107 4.2 (610) 1.07 12.7 (0.94) 2.47 (8.1) 3.02-3.62 6,700 5,000 0.052 MCT FCT
(0.33) (9.91-11,88)
3.09.10K 4.0 (580) 0.32 3.1 (0,23) 2.13 (7.0) 2.42-3.62 1,900 1,100 0.176 MCT FCL
(0.10) (7.94-11,88)
3.09.10L 7.5 (1090) 2.17 29.1 (2.15) 2.75 (9.0) 3.02-3.62 17,700 13,000 0.017 FCT FCT
(0.66) (9.91-11.88)
3.09.10M 7.0 (1010) 1.02 12.6 (0,93) 2.62 (8.6) 3.02-3,62 6,500 5,100 0.042 MCT MCT
(0.31) (9.91-11.88)
3.09.10N 7.1 (1030) 0.47 4.6 (0.34) 2.13 (7.0) 2.42-3.62 3,000 1,600 0.162 MCT MCTR
(0.14) (7.94-11.88)
%Numbers in this table have been rounded off. For precise listing of test conditions see Appendix B.
bBOSCR — beginning of steam—cooling region.
cEOSCR — end of steam—cooling region.
dAbbreviations are: FCT — forced-convection turbulent

MCT — mixed—convection turbulent
FCL — forced-convection laminar
MCTR — mixed—convection transition to laminar

1X4
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of dry superheated vapor, but at or below the EOHL. The steam—cooling
region corresponds to the portion of the bundle for which heat transfer
calculations have been performed.

Table 3 also presents the bulk vapor Reynolds number evaluated at
the beginning of the steam—cooling region and at the upper end of the
steam—cooling region for each test. Because the only parameter in the
vapor Reynolds number that changes with elevation is the vapor viscosity,
the Reynolds numbers shown correspond to the range of Reynolds numbers
encountered in a particular test. The range of vapor Reynolds numbers
encountered in the test series was from 1100 to 17,700. In a forced-
convection dominated system this range of Reynolds numbers would indicate
that the test series spanned from the laminar regime to the lower bound
of the fully turbulent regime. However, because of the large temperature
differences and low flows encountered in these tests, buoyancy forces may
affect convective heat transfer,

Flow can also be forced-convection dominated, free—convection domi-
nated, or of a mixed-convective nature. Table 3 lists the heat transfer
regimes (as inferred from Fig. 10) at the beginning and end of the steam—
cooling region for each test. The flow development length L was assumed
to start at the top of the closest spacer grid.

The entire steam—cooling region appears to be in simple forced-
convection dominated turbulent fiow in only two of the six tests. In the
other four tests at least part of the steam-cooling region appears to be
in mixed convection. Note that in three of the tests (10K, 10N, and 10J)
a flow transition is indicated. Test 10K indicates laminarization in the
upper part of the steam—cooling region. Test 10N indicates a movement
from a mixed turbulent regime at the bottom of the steam—cooling region
toward a mixed transition to laminar regime at the top of the bundle, and
test 10J undergoes a transition to turbulent forced convection in the
upper portion of the bundle.

Because Fig. 10 was developed from tube experiments, the inferred
flow regimes should not be taken too literally. However, convective heat
transfer under high-pressure uncovered-bundle conditions can clearly be
quite complex. A large number of flow regimes is possible, and flow tran—
sitions within the steam—cooling region may occur. Accordingly, empirical
correlations that treat low—flow steam cooling as a simple forced-—convec—
tion dominated system should be used with caution, because the underlying
physics of convective heat transfer may be quite complex. Correlations
that ignore this complexity may fit certain subsets of data gquite well but
may fail when extrapolated to regimes not supported by data.

5.3.2 Temperature and heat transfer coefficient profiles

Figures 11-22 are the bundle cross—section average vapor and FRS tem—
perature profiles and associated heat transfer coefficient profiles for
each test. The methodology used to compute these profiles and other pa-
rameters relevant to the heat transfer analysis appears in Appendix A.
However, a point concerning the calculation of vapor temperature bears
mention,

5§.3.2.1 Calculation of vapor temperature. Vapor temperature was
computed by two different methods. In one method, the vapor temperature
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was based on local vapor temperature measurements made by the thermocouple
array rods (Sect. 3.2). In the other method, an energy balance was em—
ployed to back calculate the vapor temperature in the heated bundle from
the vapor temperature measured at the EOHL by the subchannel thermocouple
rake. When heat transfer coefficients were calculated using the two meth-—
ods, excellent consistency was observed for the high mass—flux tests, In
other words, heat transfer coefficients based on an energy-balance vapor
temperature agreed well with those based on local vapor temperature mea-—
surements. Unfortunately, at very low flow rates the two methods diverged
widely. A difference in heat transfer coefficients of 500% was not uncom—
mon. Of the two methods discussed, the energy balance method appears to
yield the most reasonable results, because heat transfer coefficients cal-
culated from local vapor temperature measurements are extraordinarily high
for the flow rates extant. As an example, test 10K at the 2.42-m (7.94-
ft) elevation was calculated to have a local-measurement—based Nusselt
number of about 40 for a vapor Reynolds number of roughly 1900, If an
energy balance is used for the same case, the Nusselt number is roughly
4.0, which is more consistent with a vapor Reynolds number typical of
laminar flow. The reason for this discrepancy is not fully understood.
However, installation and fabrication problems are suspected, because a
new type of thermocouple array rod was installed shortly before testing.
Because of the nonphysical nature of the local-measurement-based heat
transfer coefficients at low flow, an energy-balance-based vapor tem—
perature was used for all heat transfer calculations.

5.3.2.2 Temperature profiles. Calculated vapor temperature profiles
for the six heat transfer tests appear in Figs, 11-16. The profiles show
that vapor temperatures varied from a minimum of about 561 K (550°F) to a
maximum of 950 K (1250°F)., The profiles also show that, except for tests
10K and 10N, vapor temperature increased relatively linearly with eleva-
tion. The variation of vapor temperature with elevation was a result of
both bundle heat input and heat losses. In tests 10I, J, L, and M bundle
heat losses were small compared with the heat input (<5%). Accordingly,
the axially uniform heat input dominated the temperature profile, and a
relatively linear increase in vapor temperature with elevation occurred.
This was not the case in tests 10K and N where heat losses were roughly
17% of bundle power. In tests 10K and N, the vapor temperature rise in
the lower portion of the steam~cooling region was linear. However, as
vapor temperature rose so did heat losses. Therefore, heat losses in the
upper portion of the steam—cooling region were greater than in the lower
portion, As a result, the rate of vapor temperature rise with elevation
decreased in the upper portion of the steam—cooling region,

Rod surface temperatures vary from a low of about 811 K (1000°F) to
a high of 1061 K (1450°F) (Figs. 11-16) .* The most notable feature of the
FRS temperature profiles is the distinct drop in surface temperature at
and downstream of spacer grids. The drop in temperature at the grid in-
creases with an increasing Reynolds number, Test 10L (13,000 { Re <

v
17,700) shows the greatest effect with a reduction of 128 K (230°F). On

#If error bars are not present on figure, then uncertainty was
smaller than the size of the symbol.



30

the other hand, test 10K (1,100 ¢ Re £ 1,900) shows no temperature drop
at the grid. v

As noted previously, the steam~cooling region was defined as being at
or above the lowest primary thermocouple level where fluid thermocouples
experimentally indicated the presence of dry superheated vapor. There-
fore, enhancement of heat transfer at the grid is apparently caused by
convective effects such as disruption of the thermal boundary layer and
radiation to the grid, rather than by desuperheating of the vapor caused
by contact with a wetted grid, as had been concluded by previous investi-
gators, 14

Fuel rod simulator to vapor ATs range from a low of ~6§3 K (114°F) to
a high of 356 K (640°F). The low ATs were associated with the low-flow
tests 10K and 10N, which indicates that in a late core boiloff {decay heat
rates < 0.5 kW/m (0.15 kW/ft)] the core average vapor and clad surface
temperatures can be quite close. However, note that considerably larger
ATs might be experienced in peak power subchannels where steam flow rates
would be roughly the core average value, but decay heat levels would be
considerably higher.

Higher flow and power tests show quite large rod-to-steam temperature
differences; as large as 356 K (640°F) in test 10L. The large temperature
differences indicate that correlation of the convective heat transfer data
should account for vapor property variations across the thermal boundary
layer,

5.3.2.3 Heat transfer coefficient profiles. Total heat transfer
coefficients range from a low of roughly 0.0045 W/ cm?-K (8 Btu/h-ft2.9oF)
in test 10K to a high of roughly 0.037 W/cm2-K (65 Btu/h-ft2.-°F) in test
I. As was discussed regarding temperature profiles, the influence of the
grid was quite pronounced. The effect was most pronounced in test 10L
where the heat transfer coefficient at the grid was increased by 64% over
the location just below the grid. As expected from the temperature pro-—
files, the effect of the grid was least in the low—flow low—power tests
10K and 10N.

The shape of the heat transfer profiles is the combined result of
changes in convective heat transfer, radiative transfer, and grid effects,
The axial variation in comvective heat transfer tends to be dominated by
variations in viscosity and vapor thermal conductivity. Viscosity in-
creases with vapor temperature and thus elevation; this caused the vapor
Reynolds number to decrease with elevation. Conductivity increases with
vapor temperature and thus elevation as well. Therefore, increases in
conductivity tend to offset decreases in Reynolds number. The result is
that the convective heat transfer coefficient, excluding grid effects,
can either increase or decrease with elevation, depending on the particu—
lar test conditions, In all tests with the exception of 10M the convec—
tive heat transfer coefficient is calculated to increase overall with
respect to elevation., The radiative component of heat transfer increases
with elevation in all tests,

The combined effects can sometimes produce surprising results, The
heat transfer profile for test 10M, excluding grid effects, shows an
almost constant heat transfer coefficient with elevation. This is true
despite the fact that vapor Reynolds number and rod surface temperature
are both changing with elevation. Apparently, the decrease in convective
heat transfer is just offset by the increase in radiation heat transfer,
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5.3.3 Radiation heat transfer

As noted in Sect. 5.2.2, thermal radiation is an important heat
transfer mechanism under the high—temperature high-pressure conditions
typical of a core uncovering, Most of the radiative transfer is from
heated rods to high-pressure steam, Under high-pressure conditions steam
is an excellent absorber for thermal radiation; absorption coefficients
of 0.4 are not uncommon, In addition, a small fraction of the total power
is radiated to unheated structures, which then dissipate the energy con-
vectively. The methodology used to compute the radiative heat transfer
to steam and unheated structure is discussed in Appendix A,

Figures 23—28 show the fractional radiative component of heat trans-
fer as a function of elevation for each test. Radiative heat transfer is
of the least significance in the high-power high—flow tests 10I and 10L
where thermal radiation accounts for 10 to 25% of the total heat transfer.
As flow and power are decreased, the fractional radiative component in-
creases. Radiation is of most significance in test 10K, where it may ac-
count for as much as 65% of total heat transfer, Note that the fractiomal
radiative component of heat transfer does not necessarily increase with
elevation despite the increase in surface temperature. In fact, in test
10K it decreases. This decrease results from a number of factors includ-
ing increases in the convective component of heat transfer with elevation,
lower rod—to—steam temperature differences (Fig. 13), and decreases in
vapor absorptivity with increasing surface temperature. Thus, radiative
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heat transfer is not always of greater significance in the high-tempera-
ture upper portion of the steam—cooling region.

5.3.4 Correlation of convective component of heat transfer

§.3.4.1 Comparison of data with proposed correlations, As noted
in Sect. 5.2.1, several correlations have been proposed or have been rou-
tinely used to correlate convective heat transfer under low—flow steam—
cooling conditions, All of the correlations are of (or equivalent to)
the form

= C Rel? Pr; , (9)

where R,, R,, and R, refer to different reference temperatures at which
vapor properties are evalnated. The function F corrects for entrance
effects, spacer grids, and/or proximity to the froth level. All of the
correlations implicitly assume that the steam—-cooling region is forced-
convection dominated,

The purpose of this section is to compare the experimentally deter-
mined convective heat transfer coefficients with selected correlations,
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In addition, the convective data will be examined for evidence of tran—
sitions between forced—convection dominated and mixed-convection heat
transfer regimes,

The data to be examined are composed of heat transfer coefficients
obtained from the first small-break heat transfer test series rum in
January 1980 and the second series, run in November 1980. All heat
transfer coefficients were computed as bundle cross—sectional averages.
The convective heat transfer coefficients were formulated as

hconv = htotal - hrad ’ (10)

where htotal was the experimentally determined heat transfer coefficient

and hra was the computed radiation heat transfer coefficient, Details
of the calculational procedures appear in Appendix A.

As previously discussed, spacer grids may substantially enhance heat
transfer at and downstream of the grid. However, in the analysis of an
actual reactor accident, the spacer grids cannot a priori be assumed to
mitigate the consequences of core uncovering. Therefore, assessing the
convective heat transfer at locations not affected by the grids is of
primary importance., Thus, data that appear in the comparisons have been
screened for proximity to spacer grids,

All data less than 18 L/Ds downstream or 6 L/Ds upstream of the
spacer grids have been removed from the comparisons. Yao’s correlation,
when applied to ORNL spacer grids (which do not have mixing vanes), indi-
cates that enhancement of local heat transfer at 18 L/Ds should be less
than 5% of nominal [see Eq. (8)].* In addition, all steam—cooling data to
be presented were acquired at locations far enough from the froth level so
that enhancement of heat transfer caused by the froth was insignificant.

The first comparison (Fig. 29) is a log-—log plot of Nuv/Pr:’,-4 vs Rev,

which is overlaid with a line representing the Dittus—Boelter correlation
and the line Nuv/Pr:-4 = 4,0, For vapor Reynolds numbers greater than

4000, the data roughly parallel the Dittus—Boelter correlation. However,
the correlation systematically overpredicts the data. In addition, the
data groupings show considerable scatter, This raises the possibility
that mechanisms other than simple forced convection may be influencing
heat transfer.

The data at vapor Reynolds numbers less than 3000 show a large amount
of scatter and, particularly in the lowest Reynolds number data, quite
large relative uncertainties, The. large uncertainties at low flow are
caused primarily by two factors. First, the low-flow tests were also the
lowest power tests, rod—to—steam temperature differences were relatively
small, Therefore, modest uncertainties in vapor temperature and rod sur—
face temperature translate into large relative uncertainties in tempera—
ture difference and heat transfer coefficient. Second, uncertainty in
the radiation heat transfer coefficients affects uncertainty in the con—
vective heat transfer coefficients [Eq. (10)}. Uncertainty in radiation

*Flow blockage ratio for ORNL spacer grids is 0.284,
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Fig. 29. Nu/Pr°-4 vs vapor Reynolds number; all vapor properties
evaluated at vapor temperature.

heat transfer is large for all tests. However, radiation is a much larger
fraction of the total heat transfer in the low—flow tests. Thus, the un-
certainty in radiation heat transfer has a greater influence on total un-
certainty in convective heat transfer coefficients in the low—flow tests,
Despite these large uncertainties, the low—flow data do not appear
compatible with a simple forced—convection heat transfer model. Note that
the data set from test 10N (1500 Rev € 3000) lies well above the Dittus-

Boelter correlation, despite the fact that the Reynolds number range is
typical of forced—convection laminar or transition to turbulent flow. In
addition, data from test 10K appear to be well below the test 10N data,
although they overlap in Reynolds numbers, These deviations were not a
total surprise, as Fig. 10 indicated that most of the convective data be-
low a vapor Reynolds number of 3000 would be in a mixed—convection regime,
The second comparison (Fig. 30) examines the same data set, but in
this case all steam properties were evaluated at the film temperature.
Evaluation at the film temperature adjusts the data for vapor property
variations across the boundary layer. The data are overlaid with linmes
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Fig. 30. Nu/Pr°-4 vs film Reynolds number; all vapor properties
evaluated at film temperature.

representing the Dittus—Boelter correlation, the Heineman correlation, and
the constant 4.0.*

Note that the use of the film temperature to evaluate vapor proper—
ties produces somewhat tighter groupings of the data. This is best illu-
strated by comparing the highest Reynolds number group of data in Figs. 29
and 30. Use of the film temperature results in a significant consolida-—
tion of the group. This reinforces the notion that, because of the large
temperature differences, vapor property variations are important.

*The Heineman correlation appears in a slightly modified form in
that the Prandtl number is evaluated with exponent 0.4 rather than 0.333.
Because the Prandtl number is so close to 1.0, this modification is not
significant. Also, Heineman recommends an (L/D) correction for (L/D) <
60. The (L/D) correction is not significant in these comparisons because
the data were screened for proximity to grids. If the (L/D) correction
were included, it would result in no more than a 5% change in the Nu.
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As in the first comparison, the Dittus-Boelter correlation systemati-
cally overpredicts the higher Reynolds number data; the Heineman correla-
tion fits the data better. However, significant scatter in the higher
Reynolds number data remains. As in the first comparison a large amount
of scatter exists in the low Reynolds number data and a simple forced-
convection heat transfer model does not appear to describe the experi-
mental observations.

The third comparison (Fig. 31) examines the data in terms of the
modified wall Reynolds number and the ratio Nu/Pr®-4 where all properties
were evaluated at the heated surface temperature. The data are overlaid
with lines representing Eq. (1), the FLECHT correlations, and the line
Nu/Pr°-4 = 4.%

The use of the modified wall Reynolds number results in further con—
solidation of the data groups. This is most evident in the lowest Reyn-
olds number group where the data collapse almost to a vertical line.
Equation (1) fits the data reasonably well at modified wall Reynolds num-—
bers greater than 2000. The correlation does not appear to be appropriate
for modified wall Reynolds numbers less than 2000. The FLECHT correlation
tends to systematically overpredict the data for Reynolds numbers greater
than 2000. At Reynolds numbers less than 2000 the FLECHT correlation is
in approximate agreement with the test 10N results but clearly overpre—
dicts the test 10K results. The constant 4.0 is probably a lower bound
for the convective data at Reynolds numbers less than 2000.

5.3.4.2 Discussion of results. In summary, several points bear dis—
cussion. The first and most important is that evidence exists that a sim-
ple forced—convection heat transfer model may not be appropriate under
conditions similar to those expected in a high—pressure core uncovering,
Conventional forced—convection correlations fit the data reasonably well
down to modified wall Reynolds numbers of 2000. However, at Reynolds num—
bers less than 2000 marked deviations from a forced-convection model may
occur. Data acquired from test 10K at an almost constant modified—-wall
Reynolds number of 900 show a Nusselt number of about 4.0 at the bottom of
the steam—cooling region. This is consistent with the Nusselt number for
laminar flow in a tube with uniform heat flux. However, the Nusselt num-—
ber increases considerably with elevation, exceeding 10 at the top of the
steam—cooling region. This occurs despite the fact that the modified wall
Reynolds number remains at roughly 900 over the entire steam—cooling re—
gion. The data from test 10N have a mean Nusselt number of about 14 de-
spite the fact that the modified wall Reynolds number is about 1400. A
considerable body of data acquired at Reynolds numbers between 3000 and
4000 have Nusselt numbers less than 14; thus, the low flow data apparently
do not conform to a simple forced—convection model.

sBecause the data displayed in Fig. 31 were taken from locations well
removed from the froth level and spacer grids, the functions Ffroth and
Fgrid [see Eqs. (2), (3), and (4)] in the FLECHT correlations were set
equal to 1.0. In addition, the Prandtl number in the FLECHT correlation

was evaluated with an expoment of 0.4 rather tham 0.333. Because the
Prandtl number is close to 1.0, this is not significant,
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Fig. 31. Nu/Pr°-4 vs modified wall Reynolds number; all vapor
properties evaluated at heated surface temperature.

The most likely cause of the deviations observed at low flow seems to
be a transition to a mixed—convection— or free—convection—-dominated re—
gime. The Metais and Eckert chart (Fig. 10) indicates that both tests run
at modified wall Reynolds numbers less than 2000 should be at least par—
tially in a mixed-convective regime. However, this should not be taken as
a validation of the chart; the flow regime map was developed for vertical
tubes. To what extent the rod bundle geometry and spacer grids might af-
fect flow transitions is not known. One deviatiorn from the chart is im-
mediately evident in test 10K. The Metais and Eckert chart indicates
mixed—-convection turbulent flow at the bottom of the steam—cooling region
with transition to forced—convection laminar near the top of the region.
The data would indicate just the opposite, with a Nusselt number typical
of laminar forced convection at the bottom of the steam—cooling region and
a Nusselt number indicating enhanced heat transfer near the top of the re—
gion, Separate rod bundle experiments are apparently needed to accurately
delineate flow transitions in rod bundle geometry,

The second point concerns the selection of an appropriate set of heat
transfer correlations., For modified wall Reynolds numbers greater than
2000 and less than 10,000, two correlations predict the data reasonably
well: Eq. (1) and the Heineman correlation. A quantitative differentia-
tion between the two correlations will be made in the next section. Note
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that buoyancy effects may not be limited to the data below modified wall
Reynolds numbers of 2000. Mixed-convection effects may account for some
of the scatter observed in the higher Reynolds number data. However,
deviations from forced—convection correlations are not marked, and use
of simple forced—convection correlations is probably adequate.

The situation is not as clear for modified wall Reynolds numbers less
than 2000. The data seem to indicate that substantial enhancement of heat
transfer over that expected in laminar forced convection is possible.
However, the enhancing mechanisms and possible flow regime boundaries are
not well understood. The FLECHT correlation for laminar flow matches the
test 10N data quite well; however, it overpredicts some of the test 10K
data by a wide margin. At this point, recommendation of a best—estimate
correlation for modified wall Reynolds numbers less than 2000 is not pos-—
sible. A best—estimate correlation should at least have theoretical un—
derpinnings that can explain the wide variations in Nu/Pr®-4 observed at
low flow. 1In addition, given the possible complexity of convective heat
transfer at low flow and the difficulty in obtaining accurate experimental
data, a best—estimate correlation should be supported by a substantial
data base acquired over a wide range of flows, temperatures, and rod-to-
steam temperature differences. Given the current state of knowledge, set—
ting Nu/Pr°+4 = 4.0 is probably advisable for modified-wall Reynolds num—
bers less than 2000, All properties are evaluated at the heated surface
temperature. The results from tests 10K and 10N indicate that this should
provide a conservative estimate of the heat transfer coefficient.

Finally, although the majority of the data could be fit reasonably
well simply by adjusting the exponents and coefficients in the proposed
correlations, this is not advisable for several reasons, As discussed,
evidence exists that several flow regimes may be represented by the data.
A single regression of the data would ignore the underlying physics and
invite problems if the resulting correlation were used outside of the
parametric ranges supported by data. In addition, the data are not in a
parametric form, because in the THIF, with its radially uniform power
profile, both vapor generation rate and surface heat flux are controlled
by bundle power. Thus, the high steam—flow tests have a tendency to be
the large rod—to—steam temperature difference tests. As noted earlier,
temperature difference can substantially affect convective heat transfer
because of vapor property variations,

5.3.5 Addition of radiation to selected convective correlations

As discussed in the previous section, Eq. (1) and Heineman correla-
tions fit the majority of the convective heat transfer data for modified-
wall Reynolds numbers greater than 2000. As a final step in data corre-
lation, calculated radiation heat transfer coefficients were added to
the convective heat transfer coefficients calculated by these two corre-
lations and the McEligot correlation [Eq. (5)]. The McEligot correlation
has been commonly used in steam—cooling applications and is roughly
equivalent to Eq. (1) for the case of heat transfer to essentially ideal
gases.? Thus it is of interest to determine to what extent, if any, the
nonidealities of high-pressure steam affect the selection of an optimal
convective heat transfer correlation, The radiation heat transfer coef-
ficients were computed using methods outlined in Appendix A,
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Note that this step in the correlation process is somewhat trivial,
because the convective heat transfer coefficients were computed by sub-—
tracting the calculated radiation heat transfer coefficients from the
experimentally determined total heat transfer coefficients. Thus, corre—
lations that predict the convective heat transfer well are also expected,
when combined with the radiation heat transfer model, to predict total
heat transfer coefficients well,

The comparisons are presented in Figs, 32-34. The data base used in
the comparisons is the same as used in the convective heat transfer com-—
parisons (i.e., screened for proximity to spacer grids). The comparisons
appear as the ratio of the correlation—computed total heat transfer coef-
ficient to the experimentally determined total heat transfer coefficient
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Fig, 32, Ratio of predicted total heat transfer coefficient to ex—
perimentally determined heat transfer coefficient vs modified wall Reyn—
olds number; convective component of heat transfer computed from Eq. (1).
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Fig. 33. Ratio of predicted total heat transfer coefficient to ex-
perimentally determined heat transfer coefficient vs modified wall Reyn-—
olds number; convective component of heat transfer computed from Heineman
correlation,

vs the modified wall Reynolds number. Appendix B contains specific nu—
merical values of predicted and experimental heat transfer coefficients,
including those at elevations where spacer grid enhancement is present.

A statistical breakdown of the three comparisons appears in Table 4,
which indicates that all of the correlations predict the data quite well,
The recommended correlation is Eq. (1), which had the lowest standard
error and smallest maximum overprediction.

The second choice would be the McEligot correlation, as its predic-
tions are quite similar to those of Eq. (1). The exception occurs when
the temperature ratio is large and the steam is almost saturated. An
example of this phenomenon is the data group at a modified-wall Reynolds
number of roughly 5000. The vapor superheat for these data points varies
from 11 to 68 K (19 to 122°F). The temperature ratios are roughly 1.6.



Table 4. Statistical breakdown for total heat transfer coefficient comparisons

C lation Standard Percent point Percent point o eMaxiz?mt. d Maxim?m ]
orrelati error overpredicted underpredicted v rpi;)1c ion un erpi;$1ct1on
Equation (1) 0.11 39 61 12 22
Heineman 0.15 72 28 39 20
McEligot 0.13 53 47 30 19

N

S [1.0 = (k___/h )12

= cor ~exp

a . . i=1
Standard error is defined as SE = .

N

1534
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Fig. 34. Ratio of predicted total heat transfer coefficient to ex-
perimentally determined heat transfer coefficient vs modified wall Reyn—
olds number; convective component of heat transfer computed from McEligot
correlation,

The McEligot correlation overpredicts this data group by as much as 30%,
while Eq. (1) predicts three of the four data points within measurement
certainty.

This deviation occurs because the McEligot correlation relies on
power law approximations for temperature—dependent vapor property varia-—
tions. When the temperature ratio is large, property variations have a
strong influence on convective heat transfer, If, at the same time, the
vapor is near saturation, the power law approximations are invalid.
Therefore, when property variations are important and when the vapor de-
viates significantly from an ideal gas, the McEligot correlation performs
poorly. It was for precisely these conditions that Eq. (1) was originally
developed. When the vapor is near ideal, Eq. (1) is roughly equivalent
to the McEligot correlation; however, when the vapor is nonideal, the
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correlations diverge because Eq. (1) explicitly evaluates vapor properties
at the heated surface temperature rather than relying on a power law
approximation,

5.3.6 Evaluation of reactor vendor correlations

At the request of the U.S. Nuclear Regulatory Commission (NRC), ORNL
has compared experimentally determined heat transfer coefficients with
those predicted by nuclear reactor vendor correlations. The following
vendor correlations were provided to ORNL by the NRC:

1. VWestinghouse Electric Corp. (W)

All ¥ correlations are of the form

htotal = hrad + hconv ' (11)

where hrad is computed using a proprietary thermal radiation model for
SBLOCAs and hconv is the convective heat transfer coefficient computed
from the following correlations:

For laminar flow (Rev < 3000)

3.66 k_ /T \0-325
vV

hconv ) T ’ (12)
H w

where kv is the thermal conductivity of the steam evaluated at the vapor
temperature, DH is the hydraulic diameter, Tv is the vapor temperature, Tw
is the rod surface temperature, and Rev is the vapor Reynolds number,

For turbulent flow (Rev > 5000)

0.5

0.021 k
v

Tv

= ——— — Re0.3 0.4 | e

conv D Rev Prv T ’ (13)
H w

where Prv is the vapor Prandtl number,
For transition to turbulent flow (3000 ¢ Rev £ 5000)

Re  ~ 3000 )
v

hconv B hlam + (htur - hlam) <5000 - 3000 (14)
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where hlam is computed from Eq. (12) and htur is computed from Eq. (13)
with Rev = 5000.

2. Combustion Engineering Corporation (CE

CE does not account for thermal radiation to steam, thus

htotal = hconv : (15)

For laminar flow

1.86 k Re Pr D_\1/3 /pn \0.14
v v v H v
hconv I ) L — ZL <p > ’ ~ (16)

H w

where L is the elevation, ZL is the two—phase mixture level, and p is the
viscosity of the steam,

For turbulent flow

0.023 kv
= ————— 0.8 0.4
conv D Re$:® Prl-4 . (17)
H
For transition flow h is computed from a proprietary interpola-

con
tion between Eqs. (16) and (17).

3. Babcock and Wilcox Cor B&W

B&W uses the Dittus—Boelter correlation for all Reynolds numbers,
Radiation to steam is not accounted for:

0.023 k
v

= o ——— 0.8 0.4
htot hconv DH Rev Prv * (18)

The data base for the comparisons is a composite of bundle cross—section
average heat transfer coefficients from the first uncovered-bundle test
series run in January 1980 and the second series run in November 1980.

The data have been screened for proximity to spacer grids, as was done for
convective heat transfer (Sect. 5.3.4). This prevents local enhancement



47

of heat transfer by spacer grids from biasing the graphical comparisons.
All comparisons are presented as the ratio of the correlation—-predicted
heat transfer coefficient to the experimentally determined total heat
transfer coefficient vs the modified wall Reynolds number. The compari-
sons are shown in Figs. 35-41., Table 5 is a statistical breakdown for
each correlation., Specific numerical values of vendor—predicted heat
transfer coefficients, including those at elevations where spacer grid
effects are present, appear in Appendix B.

Table 5. Statistical breakdown of vendor correlation comparisons

Vendor  Repime?  Stmdngd  Dereontpoints  Pemoent oines
¥ Turbulent 0.13 61 39

¥ Transition 0.21 0 100

¥ Laminar 0.41 0 100

B&W All Rev 0.38 17 83

CE Turbulent 0.28 46 54

CE Transition 0.37 7 93

CE Laminar 0.71 0 100

aRegimes as prescribed by vendors.

Standard error is a relative error defined as

N
3 [1.0 - (b,

/b )31
i=1 oxp

T

SE

N
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Fig. 35. Ratio of predicted total heat transfer coefficient to ex—
perimentally determined heat transfer coefficient vs modified wall Reyn—

olds number; convective component of heat transfer computed from W
correlation for turbulent flow.
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Fig. 36. Ratio of predicted total heat transfer coefficient to ex-—
perimentally determined heat transfer coefficient vs modified wall Reyn-—
olds number; convective component of heat transfer computed from ¥

correlation for transition flow.
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Fig. 37. Ratio of predicted total heat transfer coefficient to ex-—
perimentally determined heat transfer coefficient vs modified wall Reyn—
olds number; convective component of heat transfer computed from ¥
correlation for laminar flow.
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Fig. 38. Ratio of predicted total heat transfer coefficient to ex-
perimentally determined heat transfer coefficient vs modified wall Reyn—
olds number; convective component of heat transfer computed from CE

correlation for turbulent flow.
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Fig. 39, Ratio of predicted total heat transfer coefficient to ex-—
perimentally determined heat transfer coefficient vs modified wall Reyn-—
olds number; convective component of heat transfer computed from CE
correlation for transition flow.
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Fig. 40, Ratio of predicted total heat transfer coefficient to ex-
perimentally determined heat transfer coefficient vs modified wall Reyn—
olds number; convective component of heat transfer computed from CE
correlation for laminar flow.
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Fig. 41. Ratio of predicted total heat transfer coefficient to ex—
perimentally determined heat transfer coefficient vs modified wall Reyn—
olds number; convective component of heat transfer computed from B&W
correlation,
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6. TWO-PHASE MIXTURE-LEVEL SWELL

This section presents the void-fraction data obtained from the 12
uncovered-bundle mixture-level swell tests., In addition, a critique of
commonly used void-fraction models is included.

Six of the twelve tests to be discussed are the same as those used
in heat transfer analysis (3.09.10I-N). The remaining six tests were
ron specifically to obtain void-fraction data (3.09.10AA—FF). In tests
3.09.10AA-FF, only the uppermost 10 to 15% of the bundle was uncovered.
As such, most of the bundle was in saturated boiling, thus allowing the
maximum amount of void-fraction data to be obtained in a single test.
Because the mixture level was so high in the bundle, the tests were not
suitable for uncovered-bundle heat transfer analysis,

6.1 Review of Experimental Procedure

The experimental procedure used in the uncovered-bundle tests was
designed to allow acquisition of local void—-fraction and mixture-level
swell data. The test began with preheating of the THTF to the desired
test section inlet temperature, reduction of inlet flow to the desired
value, and application of bundle power. After a period of stabilization,
the test section flow and bundle power were trimmed to place the mixture
level at the desired height. Finally, when the system had stabilized and
makeup flow was just sufficient to compensate for liquid being vaporized,
quasi-steady—state data were taken,

The FRS bundle is instrumented with FRS sheath thermocouples at 25
elevations; most of these thermocouple '"levels" are in the upper 30% of
the bundle; therefore, the dryout elevation can be determined to within
+0.08 m in the upper portion of the bundle, Axial void-fraction distri-—
butions were determined from the outputs of a set of stacked AP cells
(Fig. 8).*

6.2 General Theory

Pictured in Fig. 9 is a schematic of a PWR subchannel during the un-—
covered phase of an SBLOCA. Void distribution was assumed to be radially
uniform, and the Z-coordinate axis was taken parallel to the subchannel
axis, The subchannel can be divided into three thermal-hydraulic regions:
(1) a subcooled inlet region, (2) a saturated boiling region, and (3) a
dry (or high—-quality) steam—flow region. The subcnoled boiling region was
assumed to be negligibly small in comparison with the saturated boiling
region, since surface heat fluxes typical of reactor decay-heat levels are
low,

The zero coordinate was taken to be at Z (i.e., Z = (), the
sat sat

elevation where saturated boiling begins. Other elevations important in

*PdE-189 failed prior to testinmng.
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the analysis are the two—phase mixture level (Z2 ) and the collapsed-
liquid level (ZCLL)' The two—phase mixture leve?, assumed to coincide
with the FRS dryout level, is the maximum height above Zsat where liquid

is the continuous phase. The collapsed-liquid level is the elevation to
which the mixture level would fall if all boiling ceased. Steam veloci-
ties in the subject tests were low, causing little or no liquid entrain-
ment. Friction and form—loss pressure drops were negligible; thus, the

collapsed-liquid level may also be interpreted as the hydrostatic head of

the coolant inventory between Zsat and Zz¢, as measured by the AP cells.

The mixture—level swell, defined as

Zyo ~ ZewL
S=——i——‘_, (19)
CLL

is a convenient parameter that interrelates the elevations of interest.
Mixture swell is equal to the relative vertical expansion of the boiling
length caused by the presence of vapor voids. If the mass inventory M
is written in terms of the collapsed-liquid level

M=pAZy; » (20)

then the relationship between the mass inventory, swell, and two—phase
mixture level is given by*

Z,, =—5 (8§ +1) . (21)

M
20 pehg

This formulation is significant because it relates the mass inventory to
the elevation where core uncovering occurs, Below the mixture level the
core remains in nucleate boiling, and heat transfer is sufficient to pre-—
vent thermal damage. In the uncovered region, heat transfer by steam
cooling alone may not be sufficient to prevent thermal damage. An assess—
ment of the severity of a hypothetical accident is dependent on the abil-
ity to predict the amount of core uncovering that would occur for a given
coolant inventory loss; if mixture—level swell and mass inventory are
known, the above equation allows this prediction.

The mixture—-level swell and the local void fraction [a(Z)] are re—
lated through the definition of the collapsed—liquid level:

Zyy
ZCLL = j; [1 — a(Z)]dZ . (22)

*To conform to conventional notation, the subscript f refers to satu—
rated liquid, and g refers to saturated vapor.
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Substitution of Eq. (22) into Eq. (19) yields the swell expressed as a
function of the local void fraction and the mixture level,

As stated earlier, the objective of this analysis was to determine
the void-fraction profile and mixture-level swell, and to compare them
with the predictions of several local void-fraction models. The models
chosen for evaluation were the drift—flux model (DFM) for churn—turbulent
flow,1¢ the Wilson bubble-rise model,17 the Yeh empirical void correla-
tion,2® and the correlations derived by Gardner,1?

In each of the models examined, the local void fraction can be writ-
ten as a function of the local quality [X(Z)]. Because the axial power
profile of the THTIF is uniform, the quality was assumed to vary linearly
from Zsat to ZZ¢’ taking the values 0 and 1 (respectively) at the end-

points:

(2) z (23)
X = - .
Zz¢

Changing the independent variable in Eq. (22) from Z to X yields

1
ZZ¢ = zCLL + ZZ¢ fo a(x)dx . (24)
Defining
1
I = f a(0dx , (25)
P 0

and with some algebraic manipulations, one finds that

§ = —2— . (26)

The predicted mixture—level swell S is independent of the observed col-
lapsed—-liquid and two-phase mixtureplevels. For the DFM and Wilson
model, the relationship between the quality and the local void fraction
is straightforward, and Ip is evaluated analytically., For the Yeh and

Gardner correlations, it was easier to evaluate Ip numerically, using

Simpson’s rule.
The models examined are all based on the local volumetric vapor and
liquid flux densities (j and j_, respectively), which are dependent on

the mass flow rate M, thé saturated water properties, and the local
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quality:

X(Z)M
j = , (27)
g pgAF
ig = [1 - x(2)] ;——— , (28)
f
and
i=dg g (29)

The only variable in any of the model equations that is a function of the
position Z is the quality; because of this, the aforementioned change of
variables in the model swell calculatioa is quite simple,

The DFM is the simplest model and is applicable when the relative
velocity between phases is significant when compared with the superficial
velocity j. The model expresses the local void fraction as

B
cji+vVv . "’
OJ gl

where Co and V , are generally empirically derived. The specific form of

the DFM used in these comparisons has been outlined by Sun in his paper on
hydrodynamically controlled dryout.?® The distribution parameter C cor—
rects the void fraction for nonuniform radial effects; the equation ®used
here is recommended for tubes and bundles by Lellouche and Zolotor:316

P -1
C =1(0.82 +0.18 | . (31)
o P

cr

The drift velocity ng is of the form for churn—turbulent flow:?1¢

-— 0,25
ag(pf pg)
V. =1.41 n . (32)
8 Pe

The Wilson bubble-rise model was developed from a series of experi-—
ments in which saturated steam was bubbled through columns of saturated
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water., The experiments were conducted in vessels of 10.2— and 48.3-cm
(4.0- and 19-in.) diameters. The resulting correlation is based on the

ratio of the Laplace length I to the hydraulic diameter DH' the Froude
number Fr, and a density ratio:
0.19 0.32
) Pg c
a=C, | — — Fr 2 , (33)
1\D P, — P
H f g
where
C, = 0.136 and C, = 0.89 if Fr ¢ 30.4,

(@
L]

0.75 and C, = 0.39 if Fr > 30.4.

The Froude number was calculated using the Laplace length and the terminal
bubble—rise velocity Vbub(x):

2
Vbub(X)
Fr = T , (34)
where
JS
V. =

bub  a °

The Laplace length is defined as

Z S Bl pg) : 35

The Yeh void correlation is an empirical model developed from a se-
ries of core uncovering experiments run at the Westinghouse Verification
Test Facility. Tests were performed in a full-length 480-rod simulated
fuel bundle. The dimensions were typical of 15 x 15 fuel assemblies. The
tests were conducted at average rod powers from 0.33 to 1.32 kW/m (0.1 to
0.4 kW/ft), and system pressures varied from 0.7 to 2.8 MPa (100 to 400
psia). The correlation is based on the ratios of (1) saturated densities,
(2) vapor to total superficial velocity, and (3) vapor superficial ve-—
locity to local vapor drift velocity:

p \0+239 /j \0.6 j a
a = 0,925 <_g> <‘£> < g > ’ (36)
pf J chr
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where
JS
a = 0,67 if 1.0,
ber
jz
a = 0.47 if 2 1.0
ber
and
gG 0.25
Iber T 1.53 <;;> . (37)

The Gardner void-fraction correlation was developed from the data of
several Russian and American experimenters, including Wilson. Gardner
examined the data and correlations resulting from void-fraction tests
using both water and Freon—-12. He found large disparities between the
various data sets and produced two correlations to fit as much of the data
as possible, His model expresses the void fraction quadratically as a
function of the ratio of the superficial velocity to drift velocity (F )
and a dimensionless function of the water properties (P):

o C
——— o 2)0.67
[1 - g]°-5 C, (Fp ?) ’ (38)
where
C, =11.2 and C, = 0.30 for the first correlation,
C, =1.70 and C, = 0.16 for the second correlation;
and
1.41 ig
Fg=—v ng defined in Eq. (32) (39)

g

g pgzvfz 0.5
c?

The second correlation was largely based on data in which the void frac-
tion was determined by AP measurement, as was done in this study. The
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first correlation is primarily based on void fractions derived from gamma-—
ray density measurements., Gardner does not favor one correlation over the
other, but in this case one might expect the second correlation to provide
closer agreement than the first. Both correlations were examined; the
first is referred to as G1 and the second as G2.

6.3 Data Reduction and Analysis

6.3.1 Two—phase mixture level

The two—phase mixture level was jdentified by observing the average
temperature at the FRS thermocouple levels, The two—phase mixture level
Z2¢ was assumed to be midway between the highest level where the average

temperature indicated nucleate boiling and the lowest level where the
average temperature indicated dryout. Those levels cooled by nucleate
boiling had temperatures close to the saturation temperature, and the
temperature excursion occurring at the dryout level is large and easily
recognized. In the heavily instrumented top section of the bundle, the
two-phase mixture level was determined to within ~+8.0 cm (+3.1 in,).
If the dryout occurred in the lower two—thirds of the bundle where the
thermocouple levels are widely spaced, the uncertainty became as large
as +30 cm (+11.8 in.).

6.3.2 Beginning of saturated boiling

Because the axial power profile of the bundle was uniform, the inlet
enthalpy (hin) and the saturated enthalpies (hf and hg) were used to lo-

cate Zsat with respect to the BOHL (Fig. 9):
z . he - B .
sat 2-¢\h —h ’ (41)
g in

where both Zsa and Z are with respect to the BOHL.

t 2-¢

6.3.3 Mass flow and volumetric vapor—generation rate

The volumetric flow was read from one of three instruments. The
primary instrument used was FE-18A, a low—flow inlet orifice meter; if
FE-18A was out of range, an outlet turbine meter (FE-202) was used., In
cases of very low flow, an outlet-orifice flow meter (FE-283) was used.
Multiplication by an appropriate density (determined from pressure and
local temperature) produced mass flow rates, Because the tests were run
under quasi-steady-state conditioms, the mass flow rate divided by the
saturated steam density is equal to the total volumetric vapor generation
rate (VVG). A more general parameter is found when the VVG is divided by
the test section flow area . Assuming negligible entrainment, the re—
sult is the volumetric vapor superficial velocity at the two—phase mixture
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level. Past work at ORNL has shown a correlation between vapor superfi-
cial velocity at the mixture level and mixture-level swell.?

6.3.4 Void fraction

The void-fraction profile was calculated from the readings of the AP
cells. Assuming negligible friction and form—Iloss pressure drops, the
measured AP between the taps of a AP cell may be expressed as

AP = Pstd 8hm = Pref 8href — P ghref ! (42)
where
Petd = density of standard water,
Pref = liquid density in AP cell cold-reference leg,
p = average density of the two—phase mixture between the cell
taps,
ref _ pressure tap separation,
hm = AP cell reading in units of height of standard water,
g = local gravitational acceleration.

The average density of the two—phase mixture lying between the cell taps
can be defined in terms of the saturated vapor density Pg> the saturated

liquid density Per and the volume average void fraction a:
= _= = ]
p ap, (1 a)pf (43)

Substituting Eq. (42) into Eq. (43) and solving for the void fraction in
terms of measured quantities yields the expression

h
m
Pref  h . Pstda Pt
a il (44)
a = — .
(p8 pf)

Note that this void fraction is a volume average. In comparing it
with the void fractions predicted by the models, we chose to assign the
volume average void fraction to the midpoint between the AP cell taps.
Fluid conditions used in the evaluation of the model void fractions were
also evaluated at this elevation., The test facility had nine working AP
cells; therefore, nine data points were calculated.

An average void fraction of zero was assigned to cells lying entirely
below the saturation level Zsat' The value of one was assigned to a cell
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if the calculated value exceeded one. For the cell containing the satura—
tion level, an average void fraction was calculated only for the section
above the saturation level; the evaluation elevation was thus changed (for
plotting and comparison purposes) to the midpoint of the cell’s two—phase
region,

6.3.5 Collapsed-liquid level

The definition of the collapsed-liquid level was given in Sect. 6.2:
2. = [ - amia (22)
CLL . *

Because the void fractions were determined as average values for segments
along the Z-axis, the integral is replaced by a summation:

Z,.. = 2. (1-ah (45)

i=LB ref,
where LB is the number of the lowest AP cell with a nonzero average void
fraction. For the AP cell containing the saturation level, the height
above the saturation level is used in place of the full reference height,

6.3.6 Uncertainties

An explanation of how uncertainties were assigned to the derived
quantities is given in Appendix C.

6.4 Presentation of Results

6.4.1 Summary of test conditions

Table 6 summarizes the test conditions for each of the 12 mixture-—
level swell and void distribution tests. For the sake of convenience, the
tests can be divided into two pressure groups, omne group of six tests run
at roughly 4 MPa (580 psia) and another group of six at roughly 7.5 MPa
(1088 psia). Henceforth, the data from these test groups will be referred
to as the 4-MPa and 7.5-MPa data sets; however, note that considerable
variation in pressure exists within each data set.

Experimentally observed two—phase mixture levels also fall into two
groups. In tests 3.09.10I-N roughly 25 to 40% of the heated bundle was
uncovered, while only 2 to 12% of the bundle was uncovered in tests
3.09.10AA—FF, This is reflective of the fact that tests 3.09.10I—N were



Table 6. Summary of mixture—level swell test conditionsa

Vapor
. superficial Collapsed— Beginning . _
System Linear velocity Mixture level liquid of boiling Mixture
Test pressure power/rod X level
[MPa (psis)]  [kW/m (kW/ft)]  °F mixture [m (£2)] level length swell
P level (m (£t)] [(m (ft)]
[m/s (ft/s)]
3.09.101 4.50 2,22 1.30 + 0,04 2.62 + 0.04 1.34 + 0.03 0.36 + 0.01 1.30 + 0.08
(650) (0.68) (4.25 + 0.13) (8.60 + 0.13) (4.39 + 0.1) (1.18 + 0,03)
3.09.107 4.20 1.07 0.61 + 0,02 2.47 + 0.04 1.62 + 0.03 0.27 + 0.01 0.63 + 0.05
(610) (0.33) (1.99 + 0.,07) (8.10 + 0.14) (5.31 + 0.1) (0.89 + 0,03)
3.09.10K 4.01 0.32 0.15 + 0.02 2.13 + 0.30 1.62 + 0.03 0.28 + 0.04 0.38 + 0.24
(580) (0.10) (0.50 + 0.05) (6.98 + 0.98) (5.31 + 0.1) (0.92 + 0.13)
3.09.10L 7.52 2.17 0.73 + 0,02 2.75 + 0,09 1.76 + 0.03 0.69 + 0.02 0.93 + 0.12
(1090) (0.66) (2.39 + 0.06) (9.02 + 0.29) (5.77 + 0.1) (2.26 + 0.07)
3.09.10M 6.96 1.02 0.37 + 0.01 2,62 + 0,04 1.89 + 0.03 0.55 + 0.01 0.54 + 0.05
(1010) (0.31) (1.20 + 0,03) (8.60 + 0,13) (6.20 + 0.1) (1.80 + 0.03)
3.09.10N 7.08 0.47 0.12 + 0,01 2.13 + 0,03 1.86 + 0.03 0.46 + 0.07 0.20 + 0.24
(1030) (0.14) (0.40 + 0.04) (6.98 + 0.98) (6.10 + 0.1) (1.51 + 0.23)
3.09.10AA 4.04 1.27 1.04 + 0.03 3.42 + 0.03 2.00 + 0.03 0.56 + 0.02 0.98 + 0.04
(590) (0.39) (3.40 + 0.10) (11.23 + 0.09) (6.56 + 0.1) (1.84 + 0.07)
3.09.10BB 3.86 0.64 0.48 + 0,02 3.31 + 0.04 2.32 + 0.03 0.48 + 0.02 0.53 + 0.03
(560) (0.20) (1.59 + 0.07) (10.85 + 0.12) (7.61 + 0.1) (1.57 + 0.07)
3.09.10CC 3.59 0.33 0.40 + 0,02 3.60 + 0,02 2.88 + 0,03 0.41 + 0.02 0.29 + 0.02
(520) (0.10) (1.31 + 0.07) (11.80 + 0.08) (9.45 + 0.1) (1.34 + 0.07)
3.09.10DD 8.09 1.29 0.46 + 0.01 3.23 + 0.04 2.39 + 0,03 0.90 + 0.02 0.57 + 0.04
(1170) (0.39) (1.50 + 0.03) (10.61 + 0.13) (7.84 + 0.1) (2.95 + 0.07)
3.09.10EE 7.71 0.64 0.27 + 0,01 3.47 + 0.03 2.85 + 0.03 0.92 + 0,02 0.32 + 0.03
(1120) (0.19) (0.88 + 0.03) (11.40 + 0.08)  (9.35 + 0.1) (3.02 + 0.07)
3.09.10FF 7.53 ~0.32 0.12 + 0.01 3.23 + 0.04 2.90 + 0.03 0.86 + 0.02 0.16 + 0,03
(1090) (0.98) (0.40 + 0.03) (10.61 + 0.13) (9.51 + 0.1) (2.82 + 0.07)

Agome rounding off of numbers has been done. Accordingly, conversions between metric and English and value of

mixture-level swell may not appear to be exact.

9
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run primarily to obtain heat transfer data., Thus, uncovering as much of
the bundle as possible without exceeding peak temperature limits was de-
sirable. In tests 3.09.10AAFF high clad temperatures were not an ob-
jective, Accordingly, only the uppermost portion of the bundle was un-
covered. This allowed for accurate determination of mixture level and,
because of the close spacing of AP cells in the upper section of the
bundle, better resolution of the axial void-fractiom profile,

6.4.2 Yoid fraction profiles

Figures 42—53 present the experimentally derived void-fraction pro—
files overlaid with profiles computed from the four models discussed in
Sect. 6.2. Note that error bars appear only on the experimentally de-
rived void fractions, because the uncertainties in model-predicted void
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Fig. 42, Experimental and predicted void fraction profiles; test
3.09.10I.
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Fig. 43. Experimental and predicted void fraction profiles; test
3.09.107.

fractions were negligible in comparison with the experimental uncertain—
ties. If error bars do not appear on experimentally derived void frac-
tions, then the uncertainty was smaller than the boundaries of the symbol
used to denote void fraction. Also, note that if small measurement uncer-—
tainties caused the experimentally derived void fraction to be negative
or greater than 1.0, then the void fraction was set to 0.0 or 1.0, respec—
tively. Appendix D contains a detailed listing of the data appearing in
Figs. 42—53.

Most of the experimental void profiles show several commonalities
and parametric trends. All of the experimental profiles show very low
or zero void fraction near the bottom of the heated length., TLis was ex—
pected because fluid in the lower portion of the bundle was either sub-
cooled or of low quality. Void fraction then increased with elevation in
a relatively linear or slightly parabolic manner. Slope of the void pro-
file varied considerably from test to test with the steepest slopes asso—
ciated with the highest volumetric vapor—generation rate tests. Finally,
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Fig. 44. Experimental and predicted void fraction profiles; test
3.09.10K.

at a location mear the two—phase mixture level, a sharp increase in void
fraction with elevation occurred. In this region void fraction rapidly
approached 1.0, and FRS dryout occurred.

This "transition—to—-dryout" region was well-defined in the lowest
volumetric vapor—generation rate tests. This is evident in Fig. 53 where
void fraction changed from roughly 0.3 to 1.0 over 50 cm (19.7 in.), which
is quite an abrupt change when one considers that in the same test void
fraction increased from 0 to 0.3 over 260 cm (103 in.). In higher vapor-
generation rate tests the transition to dryout was not as distinct., In
fact, in test 3.09.10I (Fig. 42) the transition region was hardly notice-
able.

It also seems evident that the void fraction where tramsition to
dryout occurred is dependent on volumetric vapor—generation rate. Fig-—
ures 42—44 represent a series of tests at roughly constant pressure and
varying volumetric vapor—generation rate. Test 3.069.10I (Fig. 42), with



68

ORNL-DWG 81-20325 ETD
AXIAL POSITION (in.)

0 78.7 167.5
1.0 L , = :
o MEASURED f{
09 {1 o DRIFT FLUX
A WILSON A A—A
08 {1 X YEH g O -3 e 2 v,
0.7 {1 v GARDNER 2 Lo —0—0
p=d
O 06 -
}—-
Q
£ 05 -
™
(=]
o) 04 -
>
0.3 A
02 1 MIXTURE LEVEL———
0.1 A
0 L T T T 1
0 50 100 150 200 250 300 350 400

AXIAL POSITION (cm)

Fig. 45. Experimental and predicted void fraction profiles; test
3.09.10L.

the highest vapor-generation rate, did not show transition to dryout until
a void fraction of roughly 0.85 had been reached. On the other hand, test
3.09.10K (Fig. 44), with the lowest vapor—generation rate, underwent tran—
sition to dryout at a void fraction of roughly 25%., This dependence can
be predicted by a simple DFM,

The DFM expresses local void fraction as

Ig

“=ETT{,—.- (46)
o 8J

In the subject tests jy, is small as compared with j over most of the
heated length, Accordingly, j can be approximated as jg' The vapor
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Fig. 46. Experimental and predicted void fraction profiles; test
3.09.10M.

superficial velocity can be written in terms of local quality X and the
vapor superficial velocity evaluated at the two—phase mixture level j2_¢,

such that jg Finally, Eq. (46) can be rewritten as

= Xig_ye

a
o

Co + Vyi/Xip g

a (47)

where the no-slip void fractiom a is j /j. If the assumption is made
that for constant pressure Co and V . are constant, then the maximum
value of a is a function only of j2_¢. The superficial velocity at the

mixture level is simply the volumetric vapor—gemeration rate/unit flow
area. Therefore, for roughly constant pressure and a given flow regime,
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Fig. 47. Experimental and predicted void fraction profiles; test
3.09.10N.

the maximum void fraction increases with increasing volumetric vapor-
generation rate. The only way to exceed the maximum is for Co and Vg.
to change, which implies a change in flow regime. As the liquid-vapor

interface is approached, the void fraction must go to 1.0; therefore, a
flow regime transition occurs. If j2_ >> V . and Co is close to 1.0,

then the transition can occur at o = ao ~ 1,0, and the transition-to—
dryout region is not well-defined (Fig. 42). On the other hand, if j2_ <

V ., then the transition occurs at a ¢ 1,0, and the transition—to—dryout

region can be quite distinct (Fig. 44).

The five local void-fraction models showed wide variance in their
ability to predict the experimental data. Both of the Gardner correla-—
tions consistently overpredicted the data by a considerable margin. As
a result, the Gardner correlations should probably not be used to predict
local void fraction under conditions typical of these tests, The DFM for
churn—-turbulent flow predicted the data somewhat better than the Gardner
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Fig. 48. Experimental and predicted void fraction profiles; test
3.09.10AA.

models. However, in several tests, the DFM consistently overpredicted
void fraction near the bottom of the bundle and underpredicted the void
fraction at higher elevations (Fig. 42). This impiies that the value of
V . that was used was too low, and Co was too high., The models that

appear best suited for use under the subject test conditions are the
Wilson bubble—rise model and the Yeh void correlation, Of these two, the
Yeh void correlation consistently provided the most accurate predictions.
A quantitative distinction between the models will be made in Sect. 6.4.3.
As might be expected, none of the correlations accurately predicted void
fraction in the immediate vicinity of the mixture level.

Finally, all of the void fraction models in test 3.09.10CC overpre—
dicted the data by a substantial margin (Fig. 50). In addition, the
transition—to—dryout region was not evident, because the mixture level
was well above the uppermost functioning AP cell tap. Consequently, the
transition—to—dryout region was above the uppermost tap and could not be
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Fig. 49. Experimental and predicted void fraction profiles; test
3.09.10BB.

seen. The reason for the consistent overprediction of void fraction is
not as clear. However, our suspicion is that, because the dryout eleva-
tion was so close to the EOHL, liquid was being discharged from the test
section outlet. Because the calculation of vapor—generation rate assumed
that all liquid was vaporized in the test section, the superficial veloci-
ties input to the predictive models would be too high, and an overpredic—
tion would result, Unfortunately, this cannot be confirmed because the
test section outlet temperature remained slightly superheated throughout
the test. This implies that, if liquid was discharged, then flow in the
horizontal outlet pipe must have been stratified. The reason is that the
outlet steam thermocouple was mounted at the pipe centerline; thus, if
the outlet flow were dispersed, the thermocouple would quench. Given the
uncertainties associated with test 3.09.10CC, disregarding the poor com—
parisons between the predictive models and data may be advisable.
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3.09.10CC.

6.4.3 Comparisons between experimental and predicted
mixture level

In the previous section four models were evaluated for their ability
to predict experimentally derived void profiles under high-pressure low
heat—flux conditions, In this section, selected correlations are evalu-
ated for their ability to predict experimentally observed mixture levels.
The predicted mixture levels were formulated in terms of local void frac-—
tion and experimentally derived collapsed-liquid level:

ZCLL

Zz—¢p = 2o (1 *8) =7 L (48)
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3.09.10DD.

1
I =
0 [ a(X)dx.

Tables 7 and 8 present the results of the comparisons for the 4— and
7.5-MPa data sets, respectively, Note that the Gardner correlations were
not evaluated, because they consistently overpredicted the local void
fractions, Several points concerning the format of the tables bear men—
tion, First, the mixture levels appearing in the tables are in reference
to the BOHL rather than the beginning of bulk boiling. Second, deviations
from experimentally determined mixture levels are presented in terms of
actual deviations, in centimeters or inches, and in terms of percent



Table 7(a).

Comparisons of predicted to experimentally determined
4-MPa data set

mixture level,

75

Vapor superficial

Deviations from experimental

velocity at Mixture level (cm/%)
Test .
mixture level (m)
(m/s) Yeh Drift flux Wilson
3.09.101 1.30 + 0.04 2.62 + 0.04 14.68/6.49 14.68/6.49 56.62/25.04
3.09.107 0.61 + 0,02 2.47 + 0.04 7.90/3.61 40.22/18.37 19.49/8.90
3.09.10K 0.15 + 0,02 2.13 + 0.30 -18.29/-9.92 ~4.68/-2.54 -17.66/—9.58
3.09.10AA 1.04 + 0.03 3.42 + 0.03 1.37/0.48 31.49/11.00 39.36/13.75
3.09.10BB 0.48 + 0.02 3.31 + 0.04 —3.64/-1.28 39.68/14.01 5.29/1.87
3.09.10CC 0.40 + 0,02 3.60 + 0.02 32.37/10.117 87.04/27.35 39.92/12.55
Standard error®? 11.19/5.57  29.74/11.86  33.09/14.07
aStandard errors defined as
N N
—_ 2 — —_ 2
i_‘;l (Zp—g, = Z2-¢)} 1;1 [(Zp-g, = Z2-9)/(Zgy = Zgat) 1}
SE = and

bTest 3.09.10CC excluded from standard error for reasons discussed in Sect.

Table 7(b).

N

N

6.4.2.

Comparisons of predicted to experimentally determined
mixture level,

4-MPa data set

Vapor superficial

Deviations from experimental

Test velocity at Mixture level (in./%)
es mixture level (ft)
(ft/s) Yeh Drift flux Wilson
3.09.101 4,25 + 0,13 8.60 + 0.13 5.78/6.49 5.78/6.49 22.29/25.04
3.09.107 1.99 + 0.07 8.10 + 0.14 3.11/3.61 15.84/18.37 7.67/8.90
3.09.10K 0.50 + 0,05 6.98 + 0.98 -7.20/-9.92 —1.84/-2.54 -6.95/-9.58
3.09.10AA 3.40 + 0.10 11.23 + 0.09 0.54/0.48 12.40/11,00 15.50/13.75
3.09.10BB 1.59 + 0.07 10.85 + 0.12 —~1.43/-1.,28 15.62/14.01 2.08/1.87
3.09.10CC 1.31 + 0.07 11.80 + 0.08 12.74/10.17 34.27/27.35 15.72/12.55
Standard errora’b 4.41/5.57 11.71/11.86 13.03/14.07
aStandard errors defined as
> >
(Zg_y — Zy_4)2 [(Zo_y — Zo y)/(Zy., — Z )12
;g; 2 ¢p 2-¢7% & 2 $p 2-¢ 2-¢ sat’d}
SE = and

bTest 3.09.10CC excluded from standard error for reasons discussed in Sect.

N

N

6.4.2,



Table 8(a).

mixture level,

76

Comparisons of predicted to experimentally determined
7.5-MPa data set

Vapor superficial

Deviations from experimental

velocity at Mixture level (cm/%)
Test :
mixture level (m)

(m/s) Yeh Drift flux Wilson
3.09.10L 0.73 + 0.02 2.75 + 0,09 —6.32/—3.06 —6.05/-2.93 -0.55/-0.27
3.09.10M 0.37 + 0,01 2.62 + 0.04 —4.98/—2.41 8.65/4.18 —-9.,17/-4 .44
3.09.10N 0.12 + 0.01 2.13 + 0.30 1.06/0.64 7.87/4.73 -0.21/-0.13
3.09.10DD 0.46 + 0,01 3.23 + 0.04 -5.50/-2.35 2.91/1.25 —11.32/-4.85
3.09.10EE 0.27 + 0,01 3.47 + 0.03 -0.69/-0.27 12.51/4.89 —71.64/-2.99
3.09.10FF 0.12 + 0,01 3.23 + 0,04 —4.20/-1.77 4.20/1.77 —6.14/-2.59

Standard error® 4.36/2.01 7.70/3.58 7.17/3.14

a
Standard errors

SE

Table 8(b).

defined as

N
Zy_ = Z9g_¢)3

N

mixture level,

and A

EMZ

[(Zz_¢p - ZZ—¢)/(ZZ—¢

- Zsat)];

N

Comparisons of predicted to experimentally determined
7.5-MPa data set

Vapor superficial

Deviations from experimental

Test velocity at Mixture level (in./%)
mixture level (ft)

(ft/s) Yeh Drift flux Wilson
3.09.10L 2.39 + 0.06 9.02 + 0.29 ~2.49/-3.06 —-2.38/-2.93 -0.22/-0.27
3.09.10M 1.20 + 0,03 8.60 + 0.13 -1.96/—2.41 3.41/4.18 —3.61/—4.44
3.09.10N 0.40 + 0,04 6.98 + 0.98 0.42/0.64 3.10/4.73 —0.08/-0.13
3.09.10DD 1.50 + 0.03 10.61 + 0.13 -2.16/-2.35 1.15/1.25 —4.46/—4.85
3.09.10EE 0.88 + 0.03 11.40 + 0.08 —0.27/70.27 4.92/4.89 -3.01/-2.99
3.09.10FF 0.40 + 0.03 10.61 + 0.13 -1.65/-1.717 1.65/1.77 —2.42/-2.59

Standard errora 1.72/2.01 3.03/3.58 2.83/3.14

aStandard errors defined as

S Gy - 2ge?
& (2, ¢p Z, ¢,)1
SE = N and

N
12;1 [(Z3-g, = Z2-¢)/(Z2-4 ~ Zsar)]}

N
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Fig. 52. Experimental and predicted void fraction profiles; test
3.09.10EE.

deviations. The percentage deviation was formulated as®*

Z2_¢p - Z2—¢
D = 100X Z — . (49)
2—-¢ sat

Finally, each table is presented in two versions, one using metric units
and the other using English.

*The percentage deviations are with respect to the boiling length
(Zz_¢ - Z ). This is appropriate, because the subject correlations are

a
used to predict boiling length rather than the sum of boiling length and

Zsat'
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3.09.10FF.

Of the correlations examined, the Yeh void correlation is clearly the
best suited for use under conditions typical of these tests., This corre-—
lation predicts mixture level with a standard error of roughly 7% in the
4-MPa data set and 2% in the 7.5~-MPa data set, The superior performance
of the Yeh correlation might be expected, because it was the only corre-
lation developed from experiments with heat addition and tests that were
run in rod bundle geometry,

6.4.4 Two-phase mixture—level swell

The experimentally derived mixture-level swell is plotted against the
superficial vapor velocity at the mixture level for the 7.5- and 4-MPa
data sets in Figs. 54 and 55. As was reported previously,2° mixture—level
swell depends linearly on the total volumetric vapor—generation rate.*

*Vapor superficial velocity at mixture level is total volumetric
vapor generation rate divided by flow area.
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Fig. 54. Mixture level swell vs vapor superficial velocity at
mixture level; 7.5 MPa data set (line represents S = 1,32 j2_¢).

Least—squares fits performed on the data sets yielded the following equa-—
tions:

S =1,04 j2_¢ (4 MPa set) (50)
and

S =1,32 j2_¢ (7.5 MPa set) , (51)
where the constraint S = 0 at j2_ = 0 has been imposed and where j2_ is

in m/s. The larger slope associated with the 7.5-MPa data set implies a
decreasing drift-velocity with increasing pressure.
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7. SUMMARY

A total of 12 uncovered-bundle heat transfer tests have been run in
the THTF: 6 tests in January 1980 and 6 in November 1980. The tests
spanned a range of linear power levels from 0.32 to 2.22 kW/m+rod (0.1
to 0.68 kW/ft-rod). Test pressures ranged from 2.6 to 7.5 MPa (375 to
1090 psia), and bundle mass fluxes varied from 3.0 to 29.7 kg/m2*s (2800
to 21,900 lbm/h'ft’).

An extensive body of high—temperature low-flow steam~cooling data was
generated. Peak cladding temperatures in excess of 1050 K (1430°F) and
vapor temperatures in excess of 940 K (1250°F) were recorded. Vapor Reyn-—
olds numbers ranged from a low of 1100 to a high of 17,700. Under these
conditions total heat transfer coefficients varied from 0,0045 to 0.037
W/ cm2-K (8 to 65 Btu/h-ft2-°F). The lowest heat transfer coefficients
were associated with the lowest flow and linear power test,

Spacer grids were observed to substantially increase heat transfer
at, and downstream of, the grid. The effect was most pronounced in the
high—-flow tests., In the highest—flow test the heat transfer coefficient
at the grid midplane was increased by more than 60% over the location
8.2 cm (3.2 in,) upstream. In many cases substantial enhancement of heat
transfer occurred when the vapor was dry and highly superheated. This
implies that heat transfer enhancement is not a result of desuperheating
of the vapor by contact with a wet spacer.

Radiation to high-pressure steam was calculated to account for a
significant fraction of the total heat transfer. This was found to be
particularly true in low—flow tests where up to 65% of the heat transfer
may be caused by thermal radiation.

A number of heat transfer correlations were assessed. The recommen-
dation is that, for modified wall Reynolds numbers from 2000 to 10,000,
the following correlation be used:

hconv * hrad

0.021 kw
h = —————— Re0:+8 Pro0.4 ,
conv D mw w
H
and
e'c(T+4 — T4)
w v B
h = . + »
rad Tw Tv radCR
where

Re =l— It
mw
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and

, 1 1 -1
& =l T (T) ] :
w vV W

The term hradCR accounts for radiation-to-unheated-structure and should be
calculated independently for the geometry of interest. The subject cor-
relation predicted the data to within a standard error of 11%.

For modified wall Reynolds numbers less than 2000, a best—estimate
correlation cannot yet be recommended. Large variations in convective
heat transfer have been observed at Reynolds numbers typical of laminar
forced convection., This may indicate that, at low flow, transitions be-
tween laminar forced convection and mixed—convection regimes are possible,
A constant Nusselt®* number of 4.0 appears to be a lower bound to the low-
flow data.

A total of 12 tests, all run in November 1980, were used for two-—
phase mixture—level swell and void-fraction analyses, The analyses showed
that the relative expansion of the boiling length caused by the presence
of vapor voids (mixture—level swell) was linearly dependent on the total
volumetric vapor—generation rate. The minimum mixture swell observed in
these tests was roughly 20%.

The data base generated was used to critique a number of commonly
used local void-fraction models. Comparisoas between sample void profiles
and predictive models showed that the Yeh void correlation was best suited
for use under conditions typical of the subject tests, Comparisons were
made between experimentally determined mixture levels and those calculated
from predictive models based on local void correlations., Again, the de-
termination was made that, of the correlations examined, the Yeh corre-
lation is best suited to uncovered-bundle analyses. Standard error in
Yeh—correlation—-predicted mixture levels at high pressure [7.5 MPa (1090
psia)] was 4.4 cm (1.7 in.); at lower pressure [4 MPa (580 psia)l standard
error was 11.2 cm (4.4 in.).

*Vapor conductivity evaluated at heated surface temperature.
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Appendix A

ANALYTICAL METHODULOGY

This appendix presents the methodology used to compute the heat
trausfer coefficients and local fluid conditions that appear in Sect. 5§
and Appendix B,

A.1 FRS Surface Temperature

The FRS surtace temperarure is formulated as a cross—sectional
average,

T =-—, (A.1)

The index i refers to the i‘th elevation in the bundle that is instru-—
mented with FRS sheath thermocouples (Fig. 4), and the index j refers to
the j’'th sheath thermocouple at elevation i, The average is restricted
to FKS's at least ome row removed from the unheated—bundle shroud; this
was done to minimize perturbations in surface temperatare cuused by prox-—
imity to the relatively cold shroud wall. 'lhe total number of thexrmo-—
couples cousidered in the average, n, varies counsiderably with elevation.
Primary thermocouple levels may have as many as 28 thermocouples, whnile
the intermediate levels may have as few as one. Becuuase of the limiced
number of FRS thermocouples at the intermediate levels, heatr trauster
coefficieurs calculated at these elevations should be cousigered approxi=-
mute.

Uncertainty in FKS surface temperature is tormulated us

AT = . (A.2)

Errors associated with individual thermocouples are negligible in compari-—
son with variations from the mean. Note that at intermediate thermocvuple
levels n may be too small to make ATwi a reliable indicator of uncertainty
in thermocouple-level average temperature.
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A.2 System Pressure

System pressure was experimentally determined from a pressure trans—
ducer in the test section upper plenum. The uncertainty in pressure is
dominated by the uncertainty associated with the pressure transducer,
~207 kPa (30 psi).

A.3 Mass Flux

As noted in Sect. 5, heat transfer calculations were restricted to
elevations where the rod bundle was determined to have been in dry steam
cooling. It was therefore possible, assuming quasi—-steady state, to com—
pute the vapor mass flux from the measured test section outlet flow:

Qoutlet pv(P’ Toutlet)
G = . (A.3)

Ap

Note that in all of the subject tests the test section outlet flow was
superheated steam; therefore, density was evaluated from measured pressure
and steam temperature.

The outlet volumetric flow was measured by two instruments. For
volumetric flows greater than 1265 cm?®/s (20 gpm), flow was measured with
a 5.1-cm (2-in.) tungsten carbide-bearing turbine meter. At flows lower
than 1262 cm®/s (20 gpm), a 1.27-cm (0.5-in.) low-flow orifice meter was
used. The uncertainty in the turbine meter output was 4.1% of output.
Uncertainty in the orifice meter output was 54 cm?/s (0.85 gpm). The
uncertainty in vapor density was computed by propagating uncertainties
in pressure and outlet temperature through the properties search.*

A.4 Heat Flux

The FRS surface heat flux is based on the square of the data—scan
average FRS current and the temperature—dependent Inconel heater resis-—
tance:

(-I_)z T

q'l =

net nD (A.4)

_q'l _
¥RS LFRS heat—up

*Appendix C contains a discussion of the methodology used in uncer-—
tainty calculations.
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Strictly speaking, the current term should be the data—scan average of
the square of the current. However, the current is generally quite sta-
ble in the subject tests; therefore, substitution of the square of the
average current is reasonable and considerably easier from a data manage-
ment standpoint. The resistance per unit length of the heater, r/LFRS’

has been experimentally measured for THIF FRS's. The resulting curve
fits were

r/LFRS = [0.6062 + (3.833 x 10—%) T1/12.05

for
0
TFRS £ 700 K (800°F)
r/LFRS = [0.7279 — (2.662 x 10~4) T + (1.903 x 10—-7) T2}/12.05
for
0 0 .
700 K (800°F) < TFRS < 772 K (930°F) ;
r/LFRS = [-0.2712 + (2.398 x 10-3) T — (2.074 x 10-6) T2
+ (5.963 x 10—1°) T3]/12.05
for
0 0 .
772 K (930°F) < TFRS £ 866 K (1100°F) ;
r/LFRS = 0,054
for
866 K (1100°F) < TFRS < 1005 K (1350°F) ;
and
r/LFRS = [0.7362 — 1.332 x 104 T + 5.195 x 10-8% T2}/12.05
for

1005 K (1350°F) < T

oF ,
prg < 1366 K (2000°F)

where r/LFRS is in Q/ft and TFRS is in OF,.

The last term on the right hand side of Eq. (A.4) is a correction for
transient heat—up or cooldown of the FRS’s:*

’
(Cp Vp)FRS dTw
Yoat-up = w D \at ) ° (a.5)
eat—up n FRS

*Correction for transient heat—up or cooldown was, in most cases,
less than 10% of steady—state heat flux,



88

Note that (Cp V;)FRS represencs the neat capacity/length of FRS.
Also, the assumption wus made that the heat—up rate of a sheath thermo-
couple, dTw/dt, is representative ot the heatv—up rate for am entire FRS
cross section., 7This was justitied because of the low heat—up rates ex-—
perimentally observed. Axial conduction was megligible for the majority
of axial locations and thus was ignored. However, FKS thermocouple level
G is quite close to the EOHL, and axial conduction may be significant at
this elevation. Axial conduction is estimated to cause the experimentally
determined heat transfer coefticients at level G to be ~5 to 10% too high.

An uncertainty in the heat flux at all levels of roughly 5.5% is in—
duced by uncertainties in Inconel resistance and FRS dimensions. Uncer-
tainties caused by variations in current are geunerally negligible.

A.5 Yapor Temperature

Local vapor temperature was caiculated in two different ways. Imn the
first method, a cruss—sectional averuge vapor temperature was calculated
from vapor temperarures measured in selected subchannels at each of the
primary thermocouple levels and at the EUHL. At elevations between the
primary levels the vapor temperature was deduced from a linear imterpola-—
tion of the enthalpy at the primary levels.

In the second method an average enthalpy at the EOHL was calculated
from vapor temperature measurements taken by the subchannel thermocouple
rake (Sect. 3.2). An energy balance was then employed to extrapolate the
experimencally determined entnalpy dowunward to lower elevatioms in the
bundle. Vapor temperature was then calculated frum enthalpy using a state
search, Compurisuns of vapur temperatures calculated by the two methods
provide a consistency check on the experimental data.

A.5.1 Method 1

The first svep 1n metnod 1 wus ToO culculate the cross—sectiunal aver—
age Vapor Temperature or eucn of the primary thermocouple levels aud the
EOHL. 71he vapor tewmperature at the EOHL was derived as a weighted average
of tewperutures measured by the subchannel thermocouple rake

T = , (A.6)

whneve Uy, is the avelage weasured temperature of subchannels surroended by
four heuted rods, and T, is the average measured temperature of subchan—
nels udjacent to an unhecated rod (Fig. 3). The variables A, and A, ure
the total numbers of subchannels surrounded by tour heated rods and ad-
jacent to an unheated rod, respectively, Note that subchannels adjacent
to the unheated shroud are not included in the average, because FRS's ad-
Jactut to the shroud were not used in computing average surface tempera—

Ture, Uncertainty in TvEOHL was calculated as the standard deviation
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from the mean. Errors associated with individual thermocouples are neg-—
ligibly small in comparison with actual vapor temperature deviations from
the mean.

Cross-sectional average vapor temperatures at the primary levels were
deduced from temperature measurements taken by thermocouple array rods.
The thermocouple array rods (Sect. 3.2) measure vapor temperatnres in snb-
channels adjacent to an unheated rod; therefore,

n
I T, .
j=1 ij

T, =—"—"——, (A.7)

2. n

where n, the number of thermocouples, is 4, Uncertainty is calculated as
the standard deviation from the average. This temperature was used in
conjunction with the temperatures at the EOHL to compute a cross—sectional
average vapor temperature for subchannels not adjacent to the shroud:

T —T
v sa

t
T, =|T =7 (T, =T * T,y (A.8)
v, T, Tsat EOHL i sat sat

where T,. has been corrected for radiative heating of the fluid thermo-—
couples.

Implied in Eq. (A.8) is the assumption that the ratio of vapor super-—
heat in an "average' channel to that in a partially unheated type—2 sub-
channel is invariant with respect to elevation in the uncovered bundle.
Uncertainty was computed by propagating uncertainties in individual terms
through Eq. (A.8).

The second step in method 1 was to determine the cross—sectional
average vapor temperature at the intermediate thermocouple levels. As
fluid temperature was not measured at intermediate levels, the interme-
diate—level vapor temperatures were deduced from a linear interpolation
of primary-level enthalpies:

by = By
h, (P, Tv') =z —=% (Z — ZI) +h, . (A.9)
i J I

The index i refers to the i’th level, I to the I’'th primary level, and J
to the I + 1 primary level. Once the enthalpy was known it was a simple
matter to deduce vapor temperature from a properties search,

Intermediate—level vapor temperatures were computed only for ele-
vations bracketed by primary levels that experimentally indicated vapor
superheat. Note that all primary—level enthalpies were based on vapor
temperature measurements corrected for radiative heating of the fluid
thermocouples. Tncertainties in intermediate-level vapor temperatures
were determined by propagating uncertainties in individual terms through
Eq. (A.9) and the properties search,
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As noted in Sect. 5, vapor temperatures calculated from method 1
appear to be valid for high~flow tests. However, in low—-flow tests the
thermocouple array rods are not thought to accurately measure vapor tem—
perature. Therefore, vapor temperatures computed via method 1 were used
only for comparison purposes. Method 2, which relies on an energy bal-
ance, was used to calculate the vapor temperatures used in the heat
transfer analysis.

A.5.2 Method 2

Method 2 employs an energy balance to extrapolate the vapor enthalpy
at the EOHL downward into the heated bundle:

B (P, T ) =h (P, T ) - = /ZEOHL (¢ —a/__) dZ . (A.10)
(P, = , -z ¢ ~q . (Al
i vy EOHL VEOHL m Zi loss

In Eq. (A.10) both hi and hEOHL refer to subchannels that are not directly

adjacent to the unheated shroud (internal subchannels). The correction
factor C adjusts the energy balance so that it applies only to subchannels
that are not adjacent to the shroud:

h — hs
C=|y -1 . (A.11)
ave g 1 EOHL

Implicit in Eq. (A.10) is the assumption that C, the ratio of enthalpy
superkeat in internal subchannels to that for the entire cross section,
is invariant with respect to elevation. Physically, the effect of C is
to flatten the radial enthalpy profile as the elevation approaches the
mixture level.

Enthalpies at the EOHL were derived from weighted average tempera-—
tures. For internal subchannels, average temperature was calculated from
Eq. (A.6). The cross—-sectional average temperature is a weighted average
over all subchannel types, such that

4
)3 A, T,
=
T =—F/—"7""", (A.12)
v 4

i=1

1

where the index 3 refers to a subchannel adjacent to a wall, and 4 refers

to a corner subchannel, The average temperature for the internal subchan~
nels was corrected for radiative heating of the fluid thermocouples (dis-

cussed in the next subsectiom).
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Uncertainty in the internal subchannel enthalpy at the EOHL was de-
rived from the standard deviation of the vapor temperature over the in—
ternal subchannels where vapor temperature was measured. The physical
significance of this standard deviation is that it is an estimate of ac-—
tual variations in vapor temperatures over the internal subchannels at
the EOHL; it is not indicative of temperature measurement errors,

The heat loss qioss was estimated from the response of thermocouples

embedded in the bundle shroud at 10 elevations. Thus, separation of the
bundle into 10 axial nodes, each node having associated with it a pair of
embedded thermocouples, is convenient. The integral in Eq. (A.10) is re-
written as a sum,

Bl

by = hpom, T &

n
i=

[
. (qj qlossj) AZj ’ (A.13)

where AZ, is the length associated with the j'th set of shroud wall ther-
mocouples. A more detailed account of the calculation of qioss can be

found in a later section.

Finally, vapor temperature was computed from the enthalpy using a
properties search, Uncertainty in vapor temperature was computed by
propagating uncertainties in hEOHL' f, and q' through Eq. (A.10) and the

properties search, Note that the enthalpy was extrapolated to the lowest
primary thermocouple elevation experimentally indicating vapor superheat.

A.5.3 Radiation correction to fluid thermocouples

Because of the high FRS surface temperatures and low flows extant in
these tests, radiative heating of fluid thermocouples can cause signifi-
cant errors in measured vapor temperatures. As a result, the measured
vapor temperature was corrected for radiative heating effects. The cor-—
rection is based on a steady—state energy balance:

[Net radiative heat transfer] _ [Fonvection from thermoconple] -0 (A.14)

to fluid thermocouple to vapor

The thermocouple—to—vapor and thermocouple—to—unheated-surface temperature
differences were small enough so that radiative interaction between the
thermocouple, vapor, and unheated surfaces could be neglected. Mathemati-
cally, the radiative interchange was modeled as a two—node radiation prob-
lem with absorbing vapor:

R 4 — Ta — — = . A.15
°c [Tw TTC] hconv ATC [TTC T,1 0 ( )
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1~ ErcC 1 1 - ey -1

= -+ + N
ATC 8TC ATC FTC—w (1 av) Aw 8w

R

The surface emissivity assumed was that for oxidized stainless steel: 0.5
+ 0.1 (Ref. 1). The vapor ahsorptivity was taken as the average of the
absorptivity evaluated at the FRS surface temperature and that evalunated
at the thermocouple temperature. Vapor absorptivity was evaluated at the
high-pressure limit for water vapor? and adjusted using Peanner'’s rule.3
An allowance of +25% was made for uncertainty.

The correction was applied to two different thermocouple types:
thermocouple array rod thermocouples, which are oriented perpemdicular to
the vapor flow., and suhchanpel rake thermocouples. which are oriented par-
allel to the vapor flow. Thermocouple arrayv—rod thermocouples are par—
tially shielded from radiation by the unheated thermocouple array rod; the
thermoconple—~to—heated—wall view factor was estimated at 0.75 + 0.15. The
convective heat transfer coefficient for the thermccouple arrav-rod thermo-
couples was comouted from a correlation recormmended by Scadron* with al-
lowance for a +30% uncertainty,

k

v
h = — (0.478) Re®+5 Pr0.3 | (A.16)
conv DTC v v

The correction applied to the subchannel rake thermocouples was based
on an energy balance applied to the tip of the thermocouple, The tip of
the thermocouple was slightly above or just inside the heated length. As
a result, most of the radiative heating probably took place near the tip.
The tip-to—heated-rod view factor was estimated at 0.85 + 0.15. The con—
vective heat transfer coefficient was assumed to be 70% of the heat trans—
fer coefficient for the stagnation point on an axisymmetric blunt body
(the rounded tip of the thermocouple):$

0.92 k
v

cony = D ReOes Pro-s . (A.17)
‘ TC

The 70% factor was applied because previous experimental work has shown
that the aversge heat transfer coefficient on the leading edge of a sphere
is roughly 70% of that at the stagnation point.¢ A +30% allowance was
made for uncertainty.

The uncertainty in the vapor temperature caused by radiative heating
effects was estimated by propagating uncertainties in individual quanti-
ties through Eq. (A.15).
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A.6 Calculation of Heat Losses

Use of an energy balance to calculate vapor temperature requires
computation of bundle heat losses [Eq. (A.10)]. In the case of the THTF,
pairs of thermocouples were embedded in the shroud box walls at various
elevations (Fig. 7). Each pair was embedded in such a way that ome of
the thermocouples was close to the inner surface of the shroud box and
one thermocouple was close to the outer surface (Fig. 6). The difference
in temperature between the two thermocouples divided by the separation
was the temperature gradient; calculation of local heat loss was thus
straightforward:

' <AT 1+ 7
9Q0ss AX kss 2 Pshroud ’ (A.18)

where the conductivity of stainless steel was evaluated from a temperature—
devendent curve fit.? The term n corrects for the fact that two sides of
the shroud are 2.54 c¢m (1 in.) thick, and the other two sides are 1.91 cm
(0.75 in.) thick. If the thermocouples were embedded in the thicker wall,
then heat loss through the thinner wall was greater and

2.54 cm

N =791 om 133 -

Similar arguments apply if the thermocouples were in the 1.91-cm (0.75-
in.) wall; n = 1/1.33 = 0.75.

Once the local linear heat loss was known, a length of shroud box was
associated with each thermocouple pair, This length is simply defined as
the distance from a point midway between the thermocouple pair and the
next lowest pair and a point midway between the subject pair and the next
highest pair. The result of this scheme was that the shroud box was di-
vided into a set of nodes, each node having a constant rate of heat loss.
If the thermometry in a node failed, as occurred in several nodes, the
nodal heat flux was formulated as the average of the heat fluxes in the
two adjacent nodes. Total heat loss over a length of bundle was

n
= ’
90ss Eéi qlossi AZi ’ (A.19)

which is the needed input to Eq. (A.10).*

Note that experimental procedure was such that heat loss resulting
from transient shroud-box heat—up was minimal and therefore not consid-
ered.

*Total bundle heat losses varied from a low of about 2% of bundle
power in the highest power tests to roughly 17% in the lowest power tests.
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A.7 Radiation Heat Flux

The total radiation heat flux is composed of two components: (1) ra-
diation from FRS's to high-pressure steam and (2) radiation from FRS's to
unheated FRS's, Because calculations were restricted to rods at least ome
row removed from the bundle shroud, radiation from FRS's to the shroud was
not considered., This seems justified in that experimental observations do
not indicate the presence of a distinct radial temperature gradient as one
moves from the innermost to the penultimate row of rods.

A.7.1 Radiaticon to vapor

The Hottel empirical method was used to compute the radiative heat
flux from FRS's to high-pressure steam.? The method relies on the use of
an effective emissivity,

q;:v = e'c[T; = T;] s (A.20)

where the effective emissivity (e’) is given by

, 1 1 -1
g' = [e + 2 (T) 1 . (A.21)
w vV W

Implicit in the model is the assumption that vapor absorptivity is equal
to vapor emissivity. Under conditions typical of these tests this assump-—
tion is quite good. The difference between absorptivity and emissivity

is gemerally less than 10% and in many cases is less than 3%. Because
absorption of radiation by the steam was the dominant process, the absorp—
tivity of the vapor evaluated at the FRS temperature was used in Eq.
(A.21). All radiative properties for the vapor were evaluated at the
high-pressure limit? using Penner’s rule.? Uncertainty in the radiative
properties of the vapor was assumed to be +25%, The FRS surface emissiv—
ity was taken to be that for oxidized stainiess steel: 0.5 + 0.1 (Ref.
1). The uncertainty in the radiative flux to the vapor was computed by
propagating uncertainties in individual terms through Eq. (20).

A.7.2 Radiation to umheated rods

Calculation of the radiative heat flux from heated to unheated rods
was performed as a two—node radiation problem with an absorbing vapor.
The vapor absorptivity was evaluated at the heated surface temperature,
and a steady—-state energy balance was used to calculate the unheated-rod
surface temperature, A two—equation system was solved for the radiative
heat flux?®

L (A.22)
Yo—cw A.w (Tw Tcw) ’ '
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where
1—¢ 1 1—c¢ -1
w cwW
= +
R=12a * [1-o (TO] "A_ e ’
W W W w—Cw v w CW CW
and
q'’ —h (T -T)=0, (A.23)
W—CW conv cwW v
where
k
- —-ﬂ OlPO4
conv 0.021 Dcw ReMw rw

The emissivity of the unheated rod was assumed equal to that of the heated
rods; € 0.5 + 0.1. All surface areas and the heated—rod—-to—unheated-

rod view factor are expressed as a sum for all rods in the bundle that are
at least one row removed from the bundle shroud. Mathematically,

i j j=1 i=1

n K K n
Aw - Z Aw. ;Acw B Z Acw ;Fw—cw B Z Z Fi—j - (A.24)
i=1 ji=1
The view factor for a heated and unheated rod on pitch is 0.1352 and on
diagonal is 0.0913. All other heated-to—unheated—rod configurations were
assumed to have a view factor of 0,0, View factors were evaluated using
the Hottel crossed string method.? The convective heat transfer coeffi-
cient was evaluated from a correlation recommended by ORNL for convection
to superheated steam,

In most cases the uncertainty in the radiative flux was dominated by
uncertainties in vapor absorptivities and surface emissivities. Accord-
ingly, uncertainty was estimated by propagating uncertainties in emissiv—
ity and absorptivity through Eq. (A.22). Total uncertainty in the radia-
tion heat flux was calculated as the vectorial sum of the uncertainty in
radiation to steam and the uncertainty in radiation to unheated rods.

A.8 Heat Transfer Coefficient

Total, convective, and radiative heat transfer coefficients are de-—
fined in the conventional manner:

e
qtot
= —— (A.25)
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e re
qtot - qrad 26
hconv T T -T ’ (4.26)
w v

and

h ==, (A.27)

where all quantities are cross—sectional averages. Uncertainty was esti—
mated by propagating uncertainties in q’'’',, q'',, and (T — T ) through

. . tot rad w v
the appropriate equation,

The procedures for estimating uncertainties in q’'’, and q'’', are

tot rad
straightforward and have been discussed; estimation of the uncertainty in

(Tw - Tv) is somewhat more complex. The reason is that the individual
uncertainties in Tw and Tv are a combination of uncertainties caused by

actual local variations of temperature and uncertainties resulting from
measurement or calculational uncertainties, for example, the uncertainty
induced by radiative heating of the fluid thermocouples. Uncertainties
formulated in this way are appropriate when temperature is used to eval-
unate physical properties, because uncertainty in temperature translates
into a range of physical properties that might be observed. For example,
a vapor temperature uncertainty of +50 K (90°F) would translate into a
range of vapor Reynolds numbers that might be observed because of viscos—
ity variations.

However, uncertainty in (T -— Tv) should not be formulated in terms

w
of individual uncertainties in Tw and Tv because while individual varia—
tions in Tw and Tv are quite large, variations in (T — T ) are much
smaller., Instead, the relative uncertainty in (Tw - Tv) is formulated
as

A(T -T) AT2 + AT2
w v v w

g2 (A.28)

T =7 = + T =7
(T' TV) (TW Tv)z

where ATv and AT' refer only to uncertainties associated with measurement

or calculation and not actual temperature variations. The guantity e is
the percentage variation in (Tw - Tv)' which was experimentally observed
at the EOHL. In other words, & represents uncertainty caused by actual
variations in (T — T ), while ATv and ATw represent the uncertainties
associated with measurement or calculational technique.

The quantity & was calculated from temperature measurements taken
near the EOHL. At the 3.62-m (11.88-ft) elevation there are six FRS's
instrumented with sheath thermocouples for which all the surrounding
subchapnels were monitored for vapor temperature, allowing an average
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(Tw - Tv) and standard deviation to be calculated. The quantity e was

formulated as,

¢ — T
w v

e (A.29)

(T -T) "’
w v

where cTw - Tv is the standard deviation in rod-to—vapor temperature

difference at the 3.62-m (11.88-ft) elevation. Note that implicit in
Eq. (A.28) is the assumption that e is invariant with respect to eleva-
tion,

A.9 Vapor Reynolds Number

The vapor Reynolds number is defined in terms of the bundle average
mass flux:

Re = . (A.30)

A.10 Film Reynolds Number

The film Reynolds number is defined as

Re = —— , (A.31)

A.,11 Wall Keynolds Number

The wall Reynolds number is defimned as

Re =—, (A.32)

A.12 Modified Wall Reynolds Number

The modified wall Reynolds number is generally used to correlate heat
transter data in which fluid property variations across the boundary layer
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are important:

DH G Py
Re = — |- . (A.33)

A.13 Grashof Number

The Grashof number is defined in terms of the subchannel hydraulic
diameter:

p 2BgATD 2
f H
6r = —— . (A.34)
He
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Appendix B
UNCOVERED-BUNDLE HEAT TRANSFER RESULTS

(Standard International Units)

Appendix B presents the uncovered-bundle heat transfer results dis-
cussed in this report. Section B.1 presents the quantities in metric
units; Sect. B.2 presents the same results in Standard English Engineering
Units.

Heat transfer coefficients and local fluid conditions are presented
as bundle average quantities for each FRS thermocouple level in the steam-
cooling region. The word DELTA or +OR- preceding a word, abbreviation, or
number means that the subject quantity is an uncertainty.* For example,
TVAP refers to vapor temperature; thus, DELTA TVAP refers to uncertainty
in vapor temperature.

The results are presented on a test-by—test basis from 3.09.10I to
3.09.10N. The first set of results shown is a system parameter summary
for the test. Format and nomenclature are self—explanatory. The follow—
ing nine pages contain results of a local nature. At the top of the page
is listed the appropriate test number.

Listed below are definitions for abbreviations used in the tables.
Note that a quantity in a table listed as zero usually means that the
appropriate calculation was not applicable.

Abbreviations and Definitions

Level FRS thermocouple level starting with 1 at level A and
21 at level G; levels H, S, Y, and U not counted

Elevation Elevation with respect to BOHL

TVAP Vapor temperature

No. of TCs Number of thermocouples included in the average sur-
face temperature

™ Heated FRS surface temperature

Q"/Q;; Multiplier for surface heat flux to correct for tran-—

sient heat—up or cooldown

Q' ' /HTRAN Heat flux used for heat transfer coefficient calcula-
tion, based only on rods at least one row removed
from shroud box

HEXP Experimentally determined heat transfer coefficient

REV Vapor Reynolds number

*Calculated uncertainties were based on 2—c¢ instrumentation error
bands.



REF
QRAD
HCONV
HRAD
REW
QCROD
GRX

PRV

PRF
HW-TRAN
HW-LAM
HW-TUR
HCE~TUR
HB&W
HORNL

HEINEMAN

McELIGOT

TFIL
HCE-TRAN
HCE-LAM

100

Film Reynolds number

Radiation heat flux to steam

Convective heat transfer coefficient

Radiation heat transfer coefficient

Modified wall Reynolds number

Radiation flux to unheated rods on a per rod basis
Grashof number

Vapor Prandtl number

Film Prandtl number

¥ correlation for transition to turbulent flow
¥ correlation for laminar flow

¥ correlation for turbulent flow

CE correlation for turbulent flow

B&W correlation

The convective heat transfer coefficient computed by
the ORNL recommended correlation

The convective heat transfer coefficient computed by
Heineman correlation

The convective heat transfer coefficient computed by
the McEligot correlation

Film temperature

CE correlation for transition flow
CE correlation for laminar flow
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B.1 Metric Units






TEST
3.09.101




SYSTEM PRESSURE
INLET MASS FLOW
OUTLET MASS FLOW
MASS FLUX -~ BASED ON
MASS FLUX - BASED ON
INLET TEMPERATURE
OUTLET TEMPERATURE
BUNDLE POWER

SYSTEM PARAMETER SUMMARY

OUTLET FLOW
TNLET FLOW

AVERAGE LINEAR POWER/ROD

FRACTIONAL HEAT LOSS

+450308E+01
« 000000E+00
+183960E+00
«29T614E+02
+000000E+00
«473025E+03
«77T4098E+03
«48T359E+03
2222061E+01
«176706E-01

+NR-
+NE -
+NR-
00—
+0R~
+0R -
+NR-
+NR-
+NR-

«211212F+00
.000000F+00
.123608E-01
«1999755+01
«000000C+00
«259115EF+03
.259238E+03
«256083E+02
.1166825+00

MO &

KG/S

KG/'S

KG/ (M=%:215
KG/{M=*2) 5
KELVIN
KELV IN

KW

KW/™

01



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)

3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

(x%ﬁegu)
-606655E+03
.636710E+03
<659T45E+03
-68U11BE+03
-706575E+03
-723024E+03
.738697E+03
.754629E+03
-778067E+03
.792378E+03

HEAT TRANSFER CALCULATIONS:

DELTA TVAP
(KELVIN)

-287578E+03
+2B7261E+03
+2B8442E+03
-287423E+03
-286283E+03
-286717E+03
.287705E+03
-28T486E+03
-286541F+03
-2B85986E+03

NO. OF

22,
5.
4.
4.
1.
2.
3.
6.
6.

17.

TC

S

(KELQIN)
.933071E+03
+950543E+03
.572220£+03
-978929E+03
<912223E+03
.952954E+03
101439E+04
. 103111E+04
.105281E+04
.106223E+04

TEST 3.09.10I

DELTA TW
(KELVIN)

«261206%+03
-265298LE+G3
-260025E+03
-267208E+u3
< Z5TSU0E+D3
L2568T0E+03
-2619277+03
<263394F+03
<271424F¢03
2269390F+03

QW /(onss

. 193039E+01
- 103003F+01
. 1045607 +01
«123909%+01
«1C3700E+01
- T03€65R+¢01
~103685E+01
< 1038925+ 01
«1042R174+01
- 1040CLE+01

QWHTRAN
(W/Ch*%2)

ST184U36%+01
. 785936E+01
< 798209E+01
-786334E+01
-750233z2+01
STT2733E+01
~789233E+01
«7847977+01
«791692£4+01
27918Cu8+01

<4171478+00
L 4258BTE+ 1
+39536YE+00
<433932F+00
- 361732F+0
-432532E+0¢C
.383192%+00
LA405759F+00
4190475+ 00
L411833F+00

o1




LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)

3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

(u/cggig—x)
<240463EF-01
.250582E-01
. 25560 1E-01
.266886E-01
+365034E-01
.336277E-01
+2B6462E-01
+284026E-01
.288330E-01
.293632E-01

HEAT TRANSFER CALCULATIONS:

DELTA HEXP®
{(W/CH*&2-K)

.180341E-02
.178936E-02
-1703568-02
.183857E-02
.247028E-02
.228049E-02
«164673E-02
.168318E-02
.16968B7E-02
.169090E-02

REV

< 166 143E+05
« 154 790E+05
- 148966E+05
. 143288E+05
. 138413E+05
. 1350u0%+05
«131372E+05
.1289892+05
< 1248B338+05
- 122421E+405

TEST 3.09.101

DELTA REV

2169224 E+ 04
<131300E+G4
-126120E+04
. 118164E+04
< 111365E+04
< 108302F+04
<106171E+04
L1027 TcE+ON
-975510E+013
<9UA30YE+03

REF

.120258F+05
. 122215F4+05
.118637E+0S
<116269E405
. 119669E+05
- 115311E+05
-109904F+05
.107763E+05
~104934E+05
.103505E+05

DELTA KFEF

L 11TRETZ+04
-109879E8+04
. 1055782+ 04
. T0NESTE+DA
.986C04RE+0N3
LG4TTIRER+0S
.911312E+03
B84 783F+013
L8521132+03
.827901L+03

90T




LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)

3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

HEAT TRANSFER CALCULATICHNS:

CRAD DELTA QRAD
(K/CR*+2) (W/CH*

2)
- 102049E+01 .210055E+00
+107175E+01 - 226707E+00
«115776E+01 -239794E+00
-115358F+01 +250451E+00
. T43823E+00 - 166732E+00
«920267E+00 .200442E+00
«1255483E+01 «26B156E+00
. 132468E+01 .285673E+00
«-141022E+01 -322171E+00

-1435655+01 - 324119E+00

TEST 3.09.101

HCONY
(W/CH*%2-K)
.202275E-01
.2089102-01
.210410E-01
.219204E-01
.321111E-01
.287628E-01
.231023E-01
. 225671E-01
.225788E-01
.22BB808E-01

DELTA HCONV
(W/CH*%2-K)

.205587£-02
«209459E-02
-206184E-02
«222850F-02
+274005E~02
-261549%-02
-218459E-02
«2267€5E-G2
- 239538E-02
.2423707-02

LOT




LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)
3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

HRAD
(W/CH**2-K)
.381875E-02
-416722E-02
L451913E-02
L4T6813E-02
.439237E-02
. 486386E-D2
.554392E-02
.583553E-02
L6254 15E=-02
.648240E-02

HEAT TRANSFER CALCULALIONS:

DELTA HRAD
(¥/CN¥*2-K)
.987071E-03
. 10888 1E-02
. 116 150E-02
. 125932F-02
. 118559E-02
.128068E-02
. 143606E-02
.151958%-02
.169071E-02
L.173643E-02

REW

.613%212E+G4
L631526E+04
<6314158+04
«651651E+04
.788310E+04
«738185E+04
<663147E+04
LESCI3TE+DY
-651191E+0U
~652506E+04¢

TEST 3.09.10I

DELTA EEW

-677873E+03
L6T70225E+03
.648753E+03
.659018E+03
.733859E+03
LE691719E+)3
<636UE2ED]
.628516E+N3
L6294 137+03
L622891E+073

¢CRODN
(W/Crt¥2)
.2252575+00
.235278E+00
.2535025+00
.25126RE+D0
L1589 14F+00
.197404E+00
.272077E+00
.287T42E+00
.307050F+00
.312610E+00

PDELTA GCRODM
(W/CH*%2)
. 1051362400
. 109338E+00
C1VTUE2ER0D
. 116038E+00
LT731354E-01
.907173E-01
1247158400
1316002400
. 1399585400
. 142188E+00

80T



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)

3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

GRX

-181900E+07
- 146163E+07
- 1233 15E+07
- 104792E+07
-854000E+00b
-781831E+0¢6
+T26296E+06
-656b TUE+06
-567700E+06
«519126E+06

HEAT TRANSFER CALCULATIONS:

DELTA GRX

«J50846E+06
«273724E+06
. 228360F+0¢
= 192192E+06€
- 168733E+06
1456 19E+06
-127910E+0b
« 114502 E+0¢
< 100780E+06
-837406E5+05

PRV

- 110880E+01
« 105717E+01
«101751E+01
-986046E+00
-96U4287E+00
«951620F+09
-941541E+400
.932884E+00
«922410E+00
- 917054E+00

TESL 3.09.101

DELTA PRV

-56U4282E-01
.530511E-01
~U11946E-01
+298754E-01
. 223558E-01
. 188658E-01
< 164353F-01
- 139704E-01
-1100GRE-01
«959796E-02

PRF

-925812F+400
.916617E+400
«903534E+4C0
.905302E+00D
«911488E+400
+90368627+00
.B95400NE+00
. BI2U4BOE+0D
.B83900E+0D
-887207E+90

DELTA PRE

.193768E-01
< 15639 1F-91
. 128475E-01
~107154E~-01
. 105928E-01
. BB16H9F-02
. 729563E-02
+b50935E-0G2
L561T49E-02
~505745E-02

60T




LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)

3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

AW-TEAN
(W/CH**2-K)

-000000E+00
- 000000E+00
-000000E+00
- ODOOODOE+00
.000000E+Q0
-.0C0000E+00
- 000000E+00
«000000E+C0O
.000000E+00
-000000E+00

HEAT TRANSFER CALCULATIONS:

DELTA HW-TRAN

(W/CHe¥*2-K)
.U00000E+DG
.000000E+00
.000000E+00
.000000E+00
.V00000E+00
.000000E+00
.00G000E+00
-000000E+00
.000000E+00
.000000LE+00

A
-000000E+CO
.000000E+00
-000000E+00
.000000E+00
.000000E+00
-060000E+00
-000000E+00
.000000E+00
.000000F+00C
.000000E+00

TEST 3.09.101

DELTA H¥-LAM
(W/CH**2-K)

.00000CE+CO
.000000E+00
.000000E+00
. 000000E+00
.000000F+00
.0000C0E+00
.000000E+00
- 0G0000E+Q0
.000N00E+00
.000000E+00

(%/

dw-T

PR
CH*%2-K)
.215282E-01
.220194E-01
.226907E-01
.234600F-01
. 242568F-01
. 247685E-01
.253227E-01
.259013E~-01
L207T7108-01
«273049E-M

NELTA HW-TUX
(W /CH*%2~K)

-174381E-02
. 161866FE-02
. 16888U4E-07
. 169336E-02
. 173994E-02
2 1741407-02
.176734m-02
<1746 38E~-02
< 17307T4E-02
+171359R-02

011




LEVEL

12
13
14
15
le
17
18
19
20
21

HCE-TUR
(W/CM*x2-K)

«248348E-01
«241908E-01
«240784E-01
«241091E~01
«242295E-01
«243578E-01
«245036E-01
«246701E-01
«269399E-01
«251154E-01

HEAT TRANSFER CALCULATIONS:

DELTA HCE-TUR

(W/CMxx2-K)
«249958E-02
«224176E-02
«226826E-02
«219461E-02
«212376E-02
«213100E-02
«216358E-02
«214393E-02
«20912°FE-02
«206217E-02

HBE W
(W/CMxx2-K)
«248248E-01
«241908E-01
«240784E-01
«241C0%1F-01
«242295E-01
«243578E-01
«245036E-01
«2467N1E-C1
«249399E-01
«251154E-01

TEST 3.09.101

DELTA HBRW
(W/CMex2=-K)

«249958E-02
«224176E-02
«226826E-02
«219461E-02
«212376E-02
«2121C0F-C2
«216358E-02
«214393E-02
«209139C~02
«206217E-02

TPILES =P
«163136E-C1
«171085E-91
«176129E-01
«182272F-01
«193423E-01
«124384E-01
«193694E-N1
«196381F=-%1
«200413E-0C1
»233082E~-01

DELTA HORNL
(W/CM*u2=-K)

i
«145222€-02
«147532F-02
«145427E~02
«150690F-02
«144231E-02
«145886F-02
«149791£-02
«15222CE-02
«160384E-02
«15955€6F-02

1t




12
13
14
15
16
17
18
19
27
21

HEAT TRANSFER CALCULATIGONS:

HE INEMAN
(M/CM++2-K)

«210725E-11
«213042E-01
«215327E-C1
«216954E-01
«214€46E-01
«?17637E-01
«221754E-(1
«223503E-01
«225913F-01
«227174E-01

«225841E-02
«205075F-02
«206978E-02
«214189E-02
«211966E-02
«210199E-~02
«204922E-02

TEST 3.09.101

MCELIGOT
(W/CM**2-K )}

«»182855E-01
«180786E-01
«181117F-01
«184032E-01
«19471CF-01
«19372°E-01
«190932E-01
»192710€-01
«195769E-01
+198066E-01

DELIA MCELIGOT

W/CMex2-K)
«18476SE-G2
«1691C9E =32
«1742647-02
«172113E-C2
«175783E-02
«174872E-02
«174212E-02
«173115E-02
«169612E-02
«16722Z6E-02

(49"




HEAT TRANSFER CALCULATIONS: TEST 3.09.101

LEVEL ELEVATION TFIL DELTA TFIL HCE~TRAN DELTA HCE-TEANXN HCE-LAM DELTA BRCE-LAM

{(METER) (KELVIN) (KELVIN) (W/CHM**2-K) (W/Cu**2-K) (W/CMx%x2-K) (R/CREX2-K)
12 3.02 -769863E+03 -302822E+03 . 000000E+00 .000000E+00 -09N000E+00 .0000005+00
13 3.12 - 793626E+03 .301107E+03 .000000E+00 .000000E+00 .000000L£+00 -.0G0000E+00
14 3.20 .815983E+03 .301425E+03 . 0000002400 -000000E+00 -00000QZ+00 -000000F+00
15 3.27 .831524E+Q3 «299530E+03 -N00300E+00 -J00000E+00 .000000E+00 »060C003+00
16 3.34 -B809399E+03 2934 09E+023 .000000E+00 -000000F+00 . 000000E+0D .00J0UCE+00
17 3.40 .837989E+03 . 2944 81E+03 .000000E+0Q0 -0000G00E+00 .000000E+00C .(M00CCOE+D0
18 3.45 .BT76544E+03 - 297325E+03 -000000E+00 -000000E+00 < 000000E+00 -0000C0E+DD
19 3.50 .892868E+03 «2970259E+03 .000000E+00 -00000CE+00 .000000E+00 -0CG00C0E+0D
20 3.57 «915439E+03 -296982E+03 - 000300E+00 .000000E+00 . 000000E+00 «000000E+00

21 3.62 -927305E+03 -295605E+03 .000000E+00 .000000E+00 .000000E+00C .00000GF+Q0

€11







TEST
3.09.10J




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURFE
INLET MASS FLOW
OUTLET MASS FLOW

MASS FLUX - BASED ON DUTLET FLOW

MASS FLUX -~
INLET YEMPER

BASED NN INLET FLOW
ATURE

QUTLET TEMPERATURE

BUNDLE POWER
AVERAGE LINE

AR POWER/ROD

FRACTIONAL HEAT LOSS

«420079E¢01
« 799134F-01
. 782442€E-01
«126585€+02
«12928%F+02
«480339E+03
«728433E¢03
+«234083E+03
+106658E+01
«516742E-01

snR-
+NR-
+OR-
+NR=-
+NR=
+0R-
+0OR -
+NR~

+NR-

»20683€5+00
«379818F-02
+5389455-92
«871914F +00
«6144T75F+n0
«259114E403
« 2593395403
«124731F402
«568325F-01

MPA
KG/S

KG/S

KG/ {M%xx:219S
KG/ (M%x%2) S
KELVIN
KELVIN

KW

KW/ ™

911



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)

3.02
3.12
3.20
3.27
3.3%
3.40
3.45
3.50
3.57
3.62

(Kﬁﬁéiu)
.629279E+03
.662795E+03
.687561E+03
.712224E+03
.73607SE+03
.753549E+03
.769984E+03
.786077E+03
.811058E+G3
.826241E403

HEAT
DELTA TVAP NO. OF
(KELVIN)
.281900E+03 22.
<279473E+03 5.
-278680E+03 4.
.278442E+03 4.
+277034E+03 1.
-276096E+03 2.
.276679E+03 3.
+277369E+03 6.
.276448E+403 b.
.275987E+03 17.

TC

S

TPANSFER CALCULATIONS:

B4

(KELCLM
.931686E+03
.958129E+03
«973569E+03
96936 3E+03
.911710F+03
.930967E+03
L9774I4E+03
. 100292E+08
. 102676L+04
- 102922E+04

TEST 3.0%.10J

DELTA TW
(KELVIN)

. 2653C5E+03
L2€7518E4+403
. 262654E4+03
«267311E+03
«255450E+03
.257082E+03
-250010E+03
. 25B645E+03
. 26H5272E+03
«2T14TU4E+03

QM /0SS

. 10000CE+01
. 100000F+01
. 100000E+01
. 1000002401
. 100060F+01
L132000m+ 01
. 100C0O0F+01
- 100000E+G
.100000LH+01
.100000F+01

QYETRARN
(R/CH%%2)

. 370493E+C1
+369402E+01
L3764 1E+01
~368904L+01
«350107E+01
«3631C4LE+01
. 369830E+01
.367536E401
. 3696 20E+01
- 370017LE+01

DELTA QUHTEAN

(W/CH**2)
«202707E+00
221170628400
< 191866E+00
«21T204E+00
- 175054E+0C
«223279E+09
- 1857598400
.201343E400
L2076 13E+00
- 2000928+¢00

L1IT




HEAT TRANSFER CALCULATIONS: TEST 3.09.1040

LEVEL ELEVATION HEXP DELTA HEXP BEV DELTA REV REF PELTA REF
(RETER) (N/CH**2-K) (W /CH*% 2-K)
12 3.02 -122591E-01 L1160 34E-02 L670124E+04 -554128E+03 .529795E+04 L 4UI4BAE+D]
13 3.12 -125155E-01 <113296E-02 .631570E+04 LUBTT24E+0] .S08809E+04 L40YTBIE+DS
14 3.20 -136010E-01 .108296E-02 .607130F+04 .460TTIE+03 LUSS619E+04 -386784E+03
15 3.27 -143551E-01 -127133EF-02 .584545E+04 -439040F+03 .489173E+04 .379071E+03
16 3.34 - 195458E-01 .176733E-02 .S04208BE+0Y Z415576E+03 S499926E+04 .3719437+03
17 3.40 -204784E~01 . 1854 18E-02 .550158E+04 L400364F+03 LUBB262E+04 .358593E03
18 3.45 -178330E-01 .136438E~02 ~537557F+04 .391541E+03 L4694 TOE+0U L345198F+03
19 3.50 -169597E-01 .133071g-02 <525754E+04 .383617E+03 -457B39F+04 .337551E+03
20 3.57 < 171459E-01 .131988E-02 .508407E+04 +366496E+03 L4U4BTOE+OH .326176E+03

21 3.62 - 182402E-01 -1368931E~02 ~HIBUOUE+OL - 357122E+03 LUUO360F+04 ~325478BE+03

811



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)

3.02
3.12
3.20
3.27
3.34
3.40
3.u5
3.50
3.57
3.62

HEAT TRANSFER CALCULATIONS:

QRAD DFELTA QPFAD
(W/CH*x2) (W/CEx%2)
-969309E+00 .204666E+00
.105715E401 .225668E+00
.110004F+01 .227589E+00
+102527E+01 .22265TE+00
«659055E400 - 143217E+00
.709826E+00 - 153445E+00
-924689E+00 - 194454 E+00
.103438E+01 .217978E+00
-110720E+01 .242326E+00
- 106985E+01 .254588E+00

TEST 3.09.10J

A5
-835146E-02
-.815738E-02
.B832355E-02

-«951399E-02

- 154021E-G1
- 156351E-C1
. 124370E-C1
.111837E~01
-109288E-01
- 1185%1E-01

DELTA HCONYV
(W /CN**2-K)

. 155695E-02
.161658E-02
. 161962E-02
. 180660E~02
.214207F8-02
-225040E-02
< 194192E-02
< 198794E-02
«209171E-02
.223029E-02

611




LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(NETER)
3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

HRAD
(¥ /CH*%2-K)
.390760E-02
.435813E~02
.46775CE~02
.484111E-02
- 454370E-02
.484330E-02
.5396 06 E-02
.577601E-02
.621709E~02
.638111E-02

HEAT TBANSFER CALCULALIIONS:

DELTA HRAD
(K/CH**2-K)
-103813E-02
2115313E-02
«120432E-02
.128355E~02
-12103BE-02
«1275278-02
«138184E-02
-147686E-02
<1622718-02
176076 B=02

REW

-277752E+04
-2800G23F+04
.283298BE+04
-298347E+04
.35348B1E+04
+34T34SE+DL
-320935E+04
-311160E+04
. 30€6T0F+ 04
.311478E+04

TEST 3.09.10J

DELTA REW

«303659E+C3
«296709E+03
«290279E+03
.295628E+03
.329308E+03
- 322U64E+03
.3G1242E+403
~292505E+03
.289236E+03
~296465E+403

JCEODH
(¥/CH*®2)
.211663E+00
.229173E+00
.237048E+C0
.718820E+00
.138500E+00
. 148945E+00
. 1943745+00
< 2173508400
.233041F+00
.224616E+00

DELTA DCRODM
(W/CM*%2)
< 555304E-01
. 102538E+00
. 105391R+0C
.9676177-01
.610729E-01
.6535212-31
. B4 TUBVE=-01
- 9425625-01
. 1002997+00
.96286EE~-01

0tr1




LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)

3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

GRX

-~ 13363%E+07
-104871E+07
-882628E+06
-T40172E+006
«567559E+06
<505677E+06
~480904E+06
<440745E+06
-377583E+06
-33T7049E+06

HEAT TRANSFER CALCULATIONS:

DELTA GRX

«223005E+0¢6
«160073E+06
- 124789E+ 06
-110321E+06
.887869E+05
- 7554 T6E+05
«66S4ETE+DS
-611010E+05
«534204E+05
«536949E+05

PRY

- 105657E+01
-100483E+0
-976443E+00
«955428E+00
~939991E+00
-930916E+00
«923697E+00
.917616E+00
«909689E+00
-905583E+00

TEST 3.09.10J

DELTA PRV

~830917E-01
«284319E-01
«205155E-01
- 153508E-01
- 112944£2-01
.914605E-02
.804788E-02
«720201E-02
-568392E-02
~U498210FE-C2

PRF

«919632E+400
-909360E+0C
~ 904498 E+0Q
<9020578+00
-306188E+00
- 901722E+00
«895263R+00
.891668E+00
- 887986E+00
-HBETBUE+00

DELTA PRF

- 147886E~01
- 103667E-01
+3104878-02
-7111195-902
«HLTUZEE~-D2
<545045E-02
~UE2163E~02
<41833U4E-02
«357146E-02
. 352550E~02

121




HEAT TRANSFER CALCULATIONS: TEST 3.09.100

LEVEL ELEVATION HX~TR AN DELTA HW-TEAN HW-LAN DELTA HW-LAM H¥-TUR DELTA liW-TUD
{METER) {W/CH**2—K) (W/CH**2-K) {W/CHE*2-K) (N/CHx%2-K) {(W/CH**2-K) (w/CHx%2-K)

12 3.02 . 000000E+00 .000C00E+00 .000000F+00 . 000000E+00 . 130142E-01 .T630258-03
13 3.12 . 000000E+00 .000000E+00 .000000E+00 . 0000007400 .137239E-01 . T40246E-01
14 3.20 .000000E+00 -000000E+00 .0000002+00 . 0000GOE+0C . 142920E-01 .736189E~03
15 3.27 .000000E+00 .000NQ0E+D0 .000000E+00 .000000E+00 . 147858E-01 .757508E-03
16 3.34 . 000000E+00 .000000E+00 .000000E+00 .000000E+00 . 150604E-01 .760516F-03
17 3.40 -000000E+00 .000000E+00 .0N0000E+00 .000CO0E+00 .155169E-01 .750693E-03
18 3.45 .000000E+00 .0000008+G) .000000E+00 . 000000E+00 .1609348-01 .755534E-03
19 3.50 .000000E+00 .000000E+00 .000000F+00 . 000N0UE+D0 . 165949F-01 .770194E-03
20 3.57 . 000000E+00. .000000E+G0 .000000E+00 .000000E+00 .1731477-01 LT72124E~03

21 3.62 -176421E-01 . 1634 48E-02 -000000E+00 . 000000E+00 .0000V0E+*QO -0000008+00

(44"



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)

3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

HCE-TUR
(W/CH*%2-K)

.000000£+00
.000000E+00
.000000E+00
-000000E+00
-000000E+00
.000000E+00
-000000E+00
.000000E+00
-000000E+00
- 000000E+00

HEAT TRANSFER CALCULATIONS:

DELTA HCE~TUR

(W/CH**2-K)
.000000E+00
-000000E+00
-000000E+00
.000000E+00
-000000E+00
-0000G0E+00
-000000E+00
-000NCOE+00
-000000E+00
.000000E+00

HBG W
(¥/CH%%2-K)
. 121154E-01
. 120447E-01
. 120879E-01
L 121760E-01
. 122903E-01
. 12386 7E-01
. 124846E-01
L 125854F-01
. 127489801
L128511E-01

TEST 3.09.10J

DELTA HEBEW
(W/CH**2-K)

- 102€79E-02
«944370£E-03
«920623E-93
-911013F-03
+B881694E~03
~864181E-03
«8T4094E-03
.885920E-03
«870541E-03
- BE43UIE-03

AR

(R/CH*®2-K)
-R6G5BEE-02
-898903E~02
L926T28E-02
.960363F-02
L1018 165-01
. 102810E-01
2 102942E-01
.103891F-01
.105918E-01
.107583E-01

< J662208-03
< 779020E-03
- T66332E-03
. 7892737-03
- T1563218-03
<TeUB8sE-03
-773588BF-02
«T8307T1E-03
«81157)kE~0C3
<HE0B14E-)3

€71




LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(KETER)

3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

HEAT TRANSFER CALCULATIONS:

HEINEMAK
(W/CHe*2-K)

.102807E-01
-104375E-01
.105418E-01
- 105954E-01
<1050702~C1
.106031E-01
.107695E-01
.108792E-01
.110076E-01
.110537E-01

DELTA HEINEMAN
(W/CH**2—K)

< 101962E-02
.G41035E-03
.892937E-03
<BBUUEOE-02
.302091E-03
.785530E-03
- 799970E-03
.812876E~03
.8311117E-03
.829725E-03

TEST 3.09.10J

MCELIGOT
(W/CH¥*2-K)

.9091P7E-02
2914 TH1E-Q2
.927558E~02
.952988E-0Z
-10G834E-21
. 101755E-01
<101174F-01
.101737E~01
-103460E-01
.105135E5-01

NDELTA CELIGUT
(% /CH**2-F)

. T778084E-03
.730209%:-03
«721901F-03
. 7300653E-03
. TU0134E-03
. 725684E-03
.724583F-03
.733035F-03
. 722331E-03
. T722025E-03

1428




HEAT TRANSFER CALCULATIONS: TEST 3.09.104

LEVEL ELEVATION TFIL DELTA TFIL HCE-TKAN DELTA HCF-TRAN HCE-LAY DELTA HCE—LAM

(METER) (KELVIN) {KELVIN) (K/Cr**2-K) (W/CHx%2-R) (#/CH*%2-K) (W/CHEX2=E)
12 3.02 .780482E+03 .293591E+03 .10868GE-01 . 280207E-02 .000000F+00 .000000E+0D
13 3.12 .B10462E+03 . 2B965BE+03 . 104652E-01 . 196398E-02 .000D00E+00 .000000E+00
14 3.20 .83057SE+03 .287002E+03 .102600E-01 .1761958-02 .000000E+00 L0000CHE+N0
15 3.27 -B40794E+D3 .286582E+03 .101069E-01 . 164040E=-02 .000000E+00 .000000E+00
16 3.34 .R23893E+03 .281019E4+03 .100203E-01 - 148966F-02 .000000E+00 .000000R+00
17 3.40 .842258E+03 .279904E+03 .993263E-02 . 139442 E~02 . 000000E+00 .000000E+00
18 3.45 .873739E+03 .281031E+03 -983520E-02 -137112E-02 .D0GOVOE+0C .000000E+00
19 3.50 .894497E+03 . 282053E+03 .975810E-02 - 136048E~-02 .000000E+00 .000000E+00
20 3.57 -918910E+03 . 282000E+03 .966077E-02 . 127633E-02 .000000E+00 .000000E+00

21 3.62 «927731E+03 . 283461E+03 -961018F-02 «123678%-02 .000000F+00 -000000E+00

YA







TEST
3.09.10K




SYSTEM PARAMETEP SUMMARY

SYSTEM PRESSURE

TNLET MASS FLOW

OUTLET MASS FLOW

MASS FLUX - BASED DN OUTLEY FLOW
MASS FLUX - BASED ON INLET FLIW
INLET TEMPERATURE

OUTLET TEMPERATUPE

BUNDLE POWER

AVERAGE LINEAR POWFR/ROD
FRACTIONAL HEAT I10SS

«400692E+01
+«137488E-01
«193361E~-01
+312822€+01
«222430E+01
«466468E403
«638619E+03
«69566TE+02
«316974E+400
«175532€+00

+0R~
+NR-
+0R-
+np—
+0R-
+0R-
+0R~
+0R—
+0R-

2068772400
+3869705-02
«160184E-02
«259149€ +00
«626046F+00
«253117£+03
«259236E+03
.43545TE+01
.198412F-01

MDA

KG/ S

KG/S

KG/ (M%*2) S
KG/ (M%%2) S
KELVIN
KELVIN

KW

KW/M

8T




KELV TN
«565336E+03
«537368E+03
«622641E+03
«64BRIEGE+03
«706920E+03
«726059E+03
«753179E+03
«7TT2719E+03
«809211E403
«833851E+03
«854821E+03
«B7629T7E+03
+891573F+03
«902684E+03
«912934E+03
«926789E+D3
«934966E+03

HEAT TRANSFER CALCULATIONS:

DELTA TVAP
(KELVIN)
«308364F+03
«308086E+02
«IP5603E+03
«304746E+03
+300B66E+03
«300984F+03
«301007E+03
«299021E+03
¢295409E+403
«297174E+03
«298260E+03
«296640E+03
0295517E+403
«294690E+403
«293992E+C3
«293147E+403
«292704E+403

NC. OF

28,

17.

TC

S

TW
(KELVIN)
»788316E+03
«790347E403
«815314E+03
«839620E+403
«868739E 403
«888227£+403
«914797E+03
«915549E+403
«934066E+03
«943869E+03
«961158E+03
«963127E+03
«987453F+C3
«995097E+03
«997882E+03
«997631E+03
«999645E+03

TEST 3409.10K

DELTA TW
(KELVIN)

.268021E+03
«257048E+03
+255598E+03
<268862E+403
.255405E+03
.270903E+03
<263825E+03
<270715E+03
.26771BE+03
“267960E+03
<260486E403
.255702E+03
+261490E+03
L276282E403
<273057E+03
«270618E+03
$281693E403

Qn/Qe"ss

«972225E+400
«977813E+00C
«9T75756E+30
«980459E+00
«981044E+00
«277747E+00
«97T7040E+00
«260045E+C0
«958717E+00
«953312E+00
«927879E+00
«926923E+C0
«916793E+00
«219178F+0¢0C
«901293E+C0
+876808E+00
«874654F+00

Q"HTRAN
(W/Ckxe2)

«108859E+01
«1099002E+01
«111153£+01
«111510E+0C1
»109180£+01
«110517F+01
«112283E+01
«108756E+01
«1087955+01
«107704E+01
«105792E+01
«103157E+01
«104654E+01
«104534E+01
«102807E+01
«997103£+00
«989527€+00

DELTA G"HTRAN

(W/CM#»22)
«659E8199E-01
«624730E-01
»637219F-01
«626391F-01
«5S6448E-01
«648300E~01
«593299E-01
«703197F-01
«646747E-01
«610596E-91
«609566E-01
«556448E-01
«63855PE~01
«656608F~01
«638995E-01
«637536E-01
«700269E-01

61




HEXP
(W/CM2a2-K)
«488496£-02
«565179E~-C2
«577246E-02
«584775F~02
«675110E-02
«681903E~02
«695163E-02
«761897E=-02
«87190CE-02
«979561E-02
«995471E~C2
«118876E-01
«109217E-01
«113184E-01
»121097E-01
«140836E-01
«153083€E~01

HEAT TRANSFER CALCULATIONS:

DELTA HEXP
(W/CMx*2-K)

+106347E-02
«134053E-02
«129301E~02
«124763F-02
«141378E-02
«136324E-02
«135240E-02
«152794E=~02
«163899F-02
«175847E-02
«120371F-02
+213845F-02
«172769E-02
«170100E~02
«176028E-02
2202241E-02
«223764E-02

REV

«1934T1E+04
«178668E+04
«168379E+04
«159663E+04
«145757E+04
«1416203E+04
«136137E+404
«132437E+04
«126032E+404
«122C40E+04
«118835E+04
«115720E+04
«113600E+04
«112106E+04
«110762E+04
«108995E+04
«107978E+04

TEST 3.09.10K

DELTA REV

«311253E+03
«2625%9E+403
»212981€£403
+185088F+03
+157825E+03
«151791E+C3
«143778E+403
«136264E+403
«124190E+403
«120675E+03
«117493E+03
«112337€+403
«108966E+03
«106639E+C3
«104625E+03
«102087E+03
«100682E+03

REF

«152757E+04
«148717E404
«143124E404
«137902£+404
«129709E+04
«126378E+04
«122019E+04
»120448E+404
«116382E+04
«113971E+04
«111407E+04
«109891F+04
«107421E+404
«106289E+04
«105516C+404
«104721F+04
«104134E+404

DELTA REF

«218534E+03
«199635€+403
+»180954E+03
«169386E+403
«143649E+03
«140143E+403
«131685F+03
«127371E+403
«116824E£+403
«114657E+403
«111065E+03
«107181F+C3
«103761E+03
«104227E+03
«101963E+03
«998CTTE+D2
+101568£+03

0€T




LEVEL

™ ~N O

]

11
12
13
14
15
16
17
18
19
20
21

HEAT TRANSFER CALCULATIONS:

W7 EMIu2)
«466271E+00
«433T779E+00
«480510E+00
«526210E+00
«526729E+00
«566295E+00
«620481F+00
«568174E£+00
«545285€E400
«508795E+C0
«522910E+00
«443671E+00
«520285F+00
«516040E+90
«484002E+00
«412402E+00
«382464E+00

DELTA QRAD
(W/CMax2)

«124434£400
«120614E+00
«13095%E+00
+152866E+00
«156392E+00
«184296E+00
«191316E+00
«199521€+00
«197084E+00
«211633E+00
«218118E+00
«214656E+00
«227729F+0C
«265867E+00
«255230F+090
«246772E+00
«288050E+00

TEST 3.09.10K

(H/gg?fg-K)
«235947E-02
«294590E~02
«277582E~-C2
«253992E-02
«2863X39E-02
«265314E-02
«238377E~02
«289388F-~02
«354648E£-02
+432945E-02
«415195E-~-92
«586946E-02
«453752E~-02
«47548SE-02
«541873E-02
«7255965-02
«837809E-02

ELTA HCONV
W/CM*x2-K)
13

«139717E-02
«168659E~-02
«169421E~102
«175139F=n2
«201997F~02
+«209955E-02
«215927€E-02
«243281E-02
«264692E-02
«297810E~02
«312807E-02
«365528E-02
«334374£-02
«374640E-02
+38838EF-02
«441988F~02
«537401E=-n2

D
(

TET



LEVEL

@™ ~N o~

11
12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)
2442
2.51
2.58
2.66
2.84
2.89
297
3402
3.12
3,20
3427
3434
3.40
3445
3450
3.57
3.62

HRAD
(W/CM*r2-K)
»252548E-02
«270588E-02
«299664F-02
«330784E-02
«388771E-G2
«416590EL-02
«45678B6E-02
«472509FE~02
«517252E-02
«546615E-02
«580277E-02
«601813E-02
«638420E-02
«656356E-02
«669100E-02
«682T€E6E~02
«6230318E-02

HEAT TRANSFER CALCULATIONS:

DELTA HRAD

(W/CM*x2-K)
«906154E-03
«102351E-02
«109474E-C2
«122915E-~02
«144274E-02
«159677E-02
«16832°E-02
«189314E~(2
«207843E-02
«240351F-02
»255567E-02
«296447E~02
«286281E-C2
«333798E-02
«3462C25E-02
«3930C4F-02
.4886C0E-92

REW

«845141E+03
«914889E+03
«905653F+03
«896835E+403
«925715E+03
«910747E+03
«891997E+33
«916748F+03
«924969E+03
«935085E+03
«924463E+03
«945600E+03
«913780E+73
«911045E+083
«916710E+03
«932085E+03
«I3IELL4IE+DD

TEST 3.09.10K

DELTA REW

«107060E+03
e106492E+03
«103093E+C2
«102711E+03
0995241E+02
«100361£+403
«9EG5925F+C2
«989555F+02
«975357E+G2
«977785F +02
«948147TF 402
«9ET7958E+02
«931634E4+02
«365970E+02
«956R75E4+02
»959830L+02
«100701E+03

QCRODM
(W/CM*+2)
«965233E-01
«RB0856E~-01
«965145E-01
«104557E+00
«1020CCE+CO
«108876F+00C
«117323E+0C
«106305E+00
«100140E+00
«922158E-0C1
«937688E~C1
+78564CE-01
«914640E-01
«901528E-01
«®403°96E-01
«709882E-01
«655028E-01

DELTA GCRODM
(Wd/CM*=2)
+400894F-01
«360358E-01
.3882065-01
«41277CE-01
.388785E-01
«400297F-01
«428612E-01
+384545E-01
«253222E-01
«320C25E-11
«3129688E-C1
«264763FE-01
e316566E~C1
«311020E-01
«289496E-71
«244397E-01
«225402E-01

CEL




LEVEL

o ~N O WU,

11
12
13
14
15
16
17
18
19
20
21

GRX

«212296E+07
«156704E+07
«125413E+07
«100803E+07
«611559E+06
«532988E+06
«440776E+06
«363781E+06
«265584E+06
«209839E+06
«180234E+206
«137107E+06
«134665E+C6
«122921C+06
«108839FE+06
«873169E+05
«T74577E405

HEAT TRANSFER CALCULATIONS:

DELTA GRX

«775700E+06
«SET6463F+06
«430RE3E+06
«345217E+96
«202775E+0C6
«184144E4+06
«146294E+406
«131396E+06
«967498E+05
«8853N2E+05
«774154E+05
«676743E4+05
«596298E+05
«615667E4+05
«562945F+05
«514854E+05
«558133E+05

PRV

«118666FE+01
«110274E+01
«105760E+01
«102C34E+01
«956610E+00
«943769E+00
«929506E+00
«921342E+00
«909284E+00
«903048F+00
«898462E400
«894379E4+00
«891793F+00
«820059E+00
«888560E+00
«E€B86674E+N0
«885633F£+00

TEST 3.09.10K

DELTA PRV

«123843E+00
«854914E-01
«705714E-01
«573882E-01
»269930E-01
«222091E-01
«172017€-01
«140238E-01
«983869E-02
«860902E-C2
«768382E~-02
«£50289E-02
«578393E~-02
«521004E-02
«491269E~02
«442822E-02
«416753E-02

PRF

«983454E+00
«967108E+00
«948208E+0C
«933792F+00
«215946F+0C
«909971E400
«903016F+00
«90C717E+CO
+895217€£400
«892235E+00
«889271E+00
«887618E+00
«885076E+00
«883974E400
«883245£+400
«882514E+0C
«881987E+400

DELTA PRF

«546257E-01
«428166E-01
«317153E-C1
«2461156-01
«149908F-01
«132484E~01
«107322E-01
«9706005~02
«738812E-02
«679818E-02
«60)778E-02
«531191€£-02
«464TS4E-C2
«463108E-02
«426894E-02
«392183E-02
«4108155-02

€E€T




LEVEL

1C
11
12
13
14
15
16
17
18
19
20
21

HW-TRAN
(W/CM**2~K)

+000000E+00
«000000E+00
«000000F+0C
«00CC00E+CD
«000000E+00
«000000E+0C
«000000E+00Q
+000000F+00
«0000G0E+00
«000000F<+0C
«000000E+00
«000000E+CO
«000000E+00
«000000E+00D
«000000E+00
«0C0000E+0QD
«000000E+00

HEAT TRANSFER CALCULATIONS:

N M
oecocoCE+0O
+CO00000E+00
«000000E+00
«000300E+00
«000000E+00
.00000CE+0OC
«0C0000E+O0
«00000CE+0D
+000000E+00
.000000E+0C
«000000F+00
«000002E+90
«000000E+00Q
«000000E+0C
+N00000E+00
<po0000CE+0C
«000000E+0D

HW-TRAN

iRt
.402229E-02
L428344E-02
CBE6643F-02
.508495E-02
+592054E-02
.629710£-02
L6B49BTE-D2
.710213F-02
L775063E-02
LR18345F-02
.8653876-02
L89897TE-02
L947727€-02
L973249E-02
.992423£-02
.101421€-01
.102968E-01

TEST 3.09.10K

«320719E~03
«338304E=-03
«347185F-03
«380436E-03
«379718E-03
«421331E-33
«430134E-03
«441426FE-03
«425199E-03
«461650E-03
«4T5711E-03
«468006E-03
«476682E-03
«532072€-03
«514656E-C3
«501699E~-03
«56T14TE=-03

R aSK)
.000000E+00
+000GOOE+0C
.000000F+00
.000000E+00
L00C000E+D0D
.000000C+00
.000000E+00
.000000E+00
.0C0DD0E+DC
.000C00E+00
.000C00F+0C
.000000E+00
.300C00E+00
<00C00GE+00
LCO0O00E+CD
.000000E+00
.000000E+00

DELTA HW-TUR
(W/CM*+2=K)

«N00000F+00
+N00000E+CH
«700C00E+GO
+0C0000E+0D
»000000E+00
.000000E+00
«000002E+2"
«000000%+010
«00000CE+DC
.000000E+00
.C00000FE+0ON
«000000E+00D
«0000003E+0"
«7000005400
«0C00C2CE+Q"
+000000E+09
«700000E+CC

bET




LEVEL

® ~N oo O,

11
12
13
14
15
16
17
18
19
20
21

HCE-TUR
(W/CM**2-K)

«GBOOCCE+DD
«000000E+D0D
.000000E+900
.000000E+00
+0000030E+00
«000000E+00
«0G0000E+20
.000000E+00D
«000000E+00
«000000E+00
«000000E+DD
«000000E+0CD
«0000COE+CD
«000000E+00D
«N00C000E+OD
»0000CGE+0D
«C000COE+00D

HEAT TRANSFFR CALCULATIONS:

DELTA HCE-TUR
(4}

/CM**2-K)
.000000E+0C
«00C000E+CO
+00000GE+0Q0
«000000E+CO
«000000F+00
«000CO0E+00
«000000E+00
+000G00E+DQ
«00000CE+GO
«000000E+0C
«000000E+0QC
«000000E+0CD
«000000F+CO
«000000E+20
«0000600E+0D
«J00000E+00
«G0000CE+DD

HB&W
(W/CM**2-K)
«424051E-02
«432922E-02
«394498E-02
«391142E-C2
«395713E-02
«3986T74E-0C2
«403598E-02
«407513F=-02
«415333E-02
+420835E-02
«425589E-02
«430487E-02
«433974E£-02
«4365C7E-02
«438838E-02
«441977E-02
«443822E-C2

TEST 3.09.,10K

DELTA HBRW
(W/CM**2-K)

«6569787E-03
«631573E-03
«568402F-03
«537245E-03
»492061E-03
«489090E-03
«4843229E-03
«4E6804E~03
«437625E-023
«446840E-03
«451756E-03
«439542F~03
«43153C0E-03
«425895E-03
«421255E=-03
«415787E-03
«412985€E-03

HORNL
(W/CMa*2=-K)
«266385E-C2
«2847T62E-02
£293959E£-02
«373027E~C2
«325044E-02
«X39376E-02
«237865E-02
«345725E~C2
«357584E=(2
« 365745 E~-02
«371259E-02
«379063E~C2
«281230E-(2
«384222E-02
«367564E=02
£ 392624E-02
»395283E-02

«278044E-C3
«256157E-03
«268245F-"3
«2863T7TE-C2
«279744F-03
«302526E-C3
«293121E=-03
«309509E£-02
«X38925E-03
«313551€£-33
«375988E-02
«397316E~C3
«312780FE-23
«344352E-03
«33T7206E-02
«333%07€-03
«3687C1E-~C2

SET




HEAT TRANSFER CALCULATIONS:

HE INEMAN
(W/CMex2=K)

«304553E-02
+305885E-C2
«308552E~-02
-311818E-02
«318290E-02
«321350E-02
«325706E-02
«327371E-02
«3319C02F-02
«334739E-02
«337877E-02
«339789E-02
«342995E-02
«344500E-02
«345541E-02
«346623E-02
«347430E-02

DELTA HEINEMAN

(W/CM*x2-K)
«5807475-03
«538386E-33
¢502539£-03
«489177E-03
«426252E-03
«431734E-03
«418096E-03
«4054852-02
«372931E-923
«377562E-03
«374083E-03
«359823FE-03
«355573€E£-03
«368068E-03
«358093E-C3
«348T746E-03
«366628E~03

TEST 2.09.10K

MCELIGOT
(W/CM2+2-K)

«327906E-02
«319856E£-02
«314789€E-02
«313957E-02
«325935E~02
«329118£-32
«334383€-02
«3418358~062
«352974€E£-02
«361162E-~02
«366464E-22
«374924F=02
«376516E-32
«379599E-02
«383250E-02
«3BB958E~32
«391905E-62

DELTA MCELIGOT

(W/CM*»2=-K)
«511034E-C2
«50T644E-C3
«462925E-42
«443220E-03
«415841E-02
«418688E-03
«4163239F-03
«405865E-03
«384472E-03
«396649E-03
«402400E-03
«395354F-0C3
«386196E£-03
«381732E-33
«378834E-03
«3763R4E-03
«374899E-03

9¢T




LEVEL

w ~N oW

0

11
12
13
14
15
16
17
18
13
20
21

kELVEND
«676826E+03
«693B5TE+03
. 718977E+03
«744218E+03
«787829E+03
«BOT143E403
«833988F+03
«844134E+03
«B871639E+03
«8B88860E+03
.907989E+(3
«519712E+03
«939513E+03
«948891E+03
+955408E+03
«962210E+03
«367306E+03

HEAT TRANSFER CALCULATIONS:

DELTA TFIL
(KELVIN)

«32817SE+03
«323010E+C3
«318813E+03
«31780CE+03
«309042E+03
«310580E+03
«308970E+03
«30AT4EE+03
«301355F+03
«302634E+03
«3C2329E+03
«299538E+03
«298947E+03
»30189PE+03
+299789E+032
«257754E403
«301943E+03

HCE-TRAN

(W/CMxa2-K)

«000000E+00
«0C0000E+00
«000600E+0OC
«0C0000E+00
«000000Z+00
«000000E+0D
«0000C0E+00
«000000E+0D
«000000E+00
«000C03E+QC
+00000CE+00
«000000E+00
+000000E+DD
«000000E+00
«000000F+C0
«00000CE+0D
«000000F+0D

TEST 3.09.10K

DELTA HCE-TRA
(W/CMx*2-K)

«000000E+0D
«000000FE+C0
«000000E+00
«C00000CE+0D
«000000F+00
«00CLCOE+DD
«0080060E+00
«000000E+Q0
«000000E+GO
«CCCOO0OF+00
+000C00E+0D
«00C000E+00D
«000000F+00
«00000CE+0QHD
«00G000E+0DN
+000000E+00
«000000FE+0C

N

HCE-LAM

(W/CM**2-K)

«322564E-02
«296307F~02
«283941E-C2
«274789F =02
«267290E-02
«266600E-02
e266979E-02
«2A8969E-D2
«272242E-02
«274168F=-02
«2T4759E~02
«276843F~02
«277260F~02
«277328E=-12
«276980E~02
«276901E-02
«276707E=-02

DELTA HCE-LAM
(W/CMwx2-K)

«117549£-02
«8813985-03
«735608E~03
«631128E-02
«480227F-03
«457349E-03
«425140E-03
«404176E-03
«3641RTE-03
«353662E-03
«339661E-03
«323869F-03
+309384F-03
«302223E-03
«291784E-03
«278872E-03
«274970F-03

LET







TEST
3.09.10L




SYSTEM PARAMETE® SUMMARY

SYSTEM PRESSUPF

INLEYT MASS FLOW

OUTLET MASS FLOW

MASS FLUX — BASED ON NUTLET FLOW
MASS FLUX - BASED ON TNLET FLOW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAP POWER/ROD
FRACTIONAL HEAT LDSS

« 7S1656E+01
+«000000E+00
«179916E+00
«291071E+02
«000000E+00
«461324E403
+«715556E+03
«LTS827E4+03
«216806E+01
+1707065-01

+NR-
+0R-
0=
+NR-
+NR—
+0OR-
+NR-
+NR-

+0R~

«206881%+00
«000000%+00
.100759%-01
«1630095+01
. 000000%+00
«2591175+03
«2592605+03
2533325402
« 1154296400

MPA

KG/S

KG/S

KG/ (Mxx=2) S
KG/ {M*%2) S
KELVIN
KELVIN

KW

KW/ M

ovT



12
13
14
15
16
17
18
19
20
21

TVAP
(KELVIN)
«574712E+03
«596938E+03
«61453TE+C3
«632161E+03
«649360E+03
«663398E+03
«67669CE+D3
«689630F+03
«708571E+03
«T20612E+03

HEAT TRANSFER CALCULATIONS:

DELTA TVAP
(KELVIN)

«274697E+03
«274636E+403
«274109E+03
«274497E+03
«275611E+03
«274716E+03
«275166E+03
«274929E+03
«275536E+03
«275407E+03

NO. OF

TC

TW
(KELVIN)
«909232E+403
«960180E403
«985814E+03
«987984E+03
«859821E+03
«892403E+03
«945910E+03
«973096E+403
«993451E+N3
«999945E403

TEST 3.09.10L

DELTA TW
(KELVIN)

«275175E+03
«267TT12E403
«265180E+03
«270234E+C3
«255651E+03
«262919E+03
«257424E+403
«259925E+03
«266163E+403
«265196E+03

ar/@nss

«988237E+400
+986180E+00
«986635E+00
«989714E+00
«953061E+00C
»991591E+00
«992250E+00
«991958E+00
«990621E+00
«9IBTS12E+400

G"HTRAN
(W/CH*»2)

«743256E+01
«739421F+01
«T44862F+01
«741369E+01
«708053F+01
«731960E+C1
«747207E401
«74109%E+01
«T42993E+C1
«7416C02E+01

DELTA Q"HTRAN

(W/CH»»2)
«410515E+900
«425150E£400
«387624F+00
«433141E400
«356500E+00
«4466265+00
«381595E+00
«409230F+00
«417340E+400
«402807E+C0

1548




LEVEL

12
13
14
15
16
17
18
19
20
21

(U/CSEES-K)
«222320E-01
«203684F-01
«200743E~-01
«208479E-01
«336632E-01
+319819E-01
«277712€E=-01
«2615995-01
»260966F~-01
«265653E-01

HEAT TRANSFER CALCULATIONS:

DELTA HEXP
(W/CMwx2=-K)

«155076E-02
«128639E-02
«125845E-02
«139876E-02
«219278F-02
«227568E-02
«167091E-02
«164941E-02
«164767E=-02
«163087€~02

REV

«177180E+05
«16599€E£+05
«157614E+405
«149561E405
«145082E+05
«142166E405
+139329E+05
«136660E+405
«132912E+05
«130624E+05

TEST 3.09.10L

DELTA REV

«138841E+04
«130140E+04
«117232€E+404
«323811E+03
«871840F+03
«850498E+03
«B35206E+03
«813736E+03
«792929E+03
«T7TT5338E+03

REF

«12673RE+05
«120561E+408
«117172E405
«115681E+05
«124542F+05
«120668E+05
«115498E£+405
«112592E+405
«109878F+05
«108642E+CS

DELTA REF

«RB81770E+03
«801684E+03
«75696%E+03
«753029F+03
«782934E+03
«751033E+C3
«715388E+93
«692809F+03
«684282E403
e669666E+03

[AA!



LEVEL

12
13
14
15
16
17
18
1
20
21

HEAT TRANSFER CALCULATIONS?

(WFHea2)
«103532E+401
«130303E+01
«144824E€+01
«144C33E+401
«6T7T7406E+00
«809517E+0C0
«108637E+401
«123391E+01
«133030E+01
«134611E+01

DELTA QRAD
(W/CMr22)

«23466TE+00
«271643E+00
«296314E+00
«306450FE+00
«140680E+00
«170843E+00
«220421F+00
«251060E+00
«280644E+00
»282518E+400

TEST 3.09.10L

R0
«185117E=-01
«160582F-01
«153912E-01
«159942E-01
«298119E-01
«277535E-01
«222460E-01
«209568E~-01
«205177E-01
«208097£-01

DELTA HCONV
(W/CMawx2-K)

«184857E~-02
«176686E-02
«172024E-02
«187210E-02
«239930E~-C2
«251764E-02
«205247E-02
«209121E-02
«216880E-02
«218127€-02

£P1




LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)
3.02
3.12
3.20
3.27
3.34
3440
3445
3.50
3457
3462

HRAD
(W/CM»=x2-K)
«372025E~-02
«431027E-02
«468305E-02
«485372E-C2
«385125E-02
«422845F-02
«482527E-02
«520309E-02
«557887E-0D2
«575559E~-02

HEAT TRANSFER CALCULATIONS:

DELTA HRAD
(W/CMan2=-K)
»100615E-02
«109530E-02
«117284E~02
«124428E-02
«973848E-03
«107693E-02
«119193E-02
«128553E-02
«141027E-02
«144851E~02

REW

+«509078€+04
«498326E+404
«500834E+404
«525859E+04
«T45633E+04
«T11173E+404
«64594T7E+04
«624996E+04
«621432E+04
«62T269E+04

TEST 3.09.10L

DELTA REW

«518666E+403
«446635E+403
«422250£ 403
«431125E403
«521882E+403
«50454%F+03
«454988E403
«440333E+03
«441730E+403
«439282E+403

QCRODM
(W/CMxs2)
«208426E+400
«261697TE+00D
«289421E+00
«285695F+00
«132646E+00
«158234E+00
«211909E400
«240108E+CO
«25SB0S3E+00
«260649E+400

DELTA GCRODM
(W/CM»s2)
«275077€E~-01
«121874E40C
«134611E+400
«132347E+400
«613995E-01
«730701E-01
«9769051E~01
«110352E+00
«118252F+00
«119233E+30

124"




LEVEL

12
13
14
15
16
17
18
19
20
21

GRX

«755156E+07
«595245E+07
«510692E407
«453063E+07
«423778E+07
«377335E+07
«339566E+07
«307392E+07
«267996E+07
«246188E+07

HEAY TRANSFER CALCULATIONS:

DELTA GRX

«113525E+07
«759212E+06
«598016E+06
«555860E+06
«565930E+06
«481297E+96
«389805E+06
«342222E+06
«319377E+06
«287803E+C6

PRV

«145483E+01
«132235E+01
«125227E+01
«120352E+01
«114651E+01
«110445E+01
«107222E+01
«104565€+01
«101375€+01
«997037E+00

TEST 3.09.10L

DELTA PRV

«121626E+00
«776629E-01
«580397E-01
«649964F-01
«587733FE-01
«460377E-01
«396920E-~01
«334126F-01
«271294E-01
«232914E-01

PRF

«9T72813E+00
«943194E+00
«930594E+00
«925T04E+D0D
«961158E+00
«943626E+00
«925130E+00
«916655£+00
«909727E+CO
«906840E+00

DELTA PRF

«369224E-01
«236299E~C1
«183289FE-01
«163537E-01
«210004E-01
«163637E-01
«123268E-01
«103413F-01
«903972E-02
«8146037-02

134!




LEVEL

12
13
14
15
16
17
18
19
20
21

HW=TRAN
(W/CMxx2-K)

«0C0000FE+00
«000000E+00
«000000E+00
+000000E+00
+000000E+00
«00000CE+0OC
«000000E+00D
«000000E+39
«000000E+00
«000000E+0D

HEAT TRANSFER CALCULATIONS:

+000000E+00
«000000E+00
«000000E+0D
+000000E+00
«000000E+00
+000000E+00
«000000F+00
«0000C0E+00
«000C00E+0CO
+000000E+0GC

w/thsslo
«0C0300E+D0C
«000000E+00
«0C0000E+00
«000000E+00
«000000E+00
«000000E+00
«000000FE+00
«000000E+00
«000700E+00
+000000E+00D

TEST 3.0%9.10L

SR
«000000E+C0
+000000E+00
«000000E+00
«000000E+00
«000000E+00
+000000E+0D
«0C0000E+00
«000000E+00
«000000E+00
+000000E+00

PP L
.253639€-01
.238545F-01
233357601
.230891F-01
L235116E-01
.237165E-01
.239363F-01
.242592E-01
©247983E~01
.251627F-01

«165527E-0

«127784F=-r2
«116010E-02
«100119F~-02
«109140%-02
«109584E-n2
«110293E-02
«110639E-02
«114737E~02
«115683E-02

9v1




LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)

3.02
3-12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

HCE-TUE
(W/CH**2-K)

-348518E-01
- 305940E-01
.285709F-01
-271801E-01
.264248F-01
-260365E-u1
.25767€E-01
- 255868E-01
.254338E-01
«253909E-01

HEAT TRANSFER CALCULATIONS:

DELTA HCE-TUR

{W/CK*¥2-K)
+287576E-02
.209388E-02
.182178E-02
«156048E-02
«153992E-02
-149871E-02
«150372E-02
- 148585E8-02
- T149753E-02
. 148713E-02

HOE W
(W/CH*%2-K)
.348518E-01
.305940E-01
. 285709E-01
.271801E-01
.264248E~01
.260365E-01
.257676E-01
.255868E-01
. 254338E-01
.253909E-01

TEST 3.09.10L

DELTA HBEW
(R/CHEX2-F)

.287576E-02
-2N79388E-02
< 182178E-02
- 156048E~-02
2 153992E-02
- 149871E-902
. 150372E-12
.- 148585E-02
«149753E-02
- T48713E-02

HCRNL
(W/CH*%2-R)

< 140277E-01
- 147594E~-01
-1531702-01
- 159704L~-01
-177827E-01
-179123E-01
< 178269F-01
- 179902E-01
. 183801E-01
- 186704-01

DELTA HOUNL
(W/Cix®2-K}

< 1239671-02
< 110013E-02
- 106Q0588-02
< 110047E-02
«100179F-02
- 104 115E-02
- 100900E-D2
- 102278E-02
- 108025E-02
S 107569E-02

Lyt




LEVEL

12
13
14
15
16
17
18
19
20

z1

EL
(

EVATION
METFR)

3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

HEAT TRANSFER CALCLLATIONS:

HEINEMAN
(H/CH*#2-K)

.214689E-01
.216177E-01
.217548E-01
.218259E~01
.215054E-01
.216 140E-01
+218350E-01
.2199208-01
-221573E-01
«222381E-01

DELTA HEINEMAN

(W/CH**2-K)
< 178710E~02
< 1663228-02
- 159082E-02
< 161593E-02
. 147270E-02
. 146105E-02
. 147059E-02
- J46514E-92
- 151283E-02
. 148862E-02

1EST 3.09.10L

MCELIGOT
(#/CH¥*2-K)

-253018E~01
-220273E-01
«2059RbE-01
-198528E-01
.209686E-01
< 20497%9E-01
+199006E~01
«196034E-01
.196133E-21
- 196816E-01

DELTA MCELIGUT

(W/CH&%D %)
. 195538E-02
L 142137F-02
. 126 163E-02
. 1067628-02
S 116411E-02
L 1151312-02
. 1148097-02
. 113998F=02
L 1164375-02
1167 20E-02

8vT




LEVEL

12
13
14
15
16
17
18
19
20
21

TFIL
(KELVIN)
«741372E+403
«778559E+03
«800176E+03
«810073E+03
«7545°1E+403
«777900E+03
«811300E+03
«831363E+03
«851011E+403
«BR60278E+03

HEAT TRANSFER

DELTA TFIL
(KELVIN)

«28B402E+03
«286367E+03
«284813E+03
«285787E+03
«281CS57E+03
«2809T71E+03
«2B1595E+03
«281630E+03
«283341E+03
«282687E403

CALCULATIONS:

HCE-TRAN

(W/CMr*2-K)

«000C00DE+20
«000000E+0D
«000000E+02
«000000E+00
«000000E+00
«000000€E+00
«0000C0E+D0
«000000E+00
«000000E+0Q0
«000000E+00

TEST 3.09.10L

DELTA HCE-TRAN
(W/CMax2=K)

«000CGO0E+D0O
«000000E+00
«000000E+00
«00C000E+0Q0O
«000000E+00
»000000E+00
«000000E+00C
«000000E+00
«-000000CE+C?D
«000000E+00D

HCE=-L AM

(W/CM*x2~K)

«000000E+020
+000C00E+DD
«000000E+0D
«000000E+0CD
«200000E+00
«000000E+0C
«0000030E+C0O
«000000E+DD
«000000E+00
+000000E+00

DELTA HCE-LAM
(W/CMax2=K)

+009000E+00
«009000E+00
«000000FE+00
«000000E+00
«000000E+00
«000000E+CO
»000000E+00
«000900E+00
»000000FE+D00
«000000E+00

6v1







TEST
3.09.10M




SYSTEM PARAMETEP SUMMARY

SYSTEM PRESSURF

INLET MASS FLOW

OUTLET MASS FLOW

MASS FLUX -~ BASED ON OQUTLET FLOW
MASS FLUX - BASED ON INLET FLOW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR PNOWER/ROD
FRACTIDONAL HEAT LOSS

«69562€E401
«B8268T8E-O1
«780733E-01
«126308E+02
«133774E4+02
«4T74433E+03
«746549E¢03
«224455E+03
+102271E+01
«422668E-01

+NR-
+0R-
+NR-
+NR—
+0R~
+0OR~
+0OR~-
+NR-
+0R—

«206836E+00
«383885E~-02
+444501E-02
« 719121 €00
«621055E+00
«259112F+03
«259289E+03
«121239E+02
«552412€E-01

MPA

KG/S

KG/S

KG/ {ME%2)S
KG/ (Mx%2)S
KELVIN
KELVIN

KW

KW/ M

(4]




12
13
14
15
16
17
18
19
20
21

TVAP
(KELVIN)
«631011E+03
«658490E+03
«6T79156E+03
«699758E+03
«T19427E+03
«134224E+03
«747820E+03
« 161256 E+03
«780799E+03
«792765E+03

HEAT TRANSFER CALCULATIONS:

DELTA TVAP
(KELVIN)

«272498E+03
«271500E+03
«2T1407E+03
«2705S98E+03
«270116E+03
«269561E+03
«269701E+03
«269543E+03
«268924E+03
«269232E+03

NO. OF

22
Se
4o
4a
1.
2.
e
6.
6o

17.

TW
(KELVIN)
«B49258E+03
«875811E+03
«901479E+03
«923076E+03
«8T5106E+03
«905630E+03
«946836E+03
«978404E+03
«100711E+04
«101723E+04

TEST 3.09.10M

DELTA TW
(KELVIN)

«266511E+03
«263199E+03
«260563E+03
«260487E+03
«255507E+03
«262944E+03
«2561464E+03
«258658E+03
«263556E+03
«264626E+03

ar/a@vss

«1006000E+01
-106000€+01
«100000F+01
«100000E+01
«100000E+C]
«100000E+01
«100000E+01
«100000E+01
«100000E+01
«100000E+01

GU"HTRAN
(UW/CMxw2)

«353755E+01
«352368E+01
«354236E+01
«353615E+01
«335672E+01
«34933CE+C1L
«352860F+01
«352447E+01
«353226E£+01
«352834F 401

DELTA Q"HTRAN

(W/CM+x2)
«197621E+00
«201501F+00
«182302F+00
«205998E+00
«16783E6E+00
«22172TE+00
«181262E+00
«197192€+00
«198792E+00
«19294€£+00

€ST




LEVEL

12
13
14
15
16
17
18
19
20
21

(H/CHE&S-K)
«162187£ =01
«1622405-01
«159429E-01
«158441E-01
«215748E~01
«203925E-01
«177409E-01
«162405E-01
«156172%-01
«157284E-01

HEAT TRANSFER CALCULATIONS:

DELTA HEXP
(W/CM*x2-K)

«148622E-02
«142416E-02
+120B87CE=~02
«130197E-~02
«180290E~02
«174604E-02
«129503F-02
«120602E-02
«113511€-02
«112158E-02

REV

«653974E+04
«623909F+04
«604415E4+404
«586031E+04
«569409E+04
«557470E+04
«S4EOCSE+CY
«536829E+04
«522788E+04
«514531E+04

TEST 3.09.10M

DELTA REV

«410898F+03
«370108E+03
«356591E+03
«341420E+03
«329004E+03
«319695E+03
«313347F+03
«306537E+03
«296245E+03
«291801F+03

REF

«552830E+04
«53252CE+04
«516200E+04
«502147E+04
«511489E+04
«4966P6E+04
«4T79854E+04
«466835E+04
«453619E+04
«447810€+04

DELTA REF

«351108E+03
«326088E+03
«311574E+403
«298105E+03
«298098F+03
«290254E+03
«277291F+03
«269260E403
«261578F+03
«259042E+03

142"




LEVEL

12
13
14
15
1¢
17
18
19
20
21

HEAT TRANSFER CALCULATIONS?

QRAD
(W/CMw*+2)
«653220E+00
«724345E+400
«811350E+400
«882506E+00
«585473E+00
«700601E+00
«896941E+00
«105867E401
«119628E+01
«12285%5E+01

DELTA QRAD
(W/CMxx2)

«142504E+400
«152556E+00
«167203E+00
«181319E+00
«123170E+00
«151114E+00
«183118E+00
«215805E+00
«249380E+00
«258770E+00

TEST 3409.10M

HCONY
(M/CM**2-K)
«126353E=-01
«122352E-01
«115826E-C1
«1112€67E-01
«170967E~01
«155261E-01
«123743FE-01
«104362E-01
«932642E~02
«921568E-02

DELTA HCONYV
(W/CM*+2-K)

«176709E~-02
«175728E-02
«171260E~02
«175927€E~-02
«213733E-02
«215C67E=-02
«185324E-02
«1868023E-02
«193204E-02
«197713E-02

§S1




LEVEL

12
13
14
15
le
17
18
19
20
21

ELEVATION
(METER)
3.02
Jel2
3.20
3427
334
3440
3645
3450
3.57
3e62

HRAD
(W/CM»x2-K)
«358340E-02
«398877E-02
«436028F-02
«A4T1T4TE-02
«447811E-02
«486642E-02
«53666CE-02
«580437E-C2
«629081E-02
«651272E~02

HEAT TRANSFER CALCULATIONS:

DELTA HRAD
(W/CMx*2-K)
«955916E~03
«102963E=~02
«110467E-02
«118318E-02
«114792E-02
«125567FE-C2
«132567€£-02
«142655E-02
«156343E-02
«162823E-02

REW

«320636E+404
«321063E+404
«315656E+404
«312789E404
«3E€4941E+04
«347783E+04
«323361E+04
«308207E+04
«298992E+04
«22818SE+04

TEST 3.09.10M

DELTA REW

«249740E+403
«237610FE+03
«227765F+03
«222540E+03
«24663TE+L]
«239765E+03
«220575E+403
e2114T2E+03
«207336E422
«206704E403

GCRODM
(W/CHMx+2)
«128378E£+00
«141373E+00
«157460E+400
«17C035S7E+00
«111255E+00
«133031E+400
«170456E+00
«2060975E+00
«226561E+00
«232447E400

DELTA QCRODM
(W/CM»22)
.581180E-01
«624290FE-171
«702952E-01
«756012E-01
«492298F~01
.585835E£-01
«746762E-01
«876086E-C1
«981234E-01
«100317E+00

961




LEVEL

12
13
14
15
16
17
18
19
20
21

GRX

«416757TE+07
«327T24E+07
«2T77414E407
«236554E+07
«183897E+07
«170314E+07
«162103E407
«151354E+07
«134357E+07
«124081E+07

HEAT TRANSFER CALCULATIONS?S

DELTA GRX

«545971E+06
«378872E+06
«228438E+06
«239651E+06
«211836E+06
»195744E406
«154691E+06
«13B052E+06
«125325E+06
«120353E+06

PRV

«117799E+31
«109809E+01
«105168F£+01
«101602E+01
«989537E+0C
«973418F+00
«960923E+00
«950376E+00
«937617E+00
«931030E+00

TEST 3.09.10M

DELTA PRV

+518310E-01
«382272E-01
«292958E-01
«216617€E-01
«165481E-01
»134006E-01
«115282E-01
«980352E-02
«762678E-02
«687883E~02

PRF

«967738E+00
« 9462345400
«932311E+00
«922234E+400
«928755E+00
«918720E+00
«909071E+00
«902637E+00
+«896849E+00
+894510F+00

DELTA PRF

«220457E~01
«149813E-01
«114209E-01
.883586E-02
«855422E-02
«719181E-02
«556917E-02
«473725E-02
«40365T7TE~-02
«382465F-02

LST




LEVEL

12
13
14
15
16
17
18
19
2¢
21

HW~TRAN
(W/CM*e2-K)

«000000E+PD
«C00000E+00O
«000000E+0D
«000000E+00
«000000E+00
«000000E+00
«020000E+00
«00C000E+DC
«000000E+00
«000000E+00

HEAT TRANSFER CALCULATIONS:

DELTA HW-TRAN

(W/CM*x2=K)
«0C0000E+00
«000000E+00
«000000E+00
«000000E+0D
«000002E+0C
«000000€+00
«000000E+0C"
«000000E+00
«000000E+00
«"00000E+00

HW=LAM
(W/CMax2-K)
«0C0000F+00
«000000E+GO
«000000E+00
«000000F+00
«000000E+20
«000000E+00
«000000E+00
«000000E+00
+000C00E+N0
«000000E+00

TEST 3.09.10M

DELTA HW=-LAM
(W/CMr*2=-K)

+0CO000E+DD
«000D000E+OC
«0C0000E+D?
-000000E+00
«GCO0OCOE~+CO
«000000E+00
«000000E+90
«000000E+00
+000000E+00
«0C0000E+CO

HW-TUR
(W/CM*x2-K)
«134862E-01
«138739E-01
«142834E-01
«147201E-01
»149709E-01
«1535€2E~-01
«157898E~01
«162192E-01
«167973E-01
«171224E~D1

DELTA HW~TUR
(W/CMrr2-K)

«561680E-03
«548542E-03
«556352E-03
¢555422€-02
«573699E-03
«571236E~03
«566078F-03
«564869E-03
«56T087E-03
«577792E-C3

8ST




LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATI
(METE]
3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

ON

R)

HCE~TUE
{4 /CH**2-K)

.000000E+00
-000000E+00
. 000000E+00
-000000E+00
. 0000 00E+00
. 000000E+00
- 000000E+00
- 000000E+00
. 000000E+00
. 000000E+00

HEAT TEANSFER CALCULATIONS:

DELTA HCE-TUR

{W/CH**2-K)
.000000E+00
.000000E+00
.000000E+00
.000000E+00
.000000E+00
.000000E+00
.000000E+00
.000000E+00
.000000E+00
.000000E+00

E3E W

(§/CH**2-K)
. 136003£-01
. 131472E-01
- 129756E-01
.128907E-01
. 128672F-01
.128773E-01
. 129029E-01
. 129407E-01
.130129E-01
. 130651E-01

3.0G6.101

DELTA HBEW
(W/CH¥%2-K)

.775892E-93
.722707E-03
«712437E-03
.653280E-03
.682060F-03
.671538E~-03
.67318BE-03
.670480E~C3
.661900E5-03
.666660E-03

(ﬁ/cggégkx)
.885473E-02
.920358E-02
.941050E-02
.962318E-02
.101867£-01
.1022778-91
_102081E-01
. 102359E-01
.103635E-01
.1047308-01

DELTA HORNL
(R/CM**2-K)

.577061E-03
.558374E-C3
.5497808-03
.553687E-03
<55164UE-02
.576315E~03
+957673F-03
L5LB438E-03
-986410E-03
.595036E-03

6ST




LEVEL

12
13
14
15
16
17
i8
19
20
21

ELEVATION
(METER)

3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

HEAT TRANSFER CALCULATIONS:

HEINEMAN
(K/CHX*2-K)

.105431E-01
. 106042E-01
-106785E-01
- 107581E-01
-1070378-901
«107926E-01
.109103E-01
-110121E-01
<« 111243E-01
- 11176 2E-01

DELTA HEINEMAN
(W/Cn*¥2-K)

«715103E-03
-671621E-03
.657500E-03
-639522E-03
.60825%5E-03
.618344E-03
«608964E-03
-612039E-03
-617971E~03
-625702E-03

b2

'F

Vi

T 3.09. 10N

NCELIGOT
(K/CH*%2~K)

- 107045E~01
.~ 104093E-01
-102837E-01
«102482F-01
< 106527E-91
.105870F-01
- 104703E-91
~104226E-01
< 104620E-91
. 105315E-01

DELTA MCELIGCT
(d/CH**2-K)

. 587488%-03
- 5624%52-03
-562996E-03
- 554102E-03
- 5702598-03
«9523617-013
- 553520E-23
-547S96E~03
-53959¢E~02
-5452805-03

091




TFIL
(KELVIN)
«740134E+03
«767151E+03
«790318E+03
«811417E+D3
«797267E+03
«819527E+03
«84T7328E+03
«869830E+03
+893956E+03
«904998E+03

HEAT TRANSFER

DELTA TFIL
(KELVIN)

«279345E+03
«276908E+03
«276124E+D3
«2T4S53E+03
«272616E+03
«273408E+03
«272643E+03
«272859E+03
«273316E+03
«2T73960E+03

CALCULATIONS:

HCE~-TRAN

(W/CM**2-K)

«123345E-01
«115654E-01
«1116C5E~01
«108465E-01
«106483E-01
«104864E-01
«103388E-01
«102140E-01
«100603E~-01
«997766E-02

TEST 3.09.10M

DELTA HCE-TRAN
(W/CM**»2=K)

«190957E-02
«162718E-02
«147440E-02
«131037F=-02
«120735E-02
«112995E-02
»108824E~02
«104607F-02
«981372E-03
«971615E-03

HCE-LAM

(W/CMx*2=-K)

+«J000000E+00
+000000E+00
«000000E+00
«000000E+00
«000000E+00
«000000E+0D
+000000E+00
+000000E+00
»000000E+00
«000000E+0C

DELTA HCE=-LAM
(W/CM**2-K)

«000000E+00
«000000E+0D
+000000E+00
«00N000E+0C0
»000000E+00
«+00CO000E+0D
«00000CFE+00
+000000E+0D
«00P000E+0D
«00000CE+DC

191







TEST
3.02.10N




SYSTEM PARAMETER SUMMAPY

SYSTEM PRESSURE

INLET MASS FLOW

OQUTLET MASS FLOW

MASS FLUX - BASED NN OUTLET FLOW
MASS FLUX - BASED ON INLET FLOW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE PCWER

AVERAGE LINEAR POWER/RCD
FRACTIONAL HEAT 0SS

+«T08098E+01
«26T7890€-01
«284625E-01
»4604T72E4+01
«433397E+01
«4T730T74E+03
«T14778E+03
«104065E+03
«4T74161E+00
«162226E+00

+0R—
+IR-
+0R-
+OR~
+0R~
+0DR~-
+0R-
+0R~
+0R~

«206820E+00
«3846255-02
+«168959E-02
«273345E+00
«6222532+400
«259117E+03
+259337E+03
«559020E+01
«254712E~01

MPA

KG/S

KG/S

KG/ (M%%2)S
KG/ (M*=2)§
KELVIN
KELVIN

KW

KW/ M

91



HEAT TRANSFER CALCULATIONS: TEST 3.09.10N

LEVEL ELEVATION TVAP DELTA TVAF  NO. OF TC S W DELTA Tk or /0"sS QUHTPAN DELTA Q"HTRAN
(METER) (KELVIN) (KELVIN) (KELVIN) (KELVTN) (W/CH*%2) (6 /CH%E*2)
5 2.42 .588247E+03  .2858B5E+03 28. .720958E+03  .258213E+03  .100000F+01  .162135E+91 .855835E-01
6 2.51 .616694E+03  .286763E+03 2. .T44622F+03  .260248E+03  .100000F+01  .161746F+)1 .818031E-01
7 2.58 .640639E+03  .285234E+03 2. .769567E+03  .256456F+03  .100C00E+01  .160219F+91 .100911R+00
8 2.66 .666490E+03  .2B4432E+03 5. .795132E403  .259811E+03  .170000F+01  .164224E+01 .B42071E-01
9 2.84 .725217E+03  .281852E+03 1. .838700E+03  .255493E¢03  .100000E+01 . 1554855401 . 777473E-01
10 2.89 .T4UTE6GE+03  .2B0B66E+03 3. .6€2501E403  .261771E+03  .100000E+01  .165485F+01 _8523765-01
1 2.97 .771117E+03  .279643E+03 4. .885221E+403  .258612E+03  .100000E+01 . 165485E401 .B46207F~-01
12 3.02 .789168E+03  .278471E+03 22. .B98US2E+03  .2€C6458+03  .100000E+01 . 164296E+01 .906000E-01
13 3.12 .B2uBOSE+03  .27734BE+03 5. .921259F+03  .261233E+03  .1000008+01  _164012E+y1 L 940 1455-01
14 3.20 .849219E+03  .275803E+03 4. .939301E403  .261175E+03  .100000F+01  .16486 TE+01 .B500988-01
15 3.27 .870115E+403  .275366E+03 4. .961098E+03  .260666E+03  .100UC0E+01  .164270%+C1 .967221F~01
16 3.34 .B90308E+03  .274717E+03 1. .956150E+03  .255460E+03  .100000E+G1  .155603E+01 .7780178-01
17 3.40 .905436E+03  .273236E+03 2. .586135E403  .259120E+03  .100000E+01  ,161800E+01 .161907E+00
18 3.45 .915321E+03  .273075E+03 3. .995748F+03  .262L08E+03  .100000E+01  _162815E+01 .827497E-01
19 3.50 .924891E+03  .272975E+03 6. .1011308+04  .261818E+403  .100000F+01 . 163442E+01 .905214E-01
20 3.57 .939021E+03  .272973E+03 6. .1025377+04  .263359E+03  .100000F+CT  .164341E+0Q1 . G24405E~01
21 3.62 .947926E+03  .273071E+03 17. .103204E+04  .267883F+03  .100000F+01  .164306L+21 .900106E-01

§91




HEAT TRANSFER CALCULATIONS: TEST 3.09.10K

LEVEL ELEVATION HEXP DELTA HEXP REV DELTA REV RFF DELTA REF
(METER) (W/CH¥%2-K) (W/CH**%2-K)
s 2.42 . 122245E-01 < 274355E-02 .269424E+04 .295124E+03 .228933E+04 -191866E+03
6 2.51 <. 126512E-01 ~297904E~02 -24B8295E+04 .240385E+03 -219682E+04 .180522E+03
7 2.58 -124345E-01 .278812E-02 -233717E+04 . 178194E+03 -211825E+04 -166718E+03
8 2.66 -127737E-01 .268569E-02 -2204775+04 -167401E+03 .204099E+04 -156533E+03
9 2.84 S 142112E-01 .303174E-02 -205735E+04 < 145295E+03 .190708E+04 - 136422E+03
10 2.89 - 140646E-01 .265515E-02 -20011SE+04 .138882E+03 .184836E+04 .130537E+03
11 2.97 - 145118E-01 .263196E-02 . 192992E+04 -131204E+03 -179107E+04 -123044E+03
12 3.02 +150430E-01 -262233p-02 - 188382E+04 - 126032E+03 . 175629E+04 -118B31E+03
13 3.12 - 16944 2E-01 <2964 24E-02 - 179963E+04 -118232E+03 - 169512E+04 -112477E+03
14 3.20 <183121E~-01 .288925E-02 -1T4457E+04 -112666E+03 165254 E+04 . 107636E+03
15 3.27 -180657E-01 -260779E~02 -170067E+04 .109088E+03 -161215E404 -104150E+03
16 3.34 -236469E-01 .372727E-02 -166024E+04 -105688E+03 -159818E+04 -101932F+03
17 3.40 -200624E-01 . 249930E-02 . 163115E+04 . 102649E+03 .155822E+04 -9BU4UTHE+02
18 3.45 - 194148E~01 .208166E-02 -161267E+04 .10 1269E+03 -153817E+04 -974380E+02
19 3.50 -189263E-01 . 1922 74E-02 - 159517E+04 -100002E+03 .152057E+04 -960404E+02
20 3.57 -189115E~01 .178527E-02 -157000R+04 .982699E+02 - 1497198+04 - 9U46E69IE+D2

21 3.62 «195517E-01 «179103E-02 - 155453E+04 -9T2628E+02 - 148532E+04 -949667E+02

99T



LEVEL

@ N 0,

o]

n
12
13
14
15
16
17
18
19
20
21

ELEVATION
(NETER)

2.42
2.5
2.58
2. 66
2.84
2.89
2.97
3.02
3. 12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

HEAT TRANSFER CALCULATIONS:

(uyChox2)
<2764U41E+00
-300073E+00
~336394E+00
.374000E+00
-387921E+00
456 17T1E+00
<483916E+00
-490309E+00
<4BI136E+00
<481365E+00
+521729E+00
.387587E+00
-510126E+00
-553675E+00
<584 198E+00
-612591E+00
-605554E+00

DELTA CRAD
{(§ /CH*%2)

< TU42709E-01
.850113E-01
+J313607E-01
- 102111E+00
. 110632E+00
-126505E+30
-130737E+00
- 134804E+00
. 139846E+00
. 141232E+00
. 149884 F+ 00
- 131040E+00
. 146767E+00
~161197E+00
- 165974 E+00
«177770E+00
< 196943E+00

TEST 3.09. 10K

HCONY
(V/CH**2-K)

~97447T8E-02
.986610E-02
<934190E-02
.933393E-02
-1003062-01
.950455E-02
.952877E-02
.977737E-02
. 111268E-01
. 120638E-01
-113749F-01
- 167812E-01
- 127044E-01
. 117857E~-01
. 110650E-01
- 107244E-01
-111898E-01

DELTA HCONYV
(d/CHe®2—K)

.289085E-02
.316419E-02
.300849E-02
«295587E-02
-339779E-02
«309P86E-02
«312182E-02
-316175E-02
.358302E-02
. 358563E-02
-340882E-02
- 452444E-02
- 341840E~-02
.318033E-02
.308150E-02
-.309222E-02
.333823E-02

LI9T




LEVEL

@ N 0 n

1
12
13
L3
15
16
17
18
19
20
21

ELEVATION
{SETER)
2.42
2.51
2.58
2.66
2.84
2.89
2.97
3.02
3.12
3.20
3.27
3.34
3.10
3.45
3.50
3.57
3.62

HRAD
(¥/CH**2-K)
<2479 74 E-02
-278508E~02
.309260E-02
«343973E-02
- 417453E-02
-456000E-02
-498303E-02
+526559E~02
<581746E-02
«624829E-02
+669081E-02
.686577E-02
- 735796 E-02
.762812E-02
.786136 E-02
-8187 11E~-02
.836187E-02

HEAT TRANSFER CALCULATIONS:

DELTA HRAD
(W/CHM**2~K)
.911014E-03
<106652E-02
-113022E-02
-123460E~02
.153410E-02
-158228E-02
-167885E-02
. 176636E~02
-201279E-02
«212344E~02
.219538E-02
-256476E~02
.2332178-02
.24044 1E-02
.240805E-02
.252481E-02
.281709E-02

REW

- T47519E+04
- 150698E+04
- 149322E+04
- 147583E+04
< T49115E+04
. 143582E+04
- 14Y717E+04
- 1411 74E+ 04
- 140908E+0u4
- 1393 11E+04
-136962E+04
- 142187E+04
- 135627E+04
- 133328E+04
+ 131624E+04
- 129826E+04
-129559E+04

TEST 3.09. 10N

DELTA EEW

-118993E+03
- 115697E+03
~110729E+03
- 108217E+03
-104976E+03
-102306E+03
-932396E+02
- 988979E+02
-979748E+02
-967622E+02
-943699E+02
-963805E+02
+925566E+02
-3 18060E+02
-904208E+02
.89544 1E+02
-910634E+02

QCEODM
(W/CH%E$2)
524492E-01
.560014E-01
-620877E-01
.682283E-01
-688443E-01
-B03648E-01
.843232E-01
.847885E~01
-819662E~01
-811576E-01
.866614E-01
.641997E-01
.832823E-01
-899580E-01
-946849E-01
.988717E-01
.974056E-01

DELTA QCRODX
{K/CH*%2)
.229538E-01
. 240147E-01
. 263443E-01
.285144E-01
.278805E-01
-321282E-01
-331992E-01
-330425E-01
.3131478-01
.305524E-01
-329245E-01
.236277E-01
-301747E-01
.323312E-01
-337786E-01
. 349035E~01
-341871E-01

891



LEVEL

@ ~N o

1
12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)

2.42
2.51
2.58
2.66
2.84
2.89
2.917
3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

GKX

«665183E+07
~466011E+407
«360449E+07
«279319E+07
«154635E+07
- 137746 E+07
<« 110955E+07
-948933E+06
-68T485E+06
-55U4536E+06
-488350E+06
«336893E+00
-359517E+06
+350593E+06
«337173E+0¢
< J12140E+06
-289334E+06

HEAT TEANSFER CALCULATIONS:

DELTA GBX

- 183725E+07
-133603E+07
- 956864 E+06
- 7225B0E+06
- 405440E+0b
-335566E+0b
-25788B5E+06
<221061E+06
-170644E+06
- 137269E+06
« 116522E+06
- 101869 E+06
-B47212E+05
. 8254258+ 05
- T64309E+05
«T24099E+05
-773658E+05

PRV

-133031E+01
- 122026E+01
«115476E+01
-108258E+01
.984723E+00
-964985E+00
«IUU4618E+00
«933741E+400
«917514E+00
.908887E+00
«902880E+00
-897914E+00
-8%4032F+0N0
«832662E+00
- 890B72F+00
-B88421F+00
~.BB6934E+00

TEST 3.09.10N

DELTA PRV

-117620E+00
-886712E-01
-822398E-01
«579207E-01
-2001C8E-01
-200413E-01
~143497E-01
«114005E~-01
-783029F-02
-596138E-02
-498305E-02
.418920E-02
«351540E-02
-326813E-02
-305785E-02
.279801E-02
- 2661558-02

PRF

- 111142F+01
- 105202E+01
-101056E+01
«978595E+00
.939027E+00
.926393E+00
-5100B1E+00
. 2106 10E+00
-8021€8E+00
.89T7023E+00
-8926C7E+00
~891175E+00
-887322F+00
.8855208+00
-B884006E+00
.882093E£+00
<H81163E+00

DELTA PRF

-8114228-01
-599613E-01
-423255E-01
-303704E-01
- 157134E-01
. 123043E~01
-925007E-02
.78G168E-02
.592048F-02
-U4T748B43E-02
-402304F-02
-354972E-02
«2941748-02
. 282544 7-02
~261425E-02
. 244545E~02
- 254728E-02

69T



LEVEL

@ ~N S

o

"
12
13
14
15
16
17
18
19
20
21

ELEVATION
(METER)

2.42
2.51
2.58
2.66
2.84
2.89
2.97
3.02
3.12
3.20
3.27
3.34
3.40
3.45
3.50
3.57
3.62

iotnea ity
.000000E+00
.000000E+00
.000000E+00
-000000E+00
-000000E+00
.000000E+00
.000000E+00
. 0D0000E+0D
. 000000E+00
. 000000E+ 00
. 000000E+00
. 000000E+00
. 000000E+ 00
.000000E+00
.000000E+00
.000000E+00
.000000E+00

HEAT TRANSFER CALCULATIONS:

DELTA H#~-TRAN
{W/CH*%2-K)

.0C0000E+00
.000000E+00
.000000E+GO
. 000000E+00
-.000000E+00
- 0000 00E+00
. 000000£+00
.000000E+00
.000000E+00
.000000E+00
.000000E+00
. 000000E+00
.000000E+00
- 000000E+00
.000000B+00
.000000E+00
.000N00E+00

(ks
-407273E-02
~436254E~-02
<469326E-02
.508602E-02
.597161E-02
-64087TTE-02
.6931260F-02
. 725375E-02
-792547E-02
-BU44242E-02
.896200E-02
-921273E-02
-976082E-02
. 100657E-01
.103489E-01
«107491E-01
.109686E-01

TEST 3.09. 10N

DELTA HW-LAM
(W/CH¥%2-K)

.161836E-03
. 187298E~03
-193855EF~03
.208430E~-03
~217348E-03
. 227502E-02
< 224495E-03
.225274E-03
.231125E-03
.226066FE~03
.229785E-03
.220083E-03
.215882E-03
-230147E-03
.221008E-03
. 244771E-03
.278562E-03

(u/g:;zggm
.000000E+00
.000000%+00
-G000CCE+C)
.000000E+0Q0
. 000000F+00
.000000E+00
.000000F+00
.000000E+0D
.000000F+00
-000000E+0C
.000000E+00
.000000E+00
. 000000E+00
.00000CE+CD
.000000F+00
.000000E+00
-000000E+00

DELTA HW-TUP
(W/CH**2-FK)

.000000E+00
.0000005+00
.0300000E+00
.000000K+00
.000000E+00
- 000000E+D0
.000000E+00
.000C00E+00
.0000007+0C
.000000F+00
.000000E+00
-00J000E+DO
.000000E+00
-000000E+D0
.00000D0E+00
.000000E+00
.000G00E+00

OLT




LEVEL

@ ~N o,

11
12
13
14
15
16
17
18
19
20
21

HCE-TUR
(W/CM*+*x2-K)

«GOOCO0E+0D
+0000C0E+0C
«0000G0E+00
«0CO000E+DD
«000000E+00
«000COCE+DD
«000000E+00
«000000E+C0
+CO0G0NE+CD
«030000E+00
«0C0000E+CD
«000000E+00
«000000E+00
«00000CE+0CC
«000000E+00
«GOOO0GOE+0ND
«000000E+00

HEAT TRANSFER CALCULATIONS:

DELTA HCE-TUR
W

/CM**2~K)
«000C00E+00
«000CO0E+0C
.00000GE+00
«000000E+00
«0000CCE+0GC
«000000E+CO
«000000E+CO
«000000E+00
«G000C0E+DD
«00C000E+00
«00GOCOE+0D
«000000E+00
«000000E+00D
«030COCE+CL
«000000E+00
«000000E+CO
«000000E+00

HBLW
(W/CMw*2-K)
«701427E-02
«632256E-02
«600726E~02
+585362E-02
«575503E=-02
«576539E-02
«579875E-02
«583084F=-02
«590771E-02
«596918E-02
«6N238B0E-02
«607818E-02
«611956F-02
«614679E~02
«617324E£-02
«621238E-02
«623706E-02

TEST 3.09.10N

DELTA HBE&W
(W/CM**2-K)

«670705E-03
«555866E-03
«468545E~-03
«453982E-03
«419425E-03
«408386E-03
«395698E-03
«385081E-03
«375288E-03
«363950€£-03
«36113%E~-03
«357260E~03
«348637E-03
«348077E-03
«347894E-03
«34848C6E-03
«349395E-03

HORNL
(W/CMxx2-K)
«4C0713E-C2
«419462E-02
«430308E-02
«441608E-C2
«470899E-232
«475214E-02
«485502E-02
«452988€~02
«507884E~02
«517459E~C2
»523643E-(2
«536060E-02
«536726E-C2
«528702E-02
«541002E-02
«544524EFE-02
«5481C04E~C2

DELTA HORNL
(W/CM**2-K)

«265693E-03
+262947E-03
«257183£-03
«262228E-03
«265711E-C3
£275481E-03
$273423E-03
«279397F-03
«286177E-03
«289822F-03
«291512E-03
«290898E-03
«294545F-03
+301284E-03
«301086E-03
«306129E-03
.329676E-03

ILT




HEAT TRANSFER CALCULATIONS?

HE INEMAN
(W/CM*x2~K)

«462651E-C2
«455063E-02
«452310E-02
«452201E-02
«U456776E-02
«460315E-02
«464509E-02
«467375E-02
«472949E-02
«477195E-02
«481479E-02
+483016E-02
«487562E-02
«489924E-02
«492039E-72
+494908E-02
$496392E-C2

DELTA
(W/CM*xx2-K)

«430293E~-03
«427656E~-03
«405330%-03
«393834E-03
«3E6515E-02
«351861E-03
«336643E-03
«32R291E-03
«218508E-033
o JC7884E-D3
«304550F-03
«295938E-03
«291457E-03
«254777E-03
«293718E-03
«296104E-03
«3CS351E-93

LT
W/
2

HEINEMAN

TEST 3.09.10N

MCELIGOT
(W/CH**2-K)

«578524E-02
«525378BE~C2
«500461E-02
«489340E-02
«485802E-02
«489175E-02
«494165E-02
«4989€6E-02
«51026SE~N2
«518229E-02
«523328E-02
«535522E-02
+535402E~02
«537017E-C2
«539035E-02
«542656E-02
«545778E-02

DELTA MCELIGOT

(W/CMx+2-K)
«515127E-03
«440448E-03
«371873E-03
«375151E-03
«363957E-03
«354348E-03
«34541CE-02
«337444E-03
«331704E-023
«322€694E-02
«320146E-03
«320805E-023
«310193E-CG3
«309123E-03
«2086RTE-03
«309222E-03
«31056CE-03

LT




HEAT TRANSFER CALCULATIONS: TEST 3.09. 10N

LEVEL ELEVATION TFIL DELTA TFIL HCE-THAN DELTA HCE-TRAN HCE-LAM DELTA HCE-LAM
(METER) (RELVIN) (KELVIN) (W/CH**2-K) (W/CHE*2-K) (R/CH**2-K) (i/Cr**2-K)
5 2.42 .654602E+03 .292084E+03 .560638E-02 .203986E-02 .000000E+00 .000000E+00
6 2.51 .630658E+03 .292600E+03 . 467380E-02 . 134052E-02 .000000E+00 .000000E+00
7 2.58 .705103E+03 .290271E+03 .419584E-02 .102454E-02 .000000E+00 .0000C0E+00 :
8 2.66 .730811E+03 .289241E+03 .386699E-02 .827928BE-03 .000000E+00 .000000E+00 :
9 2.84 779959 E+03 . 284954 E+03 .342250E-02 .5B85137E-03 .000000E+00 .000000E+00 }
10 2.89 .803635E+03 . 2B4552E+03 . 3314 84E-02 .535785E-03 .000000E+00 .000000E+00 |
1 2.97 .828169E+03 .282519E+03 . 00G000E+00 .000000E+00 .328474E~02 .427107E-03 =
12 3.02 .B43B10E+03 .281326E+03 . 000000E+00 .000000E+00 .328268E-02 .402580E-03 w
13 3.12 .872832E+03 .279869E+03 . 000000E+00 .000000E+00 .329403E-02 .365358E-03
14 3.20 .B94260E+03 .278052E+03 . 000000E+00 .000000E+00 .330208E-02 .339443E-03
15 3.27 .915606 E+03 .277448E+03 . 000000E+00 .000000E+00 .329808E-02 .318236E-03
16 3.34 -923229E+03 . 275729E+03 .000000E+00 .000000B+00 +331365E-02 -301033E-03
17 3.40 .945786 E+03 .274705E+03 .000000E+00 .000000E+00 .3310238-02 .287067E-03
18 3.45 .957534E+03 .275390E+03 . 000000E+00 .000000E+00 .3296408-02 .276303E-03
19 3.50 .968096 E+03 .275117E+03 .000000E+00 .000000E+00 .3286038-02 . Z66509E-03
20 3.57 .982498E+03 .275603E4+03 . 000000E+00 .000000E+00 .327517E-02 .254537E-03
21 3.62 .989985E+03 .277624E+03 .000000E+00 .000000E+00 .327151E-02 .248826E-03
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B.2 Standard English Engineering Units






TEST
3.09.10T



SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE

INLET MASS FLOW

CUTLET MASS FLOW

MASS FLUX — BASED NN OUTLET FLOW
MASS FLUX — BASED ON INLET FLOW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR PQOWER/RNOD
FRACTIONAL HEAT LOSS

«653188E+03
+000000E+00
.146000E+04
«219439E+05
«000000E+00
«392045E+02
«933976E+03
«1662T8E+07
+6T6849E+00
«176T06E-01

+NR~
+0R-
+0R-
+0R-
+OR—
+0R-
+0R~-
+0R~
+0R-

+«306371E+02
«000000~+00
«981016E+02
14676475404
«000000E+D0
« 7006685401
«T22793E4+01
«BT3T704E+0S
.355650€-01

PSTA

LBM/HE

LBM/HP
LBM/(FT*%2)HR
LBM/ (FTHx=2)HE
DEGREFS F
DEGREFS F
BTU/HR

KW/ET

8LT



LEVEL ELEVATION
(FEET)

12
13
14
15
16
17
18
19
20
21

9.91
10.23
10.48
10.73
10.97
11.14
11.32
11.48
11.73
11.88

TVAP
(DEG. F)

-632578E+03
-.6B6677E+03
«728142E+03
-772013E+03
-812435E+03
- BU2044E+03
-8T0254E+03
-B898932E+03
-941121E+03
-966880E+03

HEAT TRANSFER CALCULATIONS:

DELTA TVAP
(DEG. F)

.582410E+02
-5TE69UE+02
-597956E+02
.5796 12E+02
«559096E+02
.566898E+02
. 5846 85E+02
+580754E+02
«563TU3E+02
+553747E+02

NO. CF

22.
5.
B.
4.
1.
2.
3.
6.
6.
17.

TC

S

T
(DEG. P)
. 122013E+04
. 125158E+04
.129060E+04
.130267E+04
.118260R+04
. 125592E+04
. 136650E+04
«139659E+04
. 143566E+04
. 145262E+04

TEST 3.09.10I

DELTA TW
{DEG. F)

+107710E+02
~18136SE+02
- 864531E+01
«215738E+02
LU17223E+01
+296650E+01
- 1206G0E+02
.156088E+02
.291637E+02
. 26U015E+02

Qv /Q"sSs

- 103039E+01
~103603FE+01
- 104566E+G T
-103906F+01
.103700F+01
. 103665E+01
.103685E+01
-103892E+01
.104281E+01
- 104006E+01

QUHTEAN

(BTU/HE-FT**2)

.24B78B2E+05
. 249258F+05
-253150E+05
-2U9384E+05
«237925E+05
«245071E+05
«250320E+05%
.248887E+05
-251084E+05
-251151E+05

DELTA QUWHTRAN
(BDTU/PU~F1**2)

- 132298E+04
- 135C69E+04
. 125549E+04
.137636E+04
- 1147237+04
L137177E+04
- 121529704
. 128686F+04
-132900E+04
- 130628E+04

6LT



LEVEL

12
13
14
15
16
17
18
19
20
21

ELBVAT}O

(FEET
9.91
10.23
10.48
10.73
10.97
11.14
11.32
11.48
11.73
11.88

HEXP D
(BTU/HR-FT**2-F) (BTO/

~UZ3824E402
-481203F+02
.450081E+02
~869952FE+02
~64277GE+02
«992141E+02
~504423E+02
-500135E+02
«5077T13E#02
-517048E+02

HEAT TRANSFEP CALCULATICNS:

ELTA HEXP

-317557E+01
-315084E+01
-299975£+01
«323748E+01
-434985E+01
.401566E+01
.289979E+01
-296387E+01
.298797E+01
«297T4SE+ 01

HR-FT**2-F)

REV

+ 166 143E+405
- 1547930E+05
- 14890€EE+05
.143288P+05
«138413E+05
. 135040F+05
- 131972E+05
«1289H9E+05
. 124833E+05
-122421E+05

TEST 3.09.101

DELTA RFV

- 169224 E+04
- 131300E+04
<126 120E+04
- T18164E+0U
- 111365E+04
. 108302E+04
106 171E+404
«1027TcE+04
-975510E+03
«-946309E+03

REF

«126258E+05
- 122215E+05
- 1186372405
- 116269E+405
- 119669E+05
-115311F+05
- 109904 E+05
«107763E+05
. 104G34E+05
. 103505E+05

DELTA REF

- 117367E+04
- 109379E+04
. 1055782404
- 100€5TE+0Y
«986G04E+03
-9UTT58E+N3
.9113127+03
.884783F+03
-853113E+03
+827901E+03

081



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION

(FEET)

9.91
10.23
10.48
10.73
10.97
1. 14
11.32
11.48
11.73
11.88

HEAT TRANSFER CALCULATIONS:

QNAD
(BTU/HR-FT**2)
.323648E+04
.339902F+04
.367182E+04
-36585TE+04
.235902E+04
29186 1E+04
.398157E+04
.420120E+04
44T 2UBE+OU
4553 14E+04

DELTA QRAD

{BTI/HE-FT**2}

.b6E6185E+03
-718997E+03
.760502E+03
.794301E+03
<528787E+03
.h35702E+03
.B850451E+03
.S06006E+03
+1021T76E+04
- 102794R+04

TEST 3.09.101

HCONV
{BTU/HR-FT**2-F)

.356131E+02
.367864E+02
+370505F+02
~385991E+02
.565435E+02
+5D643UE+D2
.406802E+402
-397378E+02
.397584E+02
L4029C1E+02

NELTA #CON

v
(BETU/AR-FT**2-F)

-362012E+01
. 368831E+01
- 363064E+01
.392411=+01
< 482489E+01
-4 605557 +01
.384750L+01
-399304E+01
<U21796E+01
L 4267837401

I81



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION

(FEET)

9.91
10.23
10.48
10.73
10.97
11. 14
11.32
11.48
11.73
11.88

HRAD
(BTU/HR-FT*#2-F)
.672434E+01
- 733794E+01
79576 1E+01
.839607E+01
. 7T3440E+01
- B56464E+01
.976214E+01
.102756E+02
-110128E+02
. 114147E+02

HEAT TRANSFER

DELTA HLHRAD
{(BTU/HE-FT **2-F)
-1738112+01
- 191725E+01
< 204525E+01
-221750E+01
.2028767E+01
«225511E+01
«252872E+01
.267579E+01
-297712E+01
-30576U4E+01

CALCULATIONS:

REW

«013312E+04
.653192eE+04
<631415E+04
-651651E+04
<TRB310E+04
- 7383185E+04
«663147E+04
.65633TE+04
-651191E+04
.652506R+04

TEsT 3.09.101

DELTA REwW

.6TT7873E+03
-6T0Z25E+03
-6U48733E+03
-653018E+03
- 733855E+03
«£91719E+03
~636462E403
~628516E+03
+629413E+03
«622891E+03

QCROD
(BT /HR-FT%%2)
~T14398E+03
~T461T8E+03
-303978E+03
- T96885E+03
5033938403
-6260063E+03
. 3624887E+03
«912568F+03
.973802E+03
-991438E+03

DELTA QCHOD
(RTU/HP -F T*%2)
.3334365403
. 346TE2E403
. 3724655401
.3680132+03
.231948E+03
L2877082+03
.3955325+03
L4173662+403
L443360E+03
_450946F+03

781



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(FEET)

9.91
10.23
10.48
10.73
10.97
11.14
11.32
11.48
11.73
11.88

GRX

<181900E+07
.146163E407
-123815E+07
- 104T792E+07
-B54000E+0¢€
.781831E+06€
«726296E+06
6506 T4E+0b
-5677T00E+06
.519126E+06

HEAT TRANSFER CALCOLATIONS:

DELTA GRX

+350846E+06
«273724E+0¢
«228360E+06
-192192E+06
. 168733E+06
- 1456 19E+0¢6
< 127910E+06
< 114502E+ 06
. 100780E+06
«897406E+05

TESY 3.09.10T

PRY DELTA PkV
. 110880E+01 .564282E-01
. 105717E+01 «530511E-M
< 101751E+01 <411946E~01
.986C46E+00 -298754E-01
.904287E+400 . 223558E-01
.951620E+00 . 18B€58E-01
<94 1541E+00 «164353E-01
.9328B4E+00 -139704E-01
.922410F+00 -110003E-01
. 9317054 E+00 -G59796E-02

PEF

.025812E+00
.915617E+00
< 909534 E+0C
-905302E+00
«911488E+00
-903682E+00
.B895400E+00
.8924B0E+00
.8889500E+00
.887207E+00

DELTA PRF

«198768E-01
. 15€391%8-01
. 128475E-01
167154 E-01
. 105922E-01
.881€89E-02
.7295€3E-02
«€650935F-02
<561TUYE~02
.505TU45E-02

€81



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATI
(FEET)

9.91
10.23
10.48
10.73
10.97
1.1y
11.32
11.48
11.73
11.88

ON

HW=-TRAN
(BTO/HR~FT*%2-F)

- 000000E+00
-000000E+00
. 000000E+00
.000000E+00
-000000E+00
-000000E+00
- 000000E+00
«000000E+00
-000000E+00
- 000000E+00

HEAT TRANSFER CALCULATIONS:

DELTA HR-TRAN
(BTU/HR-FT**2-F)

.0N00N0E+NO
.000000E+00
. 000000E+00
-000000E+00
. 000000E+0D
- 000000E+00
-000000E+00
-000000E+00
-000000E+00
-000000E+00

(BTU/gﬁz%%:*Z-F)
.000000E+00
-000C00DE+CO
.0D00000E+00
-000000E+00
.000000E+00
.000000E+00
.000000F+00
.000000E+00
-000000E+00
.000000=+00

TEST 3.09.10I

DEITA HW-IAM
(BTU/HE-FT*¥2-F)

- 000000E+00
. 000000E+0C
. 00000QCE+0O
. 000000E+00
-000N00E+00
-000000E+00
-000000E+00
- 00000GE+00
«000000E+0Q0
- 000000R+00

-T0R

H U
(BTU/HE-FT*¥2-~F)
«379084E+02
. 387733R+02
- 3995L55R+02
<413101E+02
~H27132E402
JU36TU2E+DZ
<U45901E+02
~456089E+02
<U4T71403E+02
«480805E+402

DELTA H¥-TIFE
(BITU/R-FI**2-1)

. 307062R+01
. 285025E+01
-297383E+01
.298180F+01
. 3062068+01
< 30663018+01
.307685E+01
«307515F+01
23047617401
23026217401

81



HEAT TRAMSFER CALCULATIONS: TEST 3.09.101

LEVEL ELEVATION HCE-TUR DELTA HCE-TUR HB&W DELTA HB&W HORNL DELTA HORNL
(FEET)Y (BTU/HR-FTx#22-F) (BTU/HR-FT%**2-F) (BTU/HR-FT**2-F) (BTU/HR-FT#+2-F) (BTU/HR=-FT*+2-F) (BTU/HR=-FT**2-F)
12 9.91 «437309E+02 «440145E+01 «437309E+02 «44N0145E+01 «287261E+02 »255717E+0)
13 10.23 «425969E+02 «394745E+01 «42596%E+02 «354745E+01 «301258E+C2 «259784L4+01
14 10.48 «423989E+02 «399413E+N1 «423989E+02 «399413E+01 «310140E+02 «256078E+C1
15 10.73 «424531E+02 «386443E+01 «424531E+02 «286443E+01 «320963E+N02 «265346E+C1
16 10.97 «426651E+02 «373968E+01 «426651E+02 «373968E+01 «J40593F+02 «254149E+01
17 11.14 «428910E+02 «375242E+01 «428910F+02 «375242E+01 «3422R5E+02 «256887E+01
18 11.32 «431478E+02 «380979E+01 «431647R+02 «38N979E+N1 »341070E+02 «263763E+01
19 11.48 «434410E+402 «37751°9E+01 «4364410E+C2 «377519€+01 «345802E+C2 «26T688E+01
20 11.73 «439161E+02 «368267E+01 «439161E+02 «368267E4+D1 «252902E+02 «282416F+01

21 11.88 «844225GE+02 «363123E+01 «442250E+02 +363123F+01 «357602E+02 «280959F+ 01

81



HEAT TRANSFER CALCULATIGNS: TEST 3.09,101I

wru/iRIFEEE e BRUIRRIFIYEEEY, erusRREATVory BRUTARTES
«371060E4+402 «431606E+01 «321985E+02 «325348E+01
«375140E+C2 «414839E+401 «318341E4+02 «297939C+21
«379164E402 «4122901E+01 «318924E+(2 « 2068588401
«382029F+02 «397678E+01 «324058E+07 «303C069E+01
«3TT79€4E+02 «3£1111E+01 «34285°F 402 «309532E+C1
«383232E402 «364462C+01 «341132%+02 «307927C+01
«390481€£402 «377160E+01 «33€20LTE+C2 « 3067666491
«393561E6+02 «373245€+01 «33923RLC+02 «304834E401
«397805E+02 «377134E401 «344725E402 «2986565E401

«400024E402 «360N841E4+01 « 348769402 «295713E+401

981



HEAT TERANSFER CALCULATICNS: TEST 3.09.101

LEVEL E%%gé%}ON TFIL DELTA TFIL HCE-TRAN ?ELTA HCP-TRA HCE-LAX DELTR HCF-LA

(DEG. F) {(DEG. F) (BTU/HR~FT**2~F) TU/HR-ET*‘Z F) (ETU/HR-FT*%2-F) (BT”/FF—FT“2—‘)
12 9.91 -926353E403 .856798E+02 .DCO0GCOE+00 .000000E+0D - GOQ000E+00 .JC0C00E+0D
13 10.23 -969127E+03 .B825932E+02 .000000E+00 .0D000VE+00 -.000000E+00 .000000E+00
14 10.48 ~100937E+04 -831655E+02 .000000E+00 .000000E+00 . 000000400 .000C00E400
15 10.73 «103734E+04 -T97539E+02 .000000E+00 -.000000E+00 .000000E+00 .000CCOF+CO
16 10.97 -997518E+03 -68736TE+02 .000000E+0C -0000C0E+00 .000000%8+00 .000C00E+00
17 11.14 - 104898E+04 .706651E+02 .000000E+00 -000000E+D0 -J200000E+400 -NCCO0CE+CO
18 11.32 - 111838E+04 .757853E+02 . 000000E+00 -0C0000E+CO -000000E+00 | .000CO0E+DD
19 11.48 ~114776E+04 . 752524E+402 . 000000E+00 .000000E+00 -000000E+CO LOCO000E+DO
20 11.73 . 118839F+04 -751680E+02 . 000000E+00 -N00000E+00 +0000C0E+00 -00C000E+00

21 11.88 «120975E+04 .T26894E402 . 000C00E+0O +N00000E+00 .000C00E+00 .00C000E+00

L8T






TEST
3.09.10J



SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURFE «6G93640E+03 +NP- «300023%+02 PSIA

INLET MASS FLOW «€364232E403 #NR- «301443%+02 LBM/H®
OUTLET MASS FLOW «£20986E+03 #NR- «427734F402 LAM/ HF

MASS FLUX - BASED NN OUTLEY FLOW «9333472E404 +0R- «6428855+23 LBM/(FTExZIHO
MASS FLUX - BASED NN INLET FLOW «953253E+04 MR- «4530€695+03 LM/ (F Tk%21H?
INLET TEMPERATURE «405210E+03 +NR- « 7005645401 DEGPERES F
OUTLET TEMPERATURE +851780E+03 +NR- « 740935%+01 DEGREFS F
BUNDLE POWER « T98E4TE+QE #PR- «425558F 405 BTU/H®
AVERAGE LINEAR POWER/ROD «325097E+00 +0R- «173227E-01 KW/FT

FRACTIONAL HEAT LNSS «516742E-01

06T



LEVEL ELEVATION
(FEET)

12
13
14
15
16
17
18
19
20
21

9.91
10.23
10.48
10.73
10.97
11.14
11.32
11.48
11.73
11.88

TVAP
(DEG. F)

.573302E+03
-733631E+03
-778210E+03
.822603E+03
-8655315E+03
.B896988E+03
-926571E+03
+955538E+03
- 100051E+04
- 102783E+04

HEAT TRANSFER CALCULATIOUNS:

DELTA TVAP
(DEG. F)
L4B0T92E+02
.436519E+02
.422234E+02
.417957E+02
-392620E+02
L375725E+02
.386215E402
.398645E+02
.382062E+02
.373760E+02

NO. OF

224

c
Sa

4.
4.
1.
2.
3.
3%
€.
17.

TC

S

Tl
(CEG. F)
. 121763E+04
- 12¢523E+04
- 129306E+04
- 128545E+04
.113168E+04
- 12163LE+04
-13G009E+0L
< 13u5B5£+04
. 138877E+04
«139320E+04

TEST 3.09.10J

DELTA TH
(CEG. F)

- 152284E+02
«221315E+02
-133771E+02
.217600F+02
~410022E+00
SHUYZT22E+DT
-2U9887TE+01
.616183E+01
. 180890E+02
.292536E+02

QU /0SS

. 100000E+01
. 100000E+01
.1000005+01
. 100000E+01
.100000E+01
-100000F+01
.10000CF+01
- 100000E+01
< 100000E+01
. 100000E+01

QWHTRAN
(RTU/BL-FT**2)

.117503E+05
- 117155E+05
-1173€5E+05
<11€997E+05
«.111036E+05
. 115158F+)5
<1172G1E+05
< 1165063E+05
- 11722UE+05
-117350F+05

DELTA OQWHTEAN
(ETU/HEk—PT**2)

LH42381R+03
.671600F+03
L60BUO8T+03
.H6BBB58BE+C]
.555180E+03
<TJOB125E+33
«HSBRIT1BI1E+G3
.638570E+03
LE58455E403
.534588E+03

TI6T



HEAT TRANSFER CALCULATIONS: TEST 3.09.10J

LEVEL ELEVATION HEXP DELTA HEXP REV DELTA REV REF JELTA KEF
(FEET) (BTU/HR-FT*%2-F) (BTU/HE-FT**2-F)
12 9.91 .215867E+02 .204321E+01 .670124E+04 .554128E+03 .529799F+04 JBGILSLEH02
13 10.23 .220382E+02 .199501E+01 .6315T0E+04 L4BTT24E+03 .508309E+04 L409789E+03
14 10.48 .22B8932E+02 . 190695F+01 607 130F+04 U607 TIE+03 LU95619E+04 .386784T+03
15 10.73 .252775E+02 .223866E+01 .584545E+04 .435040F+03 .439173E+04 .3790718+03
16 10.97 .351220E402 .311204E+01 .504204E+04 .415576E+03 L439926E+04 .371943E+03
17 1. 14 <360599E+02 .326498E+01 .550158E+04 .400364E+03 LUBB262R+04 .3%8593E+03
18 11.32 .314017E+02 .240251B+01 .537557E+04 .391541E+03 L4694 TOE+ DY . 345198E+03
19 11.48 .298639E+02 .234321E+01 .525754E+04 .383617E4+03 LU5T839R+04 .337551E+03
20 11.73 «301917E+402 .232414E+01 .S0B40TE+0Y LC6HIEEN] L4uu8T0LE+0L .326176E+03

21 11.88 -321186E+02 - 241047E+01 <43B404F+04 -357122F+03 LU40360E+04 <325478F+03

6T



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(FEET)

9.91
10.23
10.48
10.73
10.97
11. 14
11.32
11.48
11.73
11.88

HEAT TRANSFER CALCULATICNS:

GRAD

(BTU/HE~-FT**2)
.307415E+04
.33527uE+04
.3U887SE+04
-325163E+04
.209018E+04
.225120E+004
+293263E+04
.328051E+04
.351146E+04
-3139299E+04

DELTA QEAD
(BTU/HR-FT**2)

~6U903LE+D]
- 715701E+03
«T21793E+03
. T06153E+03
-454210E+03
. 4866U8E+03
~616706F+03
-591313E+03
.768534E+03
.807105E+03

TEST 3.09.10J

ACONYV
(BTU/HE-FT*%2~F)
- 147059E+02
L143641E+02
146567F+02
1675295402
.271211E+02
LZTS314ED2
.218999E+02
19693 1E+02
. 192442E+02
.208823E+02

DELTA HCONV
(BTU/HR-FT*%2-F)

. 2741F0E+ 01
.284659E+01
-285195F+01
-318119E+01
~377192E+01
- 396266E+01
«381947E+01
.350051E+01
.368324E+01
-392725E+01

€6T



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(FEET)

9.91
10.23
10.48
10.73
10.97
1M.14
11.32
11.48
11.73
11.88

HRAD
{BTU/HR-FT**2-F)
.688078E+01
«T6T4TT1E+01
-823648E+01
-852459E+01
.800089E+01
<852845E+01
+950178E+01
-101708E+02
- 10947T5E+G2
«112363E+02

HEAT TRANSFER CALCULATIONS:

DELTA HRAD

{BTU/HR-FT*%2-F)

.182801E+01
.203052E+01
.212065E+01
«226017E+01
.213133E+01
«224558E+01
-243325E+01
.260057E+01
.285738BE+01
.310048E+01

KEW

< 277752E+04
-2B00U23E+04
- 283298E+04
< 2YB34TE+02
.353481E+04
«3UT7345E+04
«320G35E+04
«311160E+04
«306670E+04
«311478E+QU

TEST 3.09.104a

DELTA REW

.303659E+03
<2567T09E+03
.250279E+03
.299628E+03
.329308E+03
«3228€4E+03
~301242F+03
«292505E+013
.289236E+03
-296465E+03

QCEOD
(BTU/HR-FT**2)
.0T1286E+03
.7268187+03
.751795E+03
.693982E+03
. 439250F+03
.472378E403
LE164545+03
.689322E+03
.7390872+03
.T12365E403

LELTA QCROD
(BTU/dR-FT*%2)
«302973%+03
< 325196 F+03
«334206E+03
.30e8785+013
. 193691C+03
.207263L+03
L268777F+03
.298B932E+03
. 3130978+03
«3053711+03

14



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION

(FEET)
9.91
10.23
10.48
10.73
10.97
.14
11.32
11.48
11.73
11.88

GRX

. 133639E+07
- 104871E+07
.882628E+06
~T40172E400
-567559E+0¢
-505677E+06
-480904E+06
~440T45E+06
«377583E+06
+337049E+06

HEAT TRANSFER CALCULATIONS:

DELTA GRX

«223005E+06
<« 160073E+06
- 124789F+006
«110321E+0¢
-.887369E+05
« 155476 E+0S
+66546TE+05
-611010E+05
-534204E+405
-536949E+05

PEV

- 105657E+01
. 100483E+01
- 9764 U3 FE+00
- 955428E+00
-939991E+00
.9309160E+00
.923637E+0Q
«917616E400
-909689E+00
-905583E+00

TEST 3.09.10J

DFLTA PRV

-430917E-01
. 284319E-01
-205155E-01
- 153508E-01
< T12944F-01
-914605E-02
-804788E-02
<720201E-02
-568392E-02
-498210E-02

PLF

»919€632E+00
-909860E+00
-904494F+00
<9020S7E+00
.906188E+00
<901722E+00
.895263E+400
-891663E+90
< 88T7986E+00
.886784E+DNQ

. 1478865-01
. 103667E-01
.3104878-02
2 T11119E-Q2
<HL4TU3BE-02
«HUH0U5E-02
«4p2162E-02
< 418338E-02
- 35T14FE-02
+«352550E-02

S61



HEAT TRANSFER CALCULATIONS: TEST 3.09.104

LEVEL ELEVATION HW—=TRAN OCELTA HHW-TEAN HW-LAY DELTA HW-LANM HW~TUR DELTA HW~TUR
(FEET) (BTU/HR-FT**2-F) (BTU/HE-FT#*2-F) (BTU/HE-FT*%2-F) (PTU/HR-FT**2-F) (BTU/HR-FT**2-F) {BTU/ER-FT**2-F)

12 9.91 -000000E+00 -000000E+00 -000000E+00 .N0000CF+00 «229164E+02 - 1352398401
13 10.23 -000000F+00 -000000E+00 -000000E+0D - 000000E+00 - 24106 1R+02 . 130348E+01
14 10.48 .000000E+0Q0 -000000E+00 .000000E+00 -000000E+00 -251665E+02 - 1296348401
15 10.73 -000000E+00 . 000000E+00 -000000E+00 . 000V00E+00 -260360E+02 . 133388E+01
16 10.97 -000000E+00 .000000£+00 -00000CE+00 -000000E+0OC «26519U4E+02 . 133617E+01
17 11.14 -000000E+00 - 000000E+0Q0 .000000E+00 .000000E+00 «273234E+02 - 132183E+01
18 11.32 -000000E+0D -000000E+00 -000000E+00 -000000E+0C0O «283384FE+02 - 1330U40E+01
19 11.48 «000000E+0Q0 -000000E+00 -000000E+00 .000000F+00 .292215E+02 < 13%621E+01
20 11.73 - 000000E+00 - 000000E+00 -000000E+00 -000000E+0Q0 .308889E+02 «135961FE+01

21 11.88 -310655E+02 -287811E+01 .000000E+00 .000000F+00 -0000007+00C .0CUC0O0E+00

96T



LEVEL

12
13
14
15
16
17
13
19
20
21

ELEVATION
(FEET)

9.91
10.23
10.48
10.73
10.97
1. 14
11.32
11.48
11.73
11.88

HCE-TUR
(BTU/HR-FT*%2-F)
« 000000E+00
- 000000E+00
«000000E+00
- 000000E+00
- 000000E+00
-000000E+00
- 000000E+0Q0
~000000E+00
-000000E+00
-000000E+00

HEAT TKANSFER CALCULATIONS:

DELTA HCE-TOR
{BTU/HE~FT**2-1)

.000000E+00
.J000Q00E+0D
-000000E+00
~0000JHE+00
~000000E+00
-000000E+00
-000000E+00
.000000E+00
«000000E+00
-000000E+CO

HBE W
(BTU/HE-FT*%2-F)
.213337E+02
< 212092E+02
«212852E+02
«214404E+02
<2164 16E+02
~Z1B8T1SE+DZ
«219E38E+02
. 221613F+02
«22UUY2E+02
.226292F+02

TEST 3.09.104

DELTA HDEW
(BTU/HR-FT*%2—F)

. 1308058+01
-160292E+01
< Tb2111E+C1
1604 1RE+ 01
- 155255E+01
< 152171E+01
< 153917E+01
. 155653 E+01
» 15330 2E+01
2152201E+01

(bTU/Hkgfi'*Z—F)
< 151538E+02
< 158286E+02
.163185F+02
«1631087+402
. 178581E+02
2 181035E+02
S1E126TE402
. 1E29382+02
- 1865067+ G2

1844 40F+02

DELTA HCTN
(BTU/HUP-FT**2-F)

S 134922E+01
S137176F+01
< 134S41E+C
- 138281E+01
. 133179F+01
< 1346878+01
~136219E+01
< 1373390+ M
< 182907F+01
<1458 183E401

L6T



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
{(FEET)

9.91
10.23
10.48
10.73
10.97
.14
11.32
11.48
11.73
11.88

HEAT TKANSFE

EMAN

HETN
{BTU/HE-FT**2-F})

.1811358+02
L183791E+02
.185628E+02
L186572E+02
L185014E+02
-180708E+02
-1896378+02
4191569L+02
-193830E+02
< IGUBHIE+O2

E CALCULATIONS:

DELTA HEINE¥A

(BTU/HP—FT**2- F)

. 179543E+01
L 165704E+01
< 157235E+01
< 155742E+01
L 141238E+07
.1383228+01
. 140865E+01
. T43137E+01
< 142827E+01
. TUE104E+0]

TEST 3.G%.12J

MCELIGOCT

(FTU/BE~FT*%2~7)

-16005bE+02
<161074E+02
«163331E+02
LA6T8N9E+D2
< 177555E+02
L1797782+02
< 178155E+02
-1791461E4+402
. 1821815+02
- 185130E+922

OFELTA NCRLIGCT

(ETU/UR-FT*¥2- )

L 1370112+01
. 1285818+01
L12711854+01
. 12085538+0
. 1303282+401
. 127784L+01

127590%+01
129378E+01
1271938+01
127139F+01

861



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
{FEET)

9.91
10.23
10.48
10.73
10.97
11.14
11.32
11.48
11.73
11.88

TFIL
{(DEG. ¥)

+945468E+03
.995u431E+03
. 103564E+04
. 105403 E+04
+102361E+04
- 105666E+04
. VT11333E+04
«115070E+04
« 11946 4E+04
< 121052E+04

EEAT TBANSFER CALCULATIONS:

DELTA TFIL
(DEG.  F)

.690630E+02
.619837E+02
.572028E+02
<5644 82E+02
LU6U33ITEO2
L4LU4277TRe 02
. 464553E+02
L 4B29U5E+02
LUB2002E+02
.508305E+02

HCE-TEAN
(BTU/HR-FT*#2-F)

.191382E+02
-184279E+02
- 1806b66E+02
.177970E+02
- 1T6UL5E+02
. 174901E+02
.173185E+02
.171828E+02
. 170114E+02
L 169223E+02

TEST 3.09.10J

DFLTA HCE-TRAN
(BTO/HR-FT#¥i-F)

LU229T74FR+01
.345833E+01
.310258E+01
.288854E+01
.262310E+01
<245539E+01
L2UTU36E+01
.239563E+01
. 224T46E+01
L Z17T781E+01

AM
T

HCE-L
(RTH/HR-FT*%2-F)

.00N000E+(CT
.0000001+00
.0GO000E+00
.000000E+0D
.000NC0E+DD
.000000F+00
-00000D0E+00Q
- 000000E+0C
.000000E+00Q
.000000L+00

DELTA HCE~LAM
(RTU/HR-FT**2-F)

.000000E+00
.000000F+00
.0000COE+QC
.000000F+00
.00C0COE+ND
.0000COE+0D
.0000C0E+00
<00D2000E+00
«000000E+00
.000000E+00

66T






TEST
3.09.10K



SYSTEM

SYSTEM PRESSURFE

INLET MASS FLOW

OUTLET MASS FLNW

MASS FLUX - BASED NN OUTLET FLOW
MASS FLUX - BASED NN TNLET FLDW
TNLEY TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWFR

AVERAGE LINEAR POWER/ROD
FRACTYONAL HEAT LOSS

PARAMETEP SUMMARY

«581218E+03
+109117E+03
»153461E+03
+230652E+04
«164003E+04
»380243E+03
«690114E+03
«23T348E+06
«96€6149F-01
«175532E+00

+0OR-
+0OR-
+0OR-
+0R~-
AR -
+0R-
+OR~
+NR-
+0R-

»300083F+D?2
«30T7119%+02
+127130F+02
«1910775+03
«4616005+03
.7010855+01
«T22437E+01
+148569F 405
«604T66E-02

PSTA

LBM/He

LB8M/HP

LBM/ (FT#x2})1p
LM/ (FT%%:29HR
DEGREES F
DFEGREFS F
BTU/ HR

KW/FT

[41)4



HEAT TRANSFER CALCULATIONS? TEST 3.09.10K

TVAP DELTA TVAP NO. OF TC S Tw DELTA TW Q"/Q@"ss Q"HTRAN DELTA G"HTRAN

(DEGe F) (DEG. F) (DEG. F) (DEG. F) (BTU/HR=-FT+*2) (BTU/HR=FTxx?)
«558204E+03 «956547E+02 28, «959569E+03 «230386E+02 «972225E+00 «345246F+04 «221432FE+03
«615862E+03 «951543E+02 2e «963224E+03 «328599E+01 «977813E+400 «345697E+04 «198132E+03
«661353E+03 «206851€+02 2. «100817E+04 «676476E+C0 «93757S6F+C0 «352519E+404 «202393E+03
«708469E+03 «891436E+C2 Se «105192E+04 «245512E+402 «980469E+400 «353652E+04 «198€59E+03
«813055F+03 «821585E+02 l. «110433E+04 «328807E+00 «281044E+C0 «346262E+04 «176477E+93
«847505E+03 «823712E+C2 3. «113941E+04 «282250E+02 «977747E+00 «350502F+04 «205607F+03
«896322E+03 «824124E 402 44 «118723E40C4 «154853E+02 «9T77G4CE+O0 «35€104E+04 +188164E+03
«931494E+03 «7883B6E+C2 22 «118859E+04 «278862E+02 «960045E+00 «344919€+04 «223018E+93
«997180E+03 «723360E+02 S5 «122192E+04 «224924E+02 «958717E+00 «345043E+04 «205115E+13
«104153E+04 «755135E+02 4, «123956E+404 0229273E+02 «953312E+00 «341581E+04 «193650E+03
«107928F+04 «774683E+02 4. «127068E+04 «947404F£+01 «727879E+00 «335518F+04 «193323E+03
«1117%4E+C4 «745525E+02 1. «127423E+04 «862801E+00 «926923E+00 «327160E+04 «176477E+03
«114543E+04 «725308E+02 2. «131801E+04 «112820E+02 «916793E400 «33191CE+C4 «202515E+403
«116543E+04 «710423E+02 3. «133177E+04 «379083E+02 «919178E+00 «331527E+04 «208242F+03
«118388E+04 «697854E+02 be «133679E+04 «321029E+02 «901293E+00 «326051E+04 «202656F+03
«120882E+04 «6B82639E+(C2 6e «133634E+04 «277126E+02 «876808E+00 «316230E+04 «202193E+03
«122354E+04 «674666E+02 17. «133996E+04 «4T6469E+02 «874654E+00 «313827E+04 «222089E+C2

£0T



LEVEL

® N o0

11
12
13
14
15
16
17
18
19
20
21

«860179E+01
«995208E+01
«101€646E+02
«102972E+02
«118878E+02
«120075E£+02
«122409E+402
«134160E+02
«153531F+02
e172488E+02
«178290E+02
«209325E+02
«192318E+02
«199303£+02
«213237E4+02
«247995E+02
«269559€£+02

HEAT TRANSFER CALCULATIONS:

DELTA HEXP

HEXP
(BTU/HR-FT2%2-F) (BTU/HR=FT++2~F)

«187264E+01
«236055E+01
«2276R4F+C1
«219692E+01
«248949EFE+91
«240049E+01
«238141E+01
«269050F +01
«288605F+ 01
«309644E+01
«317611E£+01
+376553E+01
«3N4225E+401
+299525E+ 01
«309963E+01
«356120E+01
+«394019F+01

REV

«193471E+04
«178668E+14
«168379E+04
«159663E+04
«145757E+04
«141620E+04
«136137E+04
«132437E+04
«126032F+04
«122040E+04
«118835FE+04
«115720E+04
«113600E+04
«112106E+04
«110762E+04
«108995E+04
«107978E+04

TEST 3.09.,10K

DELTA REV

«311253E+03
«262599E+02
«212981E+03
+18E088E+03
«157825E+03
«151791E+03
«143778E+03
«136264E+03
«1241902+03
«12C675E+03
«117493E4+03
«112337€+03
«108966E+03
«106639E+03
«104625E+03
«102087E+03
«1C0682F+03

REF

«152757E+04
«148717E+0G4
«143124E+04
«137902F+04
«129709E4+04
«126378F+04
«122019E+04
«120448FE4+04
«116382E+04
«113971E+04
«111407E+04
«109891F+04
«107421E+04
«106289E+04
«105516F+04
«104721E+04
«104134E+04

DELTA REF

«218534E+03
«199635F+03
«120954€403
«169386E+03
«1436495+03
«140143F+03
«1316855+03
«127371E+C3
«116824F+03
«114657E+03
«111065E+03
«107181E+403
«103761E+03
«104227C+07
«101963E+033
«998077E+02
«161568E+03

70T



HEAT TRANSFER CALCULATIONSZ TEST 3.09.10K

(BTU?&&EFTttZ) (B?E&aa-g$£92) (BTU/n§9y¥n*2-F) (ggbIaRﬁg$§YZ-F)
«147877E+04 «394641E+03 «4154T74E401 «246025E+401
«137572F+04 «382525F+03 «518736F+01 «296987E+01
«152393E+04 +415335E+03 «48B787E+01 «298322E+01
«166887E+04 +487985F+03 «447247E401 «208398E+01
«167051E+404 «495993E£+403 «504206E+01 «355690E+01
»179599E404 «584493E+403 «46T7184E+C] «369704E401
«196784E+04 «606755E+03 «419752€+01 +380220£+01
«180195E+04 «632778BE+D3 «509576E+01 «428387E+01
«172936E404 «625049E+403 «624491E 401 «46€6088E401
«161363E4006 «671191E+03 «762361E+91 «524405F+01
«165840E+04 «691757E+03 «731105E+01 «550813E+G1
«140709E+04 «680T7T7E+03 «103354E+02 «643648E+01
«165007F+04 «722237E403 «799000£+01 «588791E+01
«163661E+04 «B843193E+03 «837269E+01 «659693E+01
«153500E+04 «809774E+03 «954169E+01 «683899E+01
«130793E+04 +782632E+03 «127768E+02 «778286E+01

«121298E+04 «913546E+03 «147528E+402 «946295E+401

S0T



HEAT TRANSFER CALCULATIONS: TEST 3.09.10K

LEVEL ELEVATION HRAD DELTA HRAD REW DELTA REW QCROD DELTA QCROD
(FEET) (BTU/HR=FT*+2=-F) (BTU/HR-FT#%#2-F) (BTUZHR-FT*x2) (BTU/HR-FT#*2)
5 Te94 «444705E+01 «159562E+01 +845141E+03 «10706C0E+03 «30€122E+03 «127143E+403
6 8.24 «476472E401 «180228E+01 «914889F+03 «106492F+03 «279362E+03 «1164287E+03
7 8.47 «527670E+01 «192770E+01 «905653F+03 «103093E+03 «Z06094E+03 «123119E+03
a 8.73 «S582468E+01 «216437E+01 «826835E+03 «102711E+03 «331602E+03 «130909E+03
9 931 «684577E+01 «?54048E+01 «925715£+03 «295241E+02 e223490E+03 «123302F+03
10 9.49 «733561E+01 «281172E+01 «91G747E+03 «100361€403 «345298F+03 «126953E+03
11 9.74 «804343E+01 «296408E+01 «B91997E+03 «955925F +02 «372087E+C3 «125934E403
12 9.91 «832028F+91 «333358E+01 «216748E+03 «989E55F+02 «337143E+03 «121958%+03
13 10.23 «910815E+01 «365986E+01 «924969C+03 «975357E+02 «317592E+02 «112024E+02
14 16.48 «962522E+01 «42322RE+01 «935085E£+03 «977785E+02 «292461E+C3 «101495E+03
15 10.73 «102179E+(2 «450020E+01 «924463E+03 «948147C+02 «297386E+03 «1013289F+C3
16 10,97 «105972E+02 «522006E+01 «945600F+03 «95795€EE+02 «249164E+03 «839690E+02
17 11.14 «112418E+02 «S5C41C5FE401 «9132780E+03 «931634E+02 «290076E+03 «10N398FE+03
18 11.32 «115576E+02 «587775E401 «911C45E+03 «F659T0E+D2 «285918E+03 «9B6393E+02
19 11.48 «117820E+02 e609623E+4C1 «916710E+03 «956875E+02 +266530E+403 «918132E+C2
20 11.73 «120227€+02 «692031E+01 «232085F+ 03 «95%830F+02 «225138F+C3 «775099€402
21 11.t8 «122032E+02 «BEC3062E+01 «936849E+03 «100701E+03 «207741E4+03 «714862E+02

902



GRX

«212296E+407
«156704E+07
«125413E+407
«100803E+07
«611559E+06
«532988E+06
«440776E+06
«363781E+06
«265584E+06
«209839E+06
«180234E406
«137107E+06
«134665E+06
«122921E+06
«108839E+06
«B73169E405
«TT4577E40S

HEAT TRANSFER CALCULATIONS:

DELTA GRX

«775700E4+06
«576463E+06
«430863E+06
«345217F4+06
«202775SE+06
«184144E406
«146294E+06
«131396E+06
«96T498E+NS
«885302E+05
«774154E+05
«676743E+05
«596298E+05
«61556TE+05
«562945E+405
«514854E405
«558133E405

PRV

«118666E+01
«110274E+01
«105760E+401
«102034E+401
«956610E+400
«943769E+400
«929506E+020
«921342E+00
«909384E+00
«2C03048E+0C
«898462E+00
«894379E+00
«891793E£+00
«850CS9E+C0
«888563E+00
«8866T4E+00
«885633F+00

TEST 3.09.10K

DELTA PRV

«123843E+00
«854914E-01
«705714E-~01
«573882E-01
«269930F-01
«222091E-01
«172017€E-01
«140238E~01
«983869E-02
«B6090ZE-02
«768382E-02
«650259E-02
«578393£=-02
«531004FE-02
«4912695-02
«442822E-02
«416753E~02

PRF

«983454E+00
«967108E+400
«948208E+00
«933792E+00
»91524€F+00
«909971E+00
«903016E400
«900717E+00
«f95217E+00
«B92235E+CO
«889271E400
+887618E+400
«885076E+00
«883974F+00
«883245E+00
«882514E+00
«881987E+400

DELTA PRF

«546257E-01
«4281665-01
«317153E=~01
«246115E€=-01
«149908FE-021
«132484E-01
«107302E-01
«970000E-02
«738812€-02
«679818%-02
«601778E-02
«531191E-02
«464T54E-02
«463108E-02
«426894FE~02
«392183E-02
«4108155~-02

L0T



10
11
12
13
14
15
16
17
18
19
20
21

HW-TRAN
(BTU/HR-FT*+2-F)

«030000E+DD
«000000FE+0C
«000000E+00
«000000E+CO
«000000E+00
«000000E+C0
«000000E+00
«0C000CE+DQC
+000000E+00
«000000E+CH
«000000E+00
«000000E+00
«0CO0000E+OC
«000000E+00
«000000F+00
+000000E+00D
«000000E+DD

HEAT TRANSFER CALCULATIONS:

DELTA HW=-TRAN
(BTU/HR-FT*%x2-F)

«00000CE+0ON
«000000F+00
«000000E+00
«000000E+00
«C00000E+00
«000000E+00
«000000E+0D
«00000CE+0Q0
«000000E+00
«00000CE+00
«000000€+00
«J0000JE+00D
«000000E+00
«1C000CE+0D
«000000E+00
«00000CE+DD
«000000E+0Q0

HW=-LAM
(BTU/HR=-FT**x2-F)

«708275E+01
«754259E+401
«021699E+01
«895395E+01
«104253E+402
«110884F+02
«120618E+02
«125060F+02
«136479E4+402
«144100E+02
«152384F402
«158299E+02
»166883E+02
«171377E+402
«174753E+02
«178590E+02
«181313E+02

TEST

(B

3409.10K

DELTA HW-LAM
TUZHR=-FT*=»

«SE4T4SE+DL
«595710E4CC
«611249F+00
«669892E+20
«668635F+N0
«741910E+00
«757411E+00
«777296E400
«748722E400
«812908E+0C
«837668E+CD
«B24100E+G0
«839377FE+C0
«936912E400
«90624SE+0D0
«883429FE+00
«998674E+00

2-F)

HW -TUR
(BTU/HR~FT**2-F)

.000000E+00
«000CN0OE+DO
«000CCOF+0C0
«000000E+00
«000CO0E+CD
.000C00E+00D
«000020E+0C
«C000000E+00
«CCOCCOE+RD
«000000E+0D
+CO00000F+00
+000000F+00
«000000E+00
«000000E+00
«00COCCE+C0
.000000E+CO
+000CD0E+DD

DELTA HW-TUR
(BTU/HR-FT»*x2-F)

«200000F+0"
«000000E+09
«000000E+00
«000000E+0"
«000000E+0"
«N00000F+0N
«CO0000NE4CD
»000000E+00
.0000CDE+D"
«000000E+00
«000000E+0N
«00000CE+0P
«IM0000E+CD
«000000FE4+00D
«7C0009E4+0C2
«000000E+03
«000C00E+0C

802



HEAT TRANSFER CALCULATIONS? TEST 3.0%9.10K

ON HCE-TUR DELTA HCE-TUR DELTA HRE DELTA

LEVEL EL HBE W REW HORNL HORNL
( (BTU/HR=FT#»2=F) (BTU/HR=-FTwx2-F) (BTU/HR=FT+*2-F) (BTU/HR=-FT**2~F) (BTU/HR=FT*+x2-F) (BTU/HR=-FT#x2-F)

® N &,

11
12
13
14
15
16
17
18
19
20
21

«000000E+00
«000000E+0QO
«000000E+00
«000009E+00O
«000000E+0D
«000000E+0D
+000000E+0QC
«000000E+0C
«000000E+400
«CO0CCCE+0D
+000000E+00
«J00000E+00
«000000E+00D
«000000E+0D
«000000E+00
+000000E+00
«C00000E+0G

«000000E+00
«00000GE+0G
«D0CCO00E+D0
«000000FE+00
«000000E+0D
«00C000E+0D
+000000E+00
«000000E+00
«000000E+00
«000000E+00
«000000E+00
.000000E+0Q0
«000000E+DQD
«000000E+00
«000000E+00
«000000E+CD
«000000E+060

«746703E+01
«7G9495E+01
«694660E+401
«688751E+01
«696800E+01
«702015E+01
«710685E+01
«717578E+01
«731349E+01
«741037E+01
«749408E+01
«758033E+01
«764174E401
«758634E+01
«772738E+01
«778266E401
«781515E+01

«117941E+01
«111212E+01
«100088E+401
«946021E+00
«866456E+00
«861226E+00
+852843E+00
«821583E+09
«770603E+00
«786829E+00
« 7954865 +00
«773977E+00
«759869E+00
«7T49948E+00
e 7417775400
«732148E+00
«727215E+00

«4690T71E+01
«5N01429E+01
«517624E+31
«533522E+01
«572361E+01
«581750E+01
«594944E+01
«6C87T8E+D1
«629660E+C1
«644031E401
«653T741E+C1
«6674R1E+01
«671298E+C1
«6TES6TE+DL
«682450E+401
«691262E+01
«656044E+01

«489599E+03
«468669E+30
«4T72346E+00
«504273E+00
«492593E+00
«532710E+00
«51614954+00
«545006E+C0
«543978E+00
«552124F+30
«538805E+00
«541145E£+C0
«550765E+00
«606360E400
«59377T7E+00
«587968F4+00
«649236F+00

602



HEAT TRANSFER CALCULATIONS:

HEINEMAN

(BTU/HR=-FTx+2-F)

«536280E+C1
.538625E401
.543320E+01
.549072E+01
«56046BE+01
«565857E+°1
«5T3527E+01
+576458E+01
+58443RE+01
+589433E+01
.594958E+01
.598326E+01
«603970E+01
W 606622E+01
$608455E+01
«610359E+01
«611780E+01

DE
(BT

«102262E+401
«948030E£+00
«884208E+00
«861379E+00
«7S0576E+00D
«760229E+00
«736215E+00
«714008E£+00
«656790E+00
«664838E+00
«658708E+00
«633602E+00
«626119E+00
«€648121E+00
«630556E+20
«614098E+D0
«645585E+00

LTA HEINEMAN

MCEL
U/HR-FT**2-F) (BTU/HR-F

TEST Z.0%9.10K

1G0T

«577400E+C1
«563226E+01
«554304F+01
«552839E+01
«573931E+01
«579535E+)1
«5B8806E+01
«501925E+01
«621542E401
«635961E+01
«645296E£+401
«660194E+01
«£62997E+01
«668426E+01
«67485S%E 401
«684905£+01
«690085E+01

DE
T**2~-F) (BT

«8998RTE+CD
«BIIESTESIC
«815170£+00
«780471E+00
«739287E+00
«737256E+90
«72312CE+00
«714677E+00C
«677006E+CO
«69B448F+00
«708575E+320
«6961£9E+00
«683042E+0C
«672128E+2C
«667CT9E+00
«662765E+00
«560150E+0C

LTA MCELIGOT
U/HR=FT*x2-F)

01?7



HEAT TRANSFER CALCULATIONS: TEST 3.09.10K

HEVEL EGRERROM (0E6."F) thie TN eru MREFEIMLr,  WRRDDWRSETINAYe,  erlfRREAMaea-ry  QERDSMRCETSML,
5 T+94 «7S888T7E+03 e131314E+03 «000000E+0D «0C00000E+00D «567994E+01 «206289E+91
(3 B.24 «789543E+03 «122019E+403 «000000E+CD «00CO00FE+00 «521760F+01 «155203E+01
7 8.47 «834759E+03 «1144€4E403 «000N00E+0Q «000000E+0D «499984E+01 «129531E+01
8 8.73 -880192E+03 «11264CE+03 «0000C0E+0D «00CCODE+OC «483868E+01 «111134E401
9 9.31 «958692E+03 «968755E+02 «000000F+00 «000000E+00D «4T0664E+01 «B845618F+00

10 Se49 «993457E+03 «996435E+02 «000000E+00 «COCOCOE+ND «469449E+M] «805334E+00
11 J.74 »104178E+04 «967454F+02 «00000C0E+DD «000000E+00 «470116E+01 «7T4R618E+00
12 9.91 «106004E+04 «931017E+02 «000000E+00 «00C000E+0C «473621E+01 «711703E+00
13 10.23 «110955E+04 «83038ZE+02 «00CD00E+00 +000G00E+0D «479383E+01 +641252E+00
14 10.48 «114055E+04 «853408E+02 «000000E+00 «00C00CFE+00 «48277SF+01 «622753F+00
15 10.73 «117498E+04 «847914E+402 »000000E+00 «000000E+0D «483815E+91 «598100E+00
16 10.97 «119608E+04 «797680E+02 «000008E+0D +000000E+00 «487485F+01 «565009E+00
17 11.14 «123172E+04 «787044E+02 «000C00E+DD «000000E+00C «488219E+01 «544786E+00
18 11.32 «124860E+04 «840013E+02 «00000CE+DD +000CDOOE+0D «487811E+01 «532177E+0C
19 11,48 «126033F+04 «£02209F+02 «000C00E+CO «CO0CO0F+00 «487726E+01 «S513794E+00
2C 11.73 «127258E+04 «+765568E+02 «000000E+00 «00000CE+0D «48TSB7TE+D1 «491058E+00
21 11.88 «128175E+04 «840976E+02 «00CO00E+DD «0C0CO0E+DD «487246E+401 «484187E+00

112






TEST
3.09.10L



SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE

INLET MASS FLOW

OUTLET MASS FLOW

MASS FLUX - BASED ON OUTLET FLOW
MASS FLUX - BASED ON INLET FLOW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR PPWER/ROD
FRACTIONAL HEAT LOSS

»109031E+04
- 000000E+00
«142791E+04
«214614E+05
+000000E+00
+370983E+03
«.828601E+03
«1623643E+07
- 660833E+00
«170706E~01

+0R~-
+0R-
00—
+0R-
+NR-
+0R-—
+NR~
+0R~
+0R-

«300088E+02
»000000%+00
« T996T2E+02
«120191F+04
«000000E+00
- T009715+01
«7268085+01
«864321E+05
«351830€E-01

PSTA

LBM/HP

LB8M/HR
LABM/(FT*%2)HR
LBM/{F Tx%2)HO
DEGREES F
DEGREES F
BTY/HPR

KW/FT

®1¢



12
13
14
15
16
17
18
19
20
21

T
«575082E+03
«615089E+03
+64676TE+03
«6TR49CE+D3
«709448E+03
«T34717E+403
«758642E+403
«781934E+403
«816027E+03
«837701E+03

HEAT TRANSFER CALCULATIONS?

DELTA TVAP
(DEG. F)

«3506553E+02
«349451E+02
339954402
«346945€+02
«367T005E+02
«350888E+02
+«358985E+02
«354724E+02
«365646E+02
«363326E+02

OF

22,

Se
44
44
1.
2e
3.
6.

6o
17.

TW
(DEG. F)
«117722E+04
«126892E+04
«131507E+04
«131897E+04
«108828E+04
«114692E+04
«124324E+04
«129217E+04
«132881E+04
«134050E+04

TEST 3.0%.10L

«359145E+02
«224813€£+02
«179236E£+02
«270209E+02
«771157€+0°
+138546E+02
«396335E+01
«846464E+01
«196939E+02
«179523E+02

an"/Qe"ss

«988237E+00
«986180E+00
«986635E+00
«989714€£+00
«993061€+00
«991591E+00
«992250E+00
«991058E+00
«990621E+00
«987E12E+00

Q"HTRA

N
(BTU/HR=-FT*%2)

«235722E+05
«23450€6E+05
«236232F+05
«235124E 405
«224558E+05
«232140€£+05
«236976E+05
+235038£+05
+23563°E+05
«235200E+0S

DELTA Q"HTRAN
(BTU/HR=-FT**2)

«130194E+04
«134836E404
«122934€+04
«137370E+04
«1130635+04
«14164TE+04
«121022E4+404
«129787F+04
«132359E+04
«127T49E+04

S1T



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATI
(FEET)
9.91

10.23

10.48

10.73

10.97

11.14

11.32

11.48

11.72

11.88

HE XP
(BTU/HR-FT*%2-F)

«391477E402
«358663E+02
«353483E+02
«367105€E+02
«592766E+02
«563162E+02
«489017E+02
«460643E+402
«459528E+02
«467781E+02

HEAT TRANSFER CALCULATIONS:

ELTA HEXP

D
(BTU/HR-FT++2-F)

«273070€E+01
22441275401
«221596E+01
«246304E401
«386120E+01
«400719E+01
«294226F+01
«290441E401
«290134E+01
«287176E+01

REV

«177180E+05
«165996F+75
«157614E405
«149561E+405
«145082E+05
«142166E+05
«139329F+ 05
«136660E+405
«132912E+35
«130624E+05

TEST 3.09.10L

DELTA REV

«138841E+04
«130140£+04
«117232E+04
«923811F+03
«871840E+03
«B50498F+03
«835206E+03
«813736E403
«792929E£+03
«775338F+03

REF

«126738E+405
«120S61E+405
«117172E405
»115681E+405
«1245425405
«120668F+05S
«115498£+405
«112592E+05
«109878E+05
«108642E+05

DELTA REF

«881770E+03
«801684F+03
«756969E+03
«753029F+03
«782934E403
« 7512336407
«715388E+03
«692809E+03
«684282E+403
«669666E£+03

91¢



LEVEL

12
12
14
15
16
17
1e
19
20
21

ELEVATION

(FEET)
9.91
10.23
10.48
10.73
10,27
11.14
11.32
11.48
11.72
11.88

HEAT TRANSFER CALCULATIONS:

GRAD
(BTU/HR=-FT*x2)

«328B351E+04
«413293E+04
«459306E+04
«456798E+04
«2148T8E404
«256737E+04
«344540E404
«391331E+04
«421903E+04
«426516E+04

DELTA GRAD

(BTU/HR=FT*x2)

«T44242E403
«861500E+03
«939753E+03
«971901F+03
«446164E+03
«541827E+403
«699062E+403
«796232E+03
+890056E+03
«896000E+03

TEST Z.09.10L

HCONY
(BTU/HR=~FT**2-F)

«325968E+02
«282764E402
«271020E402
«281637F402
«524950E+402
«488704E+02
«404050F+02
«369023E+02
«361291E+02
«366432E402

D
(B

ELTA HCONYV
TU/HR=-

«325509E+01
«311121E+01
«302913E+401
«329653E4C1
«422487E+01
«443324E401
«361413F+01
«368235E+01
«381898E+01
«284093E401

N
FTx2-F)

L1t



HEAT TRANSFER CALCULATIONS: TEST 3.09.10L

LEVEL ELEVATION HRAD DELTA HRAD REW DELTA REW QCROD DELTA QCROD
(FEET) (BTU/HR=FT**2-F) (BTU/HR-FT#*%2~F) (BTU/HR=FT#*+2) (BTU/HR=FT*x2)
12 9.91 «655089L+01 «177170E+01 «509078E+04 «518666E+03 «661019%+03 «Z309244E+03
13 10.23 «758984E£ 401 «192869E+01 «498326E+04 «446635E+403 «829966E+03 «386520E+03
14 10.48 «824625E+01 «206522E+01 «500834E+04 «422250E+03 «917894E+03 «426918E+03
15 10.73 «854678E+01 «219102E+01 «525859E+04 «431125£+403 «906076E+03 «419736E+03
ls6 10.97 «678157E+01 «171482E+01 e T45633E+04 «521882E+03 «420684E+403 «134727E+03
17 11.14 «744576E£401 «189633E+01 «7111735+04 «504549F+03 «501836E+03 «231T740E+03
18 11.32 «B49669E+01 «209883E+01 «64594TE+04 «454988E+03 «672065E+03 «309553E+03
19 11.48 »916198E+01 «226366E+01 «624996E+04 «440333E+03 «7614995E+03 «349978E+03
20 11.73 «982369E+01 «248330£+01 «621432E+04 «441733E+03 «818412E+03 «375935E+03
21 11.88 «101349E402 «255065E+01 «627269E+04 «439282E+03 «B826643E+03 «378146E+33

817



HEAT TRANSFER CALCULATIONS: TEST 3,09.10L

LEVEL E%Egé};ON GRX DELTA GRX PRV DELTA PRY PRF DELTA PRF
12 2.91 «755156E+07 +113525E+07 «145483E+01 «121626E+00 «972813E+00 «369224£-01
13 10,23 «595245E+07 «759212F+06 «132235€+01 «776629E-01 «943194E£+00 «236209E-01
14 10.48 «510692E+07 «598016E+06 «125227£+01 «580397E-~-01 «930594E+0C «183289E-01
15 10.73 «453063E+07 +555860E+06 «120352E+01 «649964E-01 «925704E+00 e163537E~01
16 10.97 «423778E+07 «565930E+06 «114651E+01 «587733E-01 «961158E+00 «210004E-01
17 11.14 «377335E+07 «481297E+06 «110445E+01 «460377E~01 «943626E+00 «163637E-01
18 11,32 «339566£+07 «38980S5E+06 «107222€+01 «39€920E-01 «925130F+00 «123268E-01
19 11.48 «307392E+07 «342222E+06 «104565E+01 «334126E-01 «916655E+00 «103413E-01
20 11.73 «267996E+07 «319377E+06 «10137SE+01 «271294E-01 «909727E+00 «903972E-02

21 11.88 «246188E+07 «287803E+C6 «997037E+00 «232914E-01 «906840E+00 «814603E-02

612



HEAT TRANSFER CALCULATIONSS TEST 3.69.10L

BTN 7 S AL R S PN /T NS 524 (OO /AR e %
«000000E+00 +000000F+00 «000000E+00 «CCO0COE+CH s 4466270402 «291472E401
+000000E+0C +000000E+00 «000000E+00 «00000CE+20 «42004TE+02 «225012E+01
«000000F+0C «0000C0E+0D «00C000E+00 «0000CCE+CO «410912E+02 «204279E401
«000000E+00 -000000E+00 »0000005+00 »00C000E+0D «406571E+02 «176297E+01
«000000E+0D «3C0000E+CD «000000E+CO «C00GO0E+ND «414009E+02 «192183E+401
«00C000E+OC «000000E+00 «000000E+00 +000000E+DD «417618E+02 «192964E+01
«000000E+00 «000000E+CO +000008E+00 «0000G0E+RD «421488E+02 «194212E+01
«0CC2000E+00O «000000E+00 «000000E+00 «0000N0E+0D «427173E+02 «194821E+01
+000000E+00 «000000E+00 «000000E+CO «0C000CE+OC «436666E+02 «202037E+01

«0CO000E+0Q0O «C00020E+00D «0C0000E+D0 «000000E+00 «443083E+02 «203704E+01

0ze



HEAT TRANSFER CALCULATIONS: TEST 3.09.10L

LEVEL ELEVATION HCE-TUR DELTA HCE-TUR HEEW DELTA HEEV HUORNL DELTA HORNL
(FEET) (bTU/HR-FT**2-F) (BTU/Hk-FT**2~F) (BTU/HR-FT**2-F) (BTU/HR-FT**2-F) (BTU/uE~FT¥%*2-F) (BTU/EF-FT*%2~F)
12 9.91 -613696E+02 +506385E+01 -613696E+02 .506385F+G1 «24T7011E+02 - 2TH250F+0)1
13 10.23 «538722E+02 «3687G6E+01 .538722E+02 -36870AE+01 - 25989U4E+02 < 193719E+01
14 10.48 -503098E+02 «320793E+01 -503098E+02 «320793E+01 <2697135+¢02 ~166T55E+C 1T
15 10.73 ~47B606E+02 «27478B0E+01 - 478606E+02 - 27478BDE+01 «2B12168E+02 - 1937798+
16 10.97 ~465307E+02 «271160E+01 < 465307E+02 «2711602+01 - 3131317402 < 176402E+M
17 11.14 - 4584 70E+02 «263904LE+01 ~U58LT0E+02 «263904E+01 «3154137+02 - 1833347401
18 11.32 < 453734E+02 «264785E+01 L453734E+ (2 -264785E+01 «313508%+02 «177682E+01
19 11.48 - 450552E+02 -26 1640E+01 - 450552E+02 <26 1640E+01 «316785E+02 < 130099%+01
20 11.73 ~UGT85BE+02 -263697E+01 -U4T7BS8E+0L -263697E+01 «323643E+02 < 150219F+010

21 11.88 ~447102E+02 -261865E+01 ~44T7T102E+02 «261865E+01 «3287€18+02 - 189415E4+01

12T



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION
(FEET)

9.91
10.23
10.48
10.73
10.97
1M.14
11.32
11.48
11.73
11.88

HEAT TRANSFEK CALCULATIONS:

HEINEMAN
(BTU/HR-FT**2~F)

-378040E+402
-380661E+¢02
«333074E+02
-384326E+02
«378683E+02
.380596E+402
-38448TE+02
.387251E+402
-390161E+02
«391585E+02

DELTA HEINEHAN
(BTU/HR-FT*%2-F)

-314686E¢01
.292873E+01
.280124E+01
+284546E+01
«259324E+01
.257272E+01
.258952E+01
. 257992F+01
.266390E+01
.262162F+01

TEST 3.09.10L

MCELIGGT
(BTU /HR-FT %2~ F)

.445532FR+02
.387BTUE+C2
<3627157+02
3495838402
.369230E+02
.360942R+02
-350424E+02
+346335E+02
«JU5306E+02
.346568E+02

DELTA MCELIGUT
(FTU/HR-FT**2-F)

. 344318E+01
. 250304F+01
-222157E+01
. 187994 F+01
-204985£+01
. 202731E+01
- 202165E+01
. 2007375401
.205030F+01
.2055407+01

(44



LEVEL

12
13
14
15
16
17
18
19
20
21

TS
«876150E+03
«942006E+032
«980916E+03
«998731E+03
«B988B63E+03
«940821€4+03
+100094E404
«10370SE+04
«107242E+04
«108910E+04

HEAT TRANSFER CALCULATIONS:

DELTA TFIL
(DEG. F)

«597229E+02
«560601E+02
«532642F+02
«550160E+02
«465035F+02
«463469E+02
«474713E+02
«475338E+402
«SC6134E+02
+494368E+02

HCE=-TRAN
(BTU/HR=FTx%x2~F)

«000000E+00
«00CO0Q0E+DD
«000000E+D0D
«000000E+20
«000000E+DD
«C00000E+0D
«000000E+00
«0000GJE+GCD
«00CO0Q0CE+09
«000000E+20

TEST 3.09.10L

DELTA HCE=TRAN
(BTU/HR=FTx*2-F)

«000000E+0O
«00000CF+00
-000000C+90
+000CO00E+00
«000000=+00
«000000E+CO
«000000E+00
«000000F+00
«000000E+0D
«00000GE+0"

HCE=LAM
(BTU/HR~FT*x2-F)

«00000CE+0D
«C0C020E+0D
«000000E+00
«000CO0E+20
«000000E+00
«CO0000E+OQ
«000000E+00D
«0C0O000E+ND
«00000CE+OD
«2000C0E+00

D
(
«D0OCO0E+QD
«000000E+00D
«000000E+0C
«00CN00E+0D
«000000E+0D
«00C000E+CD
«000000E+00
«000000E+00
«300000FE+00
«000NJ00E+ND

ELTA HCE=-LAM
BTU/HR=FT*#2=F)

(XA






TEST
3.09.10M



SYSTEM

SYSTEM PRESSURF

TNLET MASS FLOW

OUTLET MASS FLOW

MASS FLUX - RASED ON NUTLET FLOW
MASS FLUX - BASED NN INLET FLOW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR POWER/ROD
FRACTINNAL HEAT LOSS

PARAMETER SUMMARY

+«100903E+04
«656252E+03
«619629E+03
«931303E+04
*« 98634 TE+04
«3948T9E+03
«884388E+03
+« T65T95E+06
«311725E+00
«422668E-01

+NR—-
¢0R-
+0R~
+NR-
¢0R~
+NR~-
+0R—
+0OR-~
+0R-

«300023€+02
«304670E+02
«352779E+02
«530226F+03
+457920E+03
«700220F+01
» 731954F+01
«413643E+05
«168377€~01

oS12

L8M/He

LRM/HR
LBM/(FT&%2)HR
LBM/ (F TH%2)HR
DEGREES F
OEGREES F
BTU/RP

KW/FT

9¢¢



12
13
14
15
16
17
1e
19
290
21

TVAP
(DEG. F)
«6T6419E+03
«725883E+03
«76308GE+03
«800165E+03
«835569E+03
«R62203E+03
+886676E+03
«910861E+03
«946038E+03
«967578E+03

HEAT TRANSFER CALCULATIONS:

DELTA TVAP
(DEG. F)

«310969E+02
«292992E+02
«291329E+02
«2TET65E+02
«268093E+402
«258100E+02
«260610E+02
«257766E+02
e 246624E+402
«252174E+02

NO. OF

22,
Se
4.
4.
1.
2
3e
6o
6o

17.

TC

S

(DEE? F)
«106926E+04
«111706E+04
«116326E+04
«120214E+04
«111579E+04
«117073E404
«124491E+404
«130173E+404
«135340E+04
«137161E+04

TEST 3.09.10M

DELTA TW
(DEG. F)

«203202E+02
«143586E+02
«961394E+401
«947586E401
«512915E+00
«138995E£+C2
«165851E£+01
«618447E401
«150009E+02
«169274E+02

Qr/a"ss

«100000E+01
«100600E+01
«100000E+01
«100000E+01
«1000060E+01
«100000E+01
«100000E+01
«100000E+01
«100000E+C1
«100000E+012

Q"HTRAN

(BTU/HR=FT*x2)

«112193E£+405
«1117S3E+05
¢112345F+05
«112148E+05
«106458E+05
«11078%9E+35
«1119095£+05
«111778E+D5
«112025E+405
«111901E+05

DELTA GQ"HTRAN
(BTU/HR=FT=%*2)

«626751E+03
«639C5ST7E+D3
«578169E+063
«653319E403
«532288E+03
«703202E+03
«5T74868E+03
«625392E+403
«630466F+03
«611%24E+03

L7t



HEAT TRANSFER CALCULATIONS: TEST 3.09.10M

LEVEL ELEVATION HEXP DELTA HEXP REV DELTA REV REF DELTA REF
(FEET) (BTU/HR=FT**2-~F) (BTU/HR=FT#**2~F)
12 F.91 «285590E+02 «261704E+01 «653974E+04 «410898£+03 «552830E+04 «351108E+03
13 10.23 «285684E4+02 «250777E+01 «623909E+24 «370108E+C3 «532520E+04 +326088E+03
14 10.48 «2B0735E+02 «230445E+01 «604415E+04 «356591E+03 «5162005+04 «311534E+03
15 10.73 «278995E+02 «229261E+01 «586031E+04 «341420E+403 «502147E+04 «298105E+03
16 10.97 «379904E+02 «317469F+01 «569409E+04 «323004E+03 «511489E4+04 «298098E+03
17 11.14 «359087E+02 «»3074565+01 «557470E+04 «313695E+03 «496686E+04 »290254E+403
18 11.32 «312395E+02 $228039E+01 «546205E+04 «313347E+03 «479854E+04 «277291E+03
19 11.48 «285975F+02 «212365E+01 «536829E+0a «306537E+402 «46E835E+04 «2692453E+03
20 11.73 «275000E+402 «199879E+01 «522788E+04 «296245E+03 «453619E+04 «261578F+03

21 11.88 «276957E+02 «197495E+ 01 «514531E+04 «291801E+03 «4478B1CE+C4 «259042E+03

8C¢C



HEAT TRANSFER CALCULATIONS:

QRAD
(BTU/HR=FT*x2)

«20716EE+04
«229915E+04
«257318E+04
«279885E+04
«185682E+04
0222194E+04
«284463E+04
«335755E+04
«e379397E+04
+389632E+04

DELTA GRAD

(BTU/Z/HR=FT*»2)

«451948E+03
«483828E+03
«530280F£+403
«S75049E+03
«390630£+03
«479256E+03
«580755E+03
«684421E+03
¢ 790904E+03
«820685E+03

TEST 3.09.10M

HCONV
(BTU/HR-FT**2-F)

«222491E+02
«215446E+02
«203956F+02
«195926E+02
«301051E+02
«273395E+02
«217896E 402
«183768E+02
«16422TE+32
«162276E402

DELTA HCONV
(BTU/HR=-FT*+2-F)

«311163E+01
«309452E+01
«301567E+01
«309786E+91
«376357E+01
«378706E+01
«326333E401
«328936E+401
«340208E+01
«348148E+01

672



HEAT TRANSFER CALCULATIONS: TEST 3.09.10M

LEVEL ELEVATION HRAD DELTA HRAD REW DELTA REW QCROD DELTA GCROD
(FEET) (BTU/HR~FT*%2-F) (BTU/HR-FT+2-F) (BTU/HR-FT#%2) (BTU/HR-FT#*»2)
12 9.91 «630992E+01 «168325E+01 «320636E+04 #249740E403 «40714BE+03 «1B43205403
13 10.23 «702371E+01 «181306E+01 «321063E+04 «23761CE+03 «448361E403 «201386E+03
14 10.48 «T677°0E+01 »194518E401 «315656E+404 «227765E+03 «499381E+03 «222940E+03
15 10.73 «830688F+01 «208343F+01 «312789E+04 «222540E403 «540224E£+403 «239768E+93
16 10.97 «788539E+01 «202134E401 «364941E+04 «24663T7E+03 «352842E+403 «156131£403
17 11.14 «856916E+01 +221108E£+01 «34T7783E+04 «239765E403 «421904E+403 «185797E+83
18 11.32 +944990E+01 2+ 233433E401 «322361E+04 «220575£+403 «540599E+03 «236B34E+03
19 11.48 «102208E+02 «251197E+01 «308207E+04 «211472E+03 «637387E+03 «277849E4+C3
20 11.73 «110773E+02 «27530CE+01 «298992E+04 «207336E403 «718534E+03 «311197E+03
21 11.88 «114681E+402 +286710E+01 «298185E+04 «206704E+03 «737202E+03 «318154E+03

0€z



LEVEL

12
13
14
15
le
17
18
19
20
21

E

-
nm
M

ATION
ET)

9.91
10,23
10.48
10.73
10.97
11.14
11.32
11.48
11.73
11.88

GRX

«41675TE+07
«327724E407
e277414FE+07
«236554E+07
«18389T7E+07
«170314E+07
«162103E+07
«151354E+07
«134357E+07
«124081E+07

HEAT TRANSFER CALCULATIONS:

DELTA GRX

«545971E+06
«37BPT2E+CE
«298438E+06
«239651E+06
«211836E+06
«195744F+06
«154691E+06
«138052E+06
«125325E+06
«120353E+06

PRV

«117799E+01
«109809E+01
»105168E+01
«101602E+01
«989537E+00
«973418E+00
«960923E+00
«950376E+00
«937617E+00
«931030E+00

TEST 3.09.10M

DELTA PRV

«518310£-01
«382272€E-01
«292958E-01
«216617E~01
«165481E-~01
«134C06E-01
«115282E-01
«980352E-02
«762678E~-02
«687883E-02

PRF

«967738E+00
«946234E+00
«932311E+D0
«922234E400
«928755E+00
«918720F+00
«909071E+D0
«902637E+D0
«B896849E+00
«894510E+00

DELTA PRF

«220457E-01
«149813E-01
«11420°E-01
+883586E-02
«855422FE-02
«719181E-02
«556917E~-02
«473725E-02
«403657F-02
«382465E~-02

1¢€C



HEAT TRANSFER CALCULATIONS: TEST 3.09.10M

LEVEL ELEVATION HW-TRAN DELTA HW-TRAN HW=LAM DELTA HW-LAM HW=-TUR DELTA HW=-TUR
(FEET) (BTU/HR-FT+#2-F) (BTU/HR-FT*+2=F) (BTU/HR-ET#++2-F) (BTU/HR=FT*%2-F) (BTU/HR~FT+%2-F) (BTU/HR=-FT++2-F)
12 9.91 «000000E+0Y +0C0000E+O0Q «000000E+00 +0000COE+0D «237475E+02 «989047E+00
13 10.23 «»000000£+00 «000030E+00 «000000E+J0 +0000CCE+0D «244302E+402 «965912E+00
14 10.48 «0CO000E+QD «CCO00CE+0D «000000E+00O «000C00E+00 «251512F+02 «979665E+0N
15 10.73 «00C000E+00 «0C0000F+00 «000000F+00 «000000E+C0O «259378E+02 «278029E+00C
16 10.927 «000000E+0C «000C00E+00 «0CD000E+OD «000000E+00 «263619E+02 «101021£+01
17 11.14 «000000E+00 «00000CE+00O «000000E+00 «0CO0000E+2C «270403E+02 «100587E+01
18 11.32 «0CO000E+00 «C0000CE+OD «000000E+00 «0000C0E+00 «278039E+02 «996791E+0C
19 11.48 «000000E+00 +000000E+00 «000000E+00 «000000E+00 «285599F+02 «994€E63E+00
2¢ 11.73 «000000E+0C0 +000000E+00 «00CC00E+00 «0000C0E+DD «295779E+02 «998569E+00

21 11.88 «000000E+00 «000000E+00 «0000005+00 «000000E+00 «301504E+02 «101742E+01

(4 %4



LEVEL

12
13
14
15
16
17
18
19
20
21

ELEVATION

(FEET)
9.91
10.23
10.48
10.73
10.97
1M.14
11.32
11.48
11.73
11.88

(BTUE%EIggE*Z-F)
-000000E+00
.000000E+00
.000000E+00
.000000E+00
.000C00E+00
.000000E+00
.000000E+00
.000000E+00
.000000E+00
.000000E+00

HEAT TRANSFER CALCULATIONS:

DELTA HCE-TUK
{BTU/HR-FT*¥2-F)

+000000E+00
.000000E+00
+000000E+00
.000000E+00
-000000E+00
.000000E+00
.000000+00
.000000E+00
.000000E+00
-000000E+00

(ETU/HRE%%='2-F)
.23948UE+02
.231505E+G2
. 228483E+02
. 226989E+02
. 226576E+02
. 226753E+02
.227204E+02
.227868F+02
.229141E+02
.230061F+02

TEST 3.09.104

DELTA HBEW
{BTO/HR-FT**2-F)

.136625E+01
«127260E+01
- 125460F+01
.122078E+01
-120102E+01
- 118320E+01
. 118540E+01
. 118063E+01
-116552E+01
- 117390E+01

(BTU/Hg9¥¥&*Z—F)
. 155921E+02
. 162063E+02
. 165707E+02
- 169452E+02
L1T79374E+02
< 180097E+02
.179681E+02
. 180241E+Q2
. 1824887+ 02
L 1844178+02

DELTA HGENL
{8TU/HR-FT**2-F)

L101613E+01
.983227E+00
. 968093E+00
-9T4ST6E+0)
< ST1TCSE+00
. 101570E+01
<942000E+00
<Y993904E+00
. 103259E+01
L 104778E+01

£ee



HEAT TRANSFER CALCULATIUNS: TEST 3.09.101

LEVEL ELEVATIGK HEINEMAN DELTA HEINEMAN MCELIGUT DELTA MCELIGOT

(FEET) (BLU/HE-FT**2-F)  (BTU/HK-FT*¥)-F) (BTU/HE-FT*%2-i) (BTU/4R—FL*%2—F)
12 9.91 +185650E+02 .125921E+01 18849325402 . 103449E+01
13 10.23 .186727E+02 . 118264E+01 -183294E+02 .950432F+00
14 10. 48 .188036E+02 . 115777E+01 -1810B4E+02 .951365E+00
15 10.73 . 1894378402 - 11Z2612E+01 . 180458402 - 975704E+00
16 10.97 .188479E+02 - 107106E+01 .187580E+02 - 100415E+01
17 1M.14 ~190044E+02 .108883E+01 < 18B6424E+02 . 9BUOBLE+GD
18 11.32 .192116E+02 .107231E+01 . 1B4369E+02 - 974679E+C0
19 11.48 .1939092+02 .107772E+C1 -183528E+02 - 36424TE+00
20 11.73 .155884E+0% . 108817E+01 - 184223E5+02 .950161E+00

21 11.88 -196799E+02 - 110178E+01 « 18544€E+02 - 9601698+00

AYA



TFIL
(DEG. F)
«872842E+03
«921471E+03
«963172E+03
«100115E+04
«975680E+03
«101647E+C4
«106579E+04
«110629E+04
«114972E+04
«116960E+C4

HEAT TRANSFER CALCULATIONS:

DELTA TFIL
(DEG. F)

«434203E+02
«390343E+02
«376237E+02
«355161E+02
«313080E+02
«327337E+02
«313577E+02
«317453E402
«325688E+02
«337273E+02

HCE~TRAN

(BTU/HR=FT **2=~F)

«217194E+02
«203651E+02
«196522E+02
«190993£+02
«1B87533E+02
«184652E+02
+182053E+402
«179856F+02
«177149E+02
«175694E+02

TEST 3.09.10M

DELTA HCE-TRA
(BT

U/HR=FTx»2
«336251E+01
«286526E+01
«259623E+01
«230740%F+01
«212599E+01
«198970E+01
«191625E+01
«184200E+01
«172807E+01
«171089E+01

N
-F)

HCE-LAM

(BTU/HR-FT#x2<F)

«C0Q000E+00
+000000E+00
«000000E+00
«000000E+00
«000000E+0C
«000000E+00
+0000CCE+0QD
«000000E+00
«0000090E+CO
«000000E+00

DELTA HCE-LAM
(BTU/HR=-FT**2-F)

«000000E+0C
+000000E+00
«000000E+00D
«000000E+CO
«000000E+20
«000000E+00
.000000E+0OC
«000000E+00
«000000E+00
«000000E+00

11%4






TEST
3.09.10N



SYSTEM PARAMETER SUMMARY

SYSTEM PRESSUPRF

TNLET MASS FLOW

OUTLET MASS FLOW

MASS FLUX - BASED ON OUTLET FLOW
MASS FLUX - BASED ON INLET FLOW
TNLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR PDOWER/ROD
FRACTIONAL HEAT LOSS

«102712E+04
«212611E+03
«225893E+03
+«339518E+04
«319555E+04
+392133E+03
+B827200E+03
«355048E+06
+144526E+400
«16222€E+00

¢OR-
+0P-
+0OR~-
+0R~-
+0OR-
¢0OR-
+NR=
+0OR -
+0R~

«300000F+0N2
«305258E+02
+134095€402
«201544E4+03
«458803E+03
«701123E4+01
«T40669F+01
«190727F+05
«T763725-02

PSTA

LBM/HR

LAM/HR

LBM/ (FT%%2)HT
LBM/(FT®%2)HP
DEGPEES *
DEGREES F
BTU/HR

KW/FT

8ET



LEVEL

@ ~ o

"
12
13
14
15
16
17
18
19
20
21

ELEVATION
(FEET)

7.94
8.24
8.u47
8.73
9.31
9.49
9.74
9.91
10.23
10.48
10.73
10.97
11.14
11.32
11.48
11.73
11.88

(DEG- " F)
«599444E+03
~650650E+03
«693751E+403
- 740282E+03
-B845991E+03
.881183E+03
-928611E+03
-961102E+03
- 102453 E+04
- 106919E+04
- 110681E+04
- 1T14315E+04
«117039E+04
- 118818E+04
- 120540E+04
- 123084E+04
-~ 124687E+04

HEAT TRANSFEE CALCULATIONS:

DELTA TVAP
(DEG. F)

-551936E+02
-56772¢E+02
-540218E+02
«5257TTUE+02
~U479328E+02
~461586E+02
~U439577E+02
~4184T76E+02
.398271E+02
.370462E+02
»362590E+02
.350908E+02
- 324244E+402
<321345E+02
-319546E+02
-319515E+02
+321276E+02

NO. OF

TC

5

T
(DEG. F)
.838324E+03
.880920E+03
.925821E+03
.971838E+03
.104306E+04
.109310E+04
- 113400E+04
.1157812+04
.119887E+04
- 123134E+04
-127058E+04
- 126 16 TE+04
- 131564E+04
. 1340152404
- 136094E+04
-138735E404
. 139828E+04

TEST 1.09.10N

DELTA TW
(DEG. F)

.538428E+01
~Y90UT724E+01
«222036E+01
.826050E+01
-4B881USE+00
- 117877TE+02
-610219E+01
.376105R+01
- 108195E+02
- 107158E+02
-979816E+01
-428655F+00
< TJO1S47E+01
.129352E+02
«118728E+02
14646 TE+02
.227887E+02

QT /p"SsS

- 100C00E+01
-100000E+01
- 100000E+01
- 100C00E+01
. 100000E+01
.100000E+01
. 1COO000E+01
. 100000E+01
. 100000E+01
- 1000600E+01
- 1000G0F+01
-100000E+01
-100000E+01
-10C000E+01
. 100000E+01
- 100000E+01
.100000E+C1

QUHTRAN

(BTO/HL~FT*#2)

.5 T4208R+04
«512975E+04
.5081312+404
.520835E+04
~493149E+04
«S2U0R3UE+TY
.5204833E+04
+521062E+04
-520162E+04
.522853FE+04
.520978E+08
~4934935+04
<513 TE+CL
.519537E+Cu
-518353E+04
+S52120SE+04
.521283E+04

[

ELTA O"ETRAN
BIU/HR-FT¥*%2)

~27TU4U2E+03
.259437E+03
-320038E+03
<2e7061E403
< 2U65T4F+03
. 2TO330E+03
.2083735+03
«287336E+03
«298165F+03
«2E9607TF+03
-306752E+03
SLUETETERD]
-323197E+03
-262439E+02
.287087F+03
.293173E+03
. 2B5467K+03

6¢€C



LEVEL

@ ~N oo

1
12
13
14
15
16
17
18
19
20
21

ELEVATION
(FEET)

7.94
8.24
8.47
8.73
9.31
9.49
9.74
9.91
10.23
10.48
10.73
10.97
11.14
11.32
11.48
11.73
11.88

HEXP DELTA H
[BTU/HR-FT#%2-F) (BTU/HR-FT

-215258E+02
«2227T7T1E402
-218956E+02
~224928E+02
-250241E+02
«247659E+02
-255535E+02
-26488T7TE+02
«298367TE+02
~322453E+02
«318114E+02
-416393E+02
-353274E+02
«341871E+02
-333269E+02
-333007E+02
~344281E+402

HEAT TRANSFEE CALCULATICNS:

Z2Xp

-483105E+01
- 524571E¢01
~490953E+01
+UT72916E+01
-533852E¢01
~U467538E+01
- 463455F+01
+461759E+01
«521965£+01
-508760E¢01
-459198E+01
-656325E+01
-440095E+01
-366553F+01
-338571E+01
-314363E+01
«315377E+01

*%2-F)

REV

«269424F+04
~248295E+04
-233717E+04
-224477E¢04
«205735E+04
«200119E+04
-« 19299 2E+04
. 188382E+04
- 179963E+04
< 174457E+04
- 170067E+04
- 166024E+04
- 163115E+04
- 161267E+04
<« 159517E+04
« 1570008+04
- 155453E+04

TEST 3.09.10N

DELTA REV

+295124E+03
.280385E+03
« 178194 E+03
< 167401E+03
- 145295E+03
-138882E+03
< 131204F+03
-126032E+03
. 118232E+03
-112666E+03
-109088E+03
- 105688E+03
- 102645 E403
«101269E+03
-100002E+03
.982699F+02
.97262BE+02

REF

«228933E+04
«219682E+04
~211825E+04
+204099E+04
- 190708E+04
. 184836E+04
< 179107E+04
- 1756293+04
.169512E+04
. 165254E+04
- 16 1215E+04
- 159818E+04
«155822E+04
. 153817E+C4
-152057F+04
- 149719E+04
- 148532E+04

DELTA REF

< 191866FE+03
- 180522F+03
.1667168E+03
< 156533E+403
< 136U422E+03
-130537E+03
. 123044E+071
- 118831E+03
< 1124T77E+03
.107636E+073
104150403
. 101932E+03
. 9BU4TUE+(2
.9743808+02
L56040UP+02
<9UH6L69E+02
«94%667E+02

44



LEVEL

@ N

V-]

n
12
13
14
15
16
17
18
19
20
21

ELEVATION
{FEET)

7.94
8. 24
8.47
8.73
9.31
9.49
9.74
9.91
10.23
10.48
10.73
10.97
1.4
11.32
11.48
11.73
11.88

HEAT TRAKSFER CALCDLATIONS:

QRAD
(BTU/HR-FT*%2)
.876729E+03
-951676E+03
-106687E+04
-118613E+04
. 123028E+04
<1446 TUE+04
.153473E+04
.155500E+04
15259 1E+04
- 1526564E+04
-165465E404
- 122922E+04
-161786E+04
.175597E+04
. 185277E+04
.194282E+04
. 192050E+04

(B BEAE:
«235549E+03
-269612E+03
«289749E+03
-323842E+03
«351058E+03
~401209E+03
«U18629E+03
-427529E+03
~443518E+03
-447916E+03
-475355E+03
-415590E+03
LU4ESUBBE+03
.511233E+03
«52638B4E+03
-563794E+03
«624602E+03

TEST 3.09.10N

RCONV

(BTU/HR-FT*%2-F)
-171593E+02
-173730E+02
- 1644S9E+02
-164359E+02
. 176733E+02
-167363E+402
-167790E+02
17216 TE+02
-195929E+02
.212429E+02
.200297E+02
-295495E+402
.223709E+02
.207549E+02
.194840E+02
.188842E+02
-197039E+402

DELTA HCONV
(BTU/HR-FT*%2-F)

-509042E+01
-557175E+01
-529758E+01
-520491E+01
-598307E+01
~5U4261E+01
-D49713F+01
-5567TU43E+01
-630924E+01
.6£31384E+01
~600251E+01
. T96697E+01
-601938E+01
«560015E+01
-542614E+01
-544501E+01
.587820E+01

%2



LEVEL

@ NV

1
12
13
4
15
16
17
18
19
20
21

ELEVATION
(FEET)
7.94
8.24
8.47
8.73
9.31
9.49
9.74
9.91
10.23
10.48
10.73
10.97
11.14
11.32
11.48
11.73
11.88

HRAD

(BTU/HE~FT**2-F)

-436651E+01
-U490417E+01
-544567E+01
«605693E+01
«735081E+01
-802958E+01
~877449E+01
«927203E+01
- 1024 38E+02
< 110024 E+02
-117817E+02
- 120897E+02
- 129564E+02
- 134322E+02
- 13B429E+02
- 144165E+02
< T4T7242E+02

HEAT TRANSFER CALCNLATIONS:

DELTA HRAD

(BTU/HB-FT **2-F)

- 160418E+01
- 187800E+01
.199018E+01
-217397E+01
-270136E+01
.278619E+01
+295624E+01
«311033E+01
.354427E+01
-373911E+01
-386572E+01
.451623E+01
-410665E+01
.423386E+01
~424027E+01
~U44uS58T7E+01
-496054E+01

REW

- 17519E+04
. 150698E+04
- 149322E+04
< 147583E+04
-« 149115E+04
. 143582E+04
<14 1717E+04
<1411 74E+04
< 140908E+04
-139611E+04
«136962E+04
. 1421877+04
«135627E+04
. 133328E+04
< 131624 E+404
. 129826 E+04
« 129559E+04

TEST 3.09.10N

DELTA REW

. 118593E+03
- 115697E+03
- 110729E+403
-108217E+03
- 104976E+03
.102306E+03
+992396E+02
.988979E+02
~979T48E+DZ
«967622E+02
.9U3099FP+02
.963805E+02
.9255A6LE+D2
.918060E+02
.904208E+02
<89%5U41E+02
<910634E+02

QCEOD

(BTU/HR-FT*%2)

. 166342E+03
.177608E+03
-196910E+03
.216385E+03
.21B338E+03
.254876F+03
.26T7430F+03
.268B905E+03
«259954E+03
«257390E+03
<274845E+03
.203608E+03
.264128E+03
.285300E+02
«300292E+03
.313570E+03
.308920E+03

DELTA QCKOD

{BTU/HR-FT**2)

«727374E+02
. 761622E+02
.835505E+02
.904328E+02
. 88U225F+02
.1018945+03
-105291E+03
< 104794E+03
-993139E+02
-9683965E+02
< 104415E+D3
- 7493U9L+02
-956985E+02
- 102538E+03
. 107126F+03
<11069€6R+03
< 10RU424E+03

(A4



LEVEL

® 4 0

1
12
13
14
15
16
17
18
19
20
21

ELEVATION
(FEET)

794
B8.24
8.47
8.73
9.31
9.49
9.74
9.91
10.23
10.48
10.73
10.97
1. 14
11.32
11.48
11.73
11.88

GRX

.665183E+07
-466011E+07
-3604U49E+07
-279319E+07
- 154635E+07
~137746E+07
«110855E+07
-948933E+06
-6B874LB5E+06
-554536E+06
-48B350E+0€
-336893E+06
-359517E+0¢
+350593E+06
-337173E+06

" «312140E+06

-289334E+06

HEAT TKANSFER CALCULATIONS:

DELTA GRX

«183725E+07
< 133603E+07
<« 956864 E+06
-722580E+06
~UDSLLU0E+D6
+335566E+0¢€
«257885E+06
«221061E+06
« 170644 E+0n
- 137269E+06
- 116522E+06
- 101869 E+0¢6
<BUT212E+05
«825U425E+05
«764309E+05
-T24099E+05
-773658E+05

PPV

- 133031E+01
« 122026 E+01
<1154 76E+01
-108258E+01
«98U723E+00
- 964965E+00
- 9446 18E+00
«933741E+00
«917514E+00
.908887E+CO
.902880E+090
+897914E+00
«894632E+00
-892662E+00
-890872E+00
-888421E+00
-88638UE+00

TEST 3.09. 10N

DELTA PRV

-117620E+00
.B26T12E-01
.822398R-01
.579207E-01
.260108F-01
.200413E-01
- 143497E-01
- 114005E-01
.783029F-02
-556138E-02
-498305E-02
-418920E-02
+351540E-02
.326813F-02
.305785E-02
.279801E-02
.266155E-02

PRF

=111142E+01
-105202E+01
«101056E+01
.9785958+00
«939027E+00
«9263G3E+00
-916081E+00
<9106 18E+00
.G02168E+00
.B897023F+00
.8G2607E+00
.891175E+00
.887322E+00
.B85520E+00
+BEU006E+00
.B82093E+00
+881163E+00

DELTA PRF

- 811422F-M
.599613E-01
«423259F-01
«303704E-01
- 157134E-C1
- 123043E-01
<9325607E~02
.780168E~02
«5920L44F~-02
~U748438-02
<402304E-02
. 354972E-02
«294174F~-02
.282544E-02
. 261425E-02
<« 244545E-02
-254728F~02

£Vt



LEVEL

® -

i¥=}

1"
12
13
U
15
16
17
18
19
20
21

ELEVATION
(FEET)
7.94
8.24
8.47
8.73
9.31
9.49
9.74
9.91
10.23
10.48
10.73
10.97
11.14
11.32
11.u48
11.73
11.88

HW=TEAN
{BTU/HR-FT**2-F)

. 000000E+00
- 000000E+00
-000000E+00
- 000000E+00
-000000E+00
-000000E+00
-000000E+00
-000000E+00
- 000000E+00
-000000E+00
.000000E+00
- 000000E+00
-000000E+00
- 000000E+00
-000000E+00
-000000E+00
.000000E+00

HEAT TRANSFER CALCULATIONS:

DELTA HW-TRAN

(BTU/HR—FT**2-F)

.000000E+00
.000C00E+00
.000000E+00
-000000E+00
.000000E+00
-000000E+00
.000000E+00
-000000E+00
.000000E+00
- 000000E+00
- 000000E+00
.000000E+00
. 000000E+00
-000000E+00
.000000E#CO
.000000E+0N
. 000000E+00

HW-LAM
(BTU/HR-FT*¢2-F)

- 7T17155E+01
. 768187E+01
.82642uE+01
.B95584E+01
. 105153E+02
. 112850E+02
. 121722E+02
< 127729E+02
. 139557E+02
- 148660E+02
« 157810E+02
- 162224 E+02
- 171876E+02
- 177245E+02
. 1822318402
.189277E+02
. 193142E+02

TEST 3.09. 10N

LTA HW-LAY

DE
(BIU/HR~FT**2-F)

. 2B4973E+00
. 323808F+00
- 341354R+00
.367020F+00
.382723E+00
-400602E+00
. 395307E+00
< 396678E+00
- 406982E+00
- 398073E+00
~40Ub22E+00
.387538E+00
-380140E+00
.405260E+00
- 406777E+00
- 431011E+00
- 490512E+00

Hs-TUR
(BTU/HRE—L T**2-F)

-0000C0E+00
.0N00COF+00
-.000000E+00
-000000F+00
.000000E+00
.000000E+00
.N00000E+0D
.000000FE+00
.000000E+00
.000000E+0D
.000030E+00
.000000E+00
- 000000E+00
-.0000C0E+GO
-000000E+0Q0
.00000CE+00
.000000E+00

DELTA HW-TUR

(BiJ/HE-FT**2-F)

.CO0000E+C0O
.0000N0E+00
.000000E+00
.000000E+00
.J00000E+00
.700000E+00
- 000000E+00
.000000E+00
.000000E+00
.N00000E+00
.UCJ0COE+00
-700000E+00
-000000F+00
.000000E+00
.00000CE+00
-000000E+00
.000000F+00

e



LEVEL

® 9 oo

11
12
13
14
15
16
17
18
19
20
21

HCE-TUR
(BTUZHR=-FT#42-F)

«000000E+00
«00000GE+0N
«000000E+00
«C00000F+00
«000000E+ND
«000000E+D0
»000000E+00
«000000E+00
«000000E+CO
«000000E+00
«000000E+00C
+000000E+0OC
-000000E+0D
«000000E+00D
«000000E+0D
«000000E+00
«000000E+0D

HEAT TRANSFER CALCULATIOQONS:

DELTA HCE-TUR
TU/ZHR=-FT#*%x2-F)

«N0C000E+00
«000000E+0CO
«0000C0E+50
»000000E+00
«00C000E+DC
«00006C0F+00
«000000E+CD
+000000E+0CO
»000000E+00
»000000E+00G
«000C00E+0D
«00C000E+00
»000000E+DC
«000000E+00
«000060E+00
«0009300E+00
«0000C0E+00

HBE&W
(BTUZ/HR<~FT*#2=F)

»123512E+402
«111332E402
«105780E+02
«103075E+02
«101339E+02
«1061521E+02
«102109E+02
«132674E+02
«104027E+02
«105110E+02
«106072E+02
«107029E+02
«107758E+4902
«108237E+02
«108703E+02
«109392E+02
«109827F+02

TEST 3.09.10N

DELTA H4B&W

(BTU/HR=FT**2-F)

«118103€+01
+978805E+00
«825049E+00
«799404E+00
«738554E+00
«719106E+C0
«696774E400
«67B079E+00
«660834E400
«640870E+00C
«635920E+00
«625090E+0C
«613905E£+09
«612919E+00
«612597E400C
«h13629E+0CC
«615247F4+00

HORNL
(BTU/HR=-FT»x2=~F)

«705604E+01
«738620E+01
«757718E+01
«777616E+01
«829193E401
«836791E+01
«854907E+C1
«BEBOETIE+Q1
«E94319E+C1
«911179E+01
«92206%F+01
«943S533E+01
«F45106E4C1
«94B858p6E4C1
«9552636F 401
«959543E401
«965143E+401

DELTA HORNL
TU

/HR=FT#%x2~F)

«467851E+400
«463017E+00
«452866F+00
«461751E+400
«4678B4E+0C
«485087C5+00
«481463F4+00
«4°1902E400
«503922E+00
«510340E+00
«513216F+0C
«512234E+038
«S18656E+30
«530523E+05
«530173E+00
«532055E+09
«564669E+400

1924



HEAT TRANSFER CALCULATIONS: TEST 3.09.10N

LEVEL ELEVATION HEINEMAN DELTA HEINEMAN MCELIGOT DELTA MCELIGOCT

(FEET) (BTU/HR=-FT**2~F) (BRTU/HR=-FT**2~F) (BTU/HR=FT#**2-F) (BTU/HR=FT**2~F)
5 794 «81466SE+01 «757691E+30 «101871E+02 «9070P73E+CD
€ 8e24 +80130%E+01 «753345E400 ¢925123E+01 «775573E+00
7 8.47 «796461E+01 «713735E+00 «881249E+01 «654821E+0C
8 8473 «796268E+921 «693493E+400 +861665E+01 «660553E+400
° 9.31 «8043225E+01 «627778E400 +862480E+01 «540882E+4C0
10 9,49 «810556E+401 «619583E+00 «861375E+01 «62X961F+00
11 974 «817942E+401 +«592785E+00 «870163E+0G1 «650A223E+00
12 9.91 «822989E+G1 «578079E£+00 «878616E+01 «594196E+00
13 10.23 «832803E401 «560852E+00 «858519E+¢C1 «584090E+CC
14 10.48 «840279E+401 +542145E+00 «912535E+01 «568222E+00
15 18.73 «847824E+01 «536274E+00 «921515€+01 «563740E+400C
16 16,97 «850529E+01 «521108E+00 «942986E+01 «564897E+400
17 11.14 «858526E+01 «+513219E+00C «9427T4E+01 «546210E+00
18 11.32 «862694E401 «519065E+400 «945618E+01 «544327E+00
19 11.48 «866412E+01 «517200E+C0 «949172E401 «543559E+90
20 11.73 «871471E+01 «521402F+00 +955551E£+01 «5445CGCE+0C
21 11.88 8740836401 «537684E+400 «961045E+01 «546856E+00

9z



LEVEL

[o TN I )|

1
12
13
14
15
16
17
18
15
20
21

ELEVATION
(FEET)

7.94
8.24
8.u47
8.73
9.31
9.49
9.74
9.91
10.23
10.48
10.73
10.57
.14
11.232
11.48
11.73
11.88

(DFE. Ry
.718884E+03
.765785E+03
.809786E+03
. 856060E+03
- 944526E+03
.987143E+03
.103130E+04
. 105946 E+04
1111705404
. 115027E+04
. 118869E404
L120241E+04
. 124302E+04
1264 16R+0U
.128317E+04
. 130910E+04
. 1322578404

HEAT TRANSFER CALCULATIONS:

DELTA TFIL
(DEG. F)

-663517E+02
~672B00E+02
-630873E+02
~612342E+02
-535175E¢02
-527933E+02
+491333E+02
- 469869E+02
- 4436U9E+02
<U10932E+02
-400059E+02
- 369121E402
-350685E+02
- 363016F+D2
-358108E¢02
-366859E+02
- U403230E+02

HCE-TRAN
(BTU/HR-FT*%2~F)

.987212E+01
.822997E+01
. 738835EF+01
-.680929E+01
-602658E+01
.583701E+01
-.000000E+00
- 000000E+00
-006000E+00
-000000E+00
-000000E+00
.000000E+00
-000000E+00
-000000E+00
- 0000002+00
.000000E+00
- 000000E+00

TEST 3.09.10N

DELTA HCE-TRAN
(BTU/HR-FT*%2-F)

+359194E+01
~236049E+01
-180408E+01
- 145788E+01
- 103035E+01
< 9U3U44IE+DO
-0000008+00
-G00000F+00
.000000E+00
-000000E+00
-000000E+G0
-000000E+00
-00000CE+00
.00000JE+00
-000000E+C0
-000000E+00
-000000E+00

HCE-LAN
(BTU/HBR~FT**2-F)

-000000E+00
.000000E+Q0
.000000E+00
-000000E+00
-.000000E+00
-N00000E+D0
-578402E+01
-578039E+01
.580036EF+01
-581455E+01
.580751E+01
.583491E+01
.582890E+01
-580455F+01
-578628E+01
-STETI6E+01
«5T76072F+01

DELTA HCE-LAM
(BTU/HR-FT%*2-F)

-000000E+00
-.000000E+00
.000000E+00
-000000E+00
-000000E+00
.000000E+00
-752082%+00
. 708892E+00
.643350E+00
-597716E+00
-560373E+00
-530081E+00
-5054889E+00
~486534R+00
«463288E+00
~U448208E+00
<438151E+00

A 44
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Appendix C

UNCERTAINTIES METHODOLOGY

Uncertainties in derived quantities were computed using one of two
possible methods. Both methods assume that a quantity y may be expressed
as a function of n independent variables, each of which has a statisti-
cally independent uncertainty associated with it. Mathematically,

y = f(xlp xzp ...xn) » (C-l)

where 8x,, sz, ...6xn are all statistically independent. If the function

f is easily differentiated with respect to each of the n variables, then
the total uncertainty in y is approximated as

1/2

_la /e :
sy = | 2. 5o 8x, ) (C.2)

. . i
i=1 i

If the function f is not easily differentiated, then the method of
perturbations is used to estimate uncertainty. In the method of pertur-
bations, each of the n independent variables is individually perturbed by
i&xi. This results in two perturbations in y; one for the perturbation

+5xi and one for —8x.. The larger of the two perturbations is selected
and summed vectorialiy with the perturbations resulting from uncertainties
in the other variables. Mathematically,

n
8y = [Z (y = y;)’]”z (C.3)
)
n
= 1) [f(x,, x,, ...xn) - f(x,, x,, ...x{ ...xn)]z 1/ ,
=1

where x{ is either x, + Sxi or x, ~ 5xi depending on which results in‘a

larger perturbation in y.
Uncertainties associated with THTF instrumentation have been deter—
mined and previously reported.?

Reference

1. T. M. Anklam et al,, Experimental Data Report for THTF Tests
3.02.10C-H, ORNL/NUREG/TM-407 (to be published).
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Appendix D
VOID-FRACTION DATA

This appendix contains a summary of test conditioms, including cal-
culated bundle heat loss as a fraction of bundle power, and a list of ex—
perimental and predicted void fractions for each of the 12 mixture—-1level
swell tests, The appendix is arranged in order of tests, from 3.09.10I to
3.09.10FF. The first two pages of data for each test are summaries of the
test conditions. The first page presents the test conditions in metric
units and the second in English units, The third page lists the experi-
mental and predicted void fractions by elevation within the bundle. All
elevations are with respect to the BOHL. Uncertainties were not presented
for the predicted void fractions because they were negligible in compari-
son with those associated with the experimental void fractions.®

*Uncertainties in experimental void fractioms are 2-¢ values.






TEST
3.09.10T




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSUFF

TNLET MASS FLOW

QUTLET MASS FLNOW

MASS FLUX ~ BASED TN QUTLET FLNW
MASS FLUX - BASED 0N IMLET FLOW
INLEY TEMPERATURFE

DUTLEY TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR POWER/RND
FRACTICNAL HEAT LOCSS

«450308E+01
. 000000E+00
«183960E+00
«29T7614E+02
«000000E+00
«4T73025E+03
« 1T74098E+03
«487359E+403
«222061E+01
«1767T06E-01

+0R—
+NR~
+0R -
+0R-
+NP—
+0OR~-
*+0R-~-
+0R—

+0OR-

«2112125+09
«000000%+70
«12360Rc-01
« 199975 +0"
«00002005+020
«2591155+03
«2592285+03
«256083C+02
«116682F+0D

MDA

KG/S

KG/S

KG/ (M*%k=2}¢<
KG/{(M*»2]) ¢S
KELVIN
KELVIN

KW

KW/ M

1474




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE

INLET MASS FLOW

QUTLET MASS FLOW

MASS FLUX - BASED ON OQUTLET FLOW
MASS FLUX - BASED "N INLET FLCW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR POWERP/ROD
FRACTIONAL HEAT LOSS

+653188E+03
«000000E+00
«146000E+04
«219439E+05
»000000E+00
«392045E+03
«933976E+03
«166278E+07
«HTEBLI9E+QD
«176706E-01

+NR-
+NR =
+IR-
+0R-
+0OR-
+0OR-
+NR=-
+0OR-
+0R~—

«3063715+02
«000000E+00
«981016E+02
« 1474475404
» 000000E+00
»700668E+01
« 1227935401
« 873704E+05
«3556505-01

PSTA

LBM/HE

LBM/HR
LBM/(FTx%2)HP
LBM/ (FT%%23HR
DEGREES F
DEGREES F
RTU/H®

KW/=T

$ST




(CM)
49 .758
93.345

153,035
195.897
2254742
2564222
287.972
31648€5
3384455

ELEV

(FEET)
1,633
3.063
5.021
6.427
7.407
8407
9.448
10.396
114105

VOID FRAC.
»149 +0R- 030
«43% +0R=- L0172
«636 +0R~- 013
«7C00C +0R- L0031
«817 +NP- 025
«875 +CR- 031
«388 +0R- 017
«e978 +0R- ,031
«989 +0DR-  ,(15

TEST 3.(%2.101

DRIFT FLUX

N
&}

N

2
8
e664
«711
«73

« 751
e 754
« 754
e 754

WILSON

«193
«482
«7390
«£37
«902
« 963
«G74
« 274
«S74

YEH

«157
450
«6590
e 769
«826
+88C
<9010
«300

«3020

GARDNER

e 276
«£59
«719
« 781
«812
«836
e840
«8410
« 240

1

4

GARDMER 2

«319
«516
«771
827

« 852

<877

«ATT

957




TEST
3.09.10J




SYSTEM PAPAMETEPR SUMMARY

SYSTEM PRESSURF

INLET MASS FLNOW

QUTLET MASS FLNW

MASS FLUX - BASED "N NUTLET FLOW
MASS FLUX - BASED N TNLET FLOW
INLET TEMPERATURF

NUTLET TEMPERATUPE

BUNDLE POWER

AVERAGE LINEAP POWER/RND
FRACTTONAL HFEAT {nSS

«420079E+01
« 799134E-01
« 782442F-01
«126585F+02
«129285E+02
«480339E+03
«728433F+03
0 234083E+03
«106658E+01
«51€6742E-01

+OR-
F o -3
+0R =
+NR =
+NR -
+0F~
+0OR~
+0F -

+NR -

« 2068367 +00
379818502
«538945F~072
«871914FE+00
«6L44T5Z+00
«2591146F+027
+259339E+03
+12473154+02
+5683255-01

MDA
KG/S

KG/S

KG/ (M%¥:2)¢
KG/ (M%x>2) S
KFLYIN
KELVTH

KW

KW/ M

88T




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE

INLET MASS FLOW

DUTLET™ MASS FLOW

MASS FLUX —~ BASED ON OUTLET FLOW
MASS FLUX - BASED NN INLET FLOW
INLET TEMPERATURE

DUTLEY TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR POWER/ROD
FRACTINONAL HEAT LOSS

«609340E+03
»634233E+03
«620986E+03
«933342E+04
»953253E+04
«405210E+03
+851780E+03
2 T98€4TE+QE
+325097E+CO
«516742F-01

+NR-
¢ NR-
+OP-
+0OR-
+NR -
NP -
+NR-
+0OR-
+NR~

«300023FE+02
»301443E+02
«A2TT34E4+02
«542885FE+03
»453069E+03
« T00564E401
» T40935E+01
«425558E+05
»173227F-01

PSIA

LBM/HR

LAM/HR

LBM/ {FT%k%k2VHR
LBM/ {FTHx%2)HO
DEGREES F
DEGREES F
RTU/HR

KW/FTY

65T




(CH)
45.626
93.345

153.035
155.898
225.743
256,222
287.972
31€.865
338.455

ELEV.
(PEET)

1.497
3.063
5.021
€.427
7.407
B. 407
9.448
10.396
11.105

VOID FRAC.
-092 +0R- .024
«2G2 +DR-  .012
-458 +0R- .012
-523 +0R- .029
636 +0R- .023
-808 +GER— .031
1.000 +CR- .000
<991 +0R- .012
1.000 +0&- 000

TEST 3.09.104

DEIFT FLUX

.178
<424
«562
-619
2 3:]
Oty
b6l
2664
.664

WILSOR

- 143
-330
<499
.603
-662
-£92
-652
<692
.H92

YEH

. 122
.323
<4740
-549
=594
-624
~H24
-bZl
-624

GARDNER 1

. 211
- 428
570
-637
-674
. E£QF
- 6396
- 69¢

. 656

GARDNEH

- 247
- 484
.633
.HhAag
.732
. 753
. 753
<753
+ 753

2

097




TEST
3.09.10K




SYSTEM

SYSTEM PRESSURF

INLET MASS FLOW

OUTLET MASS FLOW

MASS FLUX - BASED ON OUTLEYT FLOW
MASS FLUX - BASED ON INLET FLOW
INLET TEMPERATURE

QUTLEY TEMPFRATURE

BUNDLE POWER

AVERAGE LINEAR POWFR/RND
FRACTIONAL HEAT LOSS

PARAMETER SUMMARY

«400692E+01
«13T488E-01
«193361E-01
«312822E+01
«222430E+01
«466468E+03
«638619E+03
«695€6TE+02
«316974E+00
«175532E+00

+0R-
+NR-
+OR-
*+0R-
+0OR-
+0R-
+0OR-
+0R-
+NR-

«2068T7TE+D0
+«386970E-02
«160184E-02
«259149E+00
«626046E+00
«259117E+03
«259236E+03
«435457%+01
«198412E-0)

MPA

KG/S

KG/ S

KG/ (M*%%2§S
KG/ (M%%2) S
KELVIN
KELV IN

KW

KW/ ™

(4°X4



SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE

INLET MASS FLNOW

OUTLET MASS FLOW

MASS FLUX - BASED NN DUTLEY FLOW
MASS FLUX - BASED NN INLET FLOW
INLET TEMPERATURE

DUTLET TEMPERATURE

BUNDLFE POWER

AVERAGE LIMEAP PGWER/ROD
FRACTIONAL HEAT LOSS

«581218E+03
«109117E+03
«153461E+03
«230652E+04
e 164003 E+04
«380243E+03
+690114E+03
«23T348E+06
«966149E-01
«175532E+00

+NR=-
+0OP -
+0R-
+0R-
+NR-~
+0R-
+0R-
¢0R-
+0OR~-

+300083E+02
«307119€E+02
«127130E+02
«191077E+03
«461600E+03
«701085€+01
« T22437<+01
«148569F+05
«604T66E-02

PSIA

LBM/HR

LBM/HR
LBM/{FT%*%2)HR
LBM/(F Txx%x2)}HR
DEGREES F
DEGREES F
BTU/HR

KW/ FT

£€9¢



(Cn)
45.938
93.345

153.035
195.897
225.742
256.222
287.972
316.865
338.455

ELEV.
(FEET)

1.507
3.063
5.021
6.427
T.407
8.1407
9.448
10.396
11.105

VOID FRAC.
=075 *#+0R- .026
« 124 +0R- .012
«253 +0OR- .012
« 750 #OR- .031

1.000 +0R- .000
.985 +0RK- .021
1.000 #0OR~- .000
.986 +0OR- .019
1.000 +0B- .00O0

TEST 3.09.10K

DRIFT FLUX

064
. 197
.313
<374
395
-395
<395
=395
<395

WILSON

. 064
- 149
. 226
.273
.290
«290
«290
« 250
-290

YEH

054
. 143
.225
<276
295
« 295
=295
295
.295

GARDNEE 1

. 098
. 217
-314
.362
. 386
. 386
. 386
- 386
. 386

GABDNER 2

. 116
.255
. 364
.423
. 443
L0432
L4431
.4u3
443

¥9¢




TEST
3.09.10L




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSUFE

INLET MASS FLOW

CUTLET MASS FLOW

MASS FLUX ~ BASED "N NUTLET FLOW
MASS FLUX - BASED NN TNLET FLOW
INLEY TEMPERATURE

OUTLEY TEMPERATURE

BUNDLE POWER

AVERAGE LINFAP POWER/RND
FRACTIONAL HEAT 1NSS

« 75165€F+01
« 0000COE+CO
«1T9916E+00
«29107T1E+02
«000000E+00
«4613264E+03
« 715556 E¢03
«4TSB2TE+03
«216806E+01
«170706E-01

+OR~
+NR-
+NR-
+nNB-
+OR~
+NR-~
LR
+0R-~
+0R-

»206881F+00
«000000E+20
«100759=-01
« 163609501
«00CO00F +00
«25G117F+03
+259260F+03
«253332E+02
«115429E+00

MDA
KG/S

KG/S

KG/ (M%x%2) S
KG/ (M%*21}S
KELVIN
KELVIN

KW

KW/ M

97



SYSTEM PARAMETER SUMMARY

SYSTEM PRESSUFF

INLET MASS FLNOW

OQUTLET MASS FLMW

MASS FLUX = BASED NN "UTLET FLNYW
MASS FLUX — BASED "N INLFT FLOW
INLET TEMPERATUPE

CUTLEY TEMPEPATUPFE

BUNDLE PNOWER

AVERAGE LINFAR PQOWER/RND
FEACTIONAL HEAT LOSS

«10S031F+04
« 000000E*00
«142791€+04
«214614E 405
« 000COCE+0O0
«37C982E+03
«828601F+03
« 162343 E+07
« 560833E+00
«170706E-01

+0R-
NP -
$NP~
+OR~
+0OR-
+NER~
+0R~
NP~

+nP-

«300088%+02
.000000%+00
« 1996725+02
«120191%5+04
. 0000005 +Nn0
« 7009717401
« 7268085+01
«864321F+05
«3518305-01

PSTA
L3M/HO

LRM/HR
LRM/(ET%xZ2IHR
LARM/{F Txx2jHT
DEGPEES F
DEGeEES F
3TY/HP

KW/ ET

L9T




(Cn)
33.655
95.891

153.035
195.897
225.742
256.222
287.972
316.865
338.455

EV.
(FEET)

1.104
3. 146
£.021
b.U27
7.407
8.407
S. 448
10.35¢6
11.105

TEST 3.0%.10L

VOID ¥rEAC. DRIFYT ¥LUX

.000 +#0OR- .030 .000
240 +0E-  .016 «2b1
- 495 +0R- L0184 .517
L6071 G- .033 -5 08
- 734 +0GEk-  .027 -051
LJ41 +0R-  .033 «b 84
- 987 +CR-  .018 701
-973 #0EK- .031 L701
1.000 *0iL- .00Q 701

GARUNETD

897




TEST
3.09.10M




SYSTEM PAPAMETER SUMMARY

SYSTEM PPESSYRE

INLET MASS FLOW

DUTLET MASS FLOW

MASS FLUX - BASED AN NUTLET FLOW
MASS FLUX - BASEC NN TNMLET FLCW
INLET TEMPERATURE

MUTLET TEMPERATUERF

BUNDLE POWER

AVERAGE LINFAR POWER/RND
FRACTIONAL HEAT LOSS

o 6G5E2€F+01
«826878E-01
«780733E-01
«126308E+02
+1337T4E+02
«4T76433E403
e T46549E+03
«224455E+03
«102271E+01
e 422668c-01

$NR -
+7E -
+NR-
¢ R-
+0R -
+NR -~
+$NP -
+NR-

+0R~

«2068365+00
«3838855~-n2
«+4445015-02
« T19121F+0N
«621055F+00
«259112%+03
«259289c+072
«1212395+02
«552412E-01

MDA

KG/S

KG/ <

KG/ {M*x*21S
KG/ (M*%2)S
KELVIN
KELVIN

KW

K/ ™

0Le




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE

INLET MASS FLOW

CUTLET MASS FLCW

MASS FLUX - BASED ON OUTLET FLOW
MASS FLUX - RASED ON INLET FLOW
INLET TEMPERATURE

NUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAF POWER/PND
FRACTIONAL HEAT LOSS

« 100903 E+04
«£5€252E+03
«619€29E+03
«931303E+04
«98€634TE*04
«3945T9E+03
«884388E+03
« 7T65795F*06
«311725E+00
«422668E-01

+NR-
+JR—
+0R~-
+NR~
NP -
+NF-
+0R~-
+0OR~
+NR -

«300023E+¢02
«3046705+02
«352T79E+02
+«530226E+C3
«457920E+03
«7002205+01
«731954F+01
«413€43E+05
«168377£~01

PSIA

LRM/ HR

LAM/HR
LBM/(ET*%2)HR
LBM/ (ETxx2)HE
DEGREFS F
DEGREFS F
BTU/ HR

KW/FT

TLT




(cm)
59.435
93.345

153.03%
195.897
225.742
256.222
287.972
316.865
338.45%

LEV.
(FEET)

1.950
3.063
5.021
6.427
7.407
8.407
S.448
10 3%
11.105

VOID FRAL.

.000
- 184
« 359
- 448
-559
- 750
1.600
-973
1.000

+0R-  .000
+0n-  .013
+0R-  .013
+03- 931
+0R-  .025
+0R- .032
+0k~  .000
+0k- .038
+0Lk~- .00GO0

TEST

2.09.104

DEIFT FLUX

<031
224
L4158
.500
-543
579
586
.58p
.58¢

WILSON

- 044
. 185
.333
L U427
-483
. 53¢
<56
- 540

=546

. 021
L1786
2352
.462
- 510
+=54
Y pA
<562
«Hb2

GA-DNER

- 069
. 272
. 846
. 526
- 570
- 6N
- 614
Le14
614

1

GAEDNIER 2

073
-3
- 485
<507
.01
. 649
<655
« 655

« 655

LT




TEST
3.09.10N




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE « 708098F+01 +NR- «206820F+00 MDA

TNLET MASS FLNW +26T8B90E-01 +NR~- «384625£-02 KG/S

CUTLET MASS FLOW «2B4625E-01 +0OR- »168959E-07 KG/S

MASS FLUX - RASED NN NUTLET FLCW e 4604T2E+01 #NR- +273345%+00 KG/ (Mx=*2) S N

MASS FLUX — RASED ON IMLET FLOW «43339T7E+01 +0R- 6222537 +00 KG/ (M*x=2)¢S *

INLEYT TEMPERATURE +4T30T4E+03 +0CR-~- «25G11T7E+03 KELVIN

NUTLET TEMPERATURE « 714778E+03 +NR~- 22593375+03 KELVIN ;
BUNDLE POWER «104065E+03 +0R- «559020F+31 KW f
AVERAGE LINEAP PCOWER/RND «4T41E1E+00 +0R- «2547T12%-01 KW/™ %

FRACTIGNAL HEAT LOSS «1€2226F+00 j



SYSTEM PRESSURE
TNLET MASS FLOW
OUTLET MASS FLOW
MASS FLUX - BASED NN
MASS FLUX - BASED ON
INLET TEMPERATURE
OUTLET TEMPERATURE
BUNDLE POWER

SYSTEM PARAMETER SUMMARY

QUTLET FLOW
INLET FLOW

AVERAGE LINEAR POWER/ROD

FRACTIONAL HEAT LOSS

«102712E+04
«212611E+03
«225893E+03
«339518E+04
«319555E+04
«392133E+03
«827200E+03
«355048E¢06
«144526E+00
«162226E+00

+NR-
+OR-
+0R-
+NR -
+NR =~
+0R~-
+NR-
+0R~-
+0R-

«300000E+02
«305258E+02
»134095E+02
«201544E+03
«4588035+03
«TO1123E401
« T40669E+01
«1907275+05
« 7T76372E-02

PSIA

LBM/HR

L8M/HR

LBM/ (FT®*x2)HR
LBM/ (FT%%2)HR
DEGREES F
DEGP EES F
RTU/HR

KW/ FY

SLT




(CM)
54.842
934345

183.035
195.897
22742
256.222
287.972
316.865
3384455

ELEV

(FEET)
1.799
3.063
5.021
60427
7.407
8.407
9,448
104396
11.1¢5

VOID FRAC.
«00C +0R- ,00¢C
«10€ +0R~- ,C13
e228 +0R- L0013
« 287 +NR- L0322
«920 +0R- ,028
«978 +0R- ,031

1.000 +0R- L,00P
«982 +0R~- LP10
1.000 +GR~-  ,00C

TEST 3.09.10N

DRIFT FLUX

.29
e 137
262
« 333
«352
3582
«352
0352

e 352

WILSON

041
«121
«204
«253
«271
e271
«271
«271
e 271

YEH

«028
«119
«218
«276
298
«298
298
«298
«2%8

GARDNER 1

064
«186
«298
«357
« 377
377
« 377
« 277

« 377

GARDNER 2

« 372
e 206
«328
« 351
«412
«412
«412
«412

«412

9LT




TEST
3.09.10AA




CYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE
INLET MASS FLOW

OUTLET MASS FLOW

MASS FLUX - BASED ON QUTLET FLOW
MASS FLUX ~ BASED ON INLET FLOW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR POWER/ROD
FRACTIONAL HEAT LOSS

«403676E+01
«130713E+00
«125235€E+00
«202607E+02
«211470E+02
«450923E+03
«547024E+03
«278722E+03
«126997E+01
«200310E-01

+0R-
+0R-
+0R-
+0OR-
+0NR~
+0R-
+0OR-
+0OR-~
+0R-

«206907£+00
«394519E-02
+«104892E-01
«169695E+01
«638259E+00
«259112F+03
+259402E+03
«148411F+02
«6762205-01

MDA
KG/S

KG/S

KG/ (M%%2)S
KG/ {M*%x=2)S
KELVIN
KELVIN

KW

KW/M

8LT



SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE

INLET MASS FLOW

OUTLET MASS FLOW

MASS FLUX - BASED ON NUTLET FLOW
MASS FLUX - BASED ON INLET FLCW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR POWER/ROD
FRACTIONAL HEAT LOSS

«585546E+03
« 103740E+04
«993928E+03
«149387TE+05
«155G22€E+05
«352261E+03
«525244E+03
«950944E+0¢
«38T091E+00
«200310E-01

+0R-
+NR-
+0R-
+0R-
+NR-
+0OR-
+0R-
+0DR-
+NR-

«3001275+02
«313110E+02
«8324T2E+02
«125121E+04
«4T06055+03
«700221E+01
«T752388E+01
«506349E+05
«206115€-01

PSTA

LBM/HR

LBM/HR
LBM/{FT*%kZ)HR
LBM/ (FTxx2)HR
DEGREES F
DEGREES F
BTU/HR

KW/ET

6LT




(CM)
59.726
93.345

153.035
195.898
2254743
2564223
287.973
316.865
338 4455

ELEV

(FEET)
1.960
3.063
5.021
6.427
7.407
8.407
9,448
10.396
11.105

VOID FRAC.
«000 +0R~ L0060
e226 +0R- ,L012
«432 +0R~ ,L,012
«e513 +0R- 028
«616 +0R- ,023
«628 +0R- L.N28
«707 +0R- ,022
«756 +0R- ,037
«537 +0R- 039

TEST 3.09.10AA

DRIFT FLUX

«053
e340
«545
e516
«650
677
«698
e 714
e 724

WILSON

«061
e 266
«490
«61°9
«683
« 735
« 783
«825
«854

YEH

«030
«244
«455
«547
«602
«653
e 702
e 744
« 773

GARDNER 1

«094
«362
«565
«648
«691
e 726
«7%6
« 779

e 793

GARDNER 2

«111
«415
627
«708
e 748
«7810
«806
«826
«829

08¢




TEST
3.09.10BB




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE
TNLET MASS FLOW

OUTLET MASS
MASS FLUX -
MASS FLUX -

FLOW
BASED ON OUTLET FLOW
BASED ON INLET FLOW

INLET TEMPERATUPE
OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINFEAR POWFR/RPD
FRACTIONAL HEAT LOSS

«385648E+01
«583636E-01
«594818E-01
«962306E+01
«944216E4+01
«458244E+03
«540833E+03
«141115E+03
+642980E+00
»344138E-01

¢NR-
+0NR -
+0F -
+$NP ~
+NF -
+0OR~-
+0OR-
+0F -

+NE =

« 206865E+00
«390981F-N2
+505494%-02
«817796£+00
«622536%+00
«259113F+03
«2591€2F+03
«7550285+01
+344021°-91

MPA

KG/S

KG/ S

KG/ (M*x219
KG/ (M%*2) S
KELVIN
KELVIN

KW

KW/ ™

787




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSUPF

INLET MASS FLOW

OQUYTLET MASS FLOW

MASS FLUX - PASED MM NUTLET FLOW
MASS FLUX — BASED NN TINLET FLOW
TNLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE PNOWEE

AVERAGE LINEAR POWER/ROCD
FRACTIONAL HEAT LOSS

«5593G6T7TE+Q3
«463203F+03
<472078E+03
. 709532 E404
L E9E195E+Q4
«365439E4+03
«514100E+03
«481459FE+06€
.155983E+00
.344138E-01

+0OR-
+OR -~
+NR-
+NR~
+1R —
+NR-
+0JR-
+0OR~
+NR~-

+3000665+722
«310303E+02
«4011865402
«6029825+33
« 466385403
« 7003955401
« 709085E+01
«2576015+05
«104859E-01

PSIA
LRM/HE

LRM/HR

LM/ (FTH%2)HO
LRM/ (FT=%25HR
DEGREES F
DEGREES F
RTY/HE

KW/ ET

€87




cemy SV iREET
55.497 1.821
93,3245 3,063
153,035 5.021
195,898 64427
225.743 7.407
2564222 8,407
287,972 9.448
316.865  10.396
338,455 11.105

VOID FRAC.

«000
155
«292
e 366
«451
«46E

«529

(N
0

Lo BENEES N
o
[

+OR- ."9[‘
+0R-  LrC12
+0R- 012

+0F=- 127
+0R=- 022
+0R- 027
+0R-  J02C
+0R- Q3%
+0R-  ,C0¢

TEST 3,39.10E8B

DRIFT FLUX

« 187
e 258¢C
«4213
454
«£32
«DF4
«E°
«613

«622

WILSON

«061
«187
« 320
.38
447
«495
«542
«583
«601

YEH

«04C
«173
«316
«3%4
«4 21
«466
439
«227
«5470

GARDNER 1

«093
«2h8
«417
«489
«530
«DE6
«598
«624
636

GARDNER

~

4

8T




TEST
3.09.10CC




SYSTEM

SYSTEM PRESSURFE

TNLET MASS FLOW

OUTLEY MASS FLOW

MASS FLUX — BASED ON QUTLET FLOW
MASS FLUX - BASED ON INLET FLOW
INLET TEMPERATURE

NDUTLEY TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR POWER/ROD
FRACTIONAL HEAT LOSS

PARAMETER SUMMARY

.358750£401
<446280E-01
.310688E-01
«502635E+01
< T21999E+01
«46T581E+0 3
.531568E4+03
«T13725E+02
+325202E+00
«348686E-01

+DR -
+0R-
+0R-
+0R-
+0R-
+0R-
+0R~-
+0R~-
+0R-

« 206870k +00
«386271E-02
«301676E-02
«488056E£4+400
«624915E+90
«259113F+03
«259297E+03
«387588E+01
«176601E-01

MDA
KG/S

KG/S

KG/ (M%%2) S
KG/ {M%%2)S
KELVIN
KELVIN

KW

KW/M

98¢




SYSTEM

SYSTEM PRESSURE

INLET MASS FLOW

OUTLET MASS FLOW

MASS FLUX - BASED NN DUTLET FLOW
MASS FLUX - BASED NN INLET FLCW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR POWER/ROD
FRACTIONAL HEAT LOSS

PARAMETER SUMMARY

»520380E+03
«354191€E+03
«24657TE+03
«3T0606E+04
«532349E+04
«382247TE+03
«49T422E+03
«243509E+0¢
«991228E-01
«348686E-01

+0R~-
+0OR-
+0R-
+OR-
+0R~
+0R-
+0R-
+0OR~-

+0OR-

«3000725+¢02
«306564E4+D2
«239426%+02
+359857E+03
« 4607665403
« 7T00333E+01
e 71334409401
«132237E+05
«5382865-02

PSTA

L8M/HP

L8M/HR

LBM/ (FTR%2)HR
LBM/ (FTR%2)HE
DEGREES F
DEGREES F
RTY/HR

KW/FT

L87




TEST 3.09.10CC

(CM) ELEV;FEET) VOID FRAC, CRIFT FLUX WILSON YEH GARDNER 1 GERONER 2
52.483 l.722 «000 +0R~-  ,CO0G «25% « 062 0043 «033 «112
93.345 .03 «eNE1 +0R- L0011 « 222 « 166 «122 «229 ecf2

182,635 5.021 ¢165 +0R-  L(12 « 370 «271 264 e 364 «422
195,898 o427 «12C +0FP- ,026 «447 «324 «332 «428 4% 2
2254742 T4 07 e262 +0H- L0207 «478 « 374 « 373 «4695 «521
2564222 84407 «e307 +0R= N25 «511 «412 e 472 «489 «566
287.972 9.448 «347 +0R~- L0109 «539 «450 e42( «530 «598
3164865 10.3%96 «377 +0R- ,(33 «DH62 «483 e4%4 «S55 «623
3384455 11.1805 «424 40P~ 022 «577 «507 o471 «572 «640

887



TEST
3.09.10DD




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE

INLET MASS FLCW

OUTLET MASS FLOW

MASS FLUX - BASED NN QUTLET FL W
MASS FLUX - BASED ON INLET FLOW
INLET TEMPERATURE

OQUTLET TEMPERATURE

BUNDLE POWER

AVERAGE L INEAR POWFR/RND
FRACTINNAL HEAT LODSS

« 808700E+01
« 12252 7E+00
«120397E+00
«194781E+02
«19822¢E+02
«453385FE+03
«595381E+03
«282543E+03
«128738F+01
«298778E-01

+0IR-
+0R~
+0R -
+JR-
+0R-
+0R-
+N0 -
+0R-
+JR-

« 2073655+00
«3945605-02
«848242€-02
»137230%5+01
«638325E400
«259112E5+03
«259277£¢03
« 15054 TE+0 2
«685951£-01

MDA

KG/ S

KG/S

KG/ (M#=%2) S
KG/ (M**2) S
KELVIN
KELVIN

KW

KW/M

06¢




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE

INLET MASS FLOW

ODUTLET MASS FLOW

MASS FLUX - BASED ON OUTLET FLOW
MASS FLUX - BASED ON INLET FLOW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR POWER/ROD
FRACTIONAL HEAT LOSS

«117305E+04
«9T7243TE+03
«955535€E+03
«143617E+05
«146157TE+05
«356693E+03
«612286E+03
» 963980E+06
« 392398E+00
«298778E-01

+0R-~-
+0OR-
+0R-
+0R~-
+0OR-
+0R-
+0R~-
¢0R-
+0R-

+«300790E+02
»313143FE+02
«673208E+02
«.101183E+04
« 4T0654E+03
«700111E+01
« 729783E+01
«513635E+05
«209080E-01

PSIA

LBM/HR

LBM/HR
LBM/(FT%%x2)HP
LBM/ (FT®%*2)HR
DEGREES F
DEGREES F
BTU/HR

KW/ FT

16T




(CM)y

334685
1C6.476
153.035
195.898
2256743
256.222
2874972
31€.865
3384455

TEST 3.09.10DD

ELEV;FEET) VOIPM FRAC. DRIFT FLUX WILSON YEH GARDNER 1 GARDNER 2 §
1.104 «000 +0R~- L206C «C390 «00C «000 «GO0D «009
34493 «140 +0R- L0029 «117 «117 089 «182 «199
5.021 «290 +0R~- ,014 «329 «274 «28C « 384 e413

6.427 «403 +0R- L0322 «446 «e382 e415 «432 «e525 g

T«.407 «519 +0P~- ,D2¢ «5304 «447 «486 «548 «SR1

8.407 «519 +0R- ,031 «551 «509 «541 «594 e627 ,

9.448 «640 +0R~- ,02¢4 «590 «569 «591 «634 «6E7 |
10.396 «681 +0R- 042 «620 «621 «634 «6EY «657
11.105 1.000 +0Fk=- 000 «626 «632 «643 «671 e 753




TEST
3.09.10EE




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE «7T1462E+01 ¢0OR- «207003E+00 MPA

INLET MASS FLOW «680038E-01 +DR- «393285E-02 KG/S

OUTLET MASS FLOW «594443E-01 +0OR- «409774F-02 KG/S

MASS FLUX - BASED ON NUTLET FLOW «961699E+01 +¢0OR- «562938E+00 KG/ {M*%%2) S

MASS FLUX - BASED NN INLET FLOW «110018E+02 +0R-~ +636263F+00 KG/ (M%x%2) S § :
INLET TEMPERATURE «455869E+03 +NR- «259114E+03 KELVIN

OUTLET TEMPERATURE »581039E+03 +0OR~- +259180E+03 KELVIN

BUNDLE POWER +140062E+03 +NR- « 7509945+01 KW

AVERAGE LINEAR POWER/ROD «638181E+00 +0OR- +342183F-01 KW/ M

FRACTIONAL HEAT LOSS «392974E~-01




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE

INLET MASS FLOW

OUTLEYT MASS FLOW

MASS FLUX - BASED ON NUTLET FLOW
MASS FLUX — BASED ON INLET FLOW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR PCWER/ROD
FRACTIONAL HEAT LOSS

«111903E+04
«539T13E+03
+4T1780E+03
+« T09085E+04
«811188E+04
«361165E+03
+586469E+03
«4TT865E+06
« 194520E+00C
«3929T74E-0O1

+0R~-
+0R-
+DR-
+0R~-
+0R-
+0R-
+0R~-
¢0R~-
+0R~-

«3002655+402
«3121315+02
«325217€E+02
+488801E+03
«469133%+03
« T00434E+01
«T12330E+01
«256225E+05
«104299€-01

PSIA

LBM/HR

L3M/HR
LBM/(FT*%2)HR
LBM/ (FT**2)HR
DEGREES F
DEGREES F
BTU/HR

KW/FT

§67




(Cn)

33.655
107.413
153.035
195.898
225.742
256.222
287.972
316.865
338.455

LEV.
(FEET)

1. 104
3.524
5.021
6.427
7-407
8.407
9.448
10.396
11.105

VOID FRAC.
-000 +0OR- .000
~071 +0OR~- .037
-166 +0R- .013
284 +D0R- 031
«341 +0OR- .024
<323 +0R- .030
-437 +0R- .023
- 422 +0OR- .038
~.646 +OR- .041

TEST 3.09.10EE

DRIFT FLUX

.000
- 066
«215
-314
.369
-415
- 456
-488
<510

WILSCON

.000
.075
179
.252
.296
.337
-377
412
<437

YEH

.000
-054
- 177
«2b5
.319
. 370
- 420
463
-85

GARDNER 1

. 000
- 119
- 268
« 357
<406
- 449
- 487
«517
- 538

GAKDNER 2

- 000
- 131
. 292
- 387
. 438
-432
«522
-553
-574

96T




TEST
3.09.10FF




SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE

INLET MASS FLOW

DUTLET MASS FLOW

MASS FLUX - BASED ON NUTLET FLOW
MASS FLUX - BASED NN INLET FLOW
INLET TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR POWER/ROD
FRACTIONAL HEAT LO0SS

«752949E+01
«298537E-01
«2377T15E-01
«384580E+01
«482978E+01
«451429E+03
«565769E+03
« 7T05555E+02
«321479E+00
«919861E-01

+0R~-
+DR-~
+NR-
+0R-
+0R~-
+0R-
+NR-
+0R-
+0NR~

«206952E+00
«395306E-02
«229950F-02
«372017E+00
+639532E+00
«259112E403
«259122F+03
«388291E+01
«1769215-01

MPA

KG/S

KG/S

KG/ (M*x%2)S
KG/ (M%xx2)§
KELVIN
KELVIN

KW

KW/ M

86T



SYSTEM PARAMETER SUMMARY

SYSTEM PRESSURE

INLET MASS FLOW

OUTLET MASS FLCW

MASS FLUX - BASED ON OUTLET FLOW
MASS FLUX — BASED ON INLET FLOW
INLEY TEMPERATURE

OUTLET TEMPERATURE

BUNDLE POWER

AVERAGE LINEAR POWER/ROD
FRACTIONAL HEAT LOSS

.109218E+04
«236934E+03
«188663E+03
«283561E+04
«356112E+04
«353173E+03
«558985E+03
«240T22E+06
«979881E-01
«919861E-01

+0R-
+0R~-
+0R-
+0R~-
+0R~
+0R~-
+0R~-
+0R~-
+0R-

«300191E+02
«3137T35E+02
«182500E+02
«274298E+03
«4T715435+03
«700138E+01
«T01918E+01
«1324T7E+05
«539263E-02

PSTA

LBM/HR

LBM/HR
LBM/(FTx%2)HR
LBM/ (F T%%x2)1HR
DEGREES F
DEGREES F

8 TU/HR

KW/FT

66C




(M)

33.655
104.601
153.035
195.897
225.742
256,222
287.972
316.865
338,455

EV.
(FEET)

1. 104
3. 432
5.021
6. 427
7.4807
8. 407
9. 448
10.396
11.105

VOID FRAC.
.000 +OR- .000
- 075 #0R~- .029
- 101 +«0R- .013
- 141 #+0R- .030
-216 +0R- .023
<207 #+OR~ .029
«295 +0R- .022
-58b +0R- .040

1.000 +0K- .000

TEST 3.09. 1CFF

DRIFT FLUX

.000
«-041
<132
-198
=238
-~ 275
-309
- 337
- 343

WILSON

-000
-052
.119
- 163
- 1390
~216
- 241
-262
=267

YEH

.000
-040
<117
- 169
.202
.232
-262
.288
294

GARDNER 1

. 000
. 083
- 184
- 246
- 282
- 314
. 345
« 370
. 375

GARDNER 2

- 000
.092
. 203
- 270
-308
- 342
- 374
- 401
~406

00¢
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