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1. INTRODUCTION 

This is an informal memorandum on various aspects of the HFR-B1 
experiment. Ostensibly, this memorandum treats the flrst two water 

vapor injection tests In HFR-Bl conducted during my visit to Petten, but 
there are subsidiary issues which need to be addressed at the present. 

Some of the issues are related to my own lack of understanding and the 

questions which I raise are in the interest of better understanding, 

improving the experiment, and facilitating the analysis. In spite of 

the length of this memorandum, the analysis of what has already tran- 

spired is not nearly complete and Is, moreover, mainly qualitative. 

Comments and questions about this memorandum are solicited, partic- 

ularly In response to Section 10 (below) which contains my own comments, 

questions, and requests. A Table of Contents, which is a needed guide 

to this memorandum, precedes this introduction. Please regard this mem- 

orandum not only as informal, but as a "working" memorandum, i.e., one 

that requires changes. 

1-1 
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2. THE FIRST WATER VAPOR I N J E C T I O N  TESTS I N  HFR-Bl 

Two w a t e r  vapor i n j e c t i o n  tests have been performed i n  capsule  C of 

t h e  HFR-B1 experiment during cyc le  87.05. I n  examining and p a r t i a l l y  

analyzing the  r e s u l t s  of t hese  tests, I s h a l l  focus on four  q u a n t i t i e s :  

(1) t h e  concent ra t ion  of water  vapor in j ec t ed  i n t o  the capsule;  ( 2 )  t h e  

concent ra t ion  of water vapor leaving the  capsule;  (3)  t h e  spec ie s  and 

concentrat ions thereof  r e s u l t i n g  from the  hydrolysis  of carbonaceous and 

f u e l  ma te r i a l ;  and ( 4 )  t h e  f i s s i o n  gas r e l ease  before ,  during,  and a f t e r  

t h e  i n j e c t i o n  of water vapor. 

order .  

These q u a n t i t i e s  will be considered i n  

2.1. THE I N J E C T I O N  AND DISCHARGE OF WATER VAPOR 

The f i r s t  w a t e r  vapor i n j e c t i o n  t e s t s  continued for 6.2 h wi th  a 

nominal water vapor concentrat ion of 155 pprnv a t  0.1 MPa between 1030 

and 1644 on June 16th. Note t h a t  t h e  hygrometer reading was nominally 

50 ppmv, but  t h a t  t h e  pressure  of t h e  gas stream was about 0.31 MPa. 

The second water vapor i n j e c t i o n  test  continued f o r  95.1 h wi th  a 

nominal water vapor concentrat ion of 62 ppmv a t  0.1 MPa between 1226 on 

June 20th t o  1130 on June 24th. Note t h a t  t h e  hydrometer reading was 

nominally 20 ppmv a t  a gas pressure  of about 0.31 m a .  

The water  vapor l e v e l  i n  t h e  o u t l e t  gas is presented i n  Table 2-1 

for  both tests. The magnitude of t h e  w a t e r  vapor concent ra t ion  is given 

only i n  mV of recorder  pe r  displacement. The conversion from mV t o  ppmv 

or o the r  concent ra t ion  u n i t s  w i l l  be made l a t e r .  The times l i s t e d  i n  

Table 2-1 w e r e  a r b i t r a r i l y  se l ec t ed  from a continuous recording of t h e  

discharged water  vapor. 

2- 1 
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TABLE 2-1 

WATER VAPOR LEVEL I N  THE OUTLET GAS FROM CAPSULE C BEFORE, 
DURING,  AND AFTER THE FIRST TWO WATER VAPOR I N J E C T I O N  TESTS 

T e s t  No. 1 

T i m e  ( b )  
Re la t ive (c )  S igna l (d )  

T i m e  (h )  (mV) 

Test  No .  2 

Rela t ive  ( c, S igna l  ( d )  
Time(b) T i m e  ( h )  (mV 1 

la/ 1030 
16/ 1100 
16/1200 
16 / 1430 
16/1447 
161 1458 
16/ 1500 
16/ 1504 
16/ 1511 
16/1517 
16/ 1530 
16/1730 
16/ 1747 
16/ 1847 
16/1947 
16/2100 
17/1500 
18/ 1500 
191 1500 
19/1711 
20 / 1500 

0.00 
0.50 
1.50 
4.00 
4.28 
4.47 
4.50 
4.56 
4.68 
4.78 
5.00 
7.00 
7.28 
8.28 
9.28 
10.50 
28.50 
52.50 
76.50 
78.68 
100.50 

6.0 
6.0 
6.0 
6.0 
6.0 
8.0 
10.2 
12.0 
13.0 
13.1 
13.0 
13.5 
13.8 
13.0 
12.0 
11.0 
8.0 
7.2 
7.0 

N6.5 
5.9 

20/ 1220 
20/ 1300 
20/ 1400 
20/ 1500 
20/ 1700 
20/ 1930 
20/ 1942 
20/ 1958 
20/2004 
20/2007 
20/2107 
20/2507 
21/0300 
21/1500 
22/0300 
22/ 1500 
23/0300 
23 / 1500 
24/0300 
24/ 1500 
25/0300 
25/ 1500 
26/0300 

0.00 
0.67 
1.67 
2.67 
4.67 
7.17 
7.37 
7.63 
7.73 
7.78 
8.78 
12.78 
14.67 
26.67 
38.67 
50.66 
62.67 
74.67 
86.67 
98.67 
110.67 
122 (I 67 
134.67 

5 . 8  
5.8 
5.8 
5.8 
5.8 
5.8 
5.8 
8.0 
9.0 
9.2 
10.4 
10.4 
10.2 
10.2 
10.3 
10.3 
10.2 
10.2 
10.2 
9.3 
7.8 
7.1 
7.1 

(“)These da t a  are sub jec t  t o  r ev i s ion  upon more accura te  measure- 
ment. A t  p re sen t ,  t h e  water  vapor l e v e l  i s  given i n  terms of t h e  
vol tage excursion ( s i g n a l )  of t h e  recorder.. 

(b)The day and 24 h clock t i m e  are given as daylclock time. 
da ta  were taken in June 1987. 

(C)The r e l a t i v e  t i m e  is  t h e  time measured from t h e  beginning of 
t h e  w a t e r  vapor i n j e c t i o n ;  f o r  test  1, t h e  i n j e c t i o n  began a t  1611030 
and f o r  t es t  2, a t  20/1220. The w a t e r  vapor i n j e c t i o n  tests ended at 
16/1644 for  t e s t  1 and a t  24/1130 f o r  t e s t  2. Rela t ive  t i m e  = 24 
(d  - do) + ( h  - hg) where d is day number, h t h e  decimal hour, and 
symbols wi th  subsc r ip t  zero are t h e  corresponding i n i t i a l  values .  

(d)The s i g n a l  values  p r i o r  t o  the beginning of t h e  water vapor 
i n j e c t i o n  tests were 6.0 and 5.8 f o r  tes ts  1 and 2, respec t ive ly .  

A l l  

2-2 
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The water vapor level profiles are shown in Fig. 2-1 for the two 

water vapor injection tests. Before and immediately after the beginning 

of the injection of water vapor, the outlet gas from capsule C indicates 

no change in the signal. Thus, none of the water vapor added to the 

capsule is leaving it. After a definite time, depending on the water 

vapor concentration, water vapor suddenly appears in the outlet gas. 

The transition occurs within 1.5 h. Following this, the water vapor in 

the outlet gas remains at a constant level until the injection is termi- 

nated. Thereafter, the water vapor level in the outlet gas gradually 

decreases. Thus, there are three stages in the interaction of water 

vapor with the fuel elements in the capsule: (1) first, water vapor is 

consumed by reaction with and by sorption on components of the fuel ele- 

ment; ( 2 )  after a definite time, the reaction and sorption cease, or 

occur to a smaller extent - it is likely that in the sequence of pro- 
cesses involved in the reaction, of which this sorption process is 

likely to be one, the process becomes constrained and slows the overall 

consumption of water vapor; and ( 3 )  after the termination of water vapor 
injection, the sorbed water molecules are gradually desorbed and thus 

appear in the outlet gas to a declining extent. The sorption of the 

incoming water molecules with subsequent reaction of the sorbed mole- 

cules, eventual saturation of the sorption sites, and desorption follow- 

ing termination of water vapor injection is a suitable basis for under- 

standing the profiles of Fig. 2-1. T h i s  basis is qualitatively examined 

as follows: [Note that thus far (and in what follows) the implicit 

assumption that hydrolysis of carbonaceous material, in comparison with 

fuel material, is predominately occurring. Detailed analysis is 

zequired to verify this assumption. Measurement of hydrolysis products 

is inadequate, since the same products occur in the hydrolysis of both 

carbonaceous and fuel material.] 

Consider the time interval between the beginning of water vapor 

injection and of the appearance of water vapor in the outlet gas. The 

2-3 
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Fig. 2-1 .  The water vapor - t i m e  profiles i n  the gas outflow from 
capsule C 

2-4 
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number of moles of water vapor added to the capsule within this time 

interval is given by 

where C = water vapor fractional con 

P = system pressure (MPa), 

ntration (ppmv/ 1 0 6 1 ,  

R = gas constant (= 8.314 MPa.cm3/mole.K), 

T = temperature ( K ) ,  

fr = flow rate (cd/min), 

t = time (min) 

at P = 0.31 MPa, T = 300 K, fr = 300 cm3/min and C = 5 E - 05 and 
2 E - 05, and t = 257 and 4 4 2  min, respectively, in the first and second 

water vapor injection test, one finds correspondingly, 4 . 7 9  1 0 - 4  and 

3.30 l o w 4  moles of water vapor added before the appearance of water 

vapor in the outlet gas. If the only process occurring were sorption, 

the water vapor would appear in the outlet gas after the same number of 

moles had been added to the capsule, since the number of sorption sites 

would be the same (ideally) in both tests. If, on the other hand, reac- 

tion were occurring after adsorption, then more sorbed water molecules 

would have reacted prior to saturation (or the appearance of water vapor 

in the outlet gas) in the test with the higher concentration of water 

molecules - which is what happened. 

During the transition period between no changes in the water vapor 

signal in the outlet gas and the establishment of a constant higher sig- 

nal, the balance between sorption and desorption following reaction is 

being established. 

some time period of a different magnitude is related to the rate of 

desorption following reaction. A quantitative analysis should lead to 

an estimate of this rate, but is deferred for the time being. 

That this transition requires about 1.5 h and not 

2-5 
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During t h e  per iod of t h e  constant  l e v e l  of w a t e r  vapor i n  t h e  out-  

l e t  gas,  t h e  balance between adsorpt ion of w a t e r  molecules and desorp- 

t i o n  of r eac t ion  products has been es tab l i shed .  Thus, f o r  a sa tu ra t ed  

su r face ,  t h e  desorp t ion  of r eac t ion  products is  cons tan t ,  t h e  adsorpt ion 

of  w a t e r  molecules is cons tan t ,  and t h e  remaining concentrat ion of w a t e r  

molecules i n  t h e  o u t l e t  gas is  constant .  Given t h e  concent ra t ion  of 

r eac t ion  products  during t h i s  per iod,  t h e  desorpt ion rates o r  r eac t ion  

rates per  s i t e  might be deduced. However, t h e  r a t i o  of t h e  s i g n a l s  cor-  

responding t o  water  vapor i n  t h e  o u t l e t  gas f o r  t h e  cases of i n l e t  f r a c -  

t i o n a l  concentrat ions of 5E-05 and 2E-05 is  1.7 not 2 .5 .  [(13.8 - 6 ) /  

(10.4 - 5.8) = 1.7 from da ta  of Table 2-1 and Fig. 2-l)]. If t h e  number 

of adsorpt ion and r eac t ion  s i tes  were t h e  same i n  both tes ts ,  then  t h e  

r a t i o  of t h e  o u t l e t  gas w a t e r  vapor concentrat ions would be expected t o  

be c lose r  t o  2 .5 .  The deduction t h a t  t h e r e  i s  l e s s  w a t e r  vapor i n  t h e  

o u t l e t  gas f r o m  t h e  f i r s t  t es t  (with C = 5 - E - 05) than expected i n  

t h i s  case would i n d i c a t e  t h a t  t h e r e  a r e  o the r  adsorpt ion s i t e s  a t  which 

adsorp t ion  but  not r eac t ion  is occurr ing.  A good candidate  f o r  t hese  

si tes would be t h e  g raph i t e  on which hydro lys is  i s  not  expected t o  occur 

s i g n i f i c a n t l y  a t  t h e  bow temperatures of t h e  g raph i t e  i n  these  tests.  

I n  f a c t ,  adsorp t ion  on t h e  graphi te  could occur i n  both tes ts ,  but  

because of t h e  higher  w a t e r  vapor concentrat ion i n  the  f i r s t  t e s t ,  more 

adsorpt ion on graphi te  would occur and would deple te  t h e  gas phase of 

water molecules t o  a g r e a t e r  ex ten t  propor t iona te ly  i n  the  f i r s t  t es t ;  

hence, a r a t i o  of concentrat ions i n  the  f i r s t  t o  second t e s t  less than  

2.5 could be expected. 

I t  must be apprec ia ted  a t  t h i s  po in t  t h a t  so rp t ion  on si tes 

wi th  subsequent r eac t ion  will des t roy  t h e  o r i g i n a l  s i tes and t h a t  t h e  

i m p l i c i t  assumption i n  t h e  d iscuss ion  above has been t h a t  the newly cre- 

a ted  s i t e s  a r e  of t he  same s t r u c t u r e ,  i n  genera l ,  as t h e  previous sites. 

The f a c t  t h a t  a s a t u r a t i o n  l e v e l  appears t o  be reached ind ica t e s  t h a t  

t h e  number of access ib l e  s i tes ,  o r i g i n a l  and der ived,  is l imi ted  and i s  

approximately cons tan t  i n  t i m e .  
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A consequence of t h e  d iscuss ion  above is g r e a t e r  adsorpt ion of 

w a t e r  vapor on t h e  carbonaceous ma te r i a l  i n  t h e  f i r s t  r a t h e r  than  t h e  

second water vapor i n j e c t i o n  tests. 

water vapor should appear i n  t h e  o u t l e t  gas i n  t h e  f i r s t  test a f t e r  

This being so, a g r e a t e r  amount of 

te rmina t ion  of water vapor in j ec t ion .  This is t h e  case  as shown i n  

Fig. 2-2 where t h e  p r o f i l e s  of s i g n a l s  corresponding to t h e  water vapor 

concentrat ion a r e  shown. 

t he  amount of water molecules desorbed from t h e  f u e l  element su r faces ,  

and t h e  r a t i o  of t h e  a reas  f o r  t h e  f i r s t  t o  t h e  second t e s t  is  about 

1.3. 

water molecules from t h e  test  wi th  an in j ec t ed  f r a c t i o n a l  concentrat ion 

of 5E-05 than  fsom t h a t  wl th  a value of 2E-05 has been s t a t e d  above. 

However, t h i s  mat te r  i s  not a s  s t r a i g h t  forward as I have presented it. 

The t o t a l  quan t i ty  of water vapor in j ec t ed  i n  t h e  second t e s t  w a s  six 

t i m e s  t h a t  i n j ec t ed  i n  the  f i r s t .  Thus, t h e  observat ion of g rea t e r  

so rp t ion  i n  t h e  f i r s t  t e s t  can only be understood i f  a s t eady- s t a t e  d i s -  

t r i b u t i o n  between the  gas and su r face  phases was  e s t ab l i shed  during 

w a t e r  vapor flow through t h e  capsule.  I n  t h i s  case, t h e r e  would be a 

l imi t ed  su r face  a r e a  access ib l e  on which so rp t ion  occurred. T h i s  sur- 
f ace  a rea  would c o n s i s t  as deduced above of r eac t ive  and nonreact ive 
S i t E S  -. The former would reach a s t a t e  i n  which all sites were occu- 

pied by sorbed water molecules or  d i s s o c i a t i o n  products ,  t he reo f ;  

whereas, t h e  l a t te r  would have sorbed a quan t i ty  of water molecules pro- 

po r t iona l  to t h e  water  vapor pressure  (and not t o  t h e  accumulated expo- 

s u r e  t o  water molecules). I n  t h i s  way, t h e  l a r g e r  quan t i ty  of desorbed 

water  molecules i n  t h e  o u t l e t  gas from t h e  f i r s t  tes t  can be understood 

i n  s p i t e  of the much g rea t e r  exposure of the su r faces  i n  t h e  second tes t  

t o  w a t e r  vapor. Y e t  t h i s  is  not a l l .  One might argue t h a t  the ex ten t  

and s t r u c t u r e  of t h e  so rp t ion  ( including r eac t ive  s i t e s )  might have been 

a l t e r e d  following t h e  f i r s t  test  so t h a t  t h e  above explanat ion is e i t h e r  

i nco r rec t  o r  incomplete. 

a t tempting t o  repea t  t h e  f i r s t  tes t .  

The areas  under t h e  curves a r e  propor t iona l  t o  

The r a t i o n a l i z a t i o n  f o r  expecting a l a r g e r  quant i ty  of desorbed 

A 

This p o s s i b i l i t y  is open t o  t e s t i n g  by simply 
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The discussion thus far has been qualitative; or, at best, semi- 

quantitative and, furthermore, contains speculative elements. Thus, it 
represents only a beginning of the analysis. 

The conversion from the hygrometer signal in mV to the water vapor 

concentration requires a conversion factor that can be supplied from 

the experiments. Alternatively, and in the meantime, an estimate of the 

conversion factor can be made from measurements of the reaction products 

of hydrolysis as reported below. Thus, I shall return below to the 
topic of water vapor outlet concentrations. 

2.2. THE HYDROLYSIS OF CARBONACEOUS MATERIAL 

The reaction of water vapor with the carbonaceous materials in the 

fuel elements is one of the two major phenomena to be studied in cap- 

sule C of HFR-B1. The primary result of the hydrolysis is embodied in 

the reaction 

Thus, the reaction products are primarily hydrogen and carbon monoxide. 
Of importance in the analysis Is the equality of the molar quantities of 

water, hydrogen and carbon monoxide as a result of this reaction. In 

Eq. 2 - 2 ,  C ( s )  represents the carbonaceous material as a solid ( s ) .  

Clearly, as the reaction proceeds, the C ( s )  is removed and appears as 

carbon monoxide; and so, the surface on which reaction occurs is contin- 

ually changing. 

Injection tests, not only were hydrogen and carbon monoxide, but also 

carbon dioxide detected; no methane has thu6 far been detected. The 

amount of carbon dioxide detected Is a small fraction of the carbon mon- 

oxide. The reaction by which carbon dioxide is produced is less certain 

In actuality, for the first and second water vapor 
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than the overall process given above for carbon monoxide production, but 

one might consider the overall process, 

H20 + CO -+ C02 + H2 , (2-3) 

as a candidate. Note again that thus far, and in what follows, the 

implicit assumption that hydrolysis of carbonaceous material in 

comparison with fuel material is predominately occurring. Detailed 

analysis is required to verify this assumption. 

In studying the hydrolysis of carbonaceous material, one must be 

careful to exclude oxygen from the capsule as the oxidation (by 02) of 

the carbonaceous material is much more rapid than the hydrolysis. Thus, 

a small quantity of oxygen relative to water vapor could significantly 

distort an analysis based on a hydrolysis reaction. Bearing on this 

matter was the observation following the first water vapor injection 

test of a relatively high 02 + N2 content of the gas sample from chro- 

matographic analysis. 

upstream of the capsule. It was determined that the 02 + N2 did not 

originate upstream of the capsule by gas chromatographic measurements of 

the gas stream when (a) the water vapor generating system was bypassed 

but the capsule was in the flow system, (b) the capsule was 

bypassed using gas from the helium and neon supply system, and (c) 

the capsule was bypassed and the water generating system with and with- 

out the GEI hygrometer was in the system. 

A series o f  tests was begun to detect oxygen 

The products of the reactions given above (see Eqs. 2-2  and 2 - 3 )  

A more detailed discussion of were measured gas chromatographically. 

the measurements and problems associated with the measurements is given 

in Section 5 .  For present purposes, only two problems need be recog- 

nized: (1) during the second water vapor injection test, a neon contam- 

ination seriously interfered with the measurement of hydrogen and 

( 2 )  the automatic integration of the areas under the peaks of the chro- 

matogram can be highly unreliable. The first problem can be best solved 
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by excluding t h e  neon contamination. 

t i m e ,  a mystery t o  me and probably r equ i r e s  a d e t a i l e d  knowledge of t h e  

opera t ion  of t h e  gas chromatograph. More information on both problems 

is given i n  Sec t ion  5 .  

The second problem is ,  a t  t h i s  

The r e s u l t s  of  t h e  GC measurements of Hg, CO, and C02 before ,  
during,  and a f t e r  t h e  f i r s t  w a t e r  vapor i n j e c t i o n  t e s t  are presented 

i n  Table 2-2 and p l o t t e d  i n  Fig. 2-3. Also shown i n  Fig. 2-3 is t h e  

p r o f i l e  f o r  t h e  w a t e r  vapor content  of t h e  e f f l u e n t  from capsule  C 

( t h e s e  da t a  have been presented above i n  Table 2-1 and Fig.  2-1). The 

ho r i zon ta l  l i n e s  on t h e  upper ha l f  of Fig. 2-3 represent  t h e  mean v a l -  

ues ,  over t h e  time i n t e r v a l  i nd ica t ed ,  of t h e  r eac t ion  products H2, CO, 

and C02. The important genera l  r e s u l t s  embodied i n  Fig. 2-3 are: 

1. During t h e  f i r s t  4.4 h following t h e  beginning of w a t e r  vapor 

i n j e c t i o n ,  t h e  averaged value of t h e  concentrat ions of H2 and 

CO are t h e  same wi th in  t h e  u n c e r t a i n t i e s  of measurement; t h e  

concent ra t ion  of C02 i s  s m a l l  compared t o  t h e  concent ra t ions  

of H2 and CO. 

2. When w a t e r  vapor begins t o  appear i n  t h e  e f f l u e n t  from cap- 

s u l e  C, t h e  average concentrat ions of H2 and CO are substan- 

t i a l l y  reduced (by f a c t o r s  between 3 and 30); t h e  concentra- 

t i o n  of C02 increases  by 50%. 

3. Af te r  te rmina t ion  of w a t e r  vapor i n j e c t i o n ,  t h e  concentrat ions 

of H2, CO, and C02 r e t u r n  t o  nea r ly  t h e  prehydrolys is  values .  

The mean va lues  and s tandard devia t ions  of t h e  concent ra t ions  of 

Hz, CO, and C02 are presented i n  Table 2-3. 

sented  by ho r i zon ta l  l i n e s  i n  Fig. 2-3. Corrected for background, t h e  

mean concent ra t ions  of H2, CO, and C02 become 198, 227, and 16 ppmv a t  

0.1 MPa during s t a g e  2 ( see  Table 2-3 f o r  d e f i n i t i o n  of  s t a g e s )  w i th  

corresponding s tandard  devia t ions  of 72, 55, and 12, respec t ive ly .  

The mean va lues  are repre-  
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TABLE 2-2 

THE CONCENTRATION OF HYDROLYSIS PRODUCTS 
DURING THE FIRST WATER VAPOR INJECTION TEST 

Concentration 
(ppmv at 0.1 MPa) Re la t i ve  

Date Time Time ( h )  H2 co c02 
June 16 0955 

1004 

1034 

1045 

1102 

1111 

1128 

1139 

1150 

1200 

1212 

1246 

1306 

1425 

1433 

1459 

1509 

1519 

1527 

1527 

1546 

1603 

1630 

2029 

2048 

2103 

-0 58 

-0.52 

0.067 

0.25 

0.53 

0.68 

0.97 

1.15 

1.33 

1.50 

1.70 

2.27 

2.60 

3.92 

4.05 

4.48 

4.65 

4.82 

4.95 

4.95 

5.27 

5.55 

6.00 

9.98 

10.30 

10.55 

0 

47 

134 

279 

23 1 

135 

18 1 

29 1 

28 1 

296 

172 

40 

113 

43 

43 

86 

42 

125 

64 

26 

24 

25 

10 

7 

309 

208 

241 

166 

178 

243 

295 

7 

7 

97 

304 

489 

8 

237 

187 

0 

0 

0 

0.2 

4.0 

12 

15 

25 

4 

10 

11 

43 

23 

28 

37 

31 

31 

32 

26 

26 

48 

0 

0 

0 
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Fig .  2-3. T i m e  p r o f i l e s  of H2, CO, COz, and water vapor in 
capsule C 
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TABLE 2-3 
MEAN VALUES AND STANDARD DEVIATIONS OF THE CONCENTRATIONS OF 

H2, CO and C 0 2  DURING STAGES IN THE FIRST WATER VAPOR INJECTION TEST 

Stage Stage Definition H2 co co2 

1 Prehydrolysis, 23.5 f 23.5 8.5 * 2.1 2.1 * 2.1 
At (h) < 0 

2 Hydrolysis - 1, 222. f 68. 234. * 55. 17.9 * 12.2 
0 5 At (h) I 4.4 

3 Hydrolysis - 2, 69.5 * 34.4 7.3(a) 27.4 * 8.6 
4.4 < At (h) 5 0.2 

4 Posthydrolysis 25. f 1. 0.0 0.0 
9.9 5 A t  (h) 5 10.6 

(a)The abnormally high values for CO between 4.48 and 6.00 h 
after the start of water injection are attributed to the unreliabil- 
ity of the automatic integration of peaks by the GC system. 
text and Section 5.) 

(See 
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The concentration of water vapor injected was 155 ppmv at 0.1 MPa. 

Consequently, within the uncertainties of the concentrations and 

according to Eq. 2-1, (the following conclusions are made): 

1. The molar quantities of the reaction products H2 and CO are 

the same. 

2. The molar quantities of the reactant H20 and the product H2 

are the same. 

3. The molar quantities of the reactant H20 and the product CO 

differ by more than the known uncertainties. 

4 .  The sum of the molar quantities of CO and C02 and of H2 are 

the same. 

The general conclusion is that hydrolysis is occurring in accor- 

dance with the reactions given as E q s .  2-2 and 2-3 above. If, however, 
one’s faith is placed In the average values of the concentrations, then 

other possibilities arise. In particular (the following results are 

possible): 

1. The measured concentration of the water vapor added could be 

lower than the actual value by 20 to 30X.  

2. The unreliability of the integration processing of the GC 

could result in average values of H2 and CO that would be too 

hdgh. 

The concurrent hydrolysis of exposed fuel, which as shown below is 

occurring, would not affect the discrepancies among the mean concentra- 

tions of H2, CO and C02. 
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The results of the GC measurements of H2 and CO during the second 

water vapor injection test are presented in Table 2-4 and in Fig. 2-4. 

The data are meager for reasons discussed in Section 5. 

measurements at 24.3 h after the start of the water injection consist of 

two groups: in one, the concentration is 68 ppmv with a very small 

standard deviation; and in the other, it is 2.4 times larger. Since the 

concentration of added water vapor was 62 ppmv, the higher values are 

clearly in error. The lower valued group has a concentration just about 

equal to that of the added water vapor and thus, in this case, the H2I 

H20 ratio is one as expected f o r  hydrolysis of carbonaceous material. 

The low values of CO are not explicable, except perhaps in terms of the 

hardly detectable CO peaks in the chromatograms. Thus, for practical 

purposes, t h e  use of water vapor concentrations less than (o r  even com- 

parable) to 60 ppmv at 0.1 MPa introduces some difficulties in GC detec- 

tion of species. 

The hydrogen 

2.3. THE HYDROLYSIS OF THE FUEL UCO 

The reaction of water vapor with the fuel, UCO, is the second of 

the two major phenomena to be studied in capsule C. As a result of the 

hydrolysis of the fuel, two general processes occur: the hydrolysis of 

the f u e l ,  embodied in the two reactions 

and 

3U02 + 2H20 -t U3O8 + 2H2 , 

as well as increased steady-state release of f i s s i o n  g8S 

UO2/UC2 or U308/U02 -t A (steady-state 
fission gas) , 

( 2 - 5 )  
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TABLE 2-4 

THE CONCENTRATION OF HYDROLYSIS PRODUCTS DURING 
THE SECOND WATER VAPOR INJECTION TEST 

Concentration 
(ppmv a t  0.1 MPa) Relative 

Date Time T i m e  (h) H2 co 

June 21 1245 24.3 68 
68 
156 
165 
67 -33 

June 22 1600 51.6 2 28 19 

3.9 June 24 1130 95.1 --- 
June 25 1015 117.8 
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Fig. 2 - 4 .  C o n c e n t r a t i o n s  of H2 and 60 and time profile of water 
vapor in capsule C e f f luent  for the second water vapor 
i n j e c t i o n  test 
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i.e., t h e  hydro lys is  of t h e  f u e l  has t h e  two major r e s u l t s :  (1) change 

i n  t h e  chemical and s t r u c t u r a l  s t a t e  of t he  f u e l  and ( 2 )  increased 

r e l e a s e  of f i s s i o n  gas of t h e  a l t e r e d  f u e l .  The l a t t e r  r e s u l t  may o r  

may not  p e r s i s t  f o r  longer per iods of time depending on t h e  s t a t e  of t he  

a l t e r e d  fue l .  There are also two o the r  r e s u l t s  of l e s s e r  importance f o r  

capsule  C. The f i r s t  r e s u l t  is as follows: 

(2-7 I 
f i s s i o n  r eac t ion  

UCO ( f i s s i o n  gas)  + H20 + { gas }+{products 

where t h e  f i s s i o n  gas r e f e r s  t o  t h a t  po r t ion  of t h e  f i s s i o n  gas s to red  

wi th in  t h e  f u e l ;  i . e . ,  gas t h a t  cannot escape from t h e  f u e l  r ead i ly  

because t h e  gas atoms a r e  i n t e r s t i t i a l l y  held or are re t a ined  i n  grain 

boundary pores.  The following is t h e  second r e s u l t :  

M + x H ~ O  -+ MO, -+ x H ~  , ( 2 - 8 )  

where M represents  a m e t a l l i c  f i s s i o n  product atom not  y e t  bound as an 

oxide. 

Note t h a t  i n  t h e  major r eac t ions ,  ( E q .  2-4 and Eq. 2 - 5 ) ,  t h e  molar 

q u a n t i t i e s  of H2 and CO ( I n  one case)  and t h e  molar quant i ty  of H2 ( i n  

t h e  o the r )  a r e  t h e  same as t h e  molar q u a n t i t i e s  of H20. However, i n  

p r i n c i p a l ,  r eac t ion  2-5 (Eq. 2-5) can be d is t inguished  from reac t ion  2-4 

( E q .  2-4) v i a  the  H2lCO r a t i o .  The main evidence that  hydrolysis  of t h e  

f u e l  occurred i n  the  f i r s t  two water  vapor i n j e c t i o n  tests is t h e  detec-  

t i o n  of increased s t eady- s t a t e  f i s s i o n  gas release; i . e . ,  Eq. 2-6. Fol- 
lowing t h e  i n j e c t i o n  of w a t e r  vapor, the de tec t ion  of H2 and CO ind i -  

c a t e s  t h a t  f u e l  hydrolysis  as w e l l  as hydrolysis  of carbonaceous 

m a t e r i a l  can be occurr ing.  The r e l a t i v e  cont r ibu t ions  of t h e  hydrolysis  

of f u e l  and carbonaceous material t o  the product ion of H2 and CO remains 

t o  be determined. 

Before present ing  t h e  f i s s i o n  gas release measurements f o r  e i t h e r  

of t h e  two w a t e r  vapor i n j e c t i o n  tests, I w i l l  address two problems - 
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one of which may r e s u l t  from my l ack  of knowledge of t h e  ingredien ts  i n  

t h e  c a l c u l a t i o n  of R / B  a t  Pet ten.  

assoc ia ted  wi th  t h e  R / B  measurements reported (HFR/87/2380). By compar- 

ing t h e  var ious  t imes l i s t e d  on t h e  r a w  da ta  shee t s  I received while  a t  

Pe t t en  wi th  t h e  reported t i m e s ,  it is  clear t h a t  t h e  reported t i m e s  rep- 

r e sen t  t h e  s ta r t  of counting and not t h e  times a t  which t h e  gas sample  

l e f t  t h e  reac tor .  The use  of counting t i m e s  i n  t h e  ana lys i s  would 

introduce a d i s t o r t i o n .  A b e t t e r  repor t ing  procedure would be t o  use 

t h e  time of c o l l e c t i o n  of t h e  sample which is l i s t e d  on t h e  raw da ta  

shee t s  w i th  an ind ica t ion  as t o  whether a co r rec t ion  has been made t o  

account f o r  t h e  decay of t h e  r ad ioac t ive  i so topes  between c o l l e c t i o n  and 

t h e  s t a r t  of counting o r  has not been made. I n  any case, a f u t u r e  cor-  

r ec t ion  f o r  decay between r e l e a s e  of t h e  gas from t h e  f u e l  and co l l ec -  

t i o n  of t h e  gas sample, although not r e l a t i v e l y  l a rge  f o r  t h e  i so topes  

normally being measured, would have t o  be made. 

da t a  from t h e  f i r s t  water vapor i n j e c t i o n  t es t ,  I have used t h e  co l l ec -  

t i o n  times reported on t h e  raw da ta  shee t s  i n  my possession (although I 

do not know t o  what t i m e s  t h e  R / B s  have been back cor rec ted  f o r  decay).  

I n  t r e a t i n g  t h e  R / B  da t a  from t h e  second water vapor i n j e c t i o n  t e s t ,  t h e  

reported t imes have had t o  be used but e r r o r s  i n  t i m e s  assoc ia ted  wi th  

these  da t a  make comparison wi th  r eac t ion  product - or water vapor d i s -  

charge - p r o f i l e s  uncer ta in .  

The f i r s t  problem involves t h e  t i m e  

I n  t r e a t i n g  the  R / B  

The second problem involves  my attempt t o  c a l c u l a t e  r e l a t i v e  values  

of t h e  R / B  f o r  85m K r  from t h e  raw da ta  f o r  t h e  f i r s t  w a t e r  vapor in j ec -  

t i o n  t e s t  (see Sec t ion  8 ) .  The method by which I ca l cu la t ed  t h e  rela- 

t i v e  R / B s  is given i n  Sec t ion  8 based on cons idera t ions  i n  Sec t ions  6 

and 7. The R / B  da t a  f o r  8% K r  reported by Pe t t en  are presented i n  
Table 2 - 5  and t h e  comparison of t hese  wi th  my ca l cu la t ion  is presented 

i n  Table 2-6. (Note t h a t  I have re ta ined  t h e  t o t a l  f i s s i l e  loading as 

t h e  b a s i s  of the,b&k rate.)  A l l  d a t a  are presented I n  Fig. 2-5 along 
bigth 

wi th  t h e  water vapor discharge p r o f i l e s .  
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TABLE 2-5 

THE R/B VALUE FOR 85m Kr BEFORE, DURING, AND AFTER 
THE FIRST WATER VAPOR INJECTION TEST 

Col lect ion Spectrum Relative R/ B 
Date Time No. Time  (h) fo r  Rr 

June 15 1105 2349 -23.4 6.51 E-04 
June 16 0842 2362 -1.8 6.85 E-04 

June 16 1418 2366 3.8 9.24 E-04 

June 16 2100 2369 10.5 9.43 E-04 

June 17 1710 2379 30.7 6.62 E-04 

June 18 1300 2389 50.5 1.05 E-03 

June 19 1100 2399 72.5 9.36 E-04 

June 20 0936 2409 95.1 5 .08  E-04 
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TABLE 2-6 
COMPARISON OF R/B FOR Srn Kr VALUES CALCULATED BY BFM AND AT PETTEN 
FROM MEASUREMENTS MADE DURING THE FIRST WATER VAPOR INJECTION TEST 

Relative 
Time (h) Qb) R/B Calculated R I B  Reported 

-23.4 

-1.8 

3.8 

10.5 

30.7 

50.5 

72.5 

95.1 

1.20 E+07 

1.18 E+07 

1.21 E+07 

1.36 E+07 

1.34 E+07 

1.28 E+07 

1.20 E+07 

1.17 E+07 

6.68 E-04(b) 

6.57 E-04 

6.74 E-04 

7.57 E-04 

7.46 E-04 

7.13 E-04 

6.68 E-04 

6.51 E-04 

6.51 E-04 

6.85 E-04 

9.24 E-04 

9.43 E-04 

6.62 E-04 

1.05 E-03 

9.36 E-04 

5.08 E-04 

(a)See Section 8. 

(b)Based on average RIB at -23.4 and -1.8 h before start of 
water vapor injection as reported by Petten. 
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Fig. 2-5 .  Time prof i l e s  of RIB for 85m Rr and water vapor discharge for 
the f i r s t  water vapor in jec t ion  test 
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The d a t a  of Fig.  2-5 c l e a r l y  show t h a t  t h e  addi t ion  of water vapor 

t o  t h e  capsule  r e s u l t s  i n  an increase  i n  t h e  s t eady- s t a t e  f i s s i o n  gas 

re lease .  The R/Bs reported,  as can be seen on t h e  condensed t h e  scale 

p l o t  (on t h e  r i g h t  s i d e ) ,  y i e ld  a p r o f i l e  inexpl icable  i n  t e r n s  of t h i s  

t e s t  and i n  r e l a t i o n  t o  what has been observed seve ra l  times i n  t h e  

HRB-17/18 hydrolysis  tests. There is no reason a f t e r  t h e  i n i t i a l  

dec l ine  i n  R/B f o r  a subsequent r i s e  and f a l l  i n  t he  p r o f i l e .  I f  t h i s  

abe r ra t ion  were a t t r i b u t e d  t o  uncer ta in ty  i n  the  measurements, then a 

q u a n t i t a t i v e  ana lys i s  would become r a t h e r  d i f f i c u l t .  Furthermore, t h e  

reported R/B values  leave t h e  s t a r t  of f u e l  hydrolysis  i n  doubt. By 

c o n t r a s t ,  t h e  r e l a t i v e  RIB values  (normalized t o  t h e  reported R / B  value 

a t  -1.8 h )  show a p r o f i l e  of reasonable shape and one i n  accord wi th  t h e  

HRB-17/18 measurements. This ,  of course,  does not v a l i d a t e  the  ca leu la-  

t i o n s  of t h e  r e l a t i v e  RIB values;  t hese  ca l cu la t ions  must be indepen- 

dent ly  assessed.  The r e l a t i v e  RIB based p r o f i l e  i nd ica t e s  (1) a r i s e  in 

t he  R/B beginning wi th  t h e  addi t ion  of water vapor (2) a cont inuat ion i n  

the  increase  i n  RIB a f t e r  termlnat ion of water vapor In j ec t ion ;  t h i s  

might be expected on t h e  b a s i s  of d i f fus ion  of t h e  water vapor i n t o  t h e  

regions of t h e  ke rne l  containing UC2 (see below), ( 3 )  a period of con- 

s t a n t  RIB following terminat ion of f u e l  hydrolysis  and ( 4 )  a period of 

s i n t e r i n g  o r  annealing of t he  hydrolyzed f u e l  r e s u l t i n g  i n  a decrease i n  

R/B t o  t he  i n i t i a l  value. This sequence is  the  same as t h a t  observed i n  

HRB-17/18 f o r  t h e  UC2 por t ion  of t h e  UCO fue l .  

magnitude of the  change i n  RIB j u s t  a f t e r  t he  addi t ion  of water vapos 

f o r  the  Pe t t en  R/B values  i s  i n  accord wi th  t h a t  observed i n  t h e  

HRB-17/18 experiments; whereas, t h e  corresponding R / B  change based on 

t h e  ca l cu la t ed  r e l a t i v e  R/B values  is  not.  

On t h e  o the r  hand, the 

I n  view of t h e  unce r t a in t i e s  about t he  R/B values  and t h e  l a rge  

v a r i a t i o n s  i n  t h e  reported RIB values ,  f u r t h e r  ana lys i s  t o  determine t h e  

ex ten t  of f u e l  hydrolysis  is  not appropriate  a t  t h i s  t i m e .  

The R/B values  f o r  t h e  second water vapor i n j e c t i o n  t e s t  a r e  

presented i n  Table 2-7. Note t h a t  t he  r e l a t i v e  t i m e s  a r e  based on t h e  
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TABLE 2-7 

THE RIB  VALUES FOR 85m K r  BEFORE, DURING, AND 
AFTER THE SECOND WATER VAPOR I N J E C T I O N  TEST 

Relative ( a) RIB 
Date Counting T i m e  T i m e  (h)  for  85m Kr 

June 20 1130 
1530 
1853 
2136 

-0 93 
3.07 
6.45 
9.17 

5.08 E-04 
5.18 E-04 
6.93 E-04 
7.48 E-04 

June 21 0252 
0542 
1106 
205 7 

14.4 
17.3 
22.7  
32.5 

7.22 E-04 
7.89 E-04 
9.48 E-04 
1.11 E-03 

0248 ( b, 
0542 
104 1 
1421 

June 22 38.4 
41.3 
46.3 
49.9 

8.10 E-04 
7.43 E-04 
8.61 E-04 
9.71 E-04 

June 23 

June 24 

June 25 

June 26 

June 27 

June 28 

1033 70.1 8.33 E-04 

1044 117.8 6.79 E-04 

1017 94.3 8.02 E-04 

7.48 E-04 1024 142.0 

1148 167. 7.37 E-04 

1104 191. 7.68 E-04 

(a)Calculated f r o m  s t a r t i n g  time of June 20 1226 but  
r e l a t i v e  values  have a n  unknown error for being based on 
t h e  time a t  t h e  beginning of counting. 

ously is a typographic error. 
(b)The value l i s t e d  as taken on June 21 but  t h i s  obvi- 
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time a t  which counting began; and, t he re fo re ,  s ince  t h e  time a t  which 

t h e  gas sample l e f t  t he  f u e l  m u s t  be used a s  a bas i s  i n  order  t o  compare 

t h e  R/B values  wi th  o the r  measurements such as t h e  water vapor discharge 

time p r o f i l e ,  t h e  time s c a l e  of t h e  R/B p r o f i l e s  is uncer ta in  by t imes 

between about 2 and 6 h. 

along wi th  t h e  time p r o f i l e  of water vapor discharge.  
c l e a r l y  r i s e s  i n  response t o  the  i n j e c t i o n  of water vapor; but  following 

t h a t ,  t h e r e  a r e  r a t h e r  l a rge  excursions i n  R/B values  and a f t e r  t h e  t e r -  

mination of water  vapor i n j e c t i o n ,  t h e  R/B values  remain a t  t h e  l e v e l  t o  

which they i n i t i a l l y  rose.  These r e s u l t s  are not i n  accordance wi th  

HRB-17/18 observat ions.  

what l a rge  f o r  a concentrat ion of 62 ppmv a t  0.1 MPa. Given t h e  i n i t i a l  

r i s e  i n  R/B values  and the  passage of t i m e  involved, t h e  excursions 

(out l ined  by t h e  dashed curves of Fig. 2-6) are unexpected. I n  the  

HRB-17/18 experiments ( a t  100 ppmv), excursions due t o  r e l ease  of s t o r -  

age gas occurred wi th  5 h of water vapor i n j e c t i o n  and t h e  l a r g e s t  

excursion by f a r  occurred wi th in  1.5 h. I n  t h e  present  case ,  t h e  excur- 

s ions  did not begin u n t i l  a f t e r  14 h. However, t o  be considered i n  t h i s  

regard i s  t h e  s h i f t  i n  t h e  R/B p r o f i l e  of Fig. 2-6 t o  e a r l i e r  t imes 

when account i s  taken of t h e  time t h e  gas was released from the  f u e l  

r a the r  than  using a s  a reference time the  s t a r t  of counting. I f  t he  

r e s u l t l n g  s h i f t  were such a s  t o  br ing  i n t o  correspondence t h e  r i s e  i n  

water vapor discharge and the  beginning of t h e  excursions (and t h e  

s h i f t s  a r e  of t he  proper o r d e r ) ,  then the  excursion might be a t t r i b u t e d  

t o  a r e l a t i v e l y  high concentrat ion l e v e l  o f  water vapor invading t h e  

f u e l  kerne l .  P r io r  t o  t h e  rise i n  water vapor discharge,  t h e  r eac t ion  

of water vapor wi th  t h e  carbonaceous ma te r i a l  would have reduced t h e  

amount of water vapor reaching t h e  fue l .  Nevertheless,  one would s t i l l  

expect excursions,  i f  de t ec t ab le ,  to be observed during t h e  i n i t i a l  rise 

s ince  t h e  i n i t i a l  r i s e  has the  same magnitude a s  t h e  subsequent excur- 

s ions .  Another p o s s i b i l i t y  r e s u l t s  from tak ing  i n t o  account t h e  s h i f t  

( a s  discussed above) and regarding t h e  R/B values  of -5 E - 4 a s  aber-  

r a t ions .  Thus, consider  t h e  base value of R/B t o  be "'7.5 E-04. Then, 

t he re  is  no r i s e  i n  R / B  u n t i l  t he  water vapor discharge r i s e s  and water 

The R/B time p r o f i l e  is presented i n  Fig. 2-6 

Again, t h e  R/B 

The magnitude of t h e  changes i n  R / B  a r e  some- 
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Fig. 2-6. Time prof i l e s  of RIB for Kr and water vapor discharge 
for the second water vapor i n j e c t i o n  test 
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vapor becomes ava i l ab le  t o  d i f f u s e  pas t  t h e  carbonaceous ma te r i a l  and 

reach t h e  f u e l .  The r e s u l t s  of t h e  f i r s t  encounter of w a t e r  vapor wi th  

the  f u e l  is t o  r e l ease  s to red  gas,  but not t o  s i g n i f i c a n t l y  hydrolysis  

t h e  fue l .  Consequently, a f t e r  terminat ion of w a t e r  vapor i n j e c t i o n ,  t h e  

RIB r e tu rns  t o  i ts  i n i t i a l  value.  

such a s  t o  r e l ease ,  on t h e  average, about 3E-03 of t h e  inventory of 

s to red  gas from each p a r t i c l e  ( r e c a l l  t h a t  only 8.76% of t h e  f i s s i l e  
p a r t i c l e s  are d t f  p a r t i c l e s  and t o  make any absolute  ca l cu la t ion ,  one 

m u s t  co r r ec t  t h e  R/B values  t o  a b a s i s  of d t f  p a r t i c l e s . )  

t he  ex ten t  would be equivalent  t o  hydrolyzing a sur face  l aye r  of t h e  

sphe r i ca l  kerne l  200 nm i n  thickness .  

required t o  accomplish t h i s  ex ten t  of hydrolysis  i s  r a t h e r  small  and 

would not present  a problem. 

The ex ten t  of hydrolysis  would be 

Consequently, 

The amount of water vapor 

The above p o s s i b i l i t i e s  f o r  understanding t h e  R/B p r o f i l e  f o r  t h e  

second water vapor i n j e c t i o n  t e s t  are specula t ive .  Before going fur -  

t h e r ,  t h e  quest ions r a i sed  concerning the  R / B  values of t he  f i r s t  water 

vapor i n j e c t i o n  t e s t  need t o  be resolved, a t  l e a s t  from t h e  ana lys t ’ s  

viewpoint. 

2.4. THE SOURCE OF THE H2 AND CO 

A s  mentioned above, H2 and CO can be produced as a r e s u l t  of t h e  

hydrolysis  of f u e l  a s  we l l  a s  of carbonaceous mater ia l .  The r e l a t i v e  

production r a t e s  a r e  of primary i n t e r e s t .  What is the evidence t h a t  

predominately carbonaceous ma te r i a l  is  being hydrolyzed? 

A t  t h i s  s t age  i n  t h e  development of t h e  Pe t ten  experiments, t h e  

bes t  evidence comes from comparing the  present  experiment wi th  t h e  

resul ts  of t h e  hydrolysis  experiment i n  HRB-17/18. I n  t h e  l a t t e r  exper- 

iment, 100 ppmv of H20 a t  a pressure  of about 0.1 MPa and a t  a flow r a t e  

of about 120 cm3/min passed over 6 f u e l  compacts of t h e  same design con- 

t a i n i n g  a t o t a l  of 30 f a i l e d  d t f  p a r t i c l e s  f o r  a period of 12 days. A t  

a temperature of 300 K (assumed measurement temperature of t h e  water 
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vapor concentration), the H20 fluence (see Eq. 2-1) was 8.4.E-03 mol. 

The UC2 fuel in the UCO dtf particles was hydrolyzed to the extent of 

not more than 14X as determined by comparing the incremental increases 

in R/B in this case with that observed after complete hydrolysis of the 

UC2 portion. As the 30 dtf particles required only 1.1 E-05 mol El20 to 

have all the UC2 hydrolyzed, only 2.E-04 of the H20 passing by the fuel 

rods actually participated in a hydrolysis reaction involving UC2. The 

corresponding experiment in Petten involved 155 ppmv at 0.1 MPa at a 

flow rate of 300 crn3/min passing over 12 fuel compacts containing 

1044 failed dtf particles for a period of 4.5 h. 

this case was 4.8 loe4 mol, a factor of 18 smaller than in the HRB-17 

experiment cited. The 1044 failed dtf particles require 3.7 mol 

H20 for complete hydrolysis. 

participating in hydrolysis was 1.55 times as large as the HRB-17 case 

($.e., accounting fo r  the dependence of the rate of hydrolysis on water 

vapor pressure), then the extent of reaction in the present case was 

only 0.04%. 

The H20 fluence in 

If the fraction of the H20 fluence 

This explanation of the predominance of the hydrolysis of carbona- 

ceous material concentrates on the hydrolysis of the UC2 portion of the 

UCO kernel, because the results of the HRB-17 experiment clearly show 

that the carbide portion is hydrolyzed before the UO2 portion; and, 

therefore, in the very short time - first water vapor injection test of 
Petten only the carbide is participating in the hydrolysis. (Note that 

in calculating the amount of H20 required to hydrolyzed the UC2 portion 

of the UCO kernel, Eq. 2-4 and the following data on UCO kernel were 

used; 347 pm kernel diameter, 10.51 Mg/m3, and 0.2 fractional UC2 

content. ) 

Another argument for the predominance of the hydrolysis of carbona- 

ceous material resides in the water vapor discharge profiles. The 

hydrolysis of carbonaceous material is, in one sense, a repetitive pro- 

cess; i.e., the carbon atoms on reactive sites are consumed by reaction 
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but  o ther  carbon atoms replace them as r eac t ive  sites. By c o n t r a s t ,  t h e  

hydrolysis  of t he  carbon por t ion  of t he  f u e l  occurs but once. Hence, 

t h e  r e p e t i t i v e  p a t t e r n  i n  the  w a t e r  discharge p r o f i l e s  is un l ike ly  t o  

represent  t h e  hydrolysis  of UC2. 

understanding gained i n  t h e  H R B - 1 7 / 1 8  experiments and, i n  addi t ion ,  is 

general .  

Again, t h i s  argument is based on 
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3. THE FAILURE OF THE DESIGNED-TO-FAIL PARTICLES 

The des igned- to- fa i l  p a r t i c l e s  (d t f ) ,  composing 8.76% of t h e  f i s s i l e  

p a r t i c l e s  i n  t h e  f u e l  elements of t h e  experiments, were expected t o  f a i l  

e a r l y  i n  t h e  f i r s t  Pe t ten  cyc le  (87.03). The f i s s i o n  gas r e l e a s e  is t h e  

only measure of t h e  f a i l u r e  ava i l ab le  from measurements a t  t h e  Pe t t en  

reac tor .  These a r e  shown f o r  a l l  t h r e e  capsules (A,  B ,  and C )  i n  

Fig.  3-1 where t h e  R I B  values  are p l o t t e d  aga ins t  day number f o r  t h e  

f i r s t  cycle .  

r a t e  of 85m K r  i n  a l l  f i s s i l e  f u e l  containing p a r t i c l e s .  

R J B  values  based on only the  f i s s i l e  f u e l  i n  t h e  d t f  p a r t i c l e s  would 

requi re  mult iplying t h e  R / B  va lues ,  minus t h e  con t r ibu t ion  t o  R I B  from 

heavy metal  contamination, by (0.0876)'1. 

immediately, t h e  b a s i s  of t o t a l  f i s s i l e  inventory w i l l  be re ta ined .  

The values  of R / B  shown i n  Fig. 3-1 are based on the  b i r t h  

To ob ta in  t h e  

This w i l l  be done below, but  

From t h e  da t a  of Fig. 3-1, t h e  time p r o f i l e  of t h e  cumulative num- 

ber  of p a r t i c l e  f a i l e d  can be derived. Capsules A, B ,  and C w i l l  be 

considered separa te ly .  

by t h e  end of t h e  cyc le ,  all d t f  p a r t i c l e s  w i l l  have f a i l e d .  This 

assumption w i l l  be j u s t i f i e d  below by consider ing t h e  absolu te  value of 

R / B  for a f a i l e d  p a r t i c l e  based on a comparison with t h e  RIB of a j u s t  

f a i l e d  d t f  p a r t i c l e  as observed in HRB-17/18.where, i n  t h e  l a t te r  case, 

no uncer ta in ty  as t o  t h e  f a i l u r e  exis ts .  

For t h e  moment, t h e  assumption w i l l  be made t h a t  

The R I B ,  a t  any time i n  t h e  course of t h e  process  of d t f  p a r t i c l e  

f a i l u r e ,  is  given by 
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Fig. 3-1 .  Time p r o f i l e s  of RIB values for capsule A ,  B ,  and C during 
the  period when the  des igned-to- fa i l  p a r t i c l e s  were  
f a i l i n g :  
f i s s i l e  loading) 

cyc le  87 .03  ( R / B  values are based on t o t a l  
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where ( R / B ) ,  = con t r ibu t ion  from contamination, 

( R / B ) f  = con t r ibu t ion  from f a i l e d  d t f  p a r t i c l e ,  

N f  = number of f a i l e d  p a r t i c l e s ,  

Ndtf = number of d t f  p a r t i c l e s .  

The values  of (R/B), and (R/B)f w e r e  determined by averaging a s e l e c t e d  

number of R / B  values  (from those shown i n  Fig. 3-1) a t  t h e  beginning and 

a t  t h e  end of t h e  cycle .  

t h e  number of da t a  used i n  t h i s  process a r e  shown i n  Table 3-1. Equa- 

t i o n  3-1 was then  used i n  conjunction wi th  the  da t a  of Table 3-1 t o  

determine t h e  values  of Nf corresponding t o  each R/B measurement t i m e .  

The r e s u l t s  are shown i n  Table 3-2 and p l o t t e d  i n  Fig. 3-2. Least 
square s t r a i g h t  l i n e  f i t s  t o  t h e  da t a  of Table 3-2 a r e  shown i n  

Fig. 3-2; t h e  c o e f f i c i e n t s  of t hese  f i t s  are a l s o  given i n  T a b l e  3-2. 

The da ta  used i n  obta in ing  t h e  l e a s t  square f i t s  include a l l  da t a  shown 

i n  Table 3-2 up t o  t h e  time a t  which t h e  ca l cu la t ed  value of Nf f i r s t  

surpassed t h e  value of Ndtf (= 1044). 

The deduced values  of (RIB) ,  and ( R / B ) f  and 

The use of a s t r a i g h t  l i n e  t o  f i t  t h e  da t a  of Table 3-2 and 

Fig.  3-2 Is j u s t i f i e d  by t h e  p r o f i l e s  of d t f  p a r t i c l e  f a i l u r e  observed 

i n  HRB-17/18. I n  t h e  l a t t e r  experiment, t he  f a i l u r e  of each p a r t i c l e  

was detec ted  as  a sp ike  of gas r e l ease  so t h a t  no uncer ta in ty  ex i s t ed  as 

t o  t h e  moment of f a i l u r e  of each p a r t i c l e  and a l s o  a s  t o  t h e  number of 

p a r t i c l e s  f a i l e d  ( t h e  l a t t e r  number was  i d e n t i c a l  t o  t h e  number of d t f  

p a r t i c l e s  p re sen t ) .  

i n  HRB-17/18 was a s t r a i g h t  l i n e  or composed of s t r a i g h t  l i n e  segments 

of high prec is ion .  

bu t  a s t r a i g h t  l i n e  f i t  is a l s o  i n  order .  

f a i l u r e  derived from t h e  f i t s  t o  t h e  da t a  of Fig. 3-2 are given by t h e  

values  of the cons tan t  b of Table 3-2. Converting these b values  t o  a 

pe r  hour b a s i s ,  t h e  average value of b becomes 2.7/h. 

of b observed f o r  t h e  HRB-17/18 experiment was 0.71/h close t o  113 t h e  

va lue  observed i n  t h e  WFR-B1 experiment. I n  t h e  l a t t e r ,  t h e r e  w e r e  

t h r e e  f u e l  compact s t acks  compared t o  one i n  HRB-17/18 so t h a t  t h e  

The cumulative ' f a i l u r e  p r o f i l e  of t h e  d t f  p a r t i c l e s  

The da ta  shown i n  Fig. 3-2 do s c a t t e r  r a t h e r  widely 

The t i m e  p r o b a b i l i t i e s  of 

The average value 

3-3 



[MM- 1oo-woRMv] 

TABLE 3-1 
THE ESTIMATED VALUES IN EACH CAPSULE OF 85mKr R/B FROM 
CONTAMINATION AND FROM FAILED, DESIGNED-TO-FAIL PARTICLES 

Mean Value of R/B(a) for Capsule: 

A B c 

(R/B)c/10'6 5.79 0.57 6.04 * 0.00 5.07  * 1.54  

No. of data used: first 4 1 3 

R/B)f/10-4 8.02 f 0.42 8.92 f 0.70 7.51 f 1.13 

No. of data used: last 3 4 5 

Ndtf(b) 1044 1044 1044 

(a)The R/B values are based on the total flsslle loading. 

(b)The number of dtf particles per compact is now reported as 87 
(Ke-87) and there are 12 compacts per capsule. 

Ke-87 J. W. Ketterer "Fuel Loadings in Capsule HFR-B1 Fuel Compacts," GA 
Internal Memorandum, CED:435:JWK:87, July 2 3 ,  1987. 
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TABLE 3-2 
CALCULATION OF THE CUMULATIVE NUMBER OF FAILED 
DTF PARTICLES AT THE TIMES OF RIB MEASUREMENTS 

IN CAPSULE A, B AND C 

Capsule Date & T i m e  h At(d) N f  t i ( * )  b( l/d) (a) 

09.04.87 13.42 
A 14.04.87 11.39 

21.04.87 11.08 
23.04.87 09.21 
26.04.87 12.50 
02.05.87 09.25 
03.05.87 10.10 
04.05.87 13.30 

3 13.04.87 14.55 
16.04.87 23.14 
17.04.87 14.32 
22.04.87 10.45 
27.04.87 11.45 
29.04.87 10.45 
02.05.87 20.11 
03.05.87 18.30 
04.05.87 12.30 

C 16.04.87 22.07 
21.04.87 16.20 
24.04.87 10.03 
28.04.87 17.12 
30.04.87 09.00 
01.05.87 22.44 
03.05.87 02.49 
04.05.87 02.19 
04.05.87 10.41 

13.7 
11.65 
11.13 
09.35 
12.83 
09.42 
10.17 
13.50 

14.92 
23.23 
14.53 
10.75 
11.75 
10.75 
20.18 
18.50 
12.50 

22.12 
16.33 
10.0s 
17.20 
9.00 
22.73 
2.82 
2.32 
10.68 

0 
4.91 
11.89 
13.82 
16.96 
22.82 
23.85 
24.99 

4.05 
7.40 
8.03 

17.92 
19.88 
23.27 
24.19 
24.95 

7.35 
12.11 
14.84 
19.15 
20.80 
22.38 
23.55 
24.53 
24.87 

12.88 

0 
142 
3 15 
504 
485 
993 
1030 
1095 

11 
101 
122 
762 
913 
1072 
942 
1005 

-206. 50.4 

1130 
-356(b) 72.9(b) 

52 
594 
59 1 
883 
1077 
1093 
810 
1234 
971 

-393(c) 69.5('=) 

(*)Coefficients in the t i m e  profile of the cumulative number of 
f a i l e d  dtf particles: /vf = a + bt(d) whereN,f is the cumulative number 
of failed particles. 

(b )Coef f icients determined f Tom data including the last three 
values of the couple (NE, At). 

(c)Coef f icients determined from d a t a  including the last four values 
of the couple (Nf, At). 
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Fig. 3-2. The cumulative number of particles (dtf) failure as a 
function of time from start of irradiation 
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probab i l i t y  of t he  f a i l u r e  of a d t f  p a r t i c l e  i n  both experiments was 

comparable. Note t h a t  t h e  length  of t h e  s t acks  were d i f f e r e n t  i n  t h e  

two experiments, but  t h i s  is not re levant  t o  t h e  foregoing comparison as  

long as t h e  neutron f l u x  and i t s  ax ia l  v a r i a t i o n  are comparable i n  t h e  

two  experiments. 

The values  of t h e  constant  b of Table 3-2 a r e  propor t iona l  t o  t h e  

neutron f luence and f lux ,  increas ing  wi th  increase  i n  t h e  l a t t e r .  Thus, 

t h e  p r o b a b i l i t y  of f a i l u r e  increase  wi th  increas ing  neutron f l u x  or f l u -  

ence. On t h e  b a s i s  of t h i s  c o r r e l a t i o n ,  no choice can be made among t h e  

thermal and f a s t  neutron f l u x  o r  f luence a s  t o  t h e  f a i l u r e  inducing 

mode. 

Data on t h e  f a i l u r e  t imes,  f a s t  neutron f luxes ,  and f i s s i o n  r a t e  

d e n s i t i e s  applying t o  the  d t f  p a r t i c l e s  i n  experiments HRB-17/18 and 

HFR-B1 are presented i n  Table 3-3 ( a ) .  From t h e  da t a  i n  t h i s  t a b l e ,  

one can show t h a t  (a )  t h e  f a s t  f luence a t  t h e  completion of the  f a i l u r e  

of d t f  p a r t i c l e s  is  t h r e e  t imes g r e a t e r  i n  HFR-31 than  i n  HRB-17/18 and 

(b )  t h a t  t h e  number of f i s s i o n s  per  u n i t  volume of f i s s i l e  f u e l s  a t  t h e  

completion of f a i l u r e  i s  roughly t h e  same i n  HFR-B1 and HRB-17/18. The 

s p e c i f i c  values  of t h e  involved q u a n t i t i e s  are presented i n  

Table 3-3 (b). These r e s u l t s  i n d i c a t e  that  t h e  f a s t  f luence is not 

involved i n  t h e  f a i l u r e ,  but  t h a t  t h e  f a i l u r e  is r e l a t e d  t o  t h e  number 

of f i s s i o n s  occurring. This conclusion i s  cons i s t en t  wi th  t h e  previous 

ana lys i s  of t h e  f a i l u r e  of d t f  p a r t i c l e s  i n  HRB-17/18. For  t h a t  experi-  

ment, t h e  suggest ion was  made t h a t  f i s s i o n  fragment damage i n  t h e  t h i n  

pyrocarbon coa t ing  of t h e  d t f  p a r t i c l e s  w a s  responsible  for  t h e  f a i l u r e .  

This suggest ion app l i e s  as w e l l  t o  HFR-B1 r e s u l t s .  

VAllrE 

The absoluteA&e&of t h e  RIB per  f a i l e d  d t f  p a r t i c l e  may be com- 

puted from t h e  d a t a  of Table 3-1 on t h e  assumption t h a t  t h e  R/B values  

i n  t h i s  t a b l e  a r e  based on f i s s l l e  loadings and on the f r a c t i o n  of d t f  

( f i s s i l e )  p a r t i c l e s  present .  The average value and s tandard devia t ion  
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TABLE 3-3(a) 

FAST FLUENCES AND FISSION RATE DENSITIES FOR EXPERIMENTS 
FAILURE TIMES OF THE DESIGNED-TO-FAIL (dtf) PARTICLES, 

HRB-17/18 AND HFR-B1 

Mean Fission 
Failure (hl Fast Flux Fission Rate Density(b) 

Exp/Capsule Start End At(h) (nlrn2.s) Power(W) (a) (Fissions/m3.s) 

HRB/ 17 18.5 66.5 48 4.6E+18 - 1.5E+21 

HRB/ 18 22.6 56.0 33 4.6E+18 - 1.5E+21 

HFR-Bl/A 98 595 49 7 1.6E+18 847 l.OE+20 

/B 117 46 1 344 1.9E+18 1024 l.lE+20 

/C 136 496 360 1.4E+18 876 9.7E+19 

(a)The average of the fission power per capsule at the beginning 
and at the end of cycle 87.03. 

(b11z-i converting from fission power per capsule to fission rate 
density (a) the equivalent numbers of compacts per capsule for capsules 
A, B and C were taken to be 12.0, 12.8 and 12.8, respectively (b) the 

2.06E3-08 + 1.9E-09 = 2.25E-08 rn3 and (c) the number of fissions/J was 
taken to be 3.2E+10 (based on 194 MeVlfission). 

1 volume -- of __---  the - f issil~-&iesfta-ed--tme? -$&*sr%dcdwas 

I 

'i 
\ 
\ 

'$, , 
\ 

TABLE 3-3(b) 
FAST FLUENCE AND FISSION DENSITY AT COMPLETION OF DTF 
PARTICLE FAILURE IN EXPERIMENTS HRB-17/18 AND HFR-B1. 

Experiment Fast Fluence (n/m2) Fission Density ( fissions/rn3) 

HRB- 17 / 18 l.OE+24 7.9E+27 
HFR-B 1 3.1E+24 4.5E+27 
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of the 8Sm Kr R/B for a failed dtf particle is calculated to be ( 9 . 2  f 

0.8) This contrasts with the value of 4.8 deduced from 

the HRB-18 experiment just after completion of dtf particle failure. 

The former value,corresponds to a graphite temperature of about 87OOC 

and €&the latter value ,,77OoC. The fuel temperatures estimated to 

be l S O ° C  higher. Combining the R/BAwith the temperature data permits an 

estimate of the activation energy for RIB to be made; thus, Q/R = l o4  K. 
This compares with the standard value of 6400 K. Thus, one suspects the 

R/B derived from the HFR-31 experiment to be somewhat higher than that 

applylng to the HRB experiment for reasons other than temperature. Nev- 

ertheless, the mean values of R/B found near the end of cycle 87.03 

indicate that the failure of the dtf particles is complete. Thls  con- 

clusion is strengthened by the initial R/B values found in the early 

stages of the subsequent cycle 87.05. 

cy y2/3 

tc /c&.i.JT 4 s  

YrPldSS 

&-rBur/EnGc 

4 
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4. TRANSPORT OF GAS FROM CAPSULE TO SAMPLING VOLUME 

4.1. INTRODUCTION 

I n  t h e  HFR-B1 experiment, t h e  gas t r anspor t  from t h e  capsule  t o  t h e  

sampling volume is  reported i n  t echn ica l  no te  P/F1/87/5. 

l i n e s  are shown i n  Fig. 4-1. Table 4-1 shows the t r a n s i t  t i m e s  f o r  var-  

ious flow rates and l i n e  volumes. Two quest ions concerning these  da t a  

are : 

The gas flow 

1. Is t h e  t r a n s i e n t  t i m e  given i n  columns 2 ,  3, and 4 t h a t  from 

t h e  capsule  e x i t  to t h e  sampling volume? 

2.  D o  t h e  decay volumes given i n  t h e  headings of columns 3 and 4 

represent  decay tank  or decay tank p lus  f i l t e r  tank  and o rd i -  

nary tubings (for example, t h e  tub ing  between MV32 and CV31 

for  t h e  case of passage through DT3 only)?  

volume i s  a t t r i b u t e d  t o  t h e  tanks themselves and t o  t h e  con- 

nec t ing  tubing? 

I n  any case, what 

I t  is clear from t h e  t r a n s i t  t imes i n  columns 2 ,  3 ,  and 4 t h a t  s l u g  

f low is assumed; thus ,  

t = VI€, . (4-1) 

where t = t r a n s i t  t i m e  (min), 

v = volume of l i n e s  (ern31 , 
f r  = flow rate ( c d / m i n ) .  

However, t h e  decay tanks w i l l  cause mixing of t h e  success ive  volume ele- 

ments of t h e  s l u g  flow and consequently a longer delay.  I f  a well mixed 
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CA = Copsulf  
DT = Delay tank 
AF = Activoted charcoal filter 
F = Filter , 

MY = Solenoid volve 
C V  z Check valve 

GAS SCHEME 

Fig. 4-1. Gas scheme of irradiatlon r i g  including rig head 
(taken from P/F1/87/5) 
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TABLE 4-1 
TRANSPORT TIMES OF DOWN-STREAM SWEEP GAS 

FOR DIFFERENT DECAY VOLUMES 

Transport Times 
Sweep Gas Without in Minutes Decay 
Mass Flow Decay Volume Volume In Capusle 
cm3 min-1 150 cm3 360 em3 720 cm3 100 cm3 

500 0.3 1 1.7 0.2 

300 0.5 1.7 2.9 0 . 3  

100 1.5 

50 3 

20 7.5 

5.1 

10.2 

25.5 

8.7 1 

17.4 2 

4 3 . 5  5 
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volume is assumed, then  f o r  a delay tank volume of Vh ( i . e . ,  hold up 

volume) t h e  t r a n s i t  t ime becomes 

where g is  t h e  f r a c t i o n  of gas t h a t  has passed through volume vh. Sup- 

pose t h a t  90% of t h e  gas has passed through volume vh, then  t h e  t r a n s i t  

t ime i s  

Consequently, t h e  t r a n s i t  time i s  2.3 t i m e s  longer f o r  90% o f  t he  gas t o  

pass  through a w e l l  mixed volume than  f o r  a l l  of t h e  gas t o  pass through 

a tubu la r  segment of t h e  same volume. 

4.2. ANALYSIS OF THE GAS TRAIN 

The t r a n s i t  t ime i n  t h e  tubu la r  segment of t h e  gas t r a i n  will be 

descr ibed by us ing  Eq. 4-1. The f u r t h e r  assumption i n  using Eq. 4-1 is  

no d i s t o r t i o n  of  t h e  t i m e  p r o f i l e  of gas concentrat ion during tubu la r  

f l o w .  

A more d e t a i l e d  ana lys i s  of t h e  e f f e c t  of t h e  hold up volume on 

t h e  gas p r o f i l e  i s  required as two f a c t o r s  e n t e r  here:  t h e  d i s t o r t i o n  

of t h e  p r o f i l e  and t h e  delay of t h e  gas element. A l s o ,  recogni t ion  is  

required of t h e  d i f f e r e n t i a l  na ture  of t h e  experiment, i .e. ,  measure- 

ments of a s t eady- s t a t e  f r a c t i o n a l  gas release are of i n t e r e s t  as con- 

t r a s t e d  t o  p o s t i r r a d i a t i o n  experiments i n  which t h e  p r o f i l e  of t h e  emu- 

l a t i v e  gas release is of i n t e r e s t .  Thus, l e t  A ( t )  be t h e  dens i ty  of 

atoms i n  t h e  hold up volume vh, then  

( 4 - 4 )  
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where A(t) = density of atoms in Vh (atoms/cm3), 

P(t) = inflow rate (atoms/cm3 * s )  

L = outflow frequency (l/s), 

1 = decay frequency (l/s). 

Equation 4-4  yields 

where A' i s  the initial gas density in vh. 

To account for the effect of the hold up volume, the  differential 
inflow and outflow must be comparable, thus 

and 

where P,(t) is  the time integral inflow to the well mixed volume and 

R(t) is the response of the inflow profile to the effects of the well 

mixed volume. If 

P(t) = K1 + K2t , (4-8) 

where 

K i  = constant for i = 1,2 , 

4-5 



then the  case of a constant  inflow ( t  = 0 )  and a r i s i n g  or f a l l i n g  

inflow r a t e  ( K 2  > 0, t # 0 or K 2  < 0, t # 0 )  can be t r e a t e d .  

Equation 4-7 becomes 

If t >> (L + A)-1, then 

L 
LA(t) = - L + X  { K 1  + K 2 t )  ( 4 -  10) 

In  t h i s  case ,  t h e  inflow r a t e  can be obtained from the  outflow r a t e  by 

t h e  r e l a t i o n  

(4-11) 

I f  both s i d e s  a r e  mul t ip l ied  by the  flow r a t e ,  f r ,  then the  r i g h t  s i d e  

of Eq. 4-11 represents  t he  f i s s i o n  gas r e l ease  rate,  atoms/s,  from the  

capsule i n  t he  absence of delay i n  t h e  tubular  segment of t he  gas t r a i n  

preceding t h e  hold up volume. Thus, t h e  reported s t eady- s t a t e  f i s s i o n  

gas r e l ease  can be cor rec ted  by using t h e  f a c t o r  (L + X)/L. 
t i o n  of t >> (L  + 

below. 

The assump- 

leading t o  t h i s  co r rec t ion  f a c t o r  i s  j u s t i f i e d  

4 - 6  
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4.3. APPLICATION OF ANALYSIS TO THE HFR-B1 MEASUREMENTS 

I f  t h e  s t eady- s t a t e  f r a c t i o n a l  r e l ease  measured a t  t h e  sweep gas 

sampling s t a t i o n  i s  (RIB),, then t h e  R I B  a t  t h e  capsule  e x i t  is 

where V i  = 

n =  

L =  

t ubu la r  segment volumes i n  t h e  gas t r a i n ,  

number of w e l l  mixed volumes i n  t h e  gas t r a i n ,  

f r  /vh 

( 4 - 1 2 )  

To apply E q .  4-12 requi res  information not p re sen t ly  ava i l ab le  t o  

t h e  w r i t e r .  Nevertheless,  examining t h e  f a c t o r  (1 + X/L) is  ins t ruc -  

t i v e .  I n  p a r t l c u l a r ,  consider t h e  r a t i o  

(4-13) 

This represents  t h e  r a t i o  of t he  (RIB), cor rec t ion  f a c t o r  f o r  passage 

through a w e l l  mixed volume t o  t h a t  f o r  passage through a tubular  seg-  

ment of t he  same volume. 

values  of 50 and 300 cm3/min f o r  t he  flow r a t e .  

shown i n  Table 4-2. 

taken of t h e  mixing i n  t h e  decay tank or i n  t h e  f i l t e r  tank wi th  respec t  

t o  the decay of t h e  rad ioac t ive  Isotopes.  However, i f  t h e  flow r a t e  is  

reduced t o  50 cm3/min, then account of t h e  mixing i n  these  tanks  should 

be taken i n  co r rec t ing  f o r  t h e  decay of the i so topes .  

Assume values  of 360 and 720 cm3 f o r  a vh and 

Then t h e  Rf values  are 

A t  a flow r a t i o  of 300 cm3/min, no account need be 

I n  applying the co r rec t ion  f a c t o r  f o r  t h e  e f f e c t s  of the hold up 

volume, t h e  assumption of t >> (L  + X ) - l  was  necessary. 

L ? 0.0012/s f o r  t h e  cases considered (vh 5 720 cm3, f, ? 50 cm3/min), 

the  maximum value of ( L  + x1-1 is 14 min. 

s a t i s f i e d  f o r  t i m e s  g rea t e r  than 1 h. S ign i f i can t  changes i n  t h e  m a j o r -  

i t y  of t h e  d a t a  occur over longer time per iods and, t he re fo re ,  t h e  

As t h e  value of 

Therefore,  t h e  inequa l i ty  i s  
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assumption is  , ~ s t i f i e d  i n  most cases .  Analyses of more rap 1 changes 

i n  gas re lease  should be treated i n  each case individually,  if 

necessary. 
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TABLE 4-2 
THE RATIO, Rf, OF THE (R/B)s CORRECTION FACTOR FOR 

PASSAGE THROUGH A WELL-MIXED VOLUME TO THAT FOR PASSAGE 
THROUGH A TUBULAR SEGMENT OF THE SAME VOLUME 

Rf 
Flow Rate 

Isotope (cm3 / m i l l )  vh 2vh X ( l / S )  

85mKr 

7Kr 

88Kr 

133xe 

135xe 

8srnKr 
7 K r  

88Kr 

133xe 

135xe 

300 1.01 1.01 4.30E-05 

1.02 1.04 1.51E-04 

1.01 1-02 6.73E-05 

1.00 1.00 1.53E-06 

1.00 1.01 2.11E-05(a) 

50 1.04 1.08 

1.14 1.29 

1.06 1.12 

1.00 1.00 

1.02 1.04 

(a)Assuming the Xe-135 to be out of the 
i r r a d i a t i o n  field. 
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5. THE DETERMINATION OF HYDROLYSIS PRODUCT CONCENTRATIONS FROM GAS 
CHROMATOGRAPHIC MEASUREMENTS ON SAMPLES OF 

OUTLET GAS FROM CAPSULE C 

Samples of o u t l e t  gas from capsule  C during and a f t e r  t h e  f i r s t  

two w a t e r  vapor i n j e c t i o n  tests w e r e  measured gas chroma ographica l ly  

for t h e  presence of H2, CO, CO2, CH4, 02, and N2. These measurements 

were not  without  d i f f i c u l t y  and t h e  problems w i l l  be discussed here .  

The f i r s t  watez vapor i n j e c t i o n  t e s t  (16.06.87; 1030 t o  1644)  w i l l  be 

t r e a t e d  f i r s t .  

i 

The c a l i b r a t i o n  da ta  appl icable  t o  t h e  f i r s t  tes t  are presented 

i n  Table 5-1. The measurements of H2, CO, and C02 i n  t h e  gas samples  

of t h e  f i r s t  test  are presented i n  Table 5-2. The fol lowing problems 

or p e c u l i a r i t i e s  e x i s t  fo r  t h e s e  measurements: 

1. The values of t h e  ppmv assoc ia ted  wi th  t h e  f i r s t  e leven rows 

of Table 5-2 a r e  not  t h e  va lues  obtained from t h e  o r i g i n a l  

chromatograms. M r .  Timke drew my a t t e n t i o n  t o  an e r r o r  i n  

t h e s e  va lues  t h a t ,  as I remember, could roughly be cor rec ted  

by mult iplying by 1f2 .  However, a f t e r  forming a t a b l e  

(Table 5-1) of t h e  c a l i b r a t i o n  da ta  and using t h e  f a c t o r  from 

t h e  c a l i b r a t i o n  appropr ia te  t o  t h e  f i r s t  e leven rows of d a t a  

i n  Table 5-2,  i . e . ,  t h e  c a l i b r a t i o n  of  09:47:27, I found t h e  

areas l i s t e d  i n  Table 5-2 mul t ip l i ed  by these  f a c t o r s  y ie lded  

about t h e  expected va lues  of ppmv based on t h e  rough correc-  

t i o n  s t a t e d  above. Furthermore, t h e  average of t h e  s e t  of 

ppmv va lues  (see below) s e l e c t e d  from t h e  ‘ f i r s t  e leven e n t r i e s  

for hydrogen w e r e  i n  agreement w i t h  the average of the 12 and 

13th  row e n t r i e s  f o r  hydrogen f o r  which t h e r e  is no ques t ion  

of t h e  proper c a l i b r a t i o n  f ac to r .  I do not  understand t h i s  
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TABLE 5-1 
CALIBRATION OF GAS CHROMATOGRAPH BEFORE, DURING AND 

AFTER THE WATER VAPOR INJECTION TEST 

Day GC GC Conc 
Time Time Area Species (ppmv) Factor 

87/06/16 
09:47: 27 

1.77 
2.43 
2.90 
3.54 
4.49 
6.29 

6675 
6791 
1695 
5592 
16350 
7254 

51.9 
48.3 
41.2 
37.8 
51.9 
60.7 

7.78E-03 
7 12E-03 
2.43E-02 
6.753-03 
3.18E-03 
8.37E-03 co 

87/06/16 
13 :29: 45 

1.78 
2.44 
2.91 
3.56 
4.50 
6.32 

7578 
7857 
1989 
7675 
20127 
8640 

100 
101.4 
38.2 
176.4 
130.2 
192.8 

1.32E-02 
1 29E-02 
1.92E-02 
2.30E-02 
6.47E-03 
2.23E-02 

87 1061 16 
13 :38: 15 

1.78 
2.44 
2.91 
3.56 
4.50 
6.32 

7172 
7456 
2658 
7416 
20192 
7307 

94.7 
96.2 
51.1 
170.5 
130.7 
163.1 

1.32E-02 
1.29E-02 
1.92E-02 
2.30E-02 
6.47E-03 
2.23E-02 

871061 16 
13 :49:23 

1.78 
2.44 
2.92 
3.56 
4.51 
6.32 

8645 
9034 
19 15 
9005 
20004 
9 189 

48 
49 
47 
50 
52 
48 

5.55E-03 
5.42E-03 
2.466-02 
5.21E-03 
2.60E-03 
5.223-03 

87/06/ 16 
19 : 49 

1,176-01 
2.11E-02 
7 84E-03 
2.31E-02 
1 32E-02 
1.70E-01 

1.76 
2.43 
2.9 
3.54 
4.48 
6.31 

410 
2062 
6083 
2169 
3880 
293 

47.8 
43.5 
47.7 
50.2 
51.1 
49.9 

5-2 



(MM-103-WORMM) 

. -- 
TABLE 5-2 

DATA ON THE GAS CHROMATOGRAM AREA AND CONCENTRATION OF THE HYDROLYSIS 

VAPOR INJECTION TEST. ALL DATA ARE FOR 87/06/16 
PRODUCTS H2, CO AND C02 BEFORE, DURING AND AFTER THE FIRST WATER 

H2 co c02 
Cal T i m e  Area PPmv Area PPmv Area PPmv 

09:47:27 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
1 

13 :49:23 

I 
I 
I 
I 
I 
I 
I 
I 
I 
1 

1034 

1045 

1102 

1111 

1128 

1139 

1150 

1200 

1212 

1246 

1306 

1425 

1433 

1459 

1509 

15 19 

1527 

1527 

1546 

1603 

1630 

112139 798 

18832 134 

39128 279 

15117 (a) 108 (a )  
(28135) (2001 

32495 23 1 

4509 (a) 
(49840) {3;:)' a) 

19011 135 

{8141} (581 

25467 181 

40810 29 1 

39444 28 1 

54624 296 

7457 (a) 53 (a) 

31677 172 

7406 40 

20833 113 

7870 43 

7870 43 

15783 86 

7753 42 

23121 125 

11841 6 4  

77224 

28 1 

36933 

382 

24856 

190 

296 

28830 

19800 

21291 

29044 

56570 

{ 2 z ;  1 
1320 

1284 

18548 

58195 

93598 

1461 

45408 

35774 

646 

2.4(c) 

309 

3.2(c) 

208 

1.6(c) 

2.5(=) 
b 

24 1 

166 

178 

243 

295 

{ 1 3  
7 

7 

97 

304 

489 

8 

237 

187 

1563 

1894 

3163 

473 

22766 

26198 

1248 

13621 

1475 

5468 

33160 

54300 

4158 

5065 

6711 

5632 

5520 

5765 

4737 

4748 

8710 

12 

15 

25 

4 

177(d) 

204(d) 

10 

106(d) 

11 

43 

258(d) 

302(d) 

23 

28 

37 

31 

31 

32 

26 

26 

48 
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TABLE 5-2 (Continued) 

H2 co co2 

Cal Time Area PP"V Area PPmv Area PPmv 

19 : 49 2029 (1232)(b) 26 ND 0.0 ND 0.0 

I 2048 (1137)(b) 24 ND 0.0 ND 0.0 

1 2103 (1185)(b) 25 ND 0.0 ND 0.0 

(a)The central mark that appeared on all other chromatograms checked for 
number and location of marks (the first eleven listed for H2) was missing for 
these traces. 

(b)These areas were computed from the known factor. See Table 5-1. 

(C)For all other chromatograms checked for letters following the area 
number (the first eleven listed for CO), the letter V followed the area number. 

(d)In the case of these chromatograms, a center mark was absent. 

5-4 



[MM-100-WORMM] 

2. 

3 .  

4 .  

complicated matter, but I accept the results, at least 

momentarily. 

Among the first eleven entries for hydrogen, there are three 

occasions on which double measurements were rep-ted. 

these cases, a central mark (a short line extending downward 

from the chromatogram curve, and, so far as I know, related to 
integration procedures in the GC equipment) was present and 

presumably resulted in integration over part of the hydrogen 

peak as evidenced by the generally lower area values as com- 

pared to the other measurements. The values of ppmv f o r  the 

three occurrences of double measurements have been excluded 

from the data set considered in Section 2. 

OQ 
In 

The first listed value of ppmv for hydrogen is sufficiently 

different from the other values so that it is excluded on a 

statistical basis. 

The values of ppmv for the first twelve CO entries of 

Table 5-2 are "self-divided" into two groups: one with 

very low values, the other with values consistent with the 

H2 values (see Section 2 ) .  

gram, this distinction exactly correlates with the presence of 

the letter V following the printing of the number representing 

the area of the measured peak for the higher value group. The 

V, according to the GC manual, is connected with the second 

curve, unresolved peak. I did not study the manual well 
enough to understand this. However, I did trace the chromato- 
gram curves in the vicinity of the CO peaks on four cases as 

shown in Fig. 5-1. (The traces shown have been enlarged in 

the process of reproductlon.) These curves, especially the 

peaks, are visually similar and provide no justification for 

the enormous disparity in the corresponding concentrations 

(ppmv) reported by the GC computer. In fact, a rough 

From the records of the chromato- 
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Fig. 5-1. Gas chromatograms i n  the v i c i n i t y  of the  CO peaks 
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measurement of t h e  a reas  of t h e  four  peaks ind ica t e s  an aver- 

age value (on an a r b i t r a r y  s c a l e )  of 65 * 6 ,  i . e . ,  t h e  va r i a -  

t i o n  i n  areas of t h e  four  peaks of Fig. 5-1 is represented by 

a standard devia t ion  o f  only 10%. Apparently then,  t h e  asso- 

c i a t i o n  of t h e  let ter V with  many of t h e  GC a reas  ind ica t e s  

t h a t  t h e  peaks of Fig. 5-1, for example, are t r e a t e d  a s  t h e  

"second curve,  unresolved peaks" by the  GC machinery. Thus, 

i n  t he  s e t  of the  very low ppmv values ,  t h e  measured "peak** 

must be a f i r s t  curve - resolved peak. The only ind ica t ion  I 

f ind  i n  t h e  t r a c e s  of Fig. 5-1 for a f i r s t  curve is by t r e a t -  

ing t h e  marks ( t h e  s h o r t ,  more or l e s s  ho r i zon ta l  segments on 

t h e  l e f t  s i d e  of t h e  curves)  a s  i nd ica to r s  of i n t e g r a t i o n  l i m -  

i t s .  Then, f o r  t h e  f i r s t  curve on t h e  l e f t ,  t he  i n t e r v a l  

between marks j u s t  p r i o r  t o  t h e  major peak of t h i s  curve would 

de l imi t  an a rea ,  roughly t r i a n g u l a r  i n  shape which might be 

t r e a t e d  by t h e  GC as an a r e a  t o  be measured. 

pened, an a rea  would be found such t h a t  t h e  r a t i o  of t h e  a rea  

of t h e  major peak t o  t h i s  peak is approximately 100; i n  f a c t ,  

t h i s  is t h e  r a t i o  of t h e  average a rea  f o r  t h e  set of higher  

value concentrat ions t o  t h a t  for t h e  set of lower value con- 

cen t r a t ions  of CO given i n  Table 5-2 f o r  t h e  f i r s t  twelve 

e n t r i e s .  Unfortunately for t h i s  hypothesis ,  t h e r e  is  no s e t  

of comparable marks s e t t i n g  o f f  a small  peak preceding t h e  

major peak f o r  t he  t h i r d  curve from t h e  l e f t  of Fig.  5-1 f o r  

which t h e  GC computer a l s o  r epor t s  a very s m a l l  concentrat ion.  

If th i s  hap- 

A s i m i l a r  v a r i a t i o n  i n  peak areas and concentrat ions occur for 

CO i n  t h e  set of values  s t a r t i n g  a t  1459 and ending a t  1630. 

Unfortunately,  I d id  not note  any letters t h a t  might have 

appeared wi th  t h e  a rea  numbers on t h e  chromatograms so t he  

same c r i t e r i o n  as is i m p l i c i t  above is not  a v a i l a b l e  here  t o  

d iscr imina te  between reasonable and unreasonable values .  How- 

ever ,  t h e  extreme v a r i a t i o n  of t h e  -,slues wi th in  s h o r t  per iods 
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of time (for example between 1546 and 1603) is likely to 

reflect GC problems. 

In any event, there is a clear need for careful monitoring and 

operation of the GC. Perhaps with a person more knowledgeable 

than I am about the GC, the problem of integration of the cor- 

rect areas can be avoided. 

5 .  A problem similar to the problem discussed in paragraph 4 

occurred for the C02 determinations. 

concentrations (see Table 5-2) are from those chromatograms in 

which a mark was absent. In this case, however, the judgement 

was made that set of higher values is in error and that the 

lower value set is correct. 

The set of higher value 

The analysis of reaction products in the second water vapor injec- 

tion test (20.06.87 - 1226 to 24.06.87 - 1130) was much less successful 
than in the first test. The few measurements made are assembled in 

Table 5-3. The problems that existed for these measurements are as 

follows : 

1. On June 21, there were two activity alarms in the reactor 

building attributed to leaks in the gas sampling portion of 

the sweep loops of D214.01. As a consequence of this, the 

practice of storing the gas samples before gas chromatographic 

analysis was begun. 

samples could be reduced. There was also another advantage 

related to interference by neon in measurement. 

In this way, the activity level of these 

2. Measurements on June 20, the day injection began, revealed 

little hydrogen. 

understand this result. 

The chromatograms should be reexamined to 
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TABLE 5-3 
DATA ON THE CONCENTRATION OF THE HYDROLYSIS PRODUCTS H2 

AND CO MEASURED GAS CHROMATOGRAPHICALLY DURING THE 
SECOND WATER VAPOR INJECTION TEST 

Sample Sample 
Collection Measurement Concentration (ppmv) 

Time Time H2 co 

87.21.06 1245 87.22.06 1426 68 

1434 

1443 

145 1 

1500 

87.22.06 1600 87.23.06 1122 

1403 

87.24.06 1130 87.25.06 1505 

1526 

87.25.06 1015 87.29.06 NllOO 

68 

156 N3 3 

165 

67 

19 

228 

4.3 

3.5 

(a) 0 

(a)H2 peak masked. 
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3 .  During the gas chromatographic measurements for the second 

test, instance:of massive interference of hydrogen peaks by 

neon were observed. Examples of a slight interference and a 

massive interference are shown in Fig. 5 - 2 .  The peak for 

hydrogen normally has its maximum at 2.44 (see Table 5 - 1 ) .  

For the slight interference of Fig. 5 - 2 ,  the peak has shifted 
to 2 . 5 4 ,  although this is within the range observed in some 

other calibrations. Thus, one can be reasonably certain t ha t  

the peak in the slight interference example is due to hydrogen 

although the peak area may be somewhat distorted due not only 

to neon interference, but also to the integration limits indi- 

cated by the marks. By contrast, the massive interference 

signal of Fig. 5 - 2 ,  $.e., the negative going neon signal which 

is truncated at the left side of the GC recorder, completely 

masks the time interval during which hydrogen is normally 

being eluted. There is an unknown peak at 2 . 7 8 ,  but between 

say 2 . 5  and 2 . 9  (the oxygen peak) there is no known signal for 

the calibration gas or the capsule effluent gas. Could it be 

that the hydrogen elution is retarded in the presence of neon 

and in the example o f  Fig. 5-2  is merely displaced? And if 

displaced, to what extent is it distorted? This  seems an 

unlikely explanation. 

is, a priori, an equally likely hypothesis as hydrogen 

retardation. 

The acceleration of the oxygen elution 

Clearly, the interference by neon is a major problem. In one 

case where the negative going neon signal occurred j u s t  before 

the hydrogen signal, helium (only) was swept through the sam- 

pling lines and into the GC with the result that the neon sig- 

nal was reduced in the first gas chromatogram and did not 

appear on the second (see record of 8 7 . 0 6 . 7 3 ,  1 3 : 4 5 : 5 8 ,  and 

1 3 . 5 4 : 2 8 ) .  As there are common lines on the sweep loop used 

for the helium plus neon carrier gas in capsules A and B as 

well as pure helium carrier gas in capsule C, some 
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Fig. 5-2. Examples of the interference by neon in the gas 
chromatographic measurement of hydrogen 
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contamination of l i n e s  through which capsule C e f f l u e n t  passes 

can introduce neon i n t o  capsule C samples. A c a r e f u l  f lush ing  

of these  common l i n e s  before  sampling from capsule  C w i l l  

c l e a r l y  a i d  i n  reducing neon contamination. However, t h i s  may 

not be t h e  only source of neon contamination - a leak  across  

c losed valves  is another source.  

The s implest  s o l u t i o n  t o  t h e  neon problem is  t o  f r e e  t h e  gas 

l i n e s  from capsule  C t o  t h e  sampling v i a l  of neon by prevent- 

ing leaks  across  valves  and by f lush ing  those l i n e s .  There 

a r e  o the r ,  more complicated so lu t ions  such a s  (1) separa t ing  

hydrogen from t h e  gas samples and measuring hydrogen alone,  

( 2 )  changing GC columns or a l t e r i n g  condi t ions of e l u t  on 

(although t h i s  may not be p o s s i b l e ) ,  and ( 3 )  i nve r t ing  t h e  

neon peak under condi t ions t h a t  t h e  now negat ive going hydro- 

gen peak can be seen a s  a per turba t ion .  

i 

4 .  The problem wi th  i n t e g r a t i o n  of t he  area under the  peaks of 

t h e  chromatogram a l s o  was evident i n  t h e  second water vapor 

i n j e c t i o n  t e s t ,  but  was complicated by t h e  presence of neon. 

An example of t h i s  i s  shown i n  Fig. 5-3. Here, t he  p r o f i l e  of 

t h e  chromatogram i s  s imi l a r  i n  two cases ;  i n  t he  upper case ,  

t h e r e  i s  an e x t r a  in t eg ra t ion  mark and consequently an e x t r a  

peak (Hz) is reported.  This i s  very disconcert ing t o  an 

a m l y s t  . 
5 .  Fina l ly ,  I address another problem wi th  GC i n t e g r a t i o n  which 

involves the  f i r s t  f i v e  e n t r i e s  i n  column 3 of Table 5-2 for 

hydrogen. The t r a c e s  of t h e  corresponding hydrogen peaks a r e  

shown i n  F i g .  5-4. The mean of two of t h e  f i v e  peak a reas  Is, 

according t o  the  gas chromatograph, 2.4 t imes t h e  mean of the 

areas  of t h e  o ther  t h r e e  peaks. However, d i r e c t  area measure- 

ments show t h a t  t h e  v a r i a t i o n  among the  peak a reas  is  only 8%.  
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Fig. 5-3. Example of GC i n t e g r a t i o n  v a r i a t i o n  
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- . . .--__-I. 

-- 5-3 - y 

Fig. 5-4. Repeated measurement by gas chromatography of the same gas 
sample 
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6 .  A SELF-TUTORIAL IN GAMMA SPECTROSCOPY 

6.1. INTRODUCTION 

In attempting to examine the raw data sheets obtained at Petten, it 

became necessary to understand the relations by which counting values 

are converted to steady-state fission gas release values. These rela- 

tions were derived and are presented here chiefly for the benefit of the 

writer. A l s o ,  in order to analyze the data, the derivation of the R/B 

values must be thoroughly understood. Certain questions arise below the 

answers to which are necessary to complete t h i s  self-tutorial. 

6 .2 .  DERIVATION OF EXPRESSION FOR NUMBER DENSITY OF ISOTOPE IN SAMPLING 
VOLUME AT MOMENT OF COLLECTION 

Let C be the total number of counts accumulated during the counting 

period, t, (total live time) and let <C,> = C/tc be the count rate aver- 

age (since the number of radioactive atoms declines during the counting 

period C, is actually the average count rate). 

centration of atoms of a specific isotope present during the counting 

period i s  

Then, the average con- 

where E = detector efficiency, 

b = branching ratio, 

v = sample volume, 

= decay constant, 

eRS = correction factor for pulse pileup losses 

R = total count rate for all isotopes, 

$ = amplifier pulse pileup time constant. 
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The average concentration of atoms of a specific isotope is also  

given by 

<Nc> = iC No e-Xt dt , 
0 

where 

No = number of atoms present a t  beginning of counting period. 

Since a delay occurred between sampling and the start of counting 

where td is the delay time. Thus, 

Consequently, 

and in combination with Eq. 1, yields 

cstc eRS eXtd 
Nm = 9 ( 6 - 5 )  

E& (1 - 
b 

where Nm is the number of atoms/cm3 present in the sampling volume at 

the moment of collection. 
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6.3. TOTAL COUNT RATES AND PULSE PILEUP LOSS CORRECTIONS 

An es t imate  of the  lower l i m i t  of t h e  t o t a l  count rate can be made 
I I 

as follows: Form t h e  r a t i o  Nm (tdi)/Nm t d  (1 + 1);  then,  according t o  

Eq. 6-5 

where 

If = 5 p s ,  corresponding t o  a shaping time constant  of 2 p s ,  then  t h e  

minimum t o t a l  count r a t e  can be ca l cu la t ed  for a sample measured a t  a 

s e r i e s  of delay t imes as shown i n  Table 6-1 for  t h e  da t a  assembled i n  

Table 6-2. 

The da ta  of Table 6-1 f o r  t he  ca l cu la t ed ,  absolu te  minimum t o t a l  

count rate, 

topes by t h e  expression 

= RA - X, can be represented q u i t e  we l l  f o r  krypton i so -  

- t d  ( S ) / 7 2 1 3  R, ( coun t s / s )  = 2.518 E -+ 05 e 

The c h a r a c t e r i s t i c  decay t i m e  is e s s e n t i a l l y  2 h (7213 s ) .  That t h e  

minimum ca lcu la t ed  count rate is too high for accura te  measurement a t  

delay t i m e s  of 2 h or less is  clear from t h e  d a t a  of Table 6-1 as w e l l  

as Eq. 6-8.  The values  of RA computed from xenon i so topes  are in agree- 

ment w i th  those  based on t h e  krypton i so topes  only for Xe135; t h e  uncer- 

t a i n t y  i n  t h e  counting of Xe133 is apparent ly  l a r g e  enough t o  r e s u l t  i n  

t h e  scatter inherent  i n  t h e  RA values  f o r  Xe133 l i s t e d  i n  Table 6-1. 
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TABLE 6-1 
INCREMENTAL TOTAL COUNT RATES AT A SERIES OF DELAYS PRIOR 

TO GAMMA COUNTING THE FISSION GAS SAMPLE 
TAKEN FROM CAPSULE C AT 0049 ON JUNE 12, 1987 

2294 3660 65700 59600 62000 62400 153300+X 

2295 7260 51200 45850 46700 47900 87600+X 

2296 14460 24300 24750 23250 24100 3 6 400+X 

229 7 21660 12100 --- 11000 11500 12 1 oo+x 
2298 21660 X85m x8 7 x88 X X 
--- CD 

2294 3660 44600 63000 

2295 7260 83400 52000 

2296 14460 20700 23600 

2297 21660 3250 --- 
2298 21660 

RA = The calculated a b s o l u t e  m i n i m u m  
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TABLE 6-2 
CALCULATION OF THE COUNT AND DELAY TIME CORRECTED NUMBER 

OF ACCUMULATED COUNTS FOR MEASUREMENTS ON A SAMPLE 
TAKEN FROM CAPSULE C AT 0049 ON JUNE 12, 1987 

Kr87 

Kr88 

K r 8 5 m  2294 

2295 

2296 

2297 

2298 

2294 

2295 

2296 

2297 

2298 

2294 

2295 

2296 

2297 

2298 

Xe133 2294 

2295 

2296 

2297 

2298 

Xe135 2294 

2295 

2296 

2297 

2298 

3660 

7260 

14460 

21660 

28860 

3660 

7260 

14460 

21660 

28860 

3660 

7260 

14460 

21660 

28860 

3660 

7260 

14460 

21660 

28860 

3660 

7260 

14460 

21660 

28860 

1925 

1518 

1268 

1173 

1121 

1925 

1518 

1268 

1173 

1121 

1925 

1518 

1268 

1173 

1121 

1925 

15 18 

1268 

1173 

1121 

1925 

15 18 

1268 

1173 

1121 

195 

234 

223 

185 

145 

183 

147 

63 

24 

8 

206 

222 

172 

118 

76 

9.2 

4.6 

2.9 

2.0 

1.9 

108 

55 
26 

15.5 

13.4 

1 

1.39 

1.79 

2.03 

2.15 

1 

1.35 

1.69 

1.92 

1.90 

1 

1.36 

1.72 

1.93 

2.04 

1 

1.25 

1.90 

2.10 

2.14 

1 

1.37 

1.78 

2.00 

1.81 

(*)Assumed to be the live-time counting period and not the real-time 
counting period. 
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Bearing on t h e  t o t a l  count ra te ,  is  t h e  dependence of t h e  cor rec ted  

number of accumulated counts f o r  s p e c i f i c  i so topes  as a func t ion  of t h e  

delay t i m e  between sample  c o l l e c t i o n  and measurement. This is  shown i n  

Fig. 6-1 f o r  t h e  d a t a  (N& and t d )  of Table 6-2. I n  add i t ion ,  some da ta  

from a sample taken  from capsule  C a t  1410 on June 16, 1987, are 

included i n  Fig. 6-1; these d a t a  are presented i n  Table 6-3. I n  consld- 

e r l n g  Fig. 6-1, no te  t h a t  

The derived va lue  of Nm should,  i n  p r i n c i p l e ,  be independent of t d ,  

Consequently, t h e  m u l t i p l i e r  of Nm i n  Eq. 6-9 would have t o  change wi th  

t d .  Only the f a c t o r  exp (Rg) w i l l  change f o r  a s p e c i f i c  i so tope .  T h e  
change i n  exp (R$) must occur i n  a manner t h a t  y i e l d s  a cons tan t  va lue  

for t h e  product Nm exp (R$),  s i n c e  t h i s  product is  equal ,  a s i d e  from a 

cons tan t ,  t o  t h e  number of atoms, Nm, present  i n  t h e  f i s s i o n  gas s a m p l e .  

This i s  poss ib l e ,  s i n c e  R decreases wi th  increas ing  t d .  Furthermore, it 

would appear from t h e  da t a  i n  Fig. 6-1 f o r  each i so tope  t h a t  an  asymp- 

t o t e  i s  r ap id ly  being approached a t  l a r g e  t d  va lues  and t h a t  t h i s  asymp- 

t o t e  must be equal ,  a s i d e  from t h e  cons tan t  l/Ebv, to t h e  va lue  of Nm. 

If an asymptote i s  being approached (neglec t ing  measurement l i m i t a t i o n s  

t h a t  might prevent a t r u e  asymptote from being observed),  then  t h e  va lue  

of X i n  Table 6-1 became neg l ig ib l e .  I n  t h i s  event ,  t h e  abso lu te  va lues  

of t h e  t o t a l  count ra te  become known w i t h  a n e g l i g i b l e  e r r o r  and the 

d a t a  of Fig. 6-1 can be cor rec ted  f o r  t h e  pu l se  p i l eup  loss.  This is  

shown i n  Fig. 6-1 f o r  t h e  i so tope  85mKr. 

/ 

I 

6 . 4 .  RATIO OF ATOMS AMONG ISOTOPES MEASURED 

I n  s p i t e  of t h e  l a r g e  co r rec t ions  t o  count da t a  taken  a t  s h o r t  

de lay  t i m e s ,  the underlying measurements are q u i t e  c o n s i s t e n t  as shown 

by t h e  cor rec ted  d a t a  i n  Fig. 6-1 and t h e  consistency of one of t h e  fac-  

t o r s  as shown by Eq. 6-8 en te r ing  i n t o  t h e  co r rec t ion .  Another ind ica-  

t i o n  of t h e  underlying consistency, independent of t h e  co r rec t ions  
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TABLE 6-3 
CALCULATION OF THE COUNT AND DELAY TIME COMECTED NUMBER 
OF ACCUMULATED COUNTS FOR MEASUREMENTS ON A SAMPLE TAKEN 

FROM CAPSULE C AT 1410 ON JUNE 16, 1987 

Isotope Spectrum td(S) tc(s)(a) C, Na 

Kr85m 2365 

2366 

236 7 

Kr87 2365 

2366 

2367 

Kr88 2365 

2366 

2367 

7 140 

15 120 

19560 

7140 

15120 

19560 

7 140 

15120 

19560 

1596 

1262 

1196 

1596 

1262 

1196 

1596 

1262 

1196 

227 7.43E+06 

227 1.04E+07 

201 l.llE+07 

139 3.05E+06 

58 4.18E+06 

31 4.36E+06 

209 5.24E+06 

168 7.22E+06 

132 7.69E+06 

(a)Assumed to be the live-time and not the 
real-time counting period. 
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(which a f t e r  all, are s i m p l y  self cons i s t en t )  i s  given by t h e  r a t i o  of 

atoms f o r  each spectrum. Thus 

(6-10) 

where  i and j represent  d i f f e r e n t  i so topes .  

The r e l a t i v e  values a r e  shown i n  Table 6-4 based on da ta  i n  

Tables 6-2 and 6-5. The r e l a t i v e  values of t h e  number of atoms a t  t h e  

time t h e  f i s s i o n  gas samples were co l l ec t ed ,  [ N m ] ~ / [ N m l ~ ~ ~ ~ ~  a r e  con- 
s t a n t  wi th  a f r a c t i o n a l  s tandard devia t ion  of less than  0.07. There is  

apparent ly  a s m a l l  decrease i n  values  wi th  increas ing  time delays before  

counting, t he  o r i g i n  of which is unknown. 
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TABLE 6-4 
THE RELATIVE NUMBER OF ATOMS OF SELECTED ISOTOPES 

IN THE FISSION GAS SAMPLE AT THE MOMENT OF COLLECTION 

Relative No. of Atoms, [Nm]i/[Nm]~~85~ for i = 

Spectrum td(S) 85mKr B7Kr 88Kr 133xe 135Xe 

2294 

2295 

2296 

2297 

2298 

Mean Values 

Standard Deviation 

Fractional Standard Dev. 

3660 1 

7260 1 

14460 1 

21600 1 

28860 1 

1 

0.106 0.179 0.868 1.45 

0.103 0.176 0.782 1.43 

0.100 0.172 0.918 1.43 

0.100 0.171 0.902 1.43 

0.094 0.170 0.863 1.22 

0.191 0.174 0.867 1.39 

0.004 0.004 0.053 0.10 

0.044 0.022 0.061 0.069 
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TABLE 6-5 
CONSTANTS AND PARAMETERS NEEDED IN CALCULATION OF THE 

NUMBER OF ATOMS OF AN ISOTOPE PRESENT IN A FISSION GAS SAMPLE 

85mKr 0.785 1 20E-03 9 t 42E-04 

87Kr 0.503 4.53E-04 2.28E-04 

88Kr 0 263 9 84E-04 2 59s-04 

133xe 0.371 1.05E-03 3 90E-04 

135xe 0.903 7 73E-04 6.98E-04 

(a)Values taken from "Table of 
Isotopes, Seventh Edition" edited by C.M. 
Lederer and V.S. Shirley, John Wiley and 
Sons, Inc. 1978. 

(b)Values taken from "IMGA Operating 
Manual" K.H. Valentine and M.J. Kania, 
ORNLITM-6576, August 1979. Only the 
relative values of E are used here as the 
absolute values listed apply to a specific 
source-detector geometry. 
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7.  THE DETERMINATION OF R / B ,  COMPARISON WITH REPORTED VALUES AND 
DEPENDENCE ON DECAY CONSTANT {PARTIALLY A SELF-TUTORIAL) 

As a measure of my understanding of the calculation of R / B  under 

the Petten experimental conditions, an attempt is made here to calculate 

relative R I B  values from the raw data obtained during my recent trip to 
Petten. The results are compared w i t h  the reported results. Some pos- 

sible discrepancy exists between the compared data which will be under- 

stood only when the detector efficiencies f o r  the Petten source-detector 

geometry are requested and received. The dependence of R / B  on decay 

constant is also examined. 

7.1. DETERMINATION OF RIB AND COMPARISONS 

The R I B  for an isotope is calculated according to the equation 

where N = the number density of atoms released from the fuel 

elements (atoms/cm3), 

fr = flow rate (cm3/s), 

Fr = fission rate (fissionsls), 

Y = yield of a specific isotope. 

Normally, the R I B  is calculated at the time of release from the fuel 
element. This implies that the transit time, t .  to the sample collec- 

tion volume and the decay time, tdr between collection and measurement 

have to be known. The correction f o r  the transit time has been dis- 

cussed in Section 4 .  Thus, the number density at the time of release 

f 
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from t h e  f u e l  element based on t h e  number dens i ty  a t  t h e  s ta r t  of the 

gamma counting per iod  is given by 

where  NF = number dens i ty  of atoms a t  the s ta r t  of  gamma counting 

0 (atoms/cm3), 

Nm = number dens i ty  of atoms a t  t h e  moment of sample c o l l e c t i o n  

( a t  oms / cm3 ) . 

The complete express ion  f o r  t h e  RIB correc ted  t o  t h e  s t a r t  of counting 

i s  

RS C e f, 

where C = number of counts during counting per iod ,  

R = t o t a l  count rate f o r  a l l  i so topes  ( c o u n t s l s ) ,  

$ = pu l se  p i l eup  time cons tan t  ( s ) ,  

E = de tec to r  e f f i c i e n c y ,  

b = branching r a t i o  f o r  a s p e c i f i c  i so tope ,  

X = decay cons tan t  (l/s), 

tC = counting time ( l i v e )  ( s ) .  

Since t h e  d e t e c t o r  e f f i c i e n c i e s  are not a v a i l a b l e  t o  m e  as of t h i s  w r i t -  

i ng ,  t h e  r e l a t i v e  R / B s  w i l l  be ca l cu la t ed .  Thus, us ing  Kr85m as t h e  

re ference ,  

I f  t h e  r e l a t i v e  R/Bs correc ted  t o  c o l l e c t i o n  of the sample or t o  r e l ease  

from t h e  f u e l  elements are des i r ed ,  then  E q .  7-4 is  mul t ip l i ed  by e i t h e r  
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exp {(Xi  - Xr)td} or exp {(Xi - A,) ( t d  + t f ) ) ,  respec t ive ly .  Slnce 

t d  >> tf i n  t h e  cases  t o  be ca lcu la ted ,  only t h e  l a t t e r  case w i l l  be 
considered i n  add i t ion  t o  t h e  case of Eq. 7-4. 

I n  c a l c u l a t i n g  the r e l a t i v e  RIBS according t o  Eq. 7-4, the b i r t h  
r a t e  i s  based on a l l  f i s s i o n s  occurr ing i n  both f i s s i l e  and f e r t i l e  

fue l .  What is des i red  is t h e  b i r t h  r a t e  i n  t h e  designed-to-fuel ( d t f )  

p a r t i c l e s ,  a t  l e a s t ,  i n  t h e  e a r l y  s t ages  of t h e  experiment when f a i l u r e  

of the normally configured f i s s i l e  p a r t i c l e s  is unl ike ly .  

t he  f i s s i o n  r a t e  i n  f i s s i l e  p a r t i c l e s  must be known apa r t  form t h e  fis- 

s i o n  r a t e  i n  f e r t i l e  p a r t i c l e s ,  Knowing t h e  f i s s i o n  rate i n  t h e  f i s s i l e  

p a r t i c l e s ,  t h e  f i s s i o n  r a t e  i n  t h e  d t f  p a r t i c l e s  can be ca lcu la ted  from 

t he  r a t i o  of t h e  d t f  t o  normally configured p a r t i c l e s .  A t  t h i s  t i m e ,  I 

assume t h a t  t h e  RIBS reported from Pet ten  a r e  based on t h e  t o t a l  f i s s i o n  

r a t e ,  t h a t  i s ,  on f i s s i l e  and f e r t i l e  p a r t i c l e s .  

I n  any event ,  

The values  of t h e  q u a n t i t i e s  i n  Eq. 7-4 are presented i n  Table 7-1. 
The values  of E i  a r e  t r e a t e d  i n  t h e  two following ways.  

t i v e  values  is  taken from t h e  eff ic iency-energy curves applying t o  the  

source-detector  geometries of the  ORNL IMGA s y s t e m .  The curves f o r  f i v e  

geometries are shown i n  Fig. 7-1; t h a t  t h e  r e l a t i v e  e f f i c i e n c i e s  a r e  

sens ib ly  constant  among t h e  d i f f e r e n t  geometries can be seen from t h i s  

f i gu re .  Using t h e  curve marked 20 cm,  t h e  r e l a t i v e  de t ec to r  e f f i c l e n -  

cies, E i / E r  where E ,  i s  t h e  de t ec to r  e f f i c i ency  a t  150 keV (85m K r ) ,  a r e  

1, 0.38, and 0.82 f o r  i represent ing  BSrn Kr, 87 K r  and 88 Kr, respec- 

t i v e l y .  

ing t h e  de t ec to r  e f f i c i e n c i e s  required t o  match the R/B values  reported 

from Pe t t en .  

A s e t  of r e l a -  

The o the r  approach t o  the  de t ec to r  e f f i c i e n c i e s  is by c a l c u l a t -  

One ambiguity i n  t h e  da t a  reported from Pe t t en  must f i r s t  be 

resolved. By comparing t h e  raw da ta ,  I received a t  Pe t ten  and t h e  

t a b l e  of RIB da t a  for capsule  C,  it is c l e a r  t h a t  t h e  time quoted for 

t h e  R I B  values  is t h e  t i m e  a t  which t h e  counting s t a r t e d .  

t i o n  a r i s e s :  Are t h e  R / B  da t a  cor rec ted  t o  t h e  t i m e  a t  which counting 

So t h e  ques- 
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TABLE 7-1 
QUANTITIES NEEDED TO CALCULATE THE RELATIVE RIBS FOR THE 
FISSION GAS SAMPLE TAKEN FROM CAPSULE C ON JUNE 15 AT 1105 

AND MEASURED AS SPECTRUM 2349 

Quantity 85mKr 87Kr 88Kr 

341622 

(a) 

0.785 

4.30E-05 

1.3 1E-02 

1443 

6900 

6.22E-02 

1.35 

120 

216628 

(a) 

0.503 

1 51E-04 

2.54E-02 

1493 

6900 

2.02E-01 

2.89 

120 

324322 

(a> 

0.263 

6.73E-05 

3 58E-02 

1493 

6900 

9 56E-02 

1.60 

120 

(a) See text. 

(b)Assumes to be live time. 

(c)Assumes a flow rate of 300 cm3/min 
and a decay volume of 360 cm3 in line f r o m  
the release of gas in the fuel element to the 
collection of the gas samples  in the sample 
volume. Thus according to Table 4-1, the 
transit time is 1.7+0.3 = 2.0 min (120 s). 
Note that the calculations in the text are 
not particularily sensitive to the value of 
tf since td >> tf. 
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Fig. 7-1. Point-source, full-energy peak detection efficiency as a 
function of gamma-ray energy for five source-detector 
geometries of the IMGA system 
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s t a r t e d ?  I conclude t h a t  t h i s  is not so, f o r  i f  t h e  R/B da ta  reported,  

f o r  example, a t  1300 on June 15th were corrected f o r  t h e  t r a n s i t  and 

decay t imes between gas release and the  s t a r t  of counting, t h e  cor rec ted  

R/B values  would be abnormal. Thus, f o r  t h e  reputed values  of R/B f o r  

85m K r ,  88 K r ,  and 87 K r ,  of 6.51 E-04, 4.14 E-04, and 3.81 E-04, one 

would ob ta in  cor rec ted  va lues  by mult iplying by exp { x i  ( t d  + t f ) }  ( see  

Table 7 - 1 )  of 8.79 E-04, 6.62 E-04, and 1.10 E-03, respec t ive ly .  A 

l a r g e r  R/B f o r  87 K r  than  85m K r  o r  88 K r  has never been observed and 

makes no sense  phys ica l ly .  Therefore,  t h e  conclusion is  reached t h a t  

t h e  Pe t t en  reported R/B values  apply t o  t h e  t i m e  of gas release from t h e  

f u e l  element. The repor t ing  of t h e  time a t  which t h e  gas sample l e f t  

t h e  f u e l  element or even t h e  time of c o l l e c t i o n  of t h e  gas sample is  

p re fe rab le ;  otherwise,  t h e  t i m e  r e so lu t ion  of t h e  r e l ease  da t a  i s  

degraded by s e v e r a l  hours. 

The r e s u l t s  of t h e  ca l cu la t ions  using Eq.  7-4  are presented i n  

Table 7-2. I t  i s  q u i t e  clear t h a t  a l a rge  discrepancy e x i s t s  between 

t h e  ca l cu la t ed  and reported r e l a t i v e  R/B values .  Thus, t h e  r e l a t i v e  

de t ec to r  e f f i c i e n c i e s  assumed i n  t h e  ca l cu la t ion  could be s i g n i f i c a n t l y  

i n  e r r o r .  The r e l a t i v e  de t ec to r  e f f i c i e n c i e s  required t o  permit t h e  

co r rec t  r e l a t i v e  R/B values  t o  be ca lcu la ted  by using Eq. 7-4 a r e  shown 

a l s o  i n  Table 7-2 and a r e  p lo t t ed  i n  Fig.  7-1 using t h e  s c a l e  on t h e  

r i g h t  hand o rd ina te .  Note t h a t  t h e  s l o p e  of t h e  r e l a t i v e  e f f i c i ency-  

energy curve €or energ ies  of g r e a t e r  than 200 keV is s i m l l a r  t o  those  

shown f o r  t h e  de t ec to r  i n  t h e  IMGA system, but  t h a t  t h e  peak i n  t h e  

eff ic iency-energy curve is  s h i f t e d  t o  a higher  va lue  by about 100 keV 

than  t h e  o t h e r  curves shown. The a c t u a l  de t ec to r  e f f i c i e n c y  va lues  are 

eager ly  awaited. 

7.2. THE DEPENDENCE OF RIB OR RELATIVE R/Bs ON DECAY CONSTANT 

The dependence of R/B o r  r e l a t i v e  R/B values  on decay constant  is 

shown i n  Fig.  7 -2  f o r  d a t a  from t h e  R2-Kl3 experiment and from t h e  

HFR-B1 experiment. The former da ta  are absolu te  values  of RIB obtained 
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TABLE 7-2 
THE CALCULATION OF RELATIVE RIB VALUES AND COMPARISON WITH 

REPORTED VALUES FOR THE FISSION GAS SAMPLE TAKEN FROM 
CAPSULE C ON JUNE 15 AT 1105 AND MEASURED AS SPECTRUM 2349 

Relative (R/B) Values Corrected to Release From The Fuel 
Element and Relative Efficiencies 

~~~ 

(R/B)i/(R/B), Relative Efficiencies, f , / ~ i  

Isotope Calc Reported(a) ORNL(b) Petten( c) 

85mKr 1 1 

B7Kr 0.88 0.59 

88Kr  0.97 0.64 

1 1 

2.63 1.70 

1.22 0.79 

(a)Based on absolute R/B values reported by Petten of 
6.51E-04, 3.81E-04 and 4.14E-04 for 85mKr, 87Kr and 88Kr, 
respectively. 

(b)From Fig. 7-1, the 20 cm geometry case. 

(C)Required to satisfy Eq. 7-4 where (R/B)i/(R/B), are 
those deduced from the report values (see (a) above). 
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Fig.  7-2.  Comparison of re la t ive  R / B  values from capsule C of HFR-B1 
(taken 6 / 1 5 / 8 7  at 1105: spectrum 2349) with R / B  values from 
Cel l  3 of R2-Kl3 

7-8 



(MM- 100-WORMM] 

from ce l l  2 a t  1175OC and t h e  l a t t e r  values  a r e  r e l a t i v e  values  of R/B 
derived from t h e  measured absolu te  values  from capsule  C on t h e  sample 

taken a t  1105 on June 15th and i d e n t i f i e d  wi th  spectrum 2349. Three 

f e a t u r e s  of t h i s  f i g u r e  are noted: (1) the r e l a t i v e  values of R / B  for 

Kr and 87 Kr are s imilar  i n  t h e  two experiments, ( 2  t h e  r e l a t i v e  

value (and consequently,  t h e  absolu te  value of R/B) f o r  88 K r  is abnor- 

mally low wi th  respec t  t o  Kr i n  t h e  HFR-B1 case and (3)  t h e  depen- 

dence of RIB on A cannot be conf iden t i a l ly  der ived from RIB or r e l a t i v e  

R / B  values  only f o r  Kr, 88 K r ,  and 87 K r .  

That t h e  R / B  f o r  88 K r  derived from t h e  HFR-31 experiment i s  abnor- 

mally l o w  i n  comparison t o  8Srn K r  and too  small  i n  cornparlson t o  t h a t  

f o r  87 K r  is not  only subs t an t i a t ed  by comparison wi th  da t a  from R2-Kl3, 

but  a l s o  wi th  da t a  from t h e  GA TRIGA r eac to r  and t h e  ORNL WFIR r eac to r  

as, f o r  example, i n  experiment HRB-17/18. There is a mechanism by which 

t h e  R/B f o r  88 K r  would be smaller than  expected on t h e  b a s i s  of a l i n -  

e a r  r e l a t i v e  between I n  RIB and In A .  Under circumstances i n  which t h e  

r e l ease  of krypton i so topes  is governed by t h e  r e l e a s e  of t h e  krypton 

precusor,  bromine, t h e  r e l e a s e  of 88 K r  would be r e l a t i v e l y  low. 

r e s u l t s  from t h e  r e l a t i v e  h a l f - l i v e s  of t h e  bromine p r  cusors:  t hus ,  

t h e  h a l f - l i v e s  f o r  a5 B r ,  87 B r ,  and B8 B r  a r e  r e spec t ive ly  2.9 min, 

56 s, and 17 s. I n  oxide f u e l s ,  t h e  e f f e c t  may not  be masked by d i f f u -  

This 

E 

s i o n  and release of t h e  longer l i v e d  daughter,  krypton, as a r e s u l t  of 

t h e  d i f f u s i o n  c o e f f i c i e n t  of bromine which is 200 times l a r g e r  than  t h a t  

of krypton i n  U02. 

I n  t h e  case  of gas r e l e a s e  from contamination, where d i f f u s i o n  i n  

U02 is not  involved, t h e  r e l a t i v e l y  low r e l e a s e  of 88 K r  would not be 

expected; y e t ,  from t h e  earliest measurements i n  HFR-B1 before  p a r t i c l e  

f a i l u r e  occurred and during t h e  t i m e  governed by gas release from t h e  

f i s s i o n i n g  of contamination, s i m i l a r  p a t t e r n s  of gas release among t h e  

t h r e e  i so topes  of krypton w e r e  observed. 
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It is important to understand at the outset of the HFR-B1 experi- 

ment why all the R/B measurements of 88 K r  are smaller than expected on 

the basis of experience in similar reactor experiments. The first 

effort on this matter ought to be the examination of all measurements 

and calculations associated with the R/B determination before embarking 
on further analysis of the data. 

There is, of course, the smaller probability that the relative RIB 

values are too high for either 8Srn Kr or 8' Kr, rather than being too 

low for 88 Kr. 

decay constant, after correcting for the hypothesized high values, would 

be either too small (for the case of a high relative R/B of 8Sm Kr) or 

too large (for the case of a high relative R/B of 87 Kr) compared to 

normally observed dependencies. 

However, in either of these cases, the dependence on 

In regard to determining the dependence of R/B on decay constant, 

which i s  important in assessing the mechanisms of gas release, the data 

of Fig. 7-2 demonstrate via the R2-Kl3 data that using R/B values for 
the isotopes 85m Kr, 87 Kr, and B8 Kr, would yield a stronger dependence 
than is derived by including the R/B for the isotope 8$ Kr in the calcu- 

lation. Therefore, accurate values of the decay constant dependence of 

the R/B are not to be expected from most of the HFR-B1 data, However, 

using the RIB values for the three longer-lived krypton isotopes in the 

R2-K13 case, does appear to yield an upper limit to the strength of the 

dependence. In the case of the HFR-B1 data, given the present premise 

that the RIB for 88 K r  is low, the upper limit to the dependence of R/B 

on decay constant might be better estimated using only R/B values for 
8Sm Kr and 87 Kr. 

4 

After the above was written, I examined the RIB data for capsules A 

and B before any failure of the dtf particles and for measurements 

including the short-lived isotopes of 89 Kr and 90 Kr (data taken from 

R. Conrad's technical memorandum HFR/87/2380, 29.07.87). These data are 

shown on Fig. 7-3. It is clear from this figure that the R/B values for 
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Fig .  7-3.  The dependence of R I B  on decay  constant for fisslon gas 
re lease  from capsules A and B before fa i lure  of dtf 
par t i c l e s  
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85m Kr, 87 Kr and 89 Kr s a t i s f y  the r e l a t i o n  R / B  = A/Xn,  where A and n 

are constants ,  qui te  w e l l  and that  the R I B  values of 88 Kr are d e f i -  

n l t e l y  low by comparison. The 90 Kr R I B  are a l s o  qui te  smaller than 

expected, but t h i s  can be attributed to a release t i m e  which i s  compar- 

able  to  or larger than the  decay t i m e  of the  90 Kr i sotope  ( 3 2 . 3  s )  . 
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8. DETERMINATION OF RELATIVE RIB VALUES FOR 8Sm Kr FROM MEASUREMENTS 
DURING THE FIRST WATER VAPOR INJECTION TEST 

The RIB value, corrected to the time of collection, is given by 
Eq. 7-3 of Section 7. Multiplied by exp (Xtd) in order to correct for 

the decay between collection and measurement, 

where all the symbols have been defined in Section 7, except for td 

which is the delay t i m e  between collection and the start of counting. 

the relative R I B  values for a specific isotope can be derived from the 
quantity 
c - 

. 

assuming the fission rate, F,, to be approximately constant over the 

time of the test. To calculate Q values, the data of Table 8-1 are used 

plus the following expression and values: 

which is Eq. 6-8 of Section 6 and c =  5 ps and 1 = 4 . 3  E - 0 5 1 s .  

values of Q are given in Table 8-1. 

the # ..- - 
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TABLE 8-1 
DATA TAKEN FROM THE R A W  GAMMA COUNTING RECORDS 
(SEE SECTION 9) AND CALCULATION OF THE ISOTOPE 

SPECIFIC QUANTITY Q (SEE EQ. 8-2) 

Col lect ion 
Day T i m e  Spectrum t d  ( s  t, ( s )  C 1Count s Q 

15 

16 

16 

16 

17 

18 

19 

20 

1105 

0842 

1418 

2100 

1710 

1300 

1100 

0936 

2349 

2362 

2366 

2369 

2379 

2389 

2399 

2409 

6900 

7200 

15 120 

11040 

21600 

21600 

18900 

6840 

1493 

1493 

1262 

1435 

1195 

1187 

-(a) 

1488 

341622 

339026 

286217 

385432 

248331 

235332 

251236 

331894 

(a)Used value of 1237s based on fit of tc versus t d  data as shown 
i n  Fig. 8 - 1 .  
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Fig. 8-1. Correlation between t, and td: Used to estimate tc 
which was missing for spectrum 2399 
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- 
9. RAW DATA ON GAMMA COUNTING OF GAS SAMPLES BETWEEN JUNE 10 AND 20 

FROM CAPSULE C 

The r a w  d a t a  on gamma counting of gas samples between June 10 and 20 from 

capsule  C were given t o  L h e  author f o r  his  personal  use only. 
R. Conrad, these da ta  are not included i n  t h i s  r epor t .  The use of these da ta  

w a s  essential i n  developing several of the  sections of this repor t  and t h e i r  

a v a i l a b i l i t y  is g r e a t l y  appreciated.  

At the request of 

;". 
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10. QUESTIONS, COMMENTS, AND REQUESTS 

1. In reporting the R/B values, it Is preferable to use the time 
of release of the gas sample from the fuel, or the time of 

collecting the sample, rather than the time at which counting 

began. 

2. On Table 1 of HFR/87/12380, for capsule B, cycle 87.03 at 

24.04.87 16.58, the RIB is clearly In error; not only are the 

R/Bs abnormally high, but the RIB increases with increasing A ,  
a behavior never observed. 

3. In our experience with HRB-17/18, the decline in the fission 

rate density (fissions/m3 s) was responsible for a d e c l i n e  

in RIB (under nonhydrolyzing and constant temperature condi- 
tions). Therefore, we need to know the fission rate density 

as a function of irradiation time. Do the R/B calculations 

use a constant fission rate density, in effect, over a cycle, 

or is the change taken into account? 

4 .  What are the gamma detector efficiencies at 81, 150, 196, 250, 

and 403 KeV? 

5 .  HOW is the pulse pileup loss corrected? What are the values 

of the parameters involved? 

6. Relative low values of 88 K r  are reported (HFR/87/12380). 
The discussion of this in Section 7 leads to the question 

of why this occurs in HFR-B1 but not in recent comparable 

experiments. 
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7 .  In reporting the water vapor concentration in ppmv, it i s  also 

necessary to give the pressure of the gas at measurement. 

8 .  Can printouts of numerical data corresponding to the graphs in 

HFR/87/12380 be obtained? 

9 .  The operation of the gas chromatograph, as discussed in Sec- 

tion 5 above, leads to questions about (1) the automatic inte- 

gration and reporting of concentrations in ppmv (pressure) and 

(2) the interference by neon. (I see no way other than 

excluding neon (as suggested in Section 5) for resolving the 

interference). The results obtained in the second water vapor 

injection test, when extensive interference by neon occurred, 

are essentially not useful. 

10. I am unable to calculate the relative R/B values for asrn Kr, 
from the stq data I received when I was at Petten, so as to 

be in agreement with the reported values. I would very much 

appreciate help on this matter. (see Sections 2, 6 ,  and 7 ) .  

Mlc, 

11. The reporting of the gas chromatographic results has yet to be 

organized. I hope that these results will be available in the 

detail in which they have been considered in Sections 2 and 5. 

12. Before embarking on a long analysis, I need to know a large 

fraction of the details as I hope this memorandum demonstrates 

in order to avoid errors in the initial stages which, when 

later discovered, require much additional work. 

Therefore, my inquiries have the objective of my avoiding use- 

less attempts at analysis. A l s o ,  my preferred approach to a 

problem of analysis is  to delve in excruciating detail into 

the problem although I have seldom, if ever, under the HTGR 

program, been able to satisfy myself on this matter. 
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