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Outline
• Porous media - Foam geometry
• Computerized micro-tomography
• Model generation
• Meshing
• Conjugate heat transfer with CFD
• Thermal stress analysis
• Heat exchanger applications and testing

Li-He HX Experiment Team
T. Lutz, J. McDonald, F. Bauer, S. Simpson, J. Taylor, 
R. Mourning, K. Johannes, J. Bullock, W. Chilton, G. 
Cannon, and K. Losinski 



DL Youchison 134012/02

2

Foam Nomenclature

Cell DiameterCell Structure Pore/Window Diameter

PPI = Pores Per Inch

PPI = Pores Per Inch
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Previous modeling relied on periodic 
structures.
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tetracaidecahedra 

deformed plates

Failed to capture the randomness in cell size, window 
orientation, non-uniform ligaments and other unique 
characteristics of commercial foams.
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•Computerized X-ray microtomography was completed at Sandia on Ultramet 
supplied foam samples.  The smaller files were translated from stereolithography 
format to ACIS solid modeling format. 
•The solid models of the detailed foam microstructure were meshed and analyzed 
by commercial computational fluid dynamics (CFD) codes (CFDesign and CCM+) 
to determine the effective permeability and ligamental heat conduction.
•Foam models derived from computerized x-ray tomography were closed with 
facesheets of SiC on one side and steel on the other inside CCM+.
•The CCM+ tet mesh was exported to Abaqus for stress analysis.
•Deflections, inelastic strains and stresses were computed in the ligaments and 
permeation barrier facesheets using Abaqus.

We perform CFD modeling of foam porous 
media heat transfer on the microscale.

X-ray microtomography 
file of carbon foam after 
translation to ACIS solid 
modeling format. 
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8 mm x 8 mm x 8 mm 45 ppi RVC skeleton

Processing geometry and meshing are greatest challenge.

Tomography
•VGStudio MAX by
Volume Graphics

File translation
•3dShop by C4W
•Rhino 3d
•Cubit
•Star CCM+

extract a volume
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Modeling is computationally expensive.

1 mm thick
solid wall

foam-filled
channel

Commercial CFD Codes 
•Star-CCM+ v5.04
• Cfdesign v10

One-million element 
polyhedral mesh with three 
prism layers at all solid/gas 
interfaces.

1.7 mm x 1.7 mm x 2.7 mm 
high.  Arbitrarily chosen 
volume extracted from 
8x8x8 mm3 volume shown 
earlier. Wall added in CCM+.
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Imprint and merge 3 solids and a fluid
3 prism layers at walls and ligaments
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Porous media is effective in
enhancing gas cooling.
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h=7100 W/m2K
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Conductivity of foam can affect 
performance.
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Calculated temperature distribution in a 
45-ppi tungsten foam channel reveals a 
peak surface temperature of 556 oC with 
an average heat transfer coefficient of 
21,500 W/m2K.

Calculated temperature distribution in a 45-
ppi copper foam channel reveals a peak 
surface temperature of 401 oC with an 
average heat transfer coefficient of 28,350 
W/m2K.

Calculated temperature distribution in a 
tungsten open channel duct reveals a peak 
surface temperature of 1512 oC with an average 
heat transfer coefficient of 7100 W/m2K.

helium flow of 1 g/s at 4 MPa with an inlet 
temperature of 26.8 oC.   q”=5 MW/m2 on a 
1-mm-thick wall.

He

q”
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Analysis reveals turbulent mixing
and fin effect created by foam.

Convection models for 2 mm x 2 mm 65 ppi, 10% dense moly foam attached to 1 mm thick moly walls.  Temperature 
distribution is shown on left with velocity vectors and streamlines through the foam on the right.
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627 C

27 C He
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Modeling of Mo Foam 
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Modeling of Mo Foam 
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Foams can enhance heat transfer in open channels of dual 
coolant schemes if the foam is bonded to the intervening wall.

He

Li No Foam

He

Li Foam
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Liquid metal power conversion
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FUSION
Li-cooled divertor or
Pb-Li blanket

Lunar/Mars power system
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Refractory heat exchangers are under fabrication.
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High temperature Li/He heat exchanger

High temperature He/He regenerator

εhx=hLAL/(m-dotLCp(L))/[1+hHAH/(m-dotHCp(H))]
εhx = (Tc, He out - Tc, He in) /(Th, Li in - Tc, He in)

HX effectiveness

All Mo

thin Mo wall
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Li/He design concept
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- The classic counterflow flat plate heat exchanger can have high specific 
area, on the order of 3000 m2/m3. This design can be improved if refractory 
foam is added to the gas channels. Molybdenum foam on the order of 65 
ppi and 20% dense can have a specific surface area as high as 7000 
m2/m3 exposed to helium. 

- The dendritic molybdenum coating can increase the lithium-exposed 
area by a factor of two to three depending on dendrite size. This new 
configuration more than doubles the convective heat transfer area between 
lithium and helium & improves conduction through the wall. 

- He inlet = 750 K   - Li inlet = 900 K
HX effectiveness @ a power level

- Ehx = (Tc, helium out - Tc, helium in) /(Th, lithium in - Tc, helium in) 

- The foam on the helium side promotes turbulence and mixing, resulting 
in a very low temperature difference between the inlet lithium and exit 
helium (several degrees). The dendrites aid wetting of the molybdenum 
wall by lithium, yet do not represent a restriction or increase the pressure 
drop by reducing the channel size to the point where surface tension and 
capillary forces dominate. 

Goal:  THeout
~TLiin



DL Youchison 134012/02

LiHe HX Prototype
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Views showing Mo Inner Tube + Mo foam fully slid into the ID of Mo Outer Shell

Fully-Assembled Prototype (before brazing)

Mo foam heat exchanger slid over Mo inner Tube with 
dendritic internal coating
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High-temperature testing of HX’s at the PMTF.
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• Short hi-temp 
runs (Mo)

• In-vacuo
• Experimental
• Low cost
• Small impact on 

HeFL loop
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Testing concept
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Helium Preheat
e-beam panel

Lithium Preheat
e-beam panel

H2O
HX

He Regen
65C

200C 477C

400C

150C

LiHe 400C

627C

Li/He HX
555C550C

500C
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Li inletLi Outlet

Li Heater 
Panel

Li /He Heat 
Exchanger

He 
outlet

He 
inlet

W

W

Li-He Exp’t Setup
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e-beam
heater
panel

Li-He
HX

High-temperature feedthrough
w/ instrumentation & heating

in vacuo band heaters and trace heating

Mo helium heater
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LIMITS connected to the EB-1200 D-chamber

Calibration of Li flow meter
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y = -1.9612E-03x2 + 1.0880E+00x - 5.1823E+00
R² = 9.9161E-01
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Concluding remarks
• modeling of porous media on micro-scale now possible

• 64-bit, 4 to 16-node MPI computations, 98 GB ram

• tomography useful for reverse engineering

• improvements in file translation and meshing, but still challenging

• Investigated effectiveness of foams to improve heat transfer

• CFD and thermal stress analysis of porous media

• refractory high temperature foams for Brayton applications

• applications to various gas/gas heat exchangers, recuperators, regenerators,
LM/gas heat exchangers

• start to testing of Li-He HX at prototypical temperatures
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